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1 Introduction
According to the agreed time plan for the CA WI [1] the BS RF aspects should proceed as follows:

RAN4 #55 (May, 2010): 

· TPs for the key RF requirements

· Proposals for remaining RF requirements

Furthermore, at RAN4#54 it was agreed that the findings related to BS RF will be captured within a new TR to be created for the CA WI. V0.1.0 in R4-102329 was agreed by email approval after RAN4 #55 Montreal [2]. 

This document presents a text proposal for the CA BS TR regarding Clause 6.6.3 Operating band unwanted emissions and appendix B 6.6.3 Operating band unwanted emissions.
2 Conclusion


We propose to include the TP below in the CA BS TR, to be used later as a baseline for updating TS 36.104 due to CA WI..

3 References


[1] R4-100964, Work plan for the “Carrier Aggregation for LTE” WI in RAN4, Nokia, Nokia Siemens Networks

[2] R4-10239,  Carrier Aggregation; Base Station (BS) radio transmission and reception (Release 10)3GPP TR 36.8xx V0.1.0 (2010-05) 

Text proposal for CA BS TR

----- Start of TP -----

6.6.3 Operating band unwanted emissions

The concept of RF Bandwidth from MSR TS 37.104 is introduced in order to define a reference point for the unwanted emission mask. This gives a precise definition while allowing freedom to populate the RF bandwidth with component carriers in a flexible way.

Base Station RF bandwidth: The bandwidth in which a Base Station transmits and receives multiple carriers and/or RATs simultaneously.

Base Station RF bandwidth edge: The frequency of one of the edges of the Base Station RF bandwidth

Lower RF bandwidth edge:  The frequency of the lower edge of the Base Station RF bandwidth, used as a frequency reference point for transmitter and receiver requirements

Upper RF bandwidth edge: The frequency of the upper edge of the Base Station RF bandwidth, used as a frequency reference point for transmitter and receiver requirements

Unless otherwise stated, the requirements in clause 6 are expressed for a single transmitter antenna connector.

For the purposes of the present document, the following symbols apply:

BWRF 
Base Station RF bandwidth, where BWRF = FBW RF,high – FBW RF,low 

BWRF,max 
Maximum Base Station RF bandwidth

FC
Carrier centre frequency

f_offset 
Separation between the Base Station RF bandwidth edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

FBW RF,high  
Upper RF bandwidth edge, where FBW RF,high  = FC,high + Foffset CC 

FBW RF,low  
Lower RF bandwidth edge, where FBW RF,low  = FC,low - Foffset CC
FC,high
Center frequency of the highest transmitted/received carrier.
FC,low
Center frequency of the lowest transmitted/received carrier.

Foffset,CC
Frequency offset from FC,high to the upper  RF bandwidth edge or FC,low to the lower RF bandwidth edge for a specific RAT.
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Figure 6.6.3-1: Illustration of RF bandwidth related symbols and definitions for Carrier Aggregation

Requirements for receiver and transmitter shall apply with a frequency offset from the lowest and highest carriers to the RF bandwidth edges (Foffset,) for paired bands as defined in Table 6.6.3-1. 

Table 6.6.3-1:  Foffset for paired bands
	RAT
	Foffset, CC

	1.4, 3 MHz E-UTRA
	BWChannel/2 + [TBD]

	5, 10, 15, 20 MHz E-UTRA
	BWChannel/2


Requirements for receiver and transmitter shall apply with a frequency offset from the lowest and highest carriers to the RF bandwidth edges (Foffset,) for unpaired bands as defined in Table 6.6.3-2. 

Table 6.6.3-2:  Foffset  for unpaired bands
	RAT
	Foffset, CC

	1.4, 3 MHz E-UTRA
	BWChannel /2 + [TBD]

	5, 10, 15, 20 MHz E-UTRA
	BWChannel /2


----- Next section -----

B.3
Definitions, symbols and abbreviations

3.1
Definitions

Base Station RF bandwidth: The bandwidth in which a Base Station transmits and receives multiple carriers and/or RATs simultaneously.

Base Station RF bandwidth edge: The frequency of one of the edges of the Base Station RF bandwidth

Lower RF bandwidth edge:  The frequency of the lower edge of the Base Station RF bandwidth, used as a frequency reference point for transmitter and receiver requirements

Upper RF bandwidth edge: The frequency of the upper edge of the Base 
Station RF bandwidth, used as a frequency reference point for transmitter and receiver requirements
----- Next section -----

3.2 Symbols

BWRF 
Base Station RF bandwidth, where BWRF = FBW RF,high – FBW RF,low 

BWRF,max 
Maximum Base Station RF bandwidth

FC
Carrier centre frequency

f_offset 
Separation between the Base Station RF bandwidth edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

FBW RF,high  
Upper RF bandwidth edge, where FBW RF,high  = FC,high + Foffset, CC,  

FBW RF,low  
Lower RF bandwidth edge, where FBW RF,low  = FC,low - Foffset, CC
FC,high
Center frequency of the highest transmitted/received carrier.
FC,low
Center frequency of the lowest transmitted/received carrier.

Foffset, CC
Frequency offset from FC,high to the upper  RF bandwidth edge or FC,low to the lower RF bandwidth edge
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Figure 3.2-1: Illustration of RF bandwidth related symbols and definitions for Carrier Aggregation.

----- Next section -----
B.5
Operating bands and channel arrangement
5.5 Operating bands
Requirements for receiver and transmitter shall apply with a frequency offset from the lowest and highest carriers to the RF bandwidth edges (Foffset,) for paired bands as defined in Table 6.6.3-1. 

Table 5.5-1:  Foffset for paired bands
	RAT
	Foffset, CC

	1.4, 3 MHz E-UTRA
	BWChannel/2 + [TBD]

	5, 10, 15, 20 MHz E-UTRA
	BWChannel/2


Requirements for receiver and transmitter shall apply with a frequency offset from the lowest and highest carriers to the RF bandwidth edges (Foffset,) for unpaired bands as defined in Table 6.6.3-2. 

Table 5.5-2:  Foffset  for unpaired bands
	RAT
	Foffset, CC

	1.4, 3 MHz E-UTRA
	BWChannel /2 + [TBD]

	5, 10, 15, 20 MHz E-UTRA
	BWChannel /2


----- Next section -----

B.6
Transmitter characteristics

6.6.3
Operating band unwanted emissions
Unless otherwise stated, the Operating band unwanted emission limits are defined from 10 MHz below the lowest frequency of the downlink operating band up to 10 MHz above the highest frequency of the downlink operating band. 

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification. 

The unwanted emission limits in the part of the downlink operating band that falls in the spurious domain are consistent with ITU-R Recommendation SM.329 [2]. 

Emissions shall not exceed the maximum levels specified in the tables below, where:

-
(f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the channel edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency 10 MHz outside the downlink operating band.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multicarrier E-UTRA BS the definitions above apply to the requirements for the 5, 10, 15 and 20 MHz channel apply to the RF Bandwidth edge, for each transmitter antenna connector.
For Local Area BS, the requirements of subclause 6.6.3.2A shall apply (Category A and B).
For Home BS, the requirements of subclause 6.6.3.2B shall apply (Category A and B).
The application of either Category A or Category B limits shall be the same as for Transmitter spurious emissions (Mandatory Requirements) in subclause 6.6.4.1.
6.6.3.1
Minimum requirements for Wide Area BS (Category A)

For E-UTRA BS operating in Bands 5, 6, 8, 12, 13, 14, 17, 18, 19, emissions shall not exceed the maximum levels specified in Tables 6.6.3.1‑1 to 6.6.3.1-3.

Table 6.6.3.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
	[image: image4.wmf]dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

05

.

0

_

3

10

5


	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.6.3.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 5)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 9, 10, 11, 21, 33, 34, 35, 36, 37, 38, 39, 40, emissions shall not exceed the maximum levels specified in Tables 6.6.3.1-4 to 6.6.3.1-6:

Table 6.6.3.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-13 dBm
	1MHz


Table 6.6.3.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 5)
	1MHz 


6.6.3.2
Minimum requirements for Wide Area BS (Category B)

For Category B Operating band unwanted emissions, there are two options for the limits that may be applied regionally. Either the limits in subclause 6.6.3.2.1 or subclause 6.6.3.2.2 shall be applied.

6.6.3.2.1
Category B requirements (Option 1)
For E-UTRA BS operating in Bands 5, 8, 12, 13, 14, 17, 20, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2.1-1 to 6.6.3.2.1-3:

Table 6.6.3.2.1-1: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2.1-2: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
	[image: image10.wmf]dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

05

.

0

_

3

10

5


	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-16 dBm
	100 kHz 


Table 6.6.3.2.1-3: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands <1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm (Note 5)
	100 kHz 


For E-UTRA BS operating in Bands 1, 2, 3, 4, 7, 10, 33, 34, 35, 36, 37, 38, 39, 40, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2.1-4 to 6.6.3.2.1-6:

Table 6.6.3.2.1-4: General operating band unwanted emission limits for 1.4 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-11 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2.1-5: General operating band unwanted emission limits for 3 MHz channel bandwidth (E‑UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-15 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1MHz


Table 6.6.3.2.1-6: General operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth (E-UTRA bands >1GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1MHz 


6.6.3.2.2
Category B (Option 2)

The limits in this subclause are intended for Europe and may be applied regionally for BS operating in band 3 and 8.

For a BS operating in band 3 or 8, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2-1 below for 5, 10, 15 and 20 MHz channel bandwidth: 

Table 6.6.3.2.2-1: Regional operating band unwanted emission limits in band 3 and 8 for 5, 10, 15 and 20 MHz channel bandwidth for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz ( (f < 0.2 MHz
	0.015MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 4)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( 

min( 10 MHz, (fmax) 
	1.5 MHz ( f_offset < 

min(10.5 MHz, f_offsetmax)
	-13 dBm
	1 MHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1 MHz 


For a BS operating in band 3 or 8, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2‑2 below for 3 MHz channel bandwidth:   

Table 6.6.3.2.2-2: Regional operating band unwanted emission limits in band 3 and 8 
for 3 MHz channel bandwidth for Category B 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0. 065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	0.15 MHz ( (f < 0.2 MHz
	0.165MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
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	30 kHz 

	(Note 4)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( 

min(6 MHz , (fmax)
	1.5 MHz ( f_offset < 

min(6.5 MHz, f_offsetmax)
	-13 dBm
	1 MHz 

	6 MHz ( (f ( (fmax
	6.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 5)
	1 MHz 


For a BS operating in band 3 or 8, emissions shall not exceed the maximum levels specified in Table 6.6.3.2.2‑3 below for 1.4 MHz channel bandwidth:   

Table 6.6.3.2.2-3: Regional operating band unwanted emission limits in band 3 and 8 
for 1.4 MHz channel bandwidth for Category B 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 3)

	0 MHz ( (f < 0.05 MHz
	0.015 MHz ( f_offset < 0.065 MHz 
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	30 kHz 

	0.05 MHz ( (f < 0.15 MHz
	0. 065 MHz ( f_offset < 0.165 MHz 
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	30 kHz 

	0.15 MHz ( (f < 0.2 MHz
	0.165MHz ( f_offset < 0.215MHz 
	-14 dBm
	30 kHz 

	0.2 MHz ( (f < 1 MHz
	0.215MHz ( f_offset < 1.015MHz
	
[image: image21.wmf]dB

MHz

offset

f

dBm

÷

ø

ö

ç

è

æ

-

×

-

-

215

.

0

_

15

14


	30 kHz 

	(Note 4)
	1.015MHz ( f_offset < 1.5 MHz 
	-26 dBm
	30 kHz 

	1 MHz ( (f ( 2.8 MHz 
	1.5 MHz ( f_offset < 3.3 MHz
	-13 dBm
	1 MHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	-15 dBm
	1 MHz 


6.6.3.2A
Minimum requirements for Local Area BS (Category A and B)

For Local Area BS, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2A-1 to 6.6.3.2A-3.

Table 6.6.3.2A-1: Local Area BS operating band unwanted emission limits for 1.4 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
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	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-31 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	2.85 MHz ( f_offset < f_offsetmax 
	-31 dBm
	100 kHz 


Table 6.6.3.2A-2: Local Area BS operating band unwanted emission limits for 3 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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	100 kHz 

	3 MHz ( (f < 6 MHz
	3.05 MHz ( f_offset < 6.05 MHz
	-35 dBm
	100 kHz 

	6 MHz ( (f ( (fmax
	6.05 MHz ( f_offset < f_offsetmax 
	-35 dBm
	100 kHz 


Table 6.6.3.2A-3: Local Area BS operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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6.6.3.2B
Minimum requirements for Home BS (Category A and B)

For Home BS, emissions shall not exceed the maximum levels specified in Tables 6.6.3.2B-1 to 6.6.3.2B-3.

Table 6.6.3.2B-1: Home BS operating band unwanted emission limits for 1.4 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 1.4 MHz
	0.05 MHz ( f_offset < 1.45 MHz
	
[image: image25.wmf]6_

300.05

1.4

foffset

dBmdB

MHz

---

æö

ç÷

èø


	100 kHz 

	1.4 MHz ( (f < 2.8 MHz
	1.45 MHz ( f_offset < 2.85 MHz
	-36 dBm
	100 kHz 

	2.8 MHz ( (f ( (fmax
	3.3 MHz ( f_offset < f_offsetmax 
	
[image: image26.wmf]52, 2dBm20dBm

50, P<2dBm

PdBP

dBm

-££

ì

í

-

î


(note 5)
	1MHz


Table 6.6.3.2B-2: Home BS operating band unwanted emission limits for 3 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 3 MHz
	0.05 MHz ( f_offset < 3.05 MHz
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Table 6.6.3.2B-3: Home BS operating band unwanted emission limits for 5, 10, 15 and 20 MHz channel bandwidth 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Minimum requirement
	Measurement bandwidth (Note 1)

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	5 MHz ( (f < 10 MHz
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	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
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----- End of TP -----
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