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1
Introduction
In the RAN4#54 meeting, it was agreed to specify RI requirements assuming 1 HARQ transmission and modify tentative requirements to those listed in Table 1 below. These agreements were captured in [1].
Table 1: Tentative minimum requirements (FDD)

	
	Test 1
	Test 2
	Test 3

	1
	N/A
	[1.05]
	
N/A

	2
	[1.0]
	N/A
	[1.1]


Furthermore, one extra SNR test point is also agreed to be added at 1dB higher for all tests and companies are invited to verify the tentative requirements for the following SNR levels [2]:

· SNR = 0 dB and SNR = 1 dB for Test-1

· SNR = 20 dB and SNR = 21 dB for Test-2

· SNR = 20 dB and SNR = 21 dB for Test-3
In this contribution, we provide further RI reporting results with receiver impairments for test points according to the above with no HARQ re-transmission.
2
Discussion
In Figure 1 and Table 2, throughput ratio curves and results summary for FDD are provided assuming HARQ=1, respectively. Compared to the requirements in Table 1, the tentative agreed values would seem feasible.
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Figure 1 – Throughput Ratio results for low antenna correlation (HARQ=1)

Table 2: Simulated throughput ratio results for RI reporting test points (HARQ=1)

	Throughput Ratio
	Test 1
	Test 2
	Test 3

	SNR
	0dB
	1dB
	20dB
	21dB
	20dB
	21dB

	UE Reported RI:fixed rank 1
	N/A
	N/A
	1.15
	1.16
	N/A
	N/A

	UE Reported RI:fixed rank 2 
	1.25
	1.21
	N/A
	N/A
	1.19
	1.16


3
Conclusion
In this contribution, RI reporting impairment results are presented for no HARQ re-transmission. Based on these results, tentative requirements agreed in the last meeting (listed in Table 1) seem feasible for this configuration.
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