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1. Introduction
According to the agreed time plan for the CA WI [1] the BS RF aspects should proceed as follows:
· RAN4#54 (February, 2010):

· Discuss technical issues of the key RF requirements (unwanted emissions, ACS, (NB blocking),…)

· Discuss and propose the principles of deriving TX / RX RF requirements
· Results from studies related to needed changes / additions of RF requirements
· RAN4 Ad-hoc #2 (April, 2010): 
· Agree the principles of deriving TX / RX RF requirements
· Further results from studies of RF requirements 

· First proposals for needed changes / additions of RF requirements
Furthermore, RAN4#54 agreed that the findings related to BS RF will be captured within a new TR to be created for the CA WI. The skeleton of this TR has been agreed in [2].
This document presents a text proposal for the CA BS TR for Clause 5.5 (Operating bands) by taking the agreements in [3, 4] into account.
This clause may need to be further aligned with the corresponding clause within TS36.101 at a later stage.

2. Conclusion

We propose to take the below TP as a baseline for updating TS 36.104 due to CA WI. It is further proposed to capture this TP within the BS TR of the CA WI.

3. References

[1] R4-100964, Work plan for the “Carrier Aggregation for LTE” WI in RAN4, Nokia, Nokia Siemens Networks

[2] R4-100965, Skeleton BS TR for CA WI, Nokia Siemens Networks

[3] RP-100390, Way forward on scenario combinations for CA WID, Nokia et al.
[4] R4-101485, TP for CA BS TR, deployment scenarios, Nokia Siemens Networks, CMCC, Samsung
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Operating bands and channel arrangement
5.1
General

No changes are foreseen for this clause.

5.2
Operating bands

A Carrier aggregation configuration is defined as a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements. The carrier aggregation configurations shall be defined in appropriate Tables. 
The supported carrier aggregation configuration(s) and the maximum bandwidth supported by the BS in which multiple carriers can be aggregated on the UL and DL within an operating band shall be declared by the manufacturer.
----- Next section -----
Annex B:
Release 10 draft specification
This Annex is used to capture any text proposals to the Release 10 specification of TS36.104. The baseline for this section is TS36.104 V9.2.0. On completion on this TR these working assumptions will be incorporated into the Rel-10 specification for TS36.104.   

Any sub clause which is a sub clause of this heading 2 style will follow the same clause number used in TS36.104 in order to ease future incorporation of these working assumptions into the technical specification.  
B.1
void

B.2
void

B.3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Base station receive period: The time during which the base station is receiving data subframes or UpPTS.

Carrier: The modulated waveform conveying the E-UTRA or UTRA physical channels
Carrier aggregation configuration: a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements
NOTE:
Carrier aggregation configuration(s) for an E-UTRA BS is declared by the manufacturer according to the designations in Tables 5.5-2 to 5.5-3
Channel bandwidth: The RF bandwidth supporting a single E-UTRA RF carrier with the transmission bandwidth configured in the uplink or downlink of a cell. The channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.

Channel edge: The lowest and highest frequency of the E-UTRA carrier, separated by the channel bandwidth.

DL RS power: The resource element power of Downlink Reference Symbol.

Downlink operating band: The part of the operating band designated for downlink. 

Maximum output Power: The mean power level per carrier of the base station measured at the antenna connector in a specified reference condition.

Maximum throughput: The maximum achievable throughput for a reference measurement channel. 

Mean power: When applied to E-UTRA transmission this is the power measured in the channel bandwidth of the carrier. The period of measurement shall be at least one subframe (1ms), unless otherwise stated.

Measurement bandwidth: The bandwidth in which an emission level is specified.

Multi-carrier transmission configuration: A set of one or more contiguous carriers that a BS is able to transmit simultaneously according to the manufacturer’s specification.
Occupied bandwidth: The width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage β/2 of the total mean power of a given emission.

Operating band: A frequency range in which E-UTRA operates (paired or unpaired), that is defined with a specific set of technical requirements.

NOTE:
The operating band(s) for an E-UTRA BS is declared by the manufacturer according to the designations in table 5.5-1.

Output power: The mean power of one carrier of the base station, delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power: Rated output power of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector during the transmitter ON period.
RE power control dynamic range: The difference between the power of a RE and the average RE power for a BS at maximum output power for a specified reference condition.

RRC filtered mean power: The mean power of a UTRA carrier as measured through a root raised cosine filter with roll-off factor  and a bandwidth equal to the chip rate of the radio access mode.

NOTE 1:
The RRC filtered mean power of a perfectly modulated UTRA signal is 0.246 dB lower than the mean power of the same signal.

Throughput: The number of payload bits successfully received per second for a reference measurement channel in a specified reference condition.

Total power dynamic range: The difference between the maximum and the minimum transmit power of an OFDM symbol for a specified reference condition.

Transmission bandwidth: Bandwidth of an instantaneous transmission from a UE or BS, measured in Resource Block units.

Transmission bandwidth configuration: The highest transmission bandwidth allowed for uplink or downlink in a given channel bandwidth, measured in Resource Block units.

Transmitter ON period: The time period during which the BS transmitter is transmitting data and/or reference symbols, i.e. data subframes or DwPTS.

Transmitter OFF period: The time period during which the BS transmitter is not allowed to transmit.

Transmitter transient period: The time period during which the transmitter is changing from the OFF period to the ON period or vice versa.
Uplink operating band: The part of the operating band designated for uplink. 

3.2
Symbols

For the purposes of the present document, the following symbols apply:


Roll-off factor


Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel

BWChannel
Channel bandwidth

BWConfig
Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x 180 kHz in the uplink and BWConfig = 15 kHz + NRB x 180 kHz in the downlink.

f
Frequency




(f
Separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency

(fmax 
The largest value of (f used for defining the requirement

FC
Carrier centre frequency

Ffilter
Filter centre frequency 
f_offset 
Separation between the channel edge frequency and the centre of the measuring filter

f_offsetmax 
The maximum value of f_offset used for defining the requirement

FDL_low
The lowest frequency of the downlink operating band

FDL_high
The highest frequency of the downlink operating band

FUL_low
The lowest frequency of the uplink operating band

FUL_high
The highest frequency of the uplink operating band

Gant 
Net antenna gain
Nant
Number of transmitter antennas 
NDL 
Downlink EARFCN

NOffs-DL 
Offset used for calculating downlink EARFCN

NOffs-UL 
Offset used for calculating uplink EARFCN

NCS
Number of Cyclic shifts for preamble generation in PRACH
NRB
Transmission bandwidth configuration, expressed in units of resource blocks 

NUL 
Uplink EARFCN

P10MHz
Maximum output Power within 10 MHz
PEIRP,N
EIRP level for channel N

PEIRP,N,MAX
Maximum EIRP level for channel N

PEM,N
Declared emission level for channel N

Pmax
Maximum output Power

Pout
Output power

PREFSENS
Reference Sensitivity power level 
TA
Timing advance command, as defined in [11]
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T


Basic time unit, as defined in [10]
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

ACLR
Adjacent Channel Leakage Ratio

ACK
Acknowledgement (in HARQ protocols)

ACS
Adjacent Channel Selectivity

AWGN
Additive White Gaussian Noise

BS
Base Station

CA
Carrier Aggregation
CP
Cyclic prefix
CRC
Cyclic Redundancy Check
CW
Continuous Wave

DC
Direct Current

DFT
Discrete Fourier Transformation 

DTT
Digital Terrestrial Television

DTX
Discontinuous Transmission

DwPTS
Downlink part of the special subframe (for TDD operation)

EARFCN 
E-UTRA Absolute Radio Frequency Channel Number

EPA
Extended Pedestrian A model

ETU
Extended Typical Urban model

E-UTRA
Evolved UTRA

EVA
Extended Vehicular A model

EVM
Error Vector Magnitude

FDD
Frequency Division Duplex

FFT
Fast Fourier Transformation

FRC
Fixed Reference Channel

GP
Guard Period (for TDD operation)

HARQ
Hybrid Automatic Repeat Request

ICS
In-Channel Selectivity

ITU‑R
Radiocommunication Sector of the ITU 
LA
Local Area

LNA
Low Noise Amplifier

MCS
Modulation and Coding Scheme

OFDM
Orthogonal Frequency Division Multiplex

OOB
Out-of-band

PA
Power Amplifier

PBCH
Physical Broadcast Channel

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PUSCH
Physical Uplink Shared Channel

PUCCH
Physical Uplink Control Channel
PRACH
Physical Random Access Channel
QAM
Quadrature Amplitude Modulation

QPSK
Quadrature Phase-Shift Keying

RB
Resource Block

RE
Resource Element

RF
Radio Frequency

RMS
Root Mean Square (value)

RS
Reference Symbol

RX
Receiver

RRC
Root Raised Cosine

SNR
Signal-to-Noise Ratio 
TA
Timing Advance
TDD
Time Division Duplex

TX
Transmitter

UE
User Equipment 
WA
Wide Area
----- Next section -----
B.5
Operating bands and channel arrangement

5.1
General

The channel arrangements presented in this clause are based on the operating bands and channel bandwidths defined in the present release of specifications.

NOTE:
Other operating bands and channel bandwidths may be considered in future releases.
5.2
Void

5.3
Void

5.4
Void

5.5
Operating bands

E-UTRA is designed to operate in the operating bands defined in Table 5.5-1.

Table 5.5-1 E-UTRA frequency bands

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	FDD

	61
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	FDD

	11
	1427.9 MHz 
	–
	1447.9 MHz
	1475.9 MHz  
	–
	1495.9 MHz
	FDD

	12
	698 MHz
	–
	716 MHz
	728 MHz
	–
	746 MHz
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	FDD

	15
	Reserved
	
	
	Reserved
	
	
	FDD

	16
	Reserved
	
	
	Reserved
	
	
	FDD

	17
	704 MHz 
	–
	716 MHz
	734 MHz
	–
	746 MHz
	FDD

	18
	815 MHz 
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD

	19
	830 MHz 
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	20
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	

	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	...
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	TDD

	34
	2010 MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	TDD

	39
	1880 MHz 
	–
	1920 MHz
	1880 MHz 
	–
	1920 MHz
	TDD

	40
	2300 MHz 
	–
	2400 MHz
	2300 MHz 
	–
	2400 MHz
	TDD

	Note 1: Band 6 is not applicable.


E-UTRA is designed to operate for the carrier aggregation configurations defined in Tables 5.5-2 to 5.5-3.
Table 5.5-2. Intra-band contiguous carrier aggregation configurations

	CA Configuration
	Operating band

	
	

	CA_1
	1

	CA_40
	40


Table 5.5-3. Inter-band non-contiguous carrier aggregation configurations

	CA Configuration
	Operating bands

	
	

	CA_1-5
	1

	
	5


----- End of TP -----
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