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1 Introduction
For deployment of UTRA in new bands at 3.5 GHz [1], the new bands arrangements are proposed: 

•
Band [XXII], 2x90 MHz for FDD mode  

      3410 – 3500 MHz: Up-link (UE transmit, Base station receive)

      3510 – 3600 MHz: Down-link (Base station transmit, UE receive)
In this contribution we provide the text proposal on required changes in UTRA UE FDD specification [2].
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<Start of the TP>
9.1 Required changes to TS 25.101
Required changes in specification TS 25.101 are shown in Table 9.1.
Table 9.1: Required Changes in TS 25.101 (v 9.4.0)

	Section
	Requirement
	Description of change

	5.2
 
	Frequency bands

	Add a new row for Band [XXII] in the table 5.0

	5.3
	Tx-Rx frequency separation
	Add a new row for Band [XXII] in the table 5.0A

	5.4.3
	Channel number
	Add the EARFCN numbers and parameters in Table 5.1 and Table 5.1A. for Band [XXII]

	5.4.4
	UARFCN
	Add a new row for Band [XXII]

	6.2.1
	UE maximum output power
	Add a new row for Band [XXII]

	6.6.2.1
	Spectrum emission mask
	Add this requirement for Band [XXII]

	6.6.2.2
	ACLR
	Add this requirement for Band [XXII] 

	6.6.3
	Spurious emissions
	Add this requirement for Band [XXII] 

	7.3
	Reference sensitivity level
	Add this requirement for Band [XXII]

	7.6.1

	Minimum requirement (In-band blocking)
	Add this requirement for Band [XXII]

	7.6.2

	Minimum requirement (Out of-band blocking)
	Add this requirement for Band [XXII]

	7.8
	Intermodulation characteristics
	Add requirements for Band [XXII].

	7.9

	Spurious emissions
	Add requirements for Band [XXII].

	B.2.2
	Multi-path fading propagation conditions
	Add conditions for Band [XXII]. 

	B2.6
	MIMO propagation conditions
	Add the band into Tables B.4 and B.5.

	E.2
	List of UARFCN used for UTRA FDD bands
	Add conditions for Band [XXII] 


<End of the TP>
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