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Introduction

The coexistence work to determine RF parameters for Relay nodes are ongoing in RAN4. Currently there are still some assumptions missing to be able to start the simulations. In this TP we suggest models that adds some of the missing assumptions to be able to start evaluating coexistence for outdoor relays.
The main proposals in this TP are:

· 80% of users are located indoor. I.e. 80% of users will experience an additional wall penetration loss. The exact penetration loss is specified in section 6.5 of [1].

· UEs select cells based on RSRP with an offset in the range [0-20] dB. The problem of selecting the eNodeB or RN for serving a UE is discussed in [2]
Proposal

It is proposed that the attached text proposal is include in the LTE Relay TR [1].
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System scenarios

The main use scenario for relays studied in this TR is illustrated in Figure 6-1. The network consists of both eNodeBs and relay nodes (RN). The network is deployed in a urban environment and the main purposes for the relays are to provide 

· a)
coverage extension

· b)
indoor coverage and increased data rates in areas with poor performance.
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Figure 6-1 Example of a relay deployment scenario: a) outdoor relay; b) indoor relay c) truwall relay

The Macro network is a typical network using  three-sector site planning over a single carrier. Support for carrier aggregation with relay nodes is FFS. 

The relay nodes are owned and operated by an operator. The relays are located  either indoors or outdoors and there are a few relays per eNodeB. The deployment of the relays is planned to provide coverage in specific areas.. MIMO can be  used both in the access and the backhaul link. 

As the primary function of relay node is for the coverage-improvement, both outdoor and indoor scenarios should be considered. The outdoor relay could be used for cell-edge coverage, and the indoor relay is used for solving indoor dead spot and hot spot scenarios. The probability that a UE is located indoors is 80%. In each Macro cell there are several relay nodes controlled by the same operator Table 6.1 summarize some basic characteristics for further study.

Table 6-1 Possible Parameter Definitions for Relay node Deployments
	Parameter
	Relay node (General)

	Relay antenna height
	Outdoor relay: 5m
Indoor relay: [2.5m]

	Minimum distance between relay node and eNBs
	>=35m

	Minimum distance between UE and relay node
	Outdoor relay> 10m

	
	Indoor relay >= 3m

	Relays per macro cell
	1 to 5

	Penetration loss (relay to UE)
	Relay with outdoor coverage antenna to UE: 20 dB

	
	Relay with indoor coverage antenna to UE: 0 dB

	Parameter
	Access link

	Antenna Configuration (Relay-UE link)

	Omni-directional,
2 tx , 2 rx antenna ports, or 
4 tx , 4 rx antenna ports

	Parameter
	Backhaul link

	Antenna Configuration (Macro-Relay link)
	Directional 
2 tx , 2 rx antenna ports, or 
4 tx , 4 rx antenna ports

	Antenna Configuration (Macro-Relay link)
	Directional 
2 tx , 2 rx antenna ports, or 
4 tx , 4 rx antenna ports


6.2
System layout

This section describes the deployment used for eNodeB and RN. In all deployments there will be a fixed number [1, 4] of relay nodes per cell.

Table 6.2-1 Possible Parameter Definitions for Macro Network
	Parameter
	Macro Network

	Environment
	Macro cell, Urban (Case1)
Rural area (Case3)

	Macro Cellular layout
	Hexagonal grid, 19 cell sites, 57 sectors with BTS in the corner of the cell

	Macro Cell ISD
	a)
Case 1 with an ISD of  500 meters
b)
Case 3 with and ISD of 1.732 km


6.2.1
Uncoordinated macro cellular deployment, RN at cell  edge 
6.2.1.1 Network layout
Simulations are performed in the “Uncoordinated macro cellular deployment” described in section 4.4.2.1 of [5].

The RNs are located at [0.5, 1, 1.5] R (cell radius) from from the eNodeB. The RN are evenly spread over a total angle of +/- 30 degrees. 

The exact distance to use is FFS and needs to be agreed in further meetings. Initally a number of parameters are used. 

The UEs are randomly located over the entire area using a 2D uniform spatial distribution.
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Figure 6.2.1-1 Example of RN deployment. 5 RN per eNB. NOTE: Victim eNB not shown currently
6.2.1.2 UE location

UEs are located uniformly over the service area with [30] UEs per BS sector, i.e. per unit area of ISD^2 * sqrt(3)/6 .
On average 30 UE are placed inside each macro cell.

UEs are located indoors with a probability of 80%.
6.2.2
Uncoordinated macro cellular deployment, RN at regular grid

This deployment scenario uses the same assumptions as the deployment scenario in 6.2.1 with the exception that the RN are placed on a regular square grid.

6.2.3
Manhattan grid deployment

Use of Manhattan grid is FFS.

6.3
Cell selection
UEs are connected to the BS if: RSRPBS > RSRPRN + ΔRSPR and to the RN otherwise. 

ΔRSPR is a tuning parameter to balance the load between RN and BS by ensuring that UL and DL links are approximately equal. ΔRSPR is set to [0-20] dB.
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