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1   Introduction
In the last meeting, an LS [1] is sent out to notify the AOA and TADV reporting mapping. The reporting range of TADV is defined from 0 to 49232Ts with 2Ts resolution for timing advance less or equal to 4096Ts and 8Ts for timing advance great than 4096Ts. 
This document presents the proposal of mapping of UE Rx-Tx time difference measurement.
2
Discussion and proposal
From definition of TADV, it is calculated from BS Rx-Tx time difference measurement and UE Rx-Tx time difference measurement. The reporting range of UE Rx-Tx time difference measurement should be as reporting range of TADV, i.e. from 0 to 49232Ts. The resolution for timing advance is sufficient for UE Rx-Tx time difference measurement reporting.
It is proposed reporting mapping of UE Rx-Tx time difference measurement is same as TADV reporting mapping. The text proposal is as following.
=============================== Text Proposal =================================

The reporting range of UE Rx-Tx time difference measurement is defined from 0 to 49232Ts with 2Ts resolution for UE Rx-Tx time difference less or equal to 4096Ts and 8Ts for UE Rx-Tx time difference great than 4096Ts.

The mapping of measured quantity is defined in Table 1.

Table 1: UE Rx-Tx time difference measurement report mapping 

	Reported value
	Measured quantity value
	Unit

	Rx-Tx_TIME_DIFFERENCE_00
	TRx-Tx_UE ( 2
	Ts

	Rx-Tx_TIME_DIFFERENCE_01
	2 ( TRx-Tx_UE < 4
	Ts

	Rx-Tx_TIME_DIFFERENCE_02
	4 ( TRx-Tx_UE < 6
	Ts

	…
	…
	…

	Rx-Tx_TIME_DIFFERENCE_2046
	4092 ( TRx-Tx_UE < 4094
	Ts

	Rx-Tx_TIME_DIFFERENCE_2047
	4094 ( TRx-Tx_UE < 4096
	Ts

	Rx-Tx_TIME_DIFFERENCE_2048
	4096 ( TRx-Tx_UE < 4104
	Ts

	Rx-Tx_TIME_DIFFERENCE_2049
	4104 ( TRx-Tx_UE < 4112
	Ts

	…
	…
	…

	Rx-Tx_TIME_DIFFERENCE_7688
	49216 ( TRx-Tx_UE < 49224
	Ts

	Rx-Tx_TIME_DIFFERENCE_7689
	49224 ( TRx-Tx_UE < 49232
	Ts

	Rx-Tx_TIME_DIFFERENCE_7690
	49232 ( TRx-Tx_UE
	Ts
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