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1.  Introduction

This contribution formally presents NEC results of simulations for E-DPDCH for different FRC and channel conditions as already presented in [1] to the E-DCH Teleconference held on March 17, 2005. The results are based on the agreed simulation assumptions from RAN4 #34.

2.  Results

	AWGN
	No RX Div:  % of throughput
	RX Div:  % of throughput

	
	30%
	50%
	70%
	30%
	50%
	70%

	FRC1
	-11.5
	-6.5
	-5.5
	-14.6
	-9.5
	-8.5

	FRC2
	-8.6
	-3.5
	-2.6
	-11.6
	-6.5
	-5.6

	FRC3
	-3.7
	1.6
	2.2
	-6.7
	-1.5
	-0.8

	FRC4
	-13.2
	-8.5
	-7.9
	-16.2
	-11.5
	-10.9

	FRC5
	-10.2
	-5.5
	-4.9
	-13.2
	-8.5
	-7.8

	FRC6
	-7.18
	-2.48
	-1.81
	-10.2
	-5.5
	-4.8

	FRC7
	-21.7
	-17.5
	-16.4
	-24.7
	-20.5
	-19.4


	PA3
	No RX Div:  % of throughput
	RX Div:  % of throughput

	
	30%
	50%
	70%
	30%
	50%
	70%

	FRC1
	-9.6
	-6.8
	-3.8
	-13.3
	-10.3
	-8.1

	FRC2
	-6.6
	-3.8
	-0.8
	-10.3
	-7.3
	-5.2

	FRC3
	-1.8
	1.0
	4.1
	-5.5
	-2.5
	-0.3

	FRC4
	-11.6
	-8.6
	-5.1
	-15.1
	-12.3
	-9.9

	FRC5
	-8.5
	-5.5
	-2.1
	-12.1
	-9.3
	-6.9

	FRC6
	-5.5
	-2.4
	1.0
	-9.0
	-6.2
	-3.8

	FRC7
	-20.2
	-17.0
	-13.5
	-23.7
	-21.0
	-18.4


	PB3
	No RX Div:  % of throughput
	RX Div:  % of throughput

	
	30%
	50%
	70%
	30%
	50%
	70%

	FRC1
	-10.4
	-7.0
	-4.8
	-13.9
	-10.4
	-8.1

	FRC2
	-7.3
	-3.7
	-1.3
	-10.8
	-7.3
	-4.9

	FRC3
	-1.5
	3.6
	12.6
	-5.5
	-1.5
	2.3

	FRC4
	-12.3
	-9.3
	-7.0
	-15.7
	-12.5
	-10.4

	FRC5
	-9.1
	-6.0
	-3.7
	-12.6
	-9.5
	-7.2

	FRC6
	-5.8
	-2.2
	0.5
	-9.3
	-6.0
	-3.6

	FRC7
	-21.0
	-18.1
	-15.8
	-24.3
	-21.3
	-19.1


	VA30
	No RX Div:  % of throughput
	RX Div:  % of throughput

	
	30%
	50%
	70%
	30%
	50%
	70%

	FRC1
	-10.3
	-6.8
	-3.5
	-13.8
	-10.3
	-7.4

	FRC2
	-7.1
	-3.5
	0.2
	-10.8
	-7.1
	-4.1

	FRC3
	-1.3
	3.7
	13.8
	-5.5
	-1.4
	3.0

	FRC4
	-12.4
	-9.0
	-6.4
	-15.6
	-12.3
	-10.2

	FRC5
	-9.1
	-5.7
	-2.9
	-12.5
	-9.2
	-6.9

	FRC6
	-5.8
	-2.0
	1.2
	-9.3
	-5.8
	-3.4

	FRC7
	-21.0
	-17.8
	-15.2
	-24.4
	-21.0
	-18.7


	VA120
	No RX Div:  % of throughput
	RX Div:  % of throughput

	
	30%
	50%
	70%
	30%
	50%
	70%

	FRC1
	-10.2
	-6.4
	-3.0
	-13.7
	-10.0
	-7.1

	FRC2
	-7.0
	-2.9
	1.0
	-10.6
	-6.8
	-3.7

	FRC3
	-1.2
	4.5
	 n/a
	-5.3
	-0.9
	3.8

	FRC4
	-12.3
	-8.6
	-6.3
	-15.6
	-11.8
	-10.1

	FRC5
	-9.0
	-5.2
	-2.7
	-12.4
	-8.7
	-6.7

	FRC6
	-5.6
	-1.1
	1.9
	-9.2
	-5.0
	-3.0

	FRC7
	-21.0
	-17.5
	-15.1
	-24.2
	-20.7
	-18.6
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