Page 1



3GPP TSG-RAN4 Meeting #14 
Tdoc R4-000992

Sophia Antipolis, France, 13-17 November, 2000

CR-Form-v3

CHANGE REQUEST



(

TS 25.141
CR
aaa
(

rev
-
(

Current version:
3.3.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM

ME/UE

Radio Access Network
X
Core Network




Title:
(

Test tolerance for Adjacent Channel Leakage Ratio




Source:
(

Measurement Uncertainty Ad Hoc




Work item code:
(



Date: (

00-11-16







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

The correct test limit is introduced.




Summary of change:
(

The test limit is introduced by applying the test tolerance to the core specification value.




Consequences if 
(

not approved:
The core specification value has been derived without consideration of test tolerance. If it is not applied, the test will be incorrect.




Clauses affected:
(

6.5.2.2




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
6.5.2.2
Adjacent Channel Leakage power Ratio (ACLR)

6.5.2.2.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the transmitted power to the power measured after a receiver filter in the adjacent channel(s). Both the transmitted power and the received power are measured through a matched filter (Root Raised Cosine and roll-off 0.22) with a noise power bandwidth equal to the chip rate. The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.

6.5.2.2.2
Conformance requirement

Table 6.15: BS ACLR
BS channel offset below the first or above the last carrier frequency used
ACLR limit

5 MHz
[45+TT] dB

10 MHz
[50+TT] dB

6.5.2.2.3
Test purpose

To verify that the adjacent channel leakage power ratio requirement shall be met as specified in subclause 6.5.2.2.2.

6.5.2.2.4
Method of test

6.5.2.2.4.1
Initial conditions

1)
Connect measurement device to the base station RF output port as shown in annex B.

2)
The measurement device characteristics shall be:
-
measurement filter bandwidth: defined in subclause 6.5.2.2.1;
-
detection mode: true RMS voltage or true average power.

3)
Set the base station to transmit a signal modulated in accordance with 6.1.1.1 Test model 1. Total power at the RF output port shall be the maximum output power as specified by the manufacturer.

4)
Set carrier frequency within the frequency band supported by BS. Minimum carrier spacing shall be 5 MHz and maximum carrier spacing shall be specified by manufacturer.

6.5.2.2.4.2
Procedure

1)
Measure Adjacent channel leakage power ratio for 5 MHz and 10 MHz offsets both side of channel frequency. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.

2)
All RF channel configurations supported by BS shall be verified.

6.5.2.2.5
Test requirement

Adjacent channel leakage power ratio requirement shall be met as specified in subclause 6.5.2.2.2.
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