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3
Definitions, symbols and abbreviations

3.1
Definitions

Editor’s note: Necessity of new definition(s) depends on new requirements in other sections.
<Unchanged parts are skipped>

<Start of changes>

3.2
Symbols

For the purposes of the present document, the following symbols apply:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken.

BWChannel
Channel bandwidth, defined in TS 36.101 subclause 3.2

CPICH_Ec
Average energy per PN chip for the CPICH

CPICH_Ec/Io
The ratio of the received energy per PN chip for the CPICH to the total received power spectral density at the UE antenna connector.

Ec
Average energy per PN chip.

Ês
Received energy per RE (power normalized to the subcarrier spacing) during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector

Io
The total received power density, including signal and interference, as measured at the UE antenna connector.

Ioc
The power spectral density (integrated in a noise bandwidth equal to the chip rate and normalized to the chip rate) of a band limited noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.

Iot
The received power spectral density of the total noise and interference for a certain RE (power integrated over the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector
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Number of consecutive downlink positioning subframes as defined in clause 6.10.4.3 in TS 36.211
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Physical Resource Block number as defined in clause 3.1 in TS 36.211.
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Timing offset between uplink and downlink radio frames at the UE, as defined in clause 3.1 in TS 36.211.
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Fixed timing advance offset, as defined in clause 3.1 in TS 36.211.
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Configured UE transmitted power as defined in clause 6.2.5 in TS 36.101.
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Configured UE transmitted power on a serving cell c as defined in clause 6.2.5A in TS 36.101.

PRP
Received (linear) average power of the resource elements that carry E-UTRA PRS, measured at the UE antenna connector.

S
Cell Selection Criterion defined in TS 36.304, subclause 5.2.3.2 for E-UTRAN

SCH_Ec/Ior
The ratio of the transmit energy per PN chip of the SCH to the total transmit power spectral density at the UTRA Node B antenna connector

SCH_RP
Received (linear) average power of the resource elements that carry E-UTRA synchronisation signal, measured at the UE antenna connector

Srxlev
Cell selection RX level, defined in TS 36.304, subclause 5.2.3.2

Squal
Cell selection quality, defined in TS 36.304, subclause 5.2.3.2

Sintersearch
Defined in TS 25.304, subclause 5.2.6.1.5

Sintrasearch
Defined in TS 25.304, subclause 5.2.6.1.5 for UTRAN and in TS 36.304 , subclause 5.2.4.7 for E-UTRAN

Snonintrasearch
Defined in TS 36.304 , subclause 5.2.4.7

SsearchRAT
Defined in TS 25.304, subclause 5.2.6.1.5

Threshx, high 
Defined in TS 36.304 , subclause 5.2.4.7
Threshx, low  
Defined in TS 36.304 , subclause 5.2.4.7
Threshserving, low 
Defined in TS 36.304 , subclause 5.2.4.7
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Cell-specific positioning subframe configuration period as defined in clause 6.10.4.3 in TS 36.211

TRE-ESTABLISH-REQ
The RRC Re-establishment delay requirement, the time between the moment when erroneous CRCs are applied, to when the UE starts to send preambles on the PRACH.

Treselection
Defined in TS 25.304, subclause 5.2.6.1.5

TreselectionRAT
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionEUTRA 
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionUTRA 
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionGERA 
Defined in TS 36.304 , subclause 5.2.4.7
TreselectionNB-IoT_Inter 
Defined in TS 36.304, subclause 5.2.4.7
TreselectionNB-IoT_Intra 
Defined in TS 36.304, subclause 5.2.4.7
TS
Basic time unit, defined in TS 36.211, clause 4

Editor’s note: If RAN4 does not use TreselectionNB-IoT_Intra and TreselectionNB-IoT_Inter in reselection requirements for NB-IoT UE, then these symbols don’t need to be introduced in this section. In addition, necessity of other new symbol (s) depends on new requirements in other sections.
<End of changes>
<Start of changes>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [26] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [26].

1x RTT
CDMA2000 1x Radio Transmission Technology

ABS
Almost Blank Subframe

ARQ
Automatic Repeat Request
AP
Access Point
AWGN
Additive White Gaussian Noise

BCCH
Broadcast Control Channel

BCH
Broadcast Channel

CA
Carrier Aggregation
CC
Component Carrier

CCCH SDU
Common Control Channel SDU 
CE
Coverage Enhancement
CGI
Cell Global Identifier

CPICH
Common Pilot Channel

CPICH Ec/No
CPICH Received energy per chip divided by the power density in the band

CRS
Cell-specific Reference Signals

C-RNTI
Cell RNTI

CSI
Channel-State Information

CSI-RS
CSI Reference Signal
DC
Dual Connectivity

DCCH
Dedicated Control Channel

DL
Downlink

DMTC
Discovery signal Measurement Timing Configuration 

DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

DUT
Device Under Test

E-CID
Enhanced Cell-ID (positioning method)

ECGI
Evolved CGI 
eDRX_IDLE
Extended IDLE-mode DRX
eDRX_CONN
Extended CONNECTED-mode DRX
eNB
E-UTRAN NodeB

E-SMLC
Enhanced Serving Mobile Location Centre

E-UTRA
Evolved UTRA

E-UTRAN
Evolved UTRAN

FDD
Frequency Division Duplex

GERAN
GSM EDGE Radio Access Network

GSM
Global System for Mobile communication

HARQ
Hybrid Automatic Repeat Request

HD-FDD
Half-Duplex FDD

HO
Handover

HRPD
High Rate Packet Data

IDC
In-Device Coexistence

IEEE
Institute of Electrical and Electronics Engineers

LPP
LTE Positioning Protocol
LWA
LTE-WLAN Aggregation
MAC 
Medium Access Control 

MCG
Master Cell Group

MeNB
Master eNB
MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MBSFN ABS
MBSFN Almost Blank Subframe

MDT
Minimization of Drive Tests

MGRP
Measurement Gap Repetition Period
MIB
Master Information Block

NPBCH
Narrowband Physical Broadcast CHannel

NPDCCH
Narrowband Physical Downlink Control CHannel

NPDSCH
Narrowband Physical Downlink Shared CHannel

NPRACH
Narrowband Physical Random Access CHannel 
NPUSCH
Narrowband Physical Uplink Shared CHannel 
NPSS
Narrowband Primary Synchronization Signal

NSSS 
Narrowband Secondary Synchronization Signal

NRS
Narrowband Refernce Signal

OCNG
OFDMA Channel Noise Generator

OFDM
Orthogonal Frequency Division Multiplexing

OFDMA
Orthogonal Frequency Division Multiple Access

OTDOA
Observed Time Difference of Arrival

PBCH
Physical Broadcast Channel

P-CCPCH
Primary Common Control Physical Channel

PCell
Primary Cell

PCFICH
Physical Control Format Indicator CHannel

PDCCH
Physical Downlink Control CHannel

PDSCH
Physical Downlink Shared CHannel

PHICH
Physical Hybrid-ARQ Indicator CHannel

PLMN
Public Land Mobile Network

PMCH
Physical Multicast Channel

PRACH
Physical Random Access CHannel
ProSe
Proximity-based Services
PRS
Positioning Reference Signal
PSBCH
Physical Sidelink Broadcast CHannel

PSCCH
Physical Sidelink Control Channel
PSCell
Primary SCell

PSS
Primary Synchronization SignalPSSCH
Physical Sidelink Shared CHannel
psTAG
Primary Secondary Timing Advance Group 
pTAG
Primary Timing Advance Group

PTW
Paging Time Window

PUCCH
Physical Uplink Control CHannel

PUSCH
Physical Uplink Shared Channel
RS-SINR
Reference Signal Signal to Noise and Interference RatioRSCP
Received Signal Code Power

RSRP
Reference Signal Received Power

RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

RSTD
Reference Signal Time Difference

QAM
Quadrature Amplitude Modulation

RACH
Random Access Channel

RAT
Radio Access Technology

RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RRM
Radio Resource Management

SCE
Small Cell Enhancement

SCH
Synchronization Channel

SCell
Secondary Cell 

SCG
Secondary Cell GroupSDU
Service Data Unit

SeNB
Secondary eNB

SFN
System Frame Number

SI
System Information

SIB
System Information Block
SLSS
SideLink Synchronization Sequence
SON
Self Optimized Network

SRS
Sounding Reference Signal

SSS
Secondary Synchronization Signal
SSTD
SFN and subframe time difference
sTAG
Secondary Timing Advance Group

TAG
Timing Advance Group

TDD
Time Division Duplex

TP
Transmission Point

TTI
Transmission Time Interval

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunication System

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network
WLAN
Wireless Local Area Network
WB-RSRQ
Wide Bandwith RSRQ
Editor’s note: Necessity of other new definition(s) depends on new requirements in other sections.
<End of changes>
3.4
Test tolerances

Editor’s note: Since the requirements specified in this section would not be specific to NB-IoT, they would not need to be updated.
<Unchanged parts are skipped>

3.5
Additional notation
3.5.1
Groups of bands

Editor’s note: In Rel-13, NB-IoT is designed to operate in the E-UTRA operating bands 1, 2, 3, 5, 8, 12, 13, 17, 18, 19, 20, 26, 28, 66 which are defined in Table 5.5-1 in 36.101. In other words, no new operating bands are introduced for NB-IoT in Rel-13. This means that the groups of bands do not need to be updated.
<Unchanged parts are skipped>

<Start of changes>

3.6
General

3.6.1
Applicability of requirements in this specification version

-
The requirements for TDD-FDD carrier aggregation are specified for two downlink and one uplink component carriers. The requirements are specified for both cases when the PCell belongs to TDD or FDD. 

-
All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same uplink-downlink and special subframe configurations [16] in the PCell and SCell.

-
All the requirements for inter-band CA apply for the same uplink-downlink and special subframe configurations [16] in the PCell and SCell. Different uplink-downlink and special subframe configurations [16] in the PCell and SCell are supported for inter-band CA for UEs which:

- do not support simultaneous reception and transmission for inter-band TDD CA specified in TS 36.331 [2], and 

- are compliant to the requirements specified in TS 36.101 for inter-band CA with uplink in one E-UTRA band and without simultaneous Rx/Tx.

-
All the inter-frequency requirements and requirements for measurements on deactivated carrier apply for the same uplink-downlink and special subframe configurations [16] in the PCell and SCell. Different uplink-downlink and special subframe configurations [16] in the PCell and SCell are supported for inter-frequency for UEs which:

-
do not support simultaneous reception and transmission for inter-band TDD CA specified in TS 36.331 [2], and are compliant to the requirements specified in TS 36.101 for inter-band CA with uplink in one E-UTRA band and without simultaneous Rx/Tx.
-
Requirements for E-UTRA carrier aggregation are applicable for the CA capable UE which has been configured with at least one downlink SCell, but:

-
up to four downlink CCs and up to two uplink CCs for intra-band contiguous carrier aggregation, or

-
up to four downlink CCs and one uplink CCs for inter-band carrier aggregation, or

-
up to two downlink/uplink CCs intra-band contiguous and one downlink/uplink inter-band carrier aggregation, or

-
up to two downlink CCs intra-band contiguous and one downlink inter-band and up to two uplink CCs for inter-band carrier aggregation, or

-
up to two downlink CCs intra-band non-contiguous and one downlink inter-band and up to two uplink CCs for inter-band carrier aggregation, or

-
up to three downlink CCs intra-band contiguous and one downlink intra-band non-contiguous and up to two uplink CCs intra-band contiguous for carrier aggregation, or

-
two sub-blocks intra-band non-contiguous with two downlink CCs intra-band contiguous per sub-blocks and up to two uplink CCs intra-band contiguous for carrier aggregation, or

-
two downlink CCs intra-band contiguous and three down link CCs inter-band and one uplink CC for carrier aggregation, or

-
two downlink CCs intra-band contiguous and two downlink CCs intra-band contiguous and one downlink CC inter-band and one uplink CC for carrier aggregation, or

-
up to two downlink CCs and up to two uplink CCs for intra-band non-contiguous carrier aggregation, or

-
up to two downlink CCs and up to two uplink CCs for inter-band carrier aggregation, or

-
up to two downlink CCs intra-band contiguous and one downlink inter-band and one uplink CC for carrier aggregation, or

-
up to two downlink CCs intra-band non-contiguous and one downlink inter-band and one uplink CC for carrier aggregation, or

-
up to two downlink CCs and one uplink CC for intra-band non-contiguous carrier aggregation.

-
Requirements for E-UTRA carrier aggregation for discovery signal measurements are applicable for CA capable UE which has been configured with at least one downlink SCell, but:

-
up to four downlink CCs and up to two  uplink CCs for intra-band contiguous carrier aggregation, or

-
up to four downlink CCs and up to one uplink CCs for inter-band carrier aggregation, or

-
up to two downlink/uplink CCs intra-band contiguous and one downlink/uplink inter-band carrier aggregation, or

-
up to two downlink CCs intra-band contiguous and one downlink inter-band and up to two uplink CCs for inter-band carrier aggregation, or

-
up to two downlink CCs intra-band non-contiguous and one downlink inter-band and up to two uplink CCs for inter-band carrier aggregation, or

-
up to three downlink CCs intra-band contiguous and one downlink intra-band non-contiguous and up to two uplink CCs intra-band contiguous for carrier aggregation, or

-
two sub-blocks intra-band non-contiguous with two downlink CCs intra-band contiguous per sub-blocks and up to two uplink CCs intra-band contiguous for carrier aggregation, or

-
two downlink CCs intra-band contiguous and three down link CCs inter-band and one uplink CC for carrier aggregation, or

-
two downlink CCs intra-band contiguous and two downlink CCs intra-band contiguous and one downlink CC inter-band and one uplink CC for carrier aggregation, or

-
up to two downlink CCs and up to two uplink CCs for intra-band non-contiguous carrier aggregation, or

-
up to two downlink CCs and up to two uplink CCs for inter-band carrier aggregation, or

-
up to two downlink CCs intra-band contiguous and one downlink inter-band and one uplink CC for carrier aggregation, or

-
up to two downlink CCs intra-band non-contiguous and one downlink inter-band and one uplink CC for carrier aggregation, or

-
up to two downlink CCs and one uplink CC for intra-band non-contiguous carrier aggregation.
-
Requirements for E-UTRA carrier aggregation, where the PCell is FDD PCell or TDD PCell and the downlink SCell(s) follow the frame structure type 3 [16], are applicable for the CA capable UE, which is supporting band combinations according to 36.101 [5] and which has been configured with at least one downlink SCell but:

-
up to five downlink CCs and one uplink CCs for inter-band carrier aggregation.

-
The requirements for UE configured with eDRX_CONN cycle do not apply  for CA requirements and dual connectivity requirements.
-
The requirements for a UE category 0 are derived assuming UE category 0 [31] and a single antenna receiver. 
-
Requirements for E-UTRA ProSe Direct Discovery and E-UTRA ProSe Direct Communication are applicable for ProSe operation on either the uplink frequency of PCC, or SCC, or a non-serving carrier, but:

-
with ProSe operation limited to one carrier on a given subframe.
-
The requirements for [UE category M2] are derived assuming: [DL Category M2] and [Uplink Category M2] and a single antenna receiver. [DL UE category M2] and [UL UE category M2] are defined in [31].
-
The requirements for normal coverage in idle mode shall apply provided the [UE category M2] is with the radio condition that SCH Ês/Iot ( [-6] dB and CRS Ês/Iot ( [-6] dB.

-
The requirements for enhanced coverage in idle mode shall apply provided the [UE category M2] is with the radio condition that SCH Ês/Iot ( [-15] dB and CRS Ês/Iot ( [-15] dB.
Editor’s note: 
The UE category for NB-IoT UE needs to be updated based on RAN2 final decision.

This draft CR assumes that RAN4 specifies RRM requirements for normal coverage and enhanced coverage.  If RAN4 specifies the third coverage, e.g. extreme coverage, condition for the extereme coverage needs to be specified.
<End of changes>
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