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<< Start of Change >>

A.1
Fixed Reference Channels for receiver sensitivity and in-channel selectivity (QPSK, R=1/3)

The parameters for the reference measurement channels are specified in table A.1-1 for FR1 receiver sensitivity and in-channel selectivity. 

The parameters for the reference measurement channels are specified in table A.1-2 for FR2 receiver sensitivity and in-channel selectivity. 

Table A.1-1: FRC parameters for FR1 receiver sensitivity and in-channel selectivity

	Reference channel
	G-FR1-A1-1
	G-FR1-A1-2
	G-FR1-A1-3
	G-FR1-A1-4
	G-FR1-A1-5
	G-FR1-A1-6
	G-FR1-A1-7
	G-FR1-A1-8
	G-FR1-A1-9

	Subcarrier spacing[kHz]
	15
	30
	60
	15
	30
	60
	15
	30
	60

	Allocated resource blocks
	25
	11
	11
	106
	51
	24
	15
	6
	6

	CP-OFDM Symbols per slot 
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	TBD2408
	TBD1064
	TBD1064
	TBD10248
	TBD4864
	TBD2408
	TBD1480
	TBD576
	TBD576

	Transport block CRC (bits)
	TBD16
	TBD16
	TBD16
	TBD24
	TBD 24
	TBD16
	TBD16
	TBD16
	TBD16

	Code block CRC size (bits)
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24

	Number of code blocks - C
	TBD1
	TBD1
	TBD1
	TBD2
	TBD1
	TBD1
	TBD1
	TBD1
	TBD1

	Coded block size (bits)
	TBD2560
	TBD1120
	TBD1120
	TBD5280
	TBD4928
	TBD2560
	TBD1600
	TBD720
	TBD720

	Total number of bits per slot
	TBD7200
	TBD3168
	TBD3168
	TBD30528
	TBD14688
	TBD6912
	TBD4320
	TBD1728
	TBD1728

	Total symbols per slot
	TBD3600
	TBD1584
	TBD1584
	TBD15264
	TBD7344
	TBD3456
	TBD2160
	TBD864
	TBD864


Table A.1-2: FRC parameters for FR2 receiver sensitivity and in-channel selectivity

	Reference channel
	G-FR2-A1-1
	G-FR2-A1-2
	G-FR2-A1-3
	G-FR2-A1-4
	G-FR2-A1-5

	Subcarrier spacing [kHz]
	60
	120
	120
	60
	120

	Allocated resource blocks
	66
	32
	66
	33
	16

	CP-OFDM Symbols per slot
	12
	12
	12
	12
	12

	Modulation
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Code rate
	1/3
	1/3
	1/3
	1/3
	1/3

	Payload size (bits)
	TBD6272
	TBD3104
	TBD6272
	TBD3240
	TBD1544

	Transport block CRC (bits)
	TBD24
	TBD16
	TBD24
	TBD16
	TBD16

	Code block CRC size (bits)
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24

	Number of code blocks - C
	TBD1
	TBD1
	TBD1
	TBD1
	TBD1

	Coded block size (bits)
	TBD6336
	TBD3200
	TBD6336
	TBD3520
	TBD1600

	Total number of bits per slot
	TBD19008
	TBD9216
	TBD19008
	TBD9504
	TBD4608

	Total symbols per slot
	TBD9504
	TBD4608
	TBD9504
	TBD4752
	TBD2304


A.2
Fixed Reference Channels for dynamic range (16QAM, R=2/3)

The parameters for the reference measurement channels are specified in table A.2-1 for dynamic range.

Table A.2-1: FRC parameters for dynamic range

	Reference channel
	G-FR1-A2-1
	G-FR1-A2-2
	G-FR1-A2-3
	G-FR1-A2-4
	G-FR1-A2-5
	G-FR1-A2-6

	Subcarrier spacing [kHz]
	15
	30
	60
	15
	30
	60

	Allocated resource blocks
	25
	11
	11
	106
	51
	24

	CP-OFDM Symbols per slot 
	12
	12
	12
	12
	12
	12

	Modulation
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Code rate
	2/3
	2/3
	2/3
	2/3
	2/3
	2/3

	Payload size (bits)
	TBD9480
	TBD4224
	TBD4224
	TBD40976
	TBD19464
	TBD9224

	Transport block CRC (bits)
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24

	Code block CRC size (bits)
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24
	TBD24

	Number of code blocks - C
	TBD2
	TBD1
	TBD1
	TBD5
	TBD3
	TBD2

	Coded block size (bits)
	TBD4928
	TBD4576
	TBD4576
	TBD8448
	TBD7040
	TBD4928

	Total number of bits per slot
	TBD14400
	TBD6336
	TBD6336
	TBD61056
	TBD29376
	TBD13824

	Total symbols per slot
	TBD3600
	TBD1584
	TBD1584
	TBD15264
	TBD7344
	TBD3456


<< End of Change
