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1				Discussion
In RAN4#85 we presented a study of necessary A-MPR for FR1 UE to be able to meet the UTRAACLR requirement. Need for A-MPR was simulated against MPR presented in Table 1.
Table 1: tentative MPR used in UTRA A-MPR study [1]
	Modulation
	MPR (dB)

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 0
	≤ 0

	DFT-s-OFDM QPSK
	≤ 1
	≤ 0

	DFT-s-OFDM 16 QAM
	≤ 1.5
	≤ 0.5

	DFT-s-OFDM 64 QAM
	≤ 2

	DFT-s-OFDM 256 QAM
	≤ 4

	CP-OFDM QPSK
	≤ 3
	≤ 0.5

	CP-OFDM 16 QAM
	≤ 3
	≤ 1.5

	CP-OFDM 64 QAM
	≤ 3

	CP-OFDM 256 QAM
	≤ 6



Studies presented in [1] showed that no A-MPR is necessary to be able to meet the UTRAACLR requirement.
In this meeting we have made proposal for final NR FR1 MPR [2], this almost identical for what was used in [1] except in one case the MPR is more in [2] thus we can make following proposal.
Proposal: No A-MPR is specified for UE to be able to meet the UTRAACLR requirement.
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