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5.4.3
Synchronization raster
5.4.3.1
Synchronization raster and numbering

The synchronization raster indicates the frequency positions of the synchronization block that can be used by the UE for system acquisition when explicit signalling of the synchronization block position is not present. 
A global synchronization raster is defined for all frequencies. The frequency position of the SS block is defined as SSREF with corresponding number GSCN. The GSCN and are numbered in increasing frequency order. The parameters defining the SSREF and GSCN for all the frequency ranges are in Table 5.4.3.1-1.

The mapping between the SSREF and the corresponding resource element is given in subclause 5.4.3.2. The synchronization raster and the subcarrier spacing of the synchronization block is defined separately for each band.

Table 5.4.3.1-1: GSCN parameters for the global frequency raster
	Frequency range
	SS_Block frequency position
	Range of GSCN

	24250 – 100000 MHz
	[24250.08] MHz+N*[17.28]MHz, N= 0:[4383]
	[24007 – 28390]


5.4.3.2
Synchronization raster to synchronization block resource element mapping

The mapping between the synchronization raster and the corresponding resource element of the SS block is given in Table 5.4.3.2-1. The mapping depends on the total number of RBs that are allocated in the channel and applies to both UL and DL.

Table 5.4.3.2-1: Synchronization raster to SS block resource element mapping
	Resource element index 
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	Physical resource block number 
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 ,are as defined in TS 38.211[9].
5.4.3.3.
Synchronization raster entries for each operating band 
The synchronization raster for each band is give in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1. 

Table 5.4.3.3-1: Applicable SS raster entries per operating band

	NR Operating Band
	SS Block SCS
	Range of GSCN
(First – <Step size> – Last)

	n258 
	120 kHz
	24057 - <1> -  24243

	n257 
	120 kHz
	24188 - <1> -  24358

	
	240 kHz
	24190 - <2> -  24356

	n260 
	120 kHz
	24795 - <1> -  24966

	
	240 kHz
	24797 - <2> -  24964


6
Transmitter characteristics

6.1
General

Unless otherwise stated, the transmitter characteristics are specified over the air (OTA) with a single or multiple transmit chains.
6.2
Transmitter power

6.2.1
UE maximum output power

The following UE Power Classes define the maximum output power radiated by the UE for any transmission bandwidth within the channel bandwidth for non-CA configuration, unless otherwise stated. The period of measurement shall be at least one sub frame (1ms). The values listed on the table below are for handheld UE, defined as minimum peak EIRP.
Table 6.2.2-1: NR FR2 UE Power Class
	NR band
	Handheld Power Class Min Peak EIRP (dBm)

	n257
	[21.2-25.2]

	n258
	[21.2.25.2]

	n260
	[19.4-23.7]

	NOTE 1: minimum peak EIRP is defined as the lower limit without tolerance


The maximum output power values for TRP and EIRP are found on the table below. The max allowed EIRP is derived from regulatory requirements [8].

Table 6.2.2-2: NR UE Maximum Output Power Limits
	NR band
	TRP Handheld (dBm)
	EIRP (dBm)

Handheld

	n257
	TBD
	43

	n258
	TBD
	43

	n260
	TBD
	43


6.2.2
UE maximum output power for modulation / channel bandwidth
Detailed content of the subclause is TBD.

6.2.3
UE maximum output power with additional requirements
Detailed content of the subclause is TBD.

6.2.4
Configured transmitted power

Detailed content of the subclause is TBD.

6.3
Output power dynamics

6.3.1
Minimum output power

The minimum controlled output power of the UE is defined as the power in the channel bandwidth for all transmit bandwidth configurations (resource blocks) when the power is set to a minimum value.

The minimum output power is the EIRP [measurement details TBD]. The minimum output power shall not exceed the values specified in Table 6.3.1-1 for each operating band supported.

Table 6.3.1-1: Minimum output power

	Operating band
	Channel bandwidth

(MHz)
	Minimum output power

(dBm)
	Measurement bandwidth

(TBD)

	n257, n258, n260
	50
	-13
	

	
	100
	-13
	

	
	200
	-13
	

	
	400
	-13
	


6.3.2
Transmit OFF power

The transmit OFF power is defined as the TRP in the channel bandwidth when the transmitter is OFF. The transmitter is considered OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During DTX and measurements gaps, the transmitter is not considered OFF.

The transmit OFF power shall not exceed the values specified in Table 6.3.2-1 for each operating band supported.

Table 6.3.2-1: Transmit OFF power

	Operating band
	Channel bandwidth / Transmit OFF power (dBm) / measurement bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257, n258, n259
	-35
	-35
	-35
	-35

	
	47.52 MHz
	95.04 MHz
	190.08 MHz
	380.16 MHz


6.3.3
Transmit ON/OFF time mask

6.3.3.1
General

The transmit [power] time mask defines the transient period(s) allowed

· between transmit OFF power as defined in sub-clause 6.3.2 and transmit ON power symbols (transmit ON/OFF)

Unless otherwise stated the minimum requirements in clause 6 apply also in transient periods.
6.3.3.2
General ON/OFF time mask

The general ON/OFF time mask defines the observation period allowed between transmit OFF and ON power. . ON/OFF scenarios include; the beginning or end of DTX, measurement gap, contiguous, and non contiguous transmission, etc
The OFF power measurement period is defined in a duration of at least one slot excluding any transient periods. The ON power is defined as the mean power over one slot excluding any transient period. 
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Figure 6.3.3.2-1: General ON/OFF time mask for NR UL transmission in FR2
6.3.3.3
Transmit power time mask for slot boundaries

6.3.3.4
PRACH time mask

The PRACH ON power is specified as the mean power over the PRACH measurement period excluding any transient periods as shown in Figure 6.3.3.4-1. The measurement period for different PRACH preamble format is specified in Table 6.3.3.4-1.
Table 6.3.3.4-1: PRACH ON power measurement period

	PRACH preamble format
	Measurement period (ms)

	TBD
	TBD

	TBD
	TBD

	TBD
	TBD

	TBD
	TBD

	TBD
	TBD
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Figure 6.3.3.4-1: PRACH ON/OFF time mask

6.3.3.4.1
Long PRACH time mask

6.3.3.4.2
Short PRACH time mask

6.3.3.5
PUCCH time mask

6.3.3.5.1
Long PUCCH time mask

6.3.3.5.2
Short PUCCH time mask

6.3.3.6
SRS time mask

In the case a single SRS transmission, the ON power is defined as the mean power over the symbol duration excluding any transient period; Figure 6.3.3.6-1.
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Figure 6.3.3.6-1: Single SRS time mask for NR UL transmission 

In the case multiple consecutive SRS transmission, the ON power is defined as the mean power for each symbol duration excluding any transient period. See Figure 7.7.4-2
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Figure 6.3.3.6-2: Consecutive SRS time mask for the case when no power change is required

<Editor’s note: Consecutive SRS time mask with power change to be defined later>

6.3.3.7
PUSCH-PUCCH and PUSCH-SRS time masks 

<Editor’s note: PUCCH/PUSCH/SRS  time mask with power change to be defined later>

6.4
Transmit signal quality

6.4.1
Frequency Error

The UE modulated carrier frequency shall be accurate to within ±0.1 PPM observed over a period of [1 msec] compared to the carrier frequency received from the NR gNB.

6.4.2
Transmit modulation quality

Transmit modulation quality defines the modulation quality for expected in-channel RF transmissions from the UE. The transmit modulation quality is specified in terms of:

-
Error Vector Magnitude (EVM) for the allocated resource blocks (RBs) 

-
EVM equalizer spectrum flatness derived from the equalizer coefficients generated by the EVM measurement process

-
Carrier leakage

-
In-band emissions for the non-allocated RB

All the parameters defined in subclause 6.4.2 are defined using the measurement methodology specified in [TBD].
6.4.2.1

Error Vector Magnitude

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Before calculating the EVM, the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the EVM.

The measured waveform is further modified by selecting the absolute phase and absolute amplitude of the Tx chain. The EVM result is defined after the front-end IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %.


The RMS average of the basic EVM measurements for the average EVM case, and for the reference signal EVM case, for the different modulations schemes shall not exceed the values specified in Table 6.4.2.1-1 for the parameters defined in Table 6.4.2.1-2.  The measurement interval for the EVM determination is FFS.
Table 6.4.2.1-1: Minimum requirements for Error Vector Magnitude
	Parameter
	Unit
	Average EVM Level (%)
	Reference Signal EVM Level (%)

	Pi/2 BPSK 
	%
	30
	30

	Pi/2 BPSK with pulse shaping
	%
	30
	30

	QPSK 
	%
	[17.5]
	[17.5]

	16 QAM 
	%
	[12.5]
	[12.5]

	64 QAM 
	%
	8
	8


Table 6.4.2.1-2: Parameters for Error Vector Magnitude

	Parameter
	Unit
	Level

	UE Output Power
	dBm
	( -13

	UE output power for UL 16QAM
	dBm
	( [-10]

	UE output power for UL 64QAM
	dBm
	( [-6]

	Operating conditions
	
	Normal conditions


6.4.2.2

Carrier leakage

6.4.2.3
In-band emissions

The in-band emission is defined as the average across 12 sub-carriers and as a function of the RB offset from the edge of the allocated UL transmission bandwidth. The in-band emission is measured as the ratio of the UE output power in a non–allocated RB to the UE output power in an allocated RB.

The basic in-band emissions measurement interval is identical to that of the EVM test.

The relative in-band emission shall not exceed the values specified in Table 6.4.2.3-1. 
Table 6.4.2.3-1: Requirements for in-band emissions

	Parameter description
	Unit
	Limit (NOTE 1)
	Applicable Frequencies

	General
	dB
	[
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	Any non-allocated (NOTE 2)

	IQ Image
	dB
	[-25]
	Output power > 10 dBm
	Image frequencies (NOTES 2, 3)

	
	
	[-20]
	Output power ≤ 10 dBm
	

	Carrier leakage
	dBc
	[-25]
	Output power > 0 dBm 
	Carrier frequency (NOTES 4, 5)

	
	
	[-20]
	-13dBm ≤ Output power ≤0 dBm
	

	NOTE 1:
An in-band emissions combined limit is evaluated in each non-allocated RB. For each such RB, the minimum requirement is calculated as the higher of (PRB - 17 dB) and the power sum of all limit values (General, IQ Image or Carrier leakage) that apply. PRB is defined in NOTE 10. 
NOTE 2:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured average power per allocated RB, where the averaging is done across all allocated RBs. For pulse-shaped pi/2 BPSK, the limit is expressed as a ratio of measured power in one non-allocated RB to the measured power in the allocated RB with highest PSD
NOTE 3:
The applicable frequencies for this limit are those that are enclosed in the reflection of the allocated bandwidth, based on symmetry with respect to the carrier frequency, but excluding any allocated RBs. 
NOTE 4:
The measurement bandwidth is 1 RB and the limit is expressed as a ratio of measured power in one non-allocated RB to the measured total power in all allocated RBs. 
NOTE 5:
The applicable frequencies for this limit are those that are enclosed in the RBs containing the DC frequency if NRB is odd, or in the two RBs immediately adjacent to the DC frequency if NRB is even, but excluding any allocated RB.
NOTE 6:
 LCRB is the Transmission Bandwidth (see Figure 5.6-1). 
NOTE 7:
 NRB is the Transmission Bandwidth Configuration (see Figure 5.6-1). 
NOTE 8:
 EVM s the limit for the modulation format used in the allocated RBs. 
NOTE 9:
 RB is the starting frequency offset between the allocated RB and the measured non-allocated RB (e.g. RB=1 or RB= -1  for the first adjacent RB outside of the allocated bandwidth). 
NOTE 10. PRB is the transmitted power per allocated RB, measured in dBm.
NOTE 11. All powers are peak EIRP.



6.4.2.4

EVM equalizer spectrum flatness

The EVM measurement process (as described in TBD) entails generation of a zero-forcing equalizer. The EVM equalizer spectrum flatness is defined in terms of the maximum peak-to-peak ripple of the equalizer coefficients (dB) across the allocated uplink block. The basic measurement interval is the same as for EVM. 

For QPSK and higher order modulation waveforms, the minimum requirements are defined in Clause 6.4.2.4.1. For BPSK modulation waveforms, the minimum requirements are defined in Clause 6.4.2.4.2.

These requirements are defined for QPSK and higher order modulations and are not applicable to BPSK modulations. The peak-to-peak variation of the EVM equalizer coefficients contained within the frequency range of the uplink allocation shall not exceed the maximum ripple specified in Table 6.4.2.4-1 for normal conditions. For uplink allocations contained within both Range 1 and Range 2, the coefficients evaluated within each of these frequency ranges shall meet the corresponding ripple requirement and the following additional requirements: the relative difference between the maximum coefficient in Range 1 and the minimum coefficient in Range 2 must not be larger than 9 dB, and the relative difference between the maximum coefficient in Range 2 and the minimum coefficient in Range 1 must not be larger than 11 dB (see Figure 6.4.2.4-1).

Table 6.4.2.4-1: Minimum requirements for EVM equalizer spectrum flatness (normal conditions)
	Frequency range
	Maximum ripple [dB]

	FUL_Meas – FUL_Low ≥ X MHz and FUL_High – FUL_Meas ≥ X MHz 

(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < X MHz or FUL_High – FUL_Meas < X MHz 

(Range 2)
	12 (p-p)

	NOTE 1:
FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated

NOTE 2:
FUL_Low and FUL_High refer to channel edges

NOTE 3:
X, in MHz, is equal to 20% of the CC bandwidth


Table 6.4.2.4-2: Minimum requirements for EVM equalizer spectrum flatness (extreme conditions)
	Frequency range
	Maximum ripple [dB]

	FUL_Meas – FUL_Low ≥ X MHz and FUL_High – FUL_Meas ≥ X MHz 

(Range 1)
	4 (p-p)

	FUL_Meas – FUL_Low < X MHz or FUL_High – FUL_Meas < X MHz 

(Range 2)
	16 (p-p)

	NOTE 1:
FUL_Meas refers to the sub-carrier frequency for which the equalizer coefficient is evaluated

NOTE 2:
FUL_Low and FUL_High refer to channel edges

NOTE 3:
X, in MHz, is equal to 25% of the CC bandwidth
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Figure 6.4.2.4-1: The limits for EVM equalizer spectral flatness with the maximum allowed variation of the coefficients indicated under normal conditions (the requirement under extreme conditions is within the parentheses).
6.4.2.5
EVM equalizer spectrum flatnessrequirements for BPSK modulation

These requirements are defined for BPSK modulations.

Editor’s note: the minimum requirements for BPSK modulation need to be added for normal and extreme conditions
6.5
Output RF spectrum emissions

Detailed structure of the subclause is TBD.

6.5.1
Occupied bandwidth
Occupied bandwidth is defined as the bandwidth containing 99 % of the total integrated mean power of the transmitted spectrum on the assigned channel. The occupied bandwidth for all transmission bandwidth configurations (Resources Blocks) shall be less than the channel bandwidth specified in Table 6.6.1-1.
Table 6.6.1-1: Occupied channel bandwidth

	
	Occupied channel bandwidth / Channel bandwidth

	
	50
MHz
	100
MHz
	200
MHz
	400
MHz

	Channel bandwidth (MHz)
	50
	100
	200
	400


6.5.2
Out of band emissions

The Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an Adjacent Channel Leakage power Ratio. Additional requirements to protect specific bands are also considered.
All out of band emissions for range 2 are TRP. 
6.5.2.1
Spectrum emission mask

The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the ( edge of the assigned NR channel bandwidth. For frequencies greater than (ΔfOOB) as specified in Table 6.5.2.1.1-1 the spurious requirements in subclause 6.5.3 are applicable.


The power of any UE emission shall not exceed the levels specified in Table 6.5.2.1-1 for the specified channel bandwidth.
Table 6.5.2.1-1: General NR spectrum emission mask for Range 2.
	ΔfOOB
(MHz)
	50
MHz
	100
MHz
	200
MHz
	400

MHz
	Measurement bandwidth

	( 0-5
	-5 
	-5
	-5
	-5
	1 MHz 

	( 5-10
	-13
	-5
	-5
	-5 
	1 MHz

	( 10-20
	-13
	-13
	-5
	-5 
	1 MHz

	( 20-40
	-13
	-13
	-13
	-5
	1 MHz

	( 40-100
	-13
	-13
	-13
	-13
	1 MHz

	( 100-200
	
	-13
	-13 
	-13 
	1 MHz

	( 200-400
	
	
	-13 
	-13 
	1 MHz

	( 400-800
	
	
	
	-13 
	1 MHz


6.5.2.2
Additional Spectrum Emissions Mask

Detailed structure of the subclause is TBD.
6.5.2.3
Adjacent Channel Leakage Ratio

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. ACLR requirement is specified for a scenario in which adjacent carrier is another NR channel.

NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3-1. 
Table 6.6.2.3-1: General requirements for NRACLR
	
	Channel bandwidth / NRACLR / Measurement bandwidth

	
	50
MHz
	100
MHz
	200
MHz
	400

MHz

	NRACLR for band n257, n258
	17 dB
	17 dB
	17 dB
	17 dB

	NRACLR for band n260
	16 dB
	16 dB
	16 dB
	16 dB

	NR channel Measurement bandwidth
	TBD MHz
	TBD MHz
	TBD MHz
	TBD MHz

	Adjacent channel centre frequency offset [MHz]
	+50
/

-50
	+100.0

/

-100.0
	+200
/

-200
	+400

/

-400


6.5.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements in line with SM.329 [7] and NR operating band requirement to address UE co-existence. Spurious emissions are measured as TRP.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5.3-1 starting from the edge of the assigned NR channel bandwidth. The spurious emission limits in Table 6.5.3-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.5.3-1: Boundary between NR out of band and spurious emission domain

	Channel bandwidth 
	50
MHz
	100
MHz
	200
MHz
	400

MHz

	OOB boundary FOOB (MHz)
	100
	200
	400
	800


Table 6.5.3-2: Spurious emissions limits 

	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz
	

	12.75 GHz ≤ f < 2nd  harmonic of the upper frequency edge of the UL operating band in GHz
	-13 dBm
	1 MHz
	


7
Receiver characteristics

7.1
General

Detailed structure of the subclause is TBD.
7.2
Diversity characteristics

Detailed structure of the subclause is TBD.
The minimum requirements [on effective isotropic sensitivity (EIS)] are defined with two orthogonal polarizations.

7.3
Reference sensitivity power level

The reference sensitivity power level REFSENS is the OTA power applied to the receivers (rank 1 with at least two baseband receive paths) in the direction where peak gain is achieved, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annex A] (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal) with peak reference sensitivity specified in Table 7.3-1.
Table 7.3-1: Reference sensitivity 
	Operating band
	REFSENS (dBm) / Channel bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257
	[-92.1 to -85.4 ]
	[-89.1 to -82.4 ]
	
	[-83.1 to -76.4 ]

	n258
	[-92.1 to -85.4 ]
	[-89.1 to -82.4 ]
	
	[-83.1 to -76.4 ]

	n260
	[-91.8 to -82.6 ]
	[-88.8 to -79.6 ]
	
	[-82.8 to -73.6 ]


7.4
Maximum input level

The maximum input level is defined as the maximum [exact wording TBD], at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.X.X, (with one sided dynamic OCNG Pattern as described in Annex XXX) with parameters specified in Table XXXX.

Table 7.4-1: Maximum input level

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50
MHz 
	100
MHz
	200
MHz
	400
MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-25 (NOTE 2)

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.X-X with PCMAX_L as defined in subclause X.X.X.

NOTE 2:
Reference measurement channel is specified in Annex A.X.X: [QPSK, R=X/X] variant with one sided dynamic OCNG Pattern as described in Annex XXXX.


7.4A
Maximum input level for CA
For carrier aggregation maximum input level is defined as the [exact wording TBD], over the aggregated receiver bandwidth, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel over each component carrier. The minimum requirement is the same as the one specified in Table 7.4-1.
7.5
Adjacent Channel Selectivity

Adjacent Channel Selectivity (ACS) is a measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).


The UE shall fulfil the minimum requirement specified in Table 7.5-1 for all values of an adjacent channel interferer up to –25 dBm. However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5-2 and Table 7.5-3 where the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.X.X, A.X.X and A.X.X (with QPSK, R=X/X and one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.X.X.X). For operating bands with an unpaired DL part (as noted in Table 5.5-1), the requirements only apply for carriers assigned in the paired part.
Table 7.5-1: Adjacent channel selectivity

	
	
	Channel bandwidth

	Rx Parameter
	Units
	50
MHz 
	100
MHz
	200
MHz
	400
MHz

	ACS for band n257, n258
	dB
	23
	23
	23
	23

	ACS for band n260
	dB
	22
	22
	22
	22


Table 7.5-2: Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB

	PInterferer for band n257, n258
	dBm
	REFSENS 
+ 35.5 dB
	REFSENS +35.5dB
	REFSENS 
+35.5dB
	REFSENS 
+35.5dB

	PInterferer for band n260
	dBm
	REFSENS 
+ 34.5 dB
	REFSENS +34.5dB
	REFSENS 
+34.5dB
	REFSENS 
+34.5dB

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50

/

-50
NOTE 3
	100

/

-100
NOTE 3
	200
/

-200

NOTE 3
	400
/

-400

NOTE 3

	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex A.X.X with one sided dynamic OCNG Pattern as described in Annex A.X.X.X and set-up according to Annex C.3.1.

NOTE 2:
The REFSENS power level is specified in Table [XXXXXX].
NOTE 3:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to [image: image13.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.



Table 7.5-3: Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for band n257, n258
	dBm
	-46.5
	-46.5
	-46.5
	-46.5

	Power in Transmission Bandwidth Configuration for band n260
	dBm
	-45.5
	-45.5
	-45.5
	-45.5

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/

-50

NOTE 2
	 100
/

-100

NOTE 2
	200
/

-200

NOTE 2
	400
/

-400

NOTE 2

	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex X.X with one sided dynamic OCNG Pattern TDD as described in Annex A.X.X.X and set-up according to Annex C.X.X.
NOTE 2:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to [image: image15.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.




7.5A
Adjacent Channel Selectivityfor CA
For intra-band non-contiguous carrier aggregation with two component carriers and aggregated bandwidth BWChannel_CA up to 400MHz, two different requirements apply for out-of-gap and in-gap. For out-of-gap, the UE shall meet the requirements for each component carrier as specified in subclauses 7.5.1. For in-gap, the requirement shall apply if the following minimum gap condition is met: [image: image17.png]Afice



 ≥ BW1/2 + BW2/2 + max(BW1, BW2), where [image: image19.png]Afice



 is the frequency separation between the center frequencies of the component carriers and BWk/2 are the channel bandwidths of carrier k, k = 1,2. If the minimum gap condition is met, for each component carriers the UE shall meet the in-gap requirements specified in in subclauses 7.5.1 considering parameters associated to the largest channel bandwidth between the two component carriers, i.e. max(BW1, BW2). For both out-of-gap and in-gap, the requirements shall apply while all downlink carriers are active.
For intra-band non-contiguous carrier aggregation with more than two component carriers or aggregated bandwidth BWChannel_CA larger than 400MHz the requirement is FFS.
For intra-band contiguous carrier aggregation with two component carriers and aggregated bandwidth BWChannel_CA up to 400MHz, the SCC(s) shall be configured at nominal channel spacing tothe PCC. The UE shall fulfil the minimum requirement specified in Table 7.5.1A-1 for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm.

The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.X.X  (with one sided dynamic OCNG Pattern for the DL-signal as described in Annex A.X.X.X) with parameters specified in Tables 7.5.1A-2 and 7.5.1A-3. 

For intra-band contiguous carrier aggregation with more than two component carriers or aggregated bandwidth BWChannel_CA larger 400MHz the requirement is FFS.
Table 7.5A-1: Adjacent channel selectivity for CA

	 
	 
	CA Bandwidth Class

	Rx Parameter
	Units
	Any CA bandwidth Classes

	
	
	

	ACS for band n257, n258
	dB
	23

	ACS for band n260
	dB
	22


Table 7.5A-2: Adjacent channel selectivity test parameters for CA, Case 1

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	All CA bandwidth Classes

	Pw in Transmission Bandwidth Configuration, per CC
	 
	REFSENS + 14 dB

	Pinterferer for band n257, n258
	dBm
	Aggregated power + 21.5

	Pinterferer for band n260
	dBm
	Aggregated power + 20.5 

	BWInterferer 
	MHz
	BWChannel_CA

	FInterferer (offset)
	MHz
	BWChannel_CA
NOTE 3



	
	
	

	
	
	

	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex        X.X with one sided dynamic OCNG Pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X.
NOTE 2:
The Finterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal

NOTE 3:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted  to [image: image21.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.


Table 7.5A-3: Adjacent channel selectivity test parameters for CA, Case 2

	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	All CA bandwidth Classes

	Pw in Transmission Bandwidth Configuration, aggregated power for band n257, n258
	dBm
	-46.5

	Pw in Transmission Bandwidth Configuration, aggregated power for band n260
	dBm
	-45.5

	Pinterferer for band n260
	dBm
	-25 

	BWInterferer 
	MHz
	BWChannel_CA

	FInterferer (offset)
	MHz
	BWChannel_CA

NOTE 3

	
	
	

	
	
	

	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex     X.X with one sided dynamic OCNG Pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X.
NOTE 2:
The Finterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal

NOTE 3:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted  to [image: image23.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.


7.6
Blocking characteristics

The blocking characteristic is a measure of the receiver's ability to receive a wanted signal at its assigned channel frequency in the presence of an unwanted interferer on frequencies other than those of the spurious response or the adjacent channels, without this unwanted input signal causing a degradation of the performance of the receiver beyond a specified limit. The blocking performance shall apply at all frequencies except those at which a spurious response occur.

7.6.1
In-band blocking

In-band blocking is defined for an unwanted interfering signal falling into the UE receive band or into the spectrum equivalent to twice the channel bandwidth below or above the UE receive band at which the relative throughput shall meet or exceed the minimum requirement for the specified measurement channels.


The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.X.X (with one sided dynamic OCNG Pattern for the DL-signal as described in Annex A.X.X.X) with parameters specified in Tables 7.6.1-1. 

Table 7.6.1-1: In-band blocking requirements
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14dB


	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258
	dBm
	REFSENS + 42
	REFSENS + 42
	REFSENS + 42
	REFSENS + 42

	PInterferer
for bands n260
	dBm
	REFSENS + 41
	REFSENS + 41
	REFSENS + 41
	REFSENS + 41

	FIoffset
	MHz
	100 / -100

NOTE 4
	200 / -200

NOTE 4
	400 / -400

NOTE 4
	800 / -800

NOTE 4

	FInterferer
	MHz
	FDL_low – 75

to 
FDL_low + 75


	FDL_low – 150
to 
FDL_low + 150

	FDL_low – 300
to 
FDL_low + 300

	FDL_low – 600
to 
FDL_low + 600


	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex A.X.X with one sided dynamic OCNG Pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X.

NOTE2:
The REFSENS power level is specified in Table 7.X.X.X.

NOTE 3:
The wanted signal consists of the reference measurement channel specified in Annex A.X.X (QPSK, R=X/X) with one sided dynamic OCNG pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X

NOTE 4:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted  to [image: image25.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.



7.6.1A
In-band blocking for CA

For intra-band contiguous carrier aggregation with two component carriers and aggregated bandwidth BWChannel_CA up to 400MHz, the SCC(s) shall be configured at nominal channel spacing to the PCC. The UE shall fulfil the minimum requirement specified in Table 7.6.1A-1 for an adjacent channel interferer on either side of the aggregated downlink signal at a specified frequency offset and for an interferer power up to -25 dBm. The throughput of each carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.X.X  (with one sided dynamic OCNG Pattern for the DL-signal as described in Annex A.X.X.X). 

For intra-band contiguous carrier aggregation with more than two component carriers or aggregated bandwidth BWChannel_CA larger than 400MHz the requirement is FFS.
Table 7.6.1A-1: In band blocking minimum requirements for intra-band contiguous CA
	Rx Parameter
	Units 
	CA Bandwidth Class

	
	
	All CA bandwidth Classes

	Pw in Transmission Bandwidth Configuration, per CC
	 
	REFSENS + 14 dB

	Pinterferer for band n257, n258
	dBm
	Aggregated power + 28

	Pinterferer for band n260
	dBm
	Aggregated power + 27 

	BWInterferer 
	MHz
	BWChannel_CA

	FIoffset
	MHz
	+ BWChannel_CA / BWChannel_CA
NOTE 4



	FInterferer 
	MHz
	FDL_low – 1.5*BWChannel_CA
To 

FDL_high + 1.5*BWChannel_CA


	
	
	

	
	
	

	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex     X.X with one sided dynamic OCNG Pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X.
NOTE 2:
The REFSENS power level is specified in Table 7.X.X.X.

NOTE 3:
The Finterferer (offset) is the frequency separation between the center of the aggregated CA bandwidth and the center frequency of the Interferer signal.

NOTE 4:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted  to [image: image27.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.


For intra-band non-contiguous carrier aggregation with two component carriers and aggregated bandwidth BWChannel_CA up to 400MHz, the requirement applies to out-of-gap and in-gap. For out-of-gap, the UE shall meet the requirements for each component carrier with parameters as specified in 7.6.1A-2. The requirement associated to the maximum channel between across the component carriers is selected. For in-gap, the requirement shall apply if the following minimum gap condition is met: [image: image29.png]Afizs



 ≥ 0.5(BW1 + BW2) + 3 max(BW1, BW2), where [image: image31.png]Afizs



 is the frequency separation between the center frequencies of the component carriers and BWk/2 are the channel bandwidths of carrier k, k = 1,2. If the minimum gap condition is met, the UE shall meet the requirement specified in Table 7.6.1A-2 considering parameters associated to the largest channel bandwidth between the two component carriers, i.e. max(BW1, BW2). For both out-of-gap and in-gap, the requirements shall apply while all downlink carriers are active.
For intra-band non-contiguous carrier aggregation with more than two component carriers or aggregated bandwidth BWChannel_CA larger than 400MHz the requirement is FFS.

Table 7.6.1A-2: In band blocking minimum requirements for intra-band non-contiguous CA 
	Rx parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14dB


	BWInterferer
	MHz
	50
	100
	200
	400

	PInterferer
for bands n257, n258
	dBm
	REFSENS + [35.5]
	REFSENS + [35.5]
	REFSENS + [35.5]
	REFSENS + [35.5]

	PInterferer
for bands n260
	dBm
	REFSENS + [34.5]
	REFSENS + [34.5]
	REFSENS + [34.5]
	REFSENS + [34.5]

	FIoffset
	MHz
	100 / -100

NOTE 4


	200 / -200

NOTE 4


	400 / -400

NOTE 4


	800 / -800

NOTE 4



	FInterferer
	MHz
	FDL_low – 75

to 
FDL_low + 75


	FDL_low – 150
to 
FDL_low + 150

	FDL_low – 300
to 
FDL_low + 300

	FDL_low – 600
to 
FDL_low + 600


	NOTE 1:
The interferer consists of the Reference measurement channel specified in Annex A.X.X with one sided dynamic OCNG Pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X.

NOTE 2:
The REFSENS power level is specified in Table 7.X.X.X.
NOTE 3:
The wanted signal consists of the reference measurement channel specified in Annex A.X.X (QPSK, R=X/X) with one sided dynamic OCNG pattern as described in Annex A.X.X.X and set-up according to Annex C.X.X

NOTE 4:
The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to [image: image33.png]([ Finserfererl /SCS] + 0.5)5CS



 MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.


7.6.2
Out-of-band blocking

Detailed content of the subclause is TBD.
7.7
Spurious response

Detailed content of the subclause is TBD.
7.8
Void

7.9
Spurious emissions
The spurious emissions power is the power of emissions generated or amplified in a receiver. The spurious emissions power level is measured as TRP.

The power of any narrow band CW spurious emission shall not exceed the maximum level specified in Table 7.9-1.
Table 7.9-1: General receiver spurious emission requirements

	Frequency band
	Measurement

bandwidth
	Maximum level
	NOTE

	30MHz ( f < 1GHz
	[100 kHz]
	[-57 dBm]
	1

	1GHz ( f ( 2nd harmonic of the upper frequency edge of the DL operating band in GHz
	[1 MHz]
	[-47 dBm]
	

	NOTE 1:
Unused PDCCH resources are padded with resource element groups with power level given by PDCCH_RA/RB as defined in [Annex C.3.1].


7.10
Receiver image

Detailed content of the subclause is TBD.
Annex A (normative):
Measurement channels

Detailed content of the annex is TBD.
Annex B (normative):
Propagation conditions
Detailed content of the annex is TBD.
Annex C (normative):
Downlink physical channels
Detailed content of the annex is TBD.
Annex D (normative):
Characteristics of the interfering signal
Detailed content of the annex is TBD.
Annex E (normative):
Environmental conditions
E.1
General

This annex specifies the environmental requirements of the UE. Within these limits the requirements of the present documents shall be fulfilled.
E.2
Environmental

The requirements in this clause apply to all types of UE(s).
E.2.1
Temperature

All RF requirements for UEs operating in FR2 are defined over the air and can only be tested in an OTA chamber. 

The UE shall fulfil all the requirements in the temperature range defined in Table E.2.1-1.

	Table E.2.1-1: Temperature conditions

+ 25 ⁰C ± [10] ⁰C 
	For normal (room temperature) conditions with relative humidity of 25% to 75%

	-10(C to +55(C
	For extreme conditions


Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in clause 6.2 for extreme operation.
E.2.2
Voltage

Editor’s note: This requirement is incomplete. The following aspects are either missing or not yet determined:

Methodology to control the voltage in a case which a power cable is not connected to DUT is FFS since it is not agreed whether we can connect the power cable to DUT at the OTA measurement situation yet.
The UE shall fulfil all the requirements in the full voltage range, i.e. the voltage range between the extreme voltages.

The manufacturer shall declare the lower and higher extreme voltages and the approximate shutdown voltage. For the equipment that can be operated from one or more of the power sources listed below, the lower extreme voltage shall not be higher, and the higher extreme voltage shall not be lower than that specified below.

Table E.2.2-1: Voltage conditions
	Power source
	Lower extreme

voltage
	Higher extreme

voltage
	Normal conditions

voltage

	AC mains
	0,9 * nominal
	1,1 * nominal
	nominal

	Regulated lead acid battery
	0,9 * nominal
	1,3 * nominal
	1,1 * nominal

	Non regulated batteries:

Leclanché 

Lithium

Mercury/nickel & cadmium
	0,85 * nominal

0,95 * nominal

0,90 * nominal
	Nominal

1,1 * Nominal
	Nominal

1,1 * Nominal

Nominal


Outside this voltage range the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no case shall the UE exceed the transmitted levels as defined in clause 6.2 for extreme operation. In particular, the UE shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown voltage.
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