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1. Introduction

Rel-15 LTE-NR DC combinations of the NR WI are listed in the latest WID [1]. This contribution is a text proposal for TR 37.863-01-01 to reuse the ΔTIB and ΔRIB values from CA_25A-41A for DC_25A_n41A. 

It is proposed that the text proposal below be incorporated in 37.863-01-01. 
2. References
[1]
RP-172834, “Revision of WI: New Radio Access Technology”, NTT DOCOMO, INC.
3. Text Proposal
----- Unchanged sections omitted -----
6.65.4
∆TIB and ∆RIB values
For DC_25A_n41A, the (TIB,c and (RIB values are given in the tables below.

Table 6.65.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_25A_n41A
	25
	0.5

	
	n41
	0.5


Table 6.65.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_25A_n41A
	25
	0

	
	n41
	0


6.65.5
MSD
Table 6.65.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.65.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_25A_n41A
	25
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n41
	TBD
	TBD
	TBD
	TBD
	0
	TDD
	


----- Unchanged sections omitted -----
