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1. Overall Description:

RAN4 has discussed on intra-frequency measurement on NR SCell frequency layer. Basically, UE is required to perform intra-frequency measurement on every serving cell frequency layer. However, in NR, performing intra-frequency measurement on every serving cell frequency layer would cause increased complexity and/or measurement delay at UE. On the other hand, in some scenarios, e.g., two serving cell frequency layers are within the same band, intra-frequency measurement results on each serving cell frequency layer could be almost same.
Considering above aspects, RAN4 made following agreements.

	· NR supports to configure enabling/disabling intra-frequency measurement on each NR SCell frequency layer
· When there is at least one serving cell with intra-frequency measurement within serving cells for intra-band CA, disabling intra-frequency measurement on other serving cell(s) is possible

· FFS: whether additional condition(s) for disabling intra-frequency measurement on NR Scell is/are defined or not

· Detailed signaling design is up to RAN2


2. Actions:
To RAN WG2 group.
ACTION: 
RAN4 respectfully asks RAN2 to take above agreements into account for their future work to define necessary signalling. 
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TSG RAN WG4 Meeting #86

February 26 – March 2, 2018

Athens, Greece
TSG RAN WG4 Meeting #86bis

April 16 – 20, 2018


Melbourne, Australia
