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	Reason for change:
	There is still empty General section for the conducted Rx characteristics, which requires alignment with other BS specs.

	
	

	Summary of change:
	· 3.1: addition of required “receive period” definition
· 7.1: General section for Conducted receiver characteristics. 

	
	

	Consequences if not approved:
	Incomplete specification, lacking introduction text for conducted RX requirements. 
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------------------------------ Modified section ------------------------------
[bookmark: _Toc500713621]3.1	Definitions
------------------------------ Unchanged sections omitted ------------------------------
[bookmark: _Hlk496012569]rated total TRP output power: mean power level declared by the manufacturer, that the manufacturer has declared to be available at the RIB during the transmitter ON period
receive period: time during which BS is receiving data sub-frames on a (TDD) carrier
------------------------------ Next modified section ------------------------------
[bookmark: _Toc500713732]7	Conducted receiver characteristics	
[bookmark: _Toc500713733]7.1	General	
This subclause describes any general aspects of receiver characteristics and relations between requirements.
Editor’s note: Possible content of this sub clause are reference points for requirement, necessary declarations, etc. Related information will be covered in other parts of the specification, such as BS architecture in 4.3.Unless otherwise stated, the conducted receiver characteristics are specified at the antenna connector for BS type 1-C and at the TAB connector for BS type 1-H, with full complement of transceivers for the configuration in normal operating condition. 
For FDD operation the requirements in clause 7 shall be met with the transmitter unit(s) ON.
NOTE 1:	In normal operating condition the BS in FDD operation is configured to transmit and receive at the same time.
NOTE 2:	In normal operating condition the BS in TDD operation is configured to TX OFF power during receive period.
------------------------------ End of modified sections ------------------------------

