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	Reason for change:
	There is still empty General section for radiated Rx caracteristics, which requires alignment with other BS specs. 

	
	

	Summary of change:
	· Introduction of the General section for Radiated receiver characteristics. 
· Minor editorial corrrections. 
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------------------------------ Modified section ------------------------------
[bookmark: _Toc500713836]10	Radiated receiver characteristics	
[bookmark: _Toc500713837]10.1	General	
This subclause describes any general aspects of receiver characteristics and relations between requirements.
Editor’s note: Possible content of this sub clause are reference points for requirement, necessary declarations, etc. Related information will be covered in other parts of the specification, such as BS architecture in 4.3.
Radiated receiver characteristics requirements apply on the BS type 1-H, BS type 1-O, or BS type 2-O including all its functional components active and for all foreseen modes of operation of the BS unless otherwise stated.
Unless otherwise stated, the following arrangements apply for the radiated receiver characteristics requirements in clause 10: 
· Requirements apply during the BS receive period.
· Requirements shall be met for any transmitter setting.
· Throughput requirements defined for the radiated receiver characteristics do not assume HARQ retransmissions.
· When BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.
· Each requirement shall be met over the RoAoA specified. 
For FR1 requirements which are to be met over the OTA REFSENS RoAoA absolute requirement values are offset by the following term:
	ΔOTAREFSENS = 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) - 44.1 dB for the reference direction 
and
	ΔOTAREFSENS = 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) - 41.1 for all other directions
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