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<Start of change>

10.6.2.2
Co-location minimum requirement

This additional blocking requirement may be applied for the protection of BS receivers when NR, E-UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with a BS.

The requirement is a co-location requirement, the interferer power levels specified at the co-location reference antenna conducted input.

The requirement is valid over the minSENS RoAoA.

Interfering signal shall be applied to the co-location reference antenna. The interfering power is specified per polarization. 
When the wanted and an interfering signal using the parameters in table 10.6.2.2-1, the following requirements shall be met:

-
For NR, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the wanted signal is identified in subclause 9.2.

Table 10.6.2.2-1: OTA Blocking requirement for co-location with BS in other frequency bands.

	Interfering signal mean power for WA BS [dBm]
	Interfering signal mean power for MR BS [dBm]
	Interfering signal mean power for LA BS [dBm]
	Wanted signal mean power [dBm]
	Type of interfering signal

	+46
	+38
	+24
	EISminSENS + 6 dB (note 1)
	[CW carrier]

	NOTE 1:
EISminSENS depends on the BS class and on the channel bandwidth, see subclause and 10.2.
NOTE 2:
The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in the 10 MHz frequency range immediately outside any of the supported uplink operating band(s).


<End of change>
