

[bookmark: _GoBack]3GPP TSG- RAN WG4 Meeting AH-1807 LTE/NR perf 	R4-1808666
Montreal, Canada, 2th – 6th July 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	37.843
	CR
	CRNum
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Draft CR to TR 37.843: MU for OTA receiver in-channel selectivity requirement (10.3.7.x)

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R4

	
	

	Work item code:
	AASenh_BS_LTE_UTRA-Perf
	
	Date:
	2018-06-25

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The MU for OTA receiver in-channel selectivity requirement have yet to be filled in.

	
	

	Summary of change:
	Fill in the MU for OTA receiver in-channel selectivity requirement.

	
	

	Consequences if not approved:
	The MU for OTA receiver in-channel selectivity requirement in TR 37.843 remain missing.

	
	

	Clauses affected:
	10.3.7.x

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	




Page 1






<Start of change>
[bookmark: _Toc515552099]10.3.7.x	Summary
The MU for OTA receiver in-channel selectivity requirement are calculated as:

The MU are shown in Table 10.3.7.x-1.
Table 10.3.7.x-1: Test system specific measurement uncertainty values for the OTA receiver in-channel selectivity requirement test
	
	Expanded uncertainty ue [dB]

	
	f ≦ 3GHz
	3GHz < f ≦ 4.2 GHz

	Indoor Anechoic Chamber
	2.87
	3.66

	Compact Antenna Test Range
	2.94
	3.68

	One Dimensional Compact Range Chamber
	2.93
	3.77

	Near Field Test Range
	2.83
	3.63

	Common maximum accepted test system uncertainty
	2.9
	3.8


{editors note: Last section at this level summarises MU estimates for all chambers and concludes final agreed MU}
<End of change>
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