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----------------------START OF CHANGES----------------------------
[bookmark: _Toc516034496]8.2.1.1	Introduction
This section contains the requirements related to the interruptions on PSCell, and SCell, when 
E-UTRA PCell transitions between active and non-active during DRX, or
E-UTRA PCell transitions from non-DRX to DRX, or
E-UTRA SCell in MCG or SCell in SCG is added or released, or
E-UTRA SCell in MCG or SCell in SCG is activated or deactivated, or
measurements on SCC with deactivated SCell in either E-UTRA MCG or NR SCG, or
a downlink bandwidth part (BWP) and/or an uplink BWP is switching in PSCell or any SCell 
The requirements shall apply for E-UTRA-NR DC with an E-UTRA PCell.
This section contains interruptions where victim cell is PSCell or SCell belonging to SCG. Requirements for interruptions requirements when the victim cell is E-UTRA PCell or E-UTRA SCell belonging to MCG are specified in [TS 36.133].

----------------------NEXT CHANGE----------------------------
[bookmark: _Toc510694468]8.2.1.2.7	Interruptions at BWP switch
The requirements in this section applies for a UE configured with more than one BWP on any of PSCell and activated SCells in SCG.
When BWP switch involving bandwidth, center frequency or SCS changing occurs on a downlink BWP and/or uplink BWP in PSCell or in any SCell, an interruption on the serving cell on which BWP switch occurs shall not exceed the BWP switch delay defined in section 8.5.
When BWP switch involving bandwidth, center frequency or SCS changing occurs on a downlink BWP and/or uplink BWP in PSCell or in any SCell, an interruption on the serving cell on which BWP switch does not occur shall not exceed K number of slots in Table 8.2.1.2.7-1.
Table 8.2.1.2.7-1 Interruption lengths K in slots due to BWP switch
	[image: ]
	NR Slot length (ms)
	Interruption length K (slots)

	
	
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	1
	2

	2
	0.25
	3

	3
	0.125
	5



----------------------NEXT CHANGE----------------------------
[bookmark: _Toc383690773][bookmark: _Toc516034499]8.2.2.1	Introduction
This section contains the requirements related to the interruptions on PCell and activated SCell if configured, when up to TBD SCells are configured, deconfigured, activated or deactivated, or when a downlink bandwidth part (BWP) and/or an uplink BWP is switching in PCell or any SCell. 
Note:	interruptions at SCell addition/release, activation/deactivation and during measurements on SCC may not be required by all UEs.
Editor’s Note:	The interruptions shall not interrupt RRC signalling or ACK/NACKs related to RRC reconfiguration procedure [2] for SCell addition/release or MAC control signalling [17] for SCell activation/deactivation command. How to specify this is FFS.

----------------------NEXT CHANGE----------------------------
[bookmark: _Toc510694472]8.2.2.2.5	Interruptions at BWP switch
The requirements in this section applies for a UE configured with more than one BWP on any of PCell and activated SCells.
When BWP switch involving bandwidth, center frequency or SCS changing occurs on a downlink BWP and/or uplink BWP in PCell or in any SCell, an interruption on the serving cell on which BWP switch occurs shall not exceed the BWP switch delay defined in section 8.5.
When BWP switch involving bandwidth, center frequency or SCS changing occurs on a downlink BWP and/or uplink BWP in PCell or in any SCell, an interruption on the serving cell on which BWP switch does not occur shall not exceed L number of slots in Table 8.2.2.2.5-1.
Table 8.2.2.2.5-1 Interruption lengths L in slots due to BWP switch
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	NR Slot length (ms)
	Interruption length L (slots)

	
	
	Sync
	Async

	0
	1
	1
	2

	1
	0.5
	1
	2

	2
	0.25
	3

	3
	0.125
	5



----------------------END OF CHANGES----------------------------
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