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--- start of change 1 ---
Annex B(normative):
Conditions for RRM requirements applicability for operating bands

Editor’s note: intended to capture the condition for RRM requirements for different operating bands. FFS if the conditions for RRM requirements applicability for numerologies shall be specified.
B.2
Conditions for UE measurements procedures and performance requirements in RRC_CONNECTED state

B.2.1
Introduction

In Annex B.2, the following conditions are specified:

-
UE conditions which shall apply for UE measurements procedures and requirements in Section 9,
-
UE conditions which shall apply for UE measurements performance requirements in Section 10.
B.2.2
Conditions for NR intra-frequency measurements
This section defines the following conditions for NR intra-frequency measurements and corresponding procedures performed based on SSBs: SCH_RP and SCH Ês/Iot, applicable for a corresponding operating band. 
The conditions are defined in Table B.2.2-1 for FR1 NR cells. 
The conditions are defined in Table B.2.2-2 for FR2 NR cells.
Table B.2.2-1: Conditions for intra-frequency measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm / SCSSSB
	dB

	Conditions
	TBD
	TBD
	( -6

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	NOTE 1:
NR operating band groups are defined in Section 3.5.2.


Table B.2.2-2: Conditions for intra-frequency measurements in FR2
	Parameter
	NR operating band groups Note1
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm / SCSSSB
	dB

	Conditions
	TBD
	TBD
	( -6

	
	TBD
	TBD
	

	NOTE 1:
NR operating band groups are defined in Section 3.5.3.


B.2.3
Conditions for NR inter-frequency measurements
This section defines the following conditions for NR inter-frequency measurements and corresponding procedures performed based on SSBs: SCH_RP and SCH Ês/Iot, applicable for a corresponding operating band. 

The conditions are defined in Table B.2.3-1 for FR1 NR cells. 

The conditions are defined in Table B.2.3-2 for FR2 NR cells.
Table B.2.3-1: Conditions for inter-frequency measurements in FR1
	Parameter
	NR operating band groups Note1
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm / SCSSSB
	dB

	Conditions
	TBD
	TBD
	( -4

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	
	TBD
	TBD
	

	NOTE 1:
NR operating band groups are defined in Section 3.5.2.


Table B.2.3-2: Conditions for inter-frequency measurements in FR2
	Parameter
	NR operating band groups Note1
	Minimum SCH_RP
	SCH Ês/Iot

	
	
	dBm / SCSSSB
	dB

	Conditions
	TBD
	TBD
	( -4

	
	TBD
	TBD
	

	NOTE 1:
NR operating band groups are defined in Section 3.5.3.


--- end of change 1 ---
