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Next Modified Subclause
NR intra-frequency measurements

9.2.1
Introduction

A measurement is defined as a SSB based intra-frequency measurement provided the centre frequency of the SSB of the serving cell indicated for measurement and the centre frequency of the SSB of the neighbour cell are the same, and the subcarrier spacing of the two SSB are also the same

The UE shall be able to identify new intra-frequency cells and perform SS-RSRP, SS-RSRQ, and SS-SINR measurements of identified intra-frequency cells if carrier frequency information is provided by PCell or the PSCell, even if no explicit neighbour list with physical layer cell identities is provided.

The UE can perform intra-frequency SSB based measurements without measurement gaps under the following conditions:

-
the SSB is completely contained in the downlink operating bandwidth of the UE, and;

-
the SSB has the same subcarrier spacing as the downlink data transmission to the UE, and;

-
the UE is measuring on FR1;

-
the serving cell data transmissions to the UE have the same subcarrier spacing as the SSB to be measured

SSB based measurements are configured along with one or two measurement timing configuration(s) (SMTC) which provides periodicity, duration and offset information on a window of up to 5ms where the measurements are to be performed. For intra-frequency connected mode measurements, up to two measurement window periodicities may be configured. A single measurement window offset and measurement duration are configured per intra-frequency measurement object.

When measurement gaps are needed, the UE is not expected to detect SSB which start earlier than the gap starting time + switching time, nor detect SSB which end later than the gap end – switching time. Switching time is 0.5ms for frequency range FR1 and 0.25ms for frequency range FR2.

9.2.2
Requirements applicability

The requirements in this section apply if 

-
SCH_RP and SCH Ês/Iot according to Annex TBD for a corresponding Band.

9.2.3
Number of cells and number of SSB

9.2.3.1
Requirements for FR1

For each intra-frequency layer, the UE shall be capable of monitoring at least 8 cells.

For each intra-frequency layer, during each layer 1 measurement period, the UE shall be capable of monitoring at least [14] SSBs with different SSB index and/or PCI on the intra-frequency layer, where the number of SSBs in the serving cell (except for the SCell) is no smaller than the number of configured RLM-RS SSB resources.

9.2.3.2
Requirements for FR2

For each intra-frequency layer the UE shall be capable of monitoring at least [6] cells on a single serving carrier (PCC or PSCC or 1 SCC if PCC/PSCC is in a band different from SCC) out of all the serving carriers configured in the same band.

For each intra-frequency layer, during each layer 1 measurement period, the UE shall be capable of monitoring at least [24] SSB with different SSB index and/or PCI on a single serving carrier (PCC or PSCC or 1 SCC if PCC/PSCC is in a band different from SCC) out of all the serving carriers configured in the same band. UE shall be capable of monitoring [1~ 4] SSB(s) on serving cell for each of the other serving carrier(s) in the same band. UE shall be capable of performing RSRP and RSRQ on all above-mentioned SSBs
9.2.4
Measurement Reporting Requirements
9.2.4.1
Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 10.x,10.y and 10.z, respectively.

9.2.4.2
Event-triggered Periodic Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 10.x,10.y and 10.z, respectively.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in clause 9.2.4.3.
9.2.4.3
Event Triggered Reporting

Reported RSRP, RSRQ, and RS-SINR measurements contained in periodically triggered measurement reports shall meet the requirements in sections 10.x,10.y and 10.z, respectively.

The UE shall not send any event triggered measurement reports, as long as no reporting criteria are fulfilled.

The measurement reporting delay is defined as the time between an event that will trigger a measurement report and the point when the UE starts to transmit the measurement report over the air interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH. The delay uncertainty is: 2 x TTIDCCH.This measurement reporting delay excludes a delay which caused by no UL resoureces for UE to send the measurement report.

The event triggered measurement reporting delay, measured without L3 filtering shall be less than T identify intra with index or T identify intra without index defined in clause 9.2.5.1 or clause 9.2.6.2. When L3 filtering is used an additional delay can be expected.

If a cell which has been detectable at least for the time period than T identify intra without index or T identify intra with index defined in clause 9.2.5.1 or clause 9.2.6.2 becomes undetectable for a period ≤ TBD seconds and then the cell becomes detectable again and triggers an event, the event triggered measurement reporting delay shall be less than TMeasurement_Period, Intra provided the timing to that cell has not changed more than ( TBD Ts and the L3 filter has not been used. When L3 filtering is used, an additional delay can be expected.

9.2.5
Intrafrequency measurements with no measurement gaps 

9.2.5.1
Intrafrequency cell identification

Editor’s Note :The requirements below have been derived without considering gap sharing when all SMTC occasion are fully overlapping with measurement gaps.
The UE shall be able to identify a new detectable intra frequency cell within Tidentify_intra_without_index if UE is not indicated to report SSB based RRM measurement result with the associated SSB index, or the UE has been indicated that the neighbour cell is synchronous with the serving cell. Otherwise UE shall be able to identify a new detectable intra frequency cell within Tidentify_intra_with_index. The UE shall be able to identify a new detectable intra frequency SS block of an already detected cell within TSSB_time_index_intra.
Tidentify_intra_without_index = Kca (TPSS/SSS_sync_intra + T SSB_measurement_period_intra) ms

Tidentify_intra_with_index = Kca (TPSS/SSS_sync_intra + T SSB_measurement_period_intra + TSSB_time_index_intra) ms
Where:


TPSS/SSS_sync_intra: it is the time period used in PSS/SSS detection given in table 9.2.5.1-1, 9.2.5.1-2, 9.2.5.1-5 (deactivated Scell) or 9.2.5.1-6 (deactivated SCell)


TSSB_time_index_intra: it is the time period used to acquire the index of the SSB being measured given in table 9.2.5.1-3 or 9.2.5.1-4 or  9.2.5.1-7 (deactivated SCell) or  9.2.5.1-8 (deactivated SCell)


T SSB_measurement_period_intra: equal to a measurement period of SSB based measurement given in table 9.2.5.2-1, table 9.2.5.2-2 table 9.2.5.2-3 (deactivated Scell) or 9.2.5.2-4(deactivated SCell)


Kca: For FR1, Kca =1 for measurements on frequencies corresponding to PCell or PSCell, and Kca =number of configured SCells for measurements on frequencies corresponding to FR1 only SCells


Editor’s note : Kca for SCells on FR1 assumes that all Scell SMTC are overlapping(definition FFS). Kca definition may be  revised for non overlapping Scell SMTCs. 

Editor’s note:Kca is FFS if any FR2 serving cells are configured


When intrafrequency SMTC is fully non overlapping with measurement gaps, Kp=1 


When intrafrequency is partially overlapping with measurent gaps, Kp =  1/(1- (SMTC period /MGRP)), where SMTC period < MGRP


Editor’s note : It is FFS how requirements are defined for the case that SMTC are fully overlapping with measurement gap

Editor’s note: It is FFS if the same scaling factor can be applied for FR2 in case of partial overlap between SMTC and measurement gap
Table 9.2.5.1-1: Time period for PSS/SSS detection, (Frequency range FR1)

	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	max[ 600ms, ceil( [5] x Kp) x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[ 600ms, ceil(1.5x [5] x Kp) x max(SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	Ceil([5] x Kp) x DRX cycle

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.1-2: Time period for PSS/SSS detection, (Frequency range FR2)

	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	max[ 600ms, ceil( [5] x Kp) x N1 x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[ 600ms, ceil(1.5 x [5] x Kp) x N1 x max(SMTC period,DRX cycle) ]

	DRX cycle>320ms
	Ceil( [5] x Kp) x N1 x DRX cycle

	…
	…

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.1-3: Time period for time index detection (Frequency range FR1)

	DRX cycle
	TSSB_time_index_intra

	No DRX
	max[120ms, ceil( 3 x Kp ) x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[120ms, ceil (1.5 x 3 x Kp) x max(SMTC period,DRX cycle) ]

	DRX cycle>320ms
	Ceil(3 x Kp) x DRX cycle

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.1-4: Time period for time index detection (Frequency range FR2)

	DRX cycle
	TSSB_time_index_intra

	No DRX
	max[ 200ms, ceil( [5] x Kp) x N2 x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[ 200ms, ceil (1.5 x[5] x Kp) x N2 x max(SMTC period,DRX cycle) ]

	DRX cycle>320ms
	Ceil( [5] x Kp) x N2 x DRX cycle

	…
	…

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.1-5: Time period for PSS/SSS detection, deactivated SCell (Frequency range FR1)

	DRX cycle
	TPSS/SSS_sync

	No DRX
	[5] x measCycleSCell

	DRX cycle≤ 320ms
	 [5] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle> 320ms
	[5] x max(measCycleSCell, DRX cycle)


Table 9.2.5.1-6: Time period for PSS/SSS detection, deactivated SCell (Frequency range FR2)

	DRX cycle
	TPSS/SSS_sync

	No DRX
	TBD

	DRX
	TBD


Table 9.2.5.1-7: Time period for time index detection, deactivated SCell (Frequency range FR1)

	DRX cycle
	TSSB_time_index

	No DRX
	[3] x measCycleSCell

	DRX cycle≤ 320ms
	 [3] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle> 320ms
	[3] x max(measCycleSCell, DRX cycle)


Table 9.2.5.1-8: Time period for time index detection, deactivated SCell (Frequency range FR2)

	DRX cycle
	TSSB_time_index

	No DRX
	TBD

	DRX
	TBD


9.2.5.2
Measurement period

Editor’s Note : The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured is for further study. The requirements below have been derived without considering gap sharing when all SMTC occasion are fully overlapping with measurement gaps.
The measurement period for intrafrequency measurements without gaps is as shown in table 9.2.5.2-1, 9.2.5.2-2, 9.2.5.2-3 (deactivated SCell) or 9.2.5.2-4(deactivated SCell).

Table 9.2.5.2-1: Measurement period for intrafrequency measurements without gaps(Frequency FR1)

	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max[ 200ms, ceil( 5 x Kp) x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[ 200ms, ceil(1.5x 5 x Kp) x max(SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	ceil( 5 x Kp ) x DRX cycle

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.2-2: Measurement period for intrafrequency measurements without gaps(Frequency FR2)

	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max[ 400ms, ceil( 5 x Kp) x N3 x SMTC period ]Note 1

	DRX cycle≤ 320ms
	max[ 400ms, ceil(1.5x 5 x Kp) x N3 x max(SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	ceil(5 xKp ) x N3 x DRX cycle

	Note 1:
If different SMTC periodicities are configured for different cells, the SMTC period in the requirement is the one used by the cell being identified


Table 9.2.5.2-3: Measurement period for intrafrequency measurements without gaps (deactivated SCell) (Frequency range FR1)

	DRX cycle
	T SSB_measurement_period  

	No DRX
	[5] x measCycleSCell

	DRX cycle≤ 320ms
	[5] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle> 320ms
	[5] x max(measCycleSCell, DRX cycle)


Table 9.2.5.2-4: Measurement period for intrafrequency measurements without gaps (deactivated SCell) (Frequency range FR2)

	DRX cycle
	T SSB_measurement_period  

	No DRX
	TBD

	DRX
	TBD


9.2.5.3
Scheduling availability of UE during intra-frequency measurements

UE are required to be capable of measuring without measurement gaps when the SSB is completely contained in the active bandwidth part of the UE. When the measurement signal has different subcarrier spacing than PDSCH/PDCCH and on frequency range FR2, there are restrictions on the scheduling availability as described in the following clauses.
9.2.5.3.1
Scheduling availability of UE performing measurements with a same subcarrier spacing as PDSCH/PDCCH on FR1

There are no scheduling restrictions due to measurements performed with a same subcarrier spacing as PDSCH/PDCCH on FR1.

9.2.5.3.2
Scheduling availability of UE performing measurements with a different subcarrier spacing than PDSCH/PDCCH on FR1

For UE which support simultaneousRxDataSSB-DiffNumerology [14] there are no restrictions on scheduling availability due to measurements. For UE which do not support simultaneousRxDataSSB-DiffNumerology [14] the following restrictions apply due to SS-RSRP/RSRQ/SINR measurement

-
If useServingCellTimingForSync is enabled the UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on SSB symbols to be measured, and on 1 data symbol before each consecutive SSB symbols and 1 data symbol after each consecutive SSB symbols within SMTC window duration 
-
If useServingCellTimingForSync is not enabled the UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on all symbols within SMTC window duration
When intra-band carrier aggregation is performed, the scheduling restrictions apply to all serving cells on the band. When inter-band carrier aggregation within FR1 is performed, there are no scheduling restrictions on FR1 serving cell(s) in the bands due to measurements performed on FR1 serving cell frequency layer in different bands.
9.2.5.3.3
Scheduling availability of UE performing measurements on FR2

The following scheduling restriction applies due to SS-RSRP or SS-SINR measurement on an FR2 intra-frequency cell

-
The UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on SSB symbols to be measured, 1 symbol before each consecutive SSB symbols and 1 data symbol after each consecutive SSB symbols within SMTC window duration (it is assumed that useServingCellTimingForSync is always enabled for FR2)
The following scheduling restriction applies to SS-RSRQ measurement on an FR2 intra-frequency cell

-
UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on SSB symbols to be measured, RSSI measurement symbols, 1 data symbol before each consecutive SSB/RSSI symbols and 1 data symbol after each consecutive SSB/RSSI symbols within SMTC window duration (it is assumed that  useServingCellTimingForSync is always enabled for FR2)
When intra-band carrier aggregation is performed, the scheduling restrictions apply to all serving cells on the band. When inter-band carrier aggregation within FR2 is performed, the scheduling restrictions apply to all serving cells on the bands.
Editor’s Note: FFS scheduling restrictions for inter-band carrier aggregation will be defined depending on band combination in future.
9.2.5.3.4
Scheduling availability of UE performing measurements on FR1 or FR2 in case of FR1-FR2 inter-band CA

There are no scheduling restrictions on FR1 serving cell(s) due to measurements performed on FR2 serving cell frequency layer. 
There are no scheduling restrictions on FR2 serving cell(s) due to measurements performed on FR1 serving cell frequency layer.
9.2.6
Intrafrequency measurements with measurement gaps 

9.2.6.1
Intra gap sharing

[Editor’s note : This is being studied]

9.2.6.2
Intrafrequency cell identification

Editor’s Note : The impact of gap sharing between intrafrequency and interfrequency measurements has not been include in the requirements below.

The UE shall be able to identify a new detectable intra frequency cell within Tidentify_intra_without_index if UE is not indicated to report SSB based RRM measurement result with the associated SSB index, or the UE has been indicated that the neighbour cell is synchronous with the serving cell.. Otherwise UE shall be able to identify a new detectable intra frequency cell within Tidentify_intra_with_index. The UE shall be able to identify a new detectable intra frequency SS block of an already detected cell within TSSB_time_index_intra.

Tidentify_intra_without_index = TPSS/SSS_sync_intra + T SSB_measurement_period_intra  ms


Tidentify_intra_with_index = TPSS/SSS_sync_intra + T SSB_measurement_period_intra + TSSB_time_index_intra
Where:


TPSS/SSS_sync_intra: it is the time period used in PSS/SSS detection given in table 9.2.6.2-1, 9.2.6.2-2,  or 9.2.6.2-1(deactivated SCell) 


TSSB_time_index_intra: it is the time period used to acquire the index of the SSB being measured given in table 9.2.6.2-3 or 9.2.6.2-5 or 9.2.6.2-7(deactivated SCell) or or 9.2.6.2-8(deactivated SCell).


T SSB_measurement_period_intra: equal to a measurement period of SSB based measurement given in table 9.2.6.2-1, 9.2.6.2-2, 9.2.6.2-3 (deactivated Scell) or 9.2.6.2-4(deactivated SCell)

Table 9.2.6.2-1: Time period for PSS/SSS detection (Frequency range FR1)

	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	max[ 600ms, [5] x max(MGRP, SMTC period) ]

	DRX cycle≤ 320ms
	max[ 600ms, ceil(1.5x [5]) x max(MGRP, SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	[5] x DRX cycle


Table 9.2.6.2-2: Time period for PSS/SSS detection (Frequency range FR2)

	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	max[ 600ms, [5] x N1 x max(MGRP, SMTC period) ]

	DRX cycle≤ 320ms
	max[ 600ms, ceil(1.5x [5]) x N1 x max(MGRP, SMTC period, DRX cycle) ] 

	DRX cycle>320ms
	[5] x N1 x DRX cycle

	…
	…

	Editor’s note: The values of N1 in the following tables are to be updated.


Table 9.2.6.2-3: Time period for time index detection (Frequency range FR1)

	DRX cycle
	TSSB_time_index

	No DRX
	max[ 120ms, 3 x max(MGRP, SMTC period) ]

	DRX cycle≤ 320ms
	max[ 120ms, ceil(1.5x 3) x max(MGRP, SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	3 x DRX cycle


Table 9.2.6.2-4: Time period for time index detection (Frequency range FR2)

	DRX cycle
	TSSB_time_index_intra

	No DRX
	max[ 200ms, [5] x N2 x max(MGRP, SMTC period) ]

	DRX cycle≤ 320ms
	max[ 200ms, ceil(1.5x [5]) x N2 x max(MGRP, SMTC period, DRX cycle) ] Note 1 

	DRX cycle>320ms
	[5] x N2 x DRX cycle

	…
	…

	Editor’s note: The values of N2 in the following tables are to be updated.


Table 9.2.6.2-5: Time period for PSS/SSS detection, deactivated SCell (Frequency range FR1)

	DRX cycle
	TPSS/SSS_sync_intra

	No DRX
	[5] x measCycleSCell

	DRX cycle≤ 320ms
	 [5] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle>320ms
	[5] x max(measCycleSCell, DRX cycle)


Table 9.2.6.2-6: Time period for PSS/SSS detection, deactivated SCell (Frequency range FR2)

	DRX cycle
	TPSS/SSS_sync

	No DRX
	TBD

	DRX
	TBD


Table 9.2.6.2-7: Time period for time index detection (Frequency range FR1), deactivated SCell

	DRX cycle
	TSSB_time_index

	No DRX
	[3] x measCycleSCell

	DRX cycle≤ 320ms
	 [3] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle>320ms
	[3] x max(measCycleSCell, DRX cycle)


Table 9.2.6.2-8: Time period for time index detection (Frequency range FR2), deactivated SCell

	DRX cycle
	TSSB_time_index

	No DRX
	TBD

	DRX
	TBD


9.2.6.3
Intrafrequency Measurement Period

Editor’s Note : The requirements below have been derived so far assuming no configured Scell or E-UTRA SCell. The requirements when one or more SCells or E-UTRA SCells are configured is for further study. . The impact of gap sharing between intrafrequency and interfrequency measurements has not been include in the requirements below.

The measurement period for FR1 intrafrequency measurements with gaps is as shown in table 9.2.6.3-1 or 9.2.6.3-3(deactivated Scell) 

The measurement period for FR2 intrafrequency measurements with gaps is as shown in table 9.2.6.3-2 or 9.2.6.3-4(deactivated Scell) 

Editor’s note: The values of X, Y and N in the following tables are to be updated.

Table 9.2.6.3-1: Measurement period for intrafrequency measurements with gaps(Frequency Range FR1)

	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max[ 200ms, 5 x max(MGRP, SMTC period) ]

	DRX cycle≤ 320ms
	max[ 200ms, ceil(1.5x 5) x max(MGRP, SMTC period,DRX cycle) ] 

	DRX cycle>320ms
	5 x DRX cycle


Table 9.2.6.3-2: Measurement period for intrafrequency measurements with gaps(Frequency Range FR2)

	DRX cycle
	T SSB_measurement_period_intra  

	No DRX
	max[ 400ms, 5 x N3 x max(MGRP, SMTC period) ]

	DRX cycle≤ 320ms
	max[ 400ms, ceil(1.5 x 5) x N3 x max(MGRP, SMTC period, DRX cycle) ] Note 1 

	DRX cycle>320ms
	5 x N3 x DRX cycle

	…
	…

	Editor’s note: The values N3 in the following tables are to be updated.


Table 9.2.6.3-3: Measurement period for intrafrequency measurements with gaps, deactivated SCell (Frequency Range FR1)

	DRX cycle
	T SSB_measurement_period  

	No DRX
	[5] x measCycleSCell

	DRX cycle≤ 320ms
	 [5] x max(measCycleSCell, 1.5xDRX cycle)

	DRX cycle>320ms
	[5] x max(measCycleSCell, DRX cycle)


Table 9.2.6.3-4: Measurement period for intrafrequency measurements with gaps, deactivated SCell (Frequency Range FR2)

	DRX cycle
	T SSB_measurement_period  

	No DRX
	TBD

	DRX
	TBD
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