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[bookmark: _Toc501113904]< START OF CHANGE #1>
8.2.1.2.X	Interruptions at BWP reconfiguration 
The requirements in this clause shall apply for the UE configured with only PSCell or with PSCell and one or more SCells.
When BWP switch occurs on the NR PSCell/SCell in EN-DC, the UE is allowed to
-	an interruption on E-UTRA PCell/SCell:
-	of up to X2 slot, if the NR PSCell/SCell with BWP switching is in FR1 and it is not in the same band as the E-UTRA PCell, or 
-	of up to Y2 slot + SMTC duration if the NR SCell with BWP switching is in FR1 and it is in the same band as the E-UTRA PCell;
-	an interruption on any other serving NR PSCell/SCell:  
-	of up to X2 slot, if the NR PSCell/SCell with BWP switching is in the same FR but not in the same band as the NR PSCell/SCell being interrupted, or 
-	of up to Y2 slot + SMTC duration if the NR PSCell/SCell with BWP switching is in the same band as the NR PSCell/SCell being interrupted.
[bookmark: _GoBack]The values of X2 and Y2 are defined in Table 8.2.1.2.4-1. 
< END OF CHANGE #1>

< START OF CHANGE #2>
8.2.2.2.X	Interruptions at BWP reconfiguration 
The requirements in this clause shall apply for the UE configured with only PCell or with PCell and one or more SCells. 
When BWP switch occurs on the NR SCell in NR CA, the UE is allowed to an interruption on the other NR serving cell
-	of up to the duration shown in Table 8.2.2.2.2-1, if the NR serving cell with BWP switching is in the same FR but not in the same band as the NR serving cell being interrupted, or 
-	of up to the duration shown in Table 8.2.2.2.2-2, if the NR serving cell with BWP switching is in the same band as the NR serving cell being interrupted.
< END OF CHANGE #2>

