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8.1.7.3	Scheduling availability of UE performing radio link monitoring on FR2
The following scheduling restriction applies due to radio link monitoring on an FR2 serving PCell and/or PSCell.
-	The UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on RLM-RS symbols to be measured for radio link monitoring, except for RMSI PDCCH/PDSCH and PDCCH/PDSCH which is not required to be received by RRC_CONNECTED mode UE. 
Editor’s Note: FFS when intra-band carrier aggregation is performed, whether the scheduling restrictions apply to all serving cells on the band due to radio link monitoring performed on FR2 serving PCell or PSCell in the same band or not.
When intra-band carrier aggregation is performed, the following scheduling restriction applies to serving SCells due to radio link monitoring on an FR2 serving PCell and/or PSCell.
-	The UE is not expected to transmit PUCCH/PUSCH or receive PDCCH/PDSCH on symbols carrying RLM-RS to be measured which is not QCLed with active TCI state for PDCCH/PDSCH for radio link monitoring.
-	No scheduling restriction applies to symbols carrying RLM-RS to be measured which is QCLed with active TCI state for PDCCH/PDSCH for radio link monitoring.
Editor’s Note: FFS scheduling restrictions for inter-band carrier aggregation will be defined depending on band combination in future. 
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