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1. Introduction
In the RAN4#87 meeting, the E-UTRAN RSRP/RSRQ measurement requirements for NR standalone have been introduced in [1], however the E-UTRAN RSRP/RSRQ measurement accuracy requirements have not been specified yet. 
In this contribution we provide proposals on accuracy requirements for E-UTRAN RSRP/RSRQ measurements for NR standalone UE.

2. Discussion

In UTRAN and E-UTRAN, the inter-RAT measurement accuracy requirements reuse the inter-frequency accuracy requirements for the measurement of the RAT. For E-UTRAN measurements in NR the inter-frequency RSRP/RSRQ accuracy requirements should be reused for inter-RAT (E-UTRAN) measurement for SA UE. 
Proposal 1: Inter-frequency RSRP/RSRQ accuracy requirements should be reused for inter-RAT (E-UTRAN) measurements for NR SA UE. 

3. Conclusion

In this contribution, we further provide our views on accuracy requirements for E-UTRAN RSRP/RSRQ measurements for NR standalone UE. Based on the observations following proposals are present.

Proposal 1: Inter-frequency RSRP/RSRQ accuracy requirements should be reused for inter-RAT (E-UTRAN) measurements for NR SA UE. 

A companion draft CR [2] is provided to introduce inter-RAT measurement accuracy requirements for SA.
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