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1 Introduction
For TS 38.141-1, there was some discussion on the conducted requirements in [1] which copies the appropriated conducted test requirements and from existing conducted non-AAS (36.141) and AAS (37.145-1) and applied them to the NR requirements.

In this contribution we provide text proposal for clause 7.7 based on the text in [1].
Cross-references within the TP which require to be verified (e.g. referring to sections which are still empty in the latest TS 38.141-1) were marked highlighted.
2 References
[1]
R4-1803036, TP to TS 38.141-1 - conducted requirements, Huawei
Text proposal
<TP for TR 38.141-1>
7.7
Receiver intermodulation


7.7.1
Definition and applicability

Third and higher order mixing of the two interfering RF signals can produce an interfering signal in the band of the desired channel. Intermodulation response rejection is a measure of the capability of the receiver to receive a wanted signal on its assigned channel frequency at the antenna connector for BS type 1-C or TAB connector for BS type 1-H in the presence of two interfering signals which have a specific frequency relationship to the wanted signal.
7.7.2
Minimum requirement

The minimum requirement for BS type 1-C is in 3GPP TS 38.104 [2], subclause 7.7.2.

The minimum requirement for BS type 1-H is in 3GPP TS 38.104 [2], subclause 7.7.2.

7.7.3
Test purpose

To verify that the BS type 1-C receiver and each BS type 1-H TAB connector receiver dynamic range, the relative throughput shall fulfil the specified limit.

7.7.4
Method of test 

7.7.4.1
Initial conditions

Test environment: 

-
Normal; see clause B.2.

RF channels to be tested for single carrier (SC): 

-
B, M and T; see subclause 4.9.1
Base Station RF Bandwidth positions to be tested for multi-carrier (MC): 

-
MRFBW for single-band TAB connector(s), see subclause 4.9.1, 

-
BRFBW_T'RFBW and B'RFBW_TRFBW for multi-band TAB connector(s), see subclause 4.9.1.
7.7.4.2
Procedure

The minimum requirement is applied to all connectors under test.
For BS type 1-H the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested; see subclause 7.1.

1) Connect the connector under test to measurement equipment as shown in annex subclause X.x. All connectors not under test shall be terminated.

2) Set the BS to transmit

 For single carrier operation set the connector under test to transmit at manufacturers declared rated carrier output power (Prated,t,AC for BS type 1-C and Prated,t,TABC for BS type 1-H).

For a connector under test declared to be capable of multi-carrier and/or CA operation set the connector under test to transmit on all carriers configured using the applicable test configuration and corresponding power setting specified in subclause 4.7 using the corresponding test models or set of physical channels in subclause 4.9.2 

3)
Set the signal generator for the wanted signal to transmit as specified in table 7.7.5-1 and 7.7.5-3
3)
Set the Signal generator for the interfering signal to transmit at the frequency offset and as specified in table 7.75-2 and 7.7.5-4.

4)
Measure the throughput according to annex X.

In addition, for a multi-band capable BS type 1-C or a multi-band TAB connector from a BS type 1-H, the following steps shall apply:

5)
For multi-band capable BS type 1-C or a multi-band TAB connector from a BS type 1-H and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

7.7.5
Test requirements

For NR, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel, with a wanted signal at the assigned channel frequency and two interfering signals coupled to the BS type 1-C antenna connector or BS type 1-H TAB connector, with the conditions specified in tables 7.7.5-1 and 7.7.5-2 for intermodulation performance and in tables 7.7.5-3, and 7.7.5-4 for narrowband intermodulation performance. The reference measurement channel for the wanted signal is identified in table 7.2.5-1 and table 7.2.5-3 for each channel bandwidth and further specified in annex X. The characteristics of the interfering signal is further specified in annex A.
The subcarrier spacing for the modulated interfering signal shall in general be the same as the subcarrier spacing for the wanted signal, except for the case of wanted signal subcarrier spacing 60 kHz and BS channel bandwidth <=20MHz, for which the subcarrier spacing of the interfering signal should be 30 kHz.

The receiver intermodulation requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For a BS operating in non-contiguous spectrum within any operating band, the narrowband intermodulation requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the NR interfering signal in table 7.7.5-2 or 7.7.5-4. The interfering signal offset is defined relative to the sub-block edges inside the sub-block gap.

[For a BS capable of multi-band operation or multi-band TAB connectors, the intermodulation requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the NR interfering signal centre frequency offset from the Base Station RF Bandwidth edge.]

[For a BS capable of multi-band operation or multi-band TAB connectors, the narrowband intermodulation requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the NR interfering signal in tables 7.7.5-2 and 7.7.5-4. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.]

Table 7.7.5-1: General intermodulation requirement

	Base Station Type
	Wanted Signal mean power [dBm]
	Mean power of interfering signals [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS +6 dB 
	-52
	See Table 7.7.5-2

	Medium Range BS
	PREFSENS +6 dB 
	-47
	

	Local Area BS
	PREFSENS +6 dB 
	-44
	

	NOTE 1: 
PREFSENS depends on the BS class and on the BS channel bandwidth, see subclause 7.2. 




Table 7.7.5-2: Interfering signals for intermodulation requirement 

	BS channel bandwidth of the lowest/highest carrier received [MHz]
	Interfering signal centre frequency offset from the lower/upper Base Station RF Bandwidth edge [MHz]
	Type of interfering signal

	5
	±7.5
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, 25 RB

	10
	±7.45
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, 25 RB

	15
	±7.43
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, 25 RB

	20
	±7.38
	CW

	
	±17.5
	5 MHz DFT-s-OFDM NR signal, 25 RB

	25
	±7.45
	CW

	
	±25
	20MHz DFT-s-OFDM NR signal, 100 RB

	30
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	40
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	50
	±7.35
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	60
	±7.49
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	70
	±7.42
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	80
	±7.44
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	90
	±7.43
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB

	100
	±7.45
	CW

	
	±25
	20 MHz DFT-s-OFDM NR signal, 100 RB


Table 7.7.5-3: Narrowband intermodulation performance requirement in FR1 

	BS type
	Wanted signal mean power [dBm]
	Interfering signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	PREFSENS + 6dB 
(Note 1)
	-52
	See Table 7.7.5-4

	Medium Range BS
	PREFSENS + 6dB 
(Note 2)
	-47
	

	Local Area BS
	PREFSENS + 6dB 
(Note 3)
	-44
	

	NOTE 1: 
PREFSENS depends on the BS channel bandwidth as specified in table 7.2.5-1.
NOTE 2: 
PREFSENS depends on the BS channel bandwidth as specified in table 7.2.5-2.
NOTE 3: 
PREFSENS depends on the BS channel bandwidth as specified in table 7.2.5-3.


Table 7.7.5-4: Interfering signals for narrowband intermodulation requirement in FR1

	BS channel bandwidth of the lowest/highest carrier received [MHz]
	Interfering RB centre frequency offset from the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap [kHz]
	Type of interfering signal

	5
	±360
	CW

	
	±1420
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	10
	±325
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	15 (Note 2)
	±380
	CW

	
	±1600
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	20 (Note 2)
	±345
	CW

	
	±1780
	5 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	25 (Note 2)
	±325
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	30 (Note 2)
	±320
	CW

	
	±1990
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	40 (Note 2)
	±310
	CW

	
	±2710
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	50 (Note 2)
	±330
	CW

	
	±3250
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	60 (Note 2)
	±350
	CW

	
	±3790
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	70 (Note 2)
	±400
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	80 (Note 2)
	±390
	CW

	
	±4870
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	90 (Note 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	100 (Note 2)
	±340
	CW

	
	±5770
	20 MHz DFT-s-OFDM NR signal, 1 RB (Note 1)

	NOTE 1:
Interfering signal consisting of one resource block positioned at the stated offset, the BS channel bandwidth of the interfering signal is located adjacently to the lower/upper Base Station RF Bandwidth edge or sub-block edge inside a sub-block gap.

NOTE 2:
This requirement shall apply only for a G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals.


< The end of TP >
