
TSG-RAN Working Group 4 (Radio) meeting AH-1807
R4-1809453
Montreal, Canada, 2nd July – 6th July 2018

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	37.145-2
	CR
	CRNum
	rev
	-
	Current version:
	14.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Draft CR to TS 37.145-2: Improvement of requirement text for OTA co-location spurious emission in subclause 6.7.6

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R4

	
	

	Work item code:
	AASenh_BS_LTE_UTRA-Perf
	
	Date:
	2018-07-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	At the last RAN4 meeting in Busan, the OTA co-location spurious emission conformance part in subclause 6.7.6, was approved (R4-1808417) and included in the latest draft of TS 37.145-2, with some remaining open issues. This CR draft is aligned with the conclusions presented in a companion contribution with the title “On OTA co-location spurious emission test aspects”, where a way forward is proposed on the remaining open issues captured in Busan.   
This is a revised version of R4-1808869.

	
	

	Summary of change:
	This CR draft includes some minor changes proposed in R4-1808876 “On OTA co-location spurious emission test aspects:

· M channel, bracket removed
· The description of maximum power condition is aligned with other requirments
· Editorial updates

	
	

	Consequences if not approved:
	If not approved, the OTA co-location spurious emission in 37.145-2 in subclause 6.7.6 will not be complete.

	
	

	Clauses affected:
	Sub-clause 6.7.6

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


6.7.6.3
Protection of the BS receiver of own or different BS

6.7.6.3.1
Definition and applicability

This requirement shall be applied for FDD operation in order to prevent the receivers of own or a different BS of the same band being desensitised by emissions from a OTA AAS BS. 

The requirement is a co-location requirement, the power levels specified at the co-location reference antenna output(s).

{Editors note: Test requirements does not include TT, since MU not yet is established for co-location emission}
6.7.6.3.2
Minimum Requirement
The minimum requirement for MSR operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.2.

The minimum requirement for UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.3.

The minimum requirement for E-UTRA operation is defined in 3GPP TS 37.105 [6], subclause 9.7.6.4.
6.7.6.3.3
Test purpose

The test purpose of OTA spurious emission is to verify the radiated spurious emissions from the AAS BS at the RIB are within specified requirements.

For OTA co-locate spurious emission, the test purpose is to verify that the emission is within the specified requirement limits at the co-location reference antenna conducted output(s).

6.7.6.3.4
Method of test

6.7.6.3.4.1
Initial conditions

Test environment:

-
normal; see 3GPP TS 37.145-1 [9], clause B.2.

RF channels to be tested for single carrier (SC): 

-
M; see subclause 4.12.1.

Base Station RF Bandwidth positions to be tested for multi-carrier (MC):

-
MRFBW for single-band RIB, see subclause 4.12.1; BRFBW_T'RFBW and B'RFBW_TRFBW for multi-band RIB, see subclause 4.12.1.

In addition, for multi-band RIB:

-
For BRFBW_T'RFBW, co-location spurious emission testing above the highest operating band may be omitted.

-
For B'RFBW_TRFBW, co-location spurious emission testing below the lowest operating band may be omitted.

Directions to be tested: 

-
FFS
{Editors note: The directions to be tested should be aligned with OTA spurious emission}
6.7.6.3.4.2
Procedure

OTA test requires correct use of an appropriate test facility which has been calibrated and is capable of performing measurements within the measurement uncertainties in subclause 4.1.2.

1) Place AAS BS and co-location reference antenna as specified in sub-clause 4.15, at the distance d=0.1m. 
2) Several co-location reference antennas are required to cover the whole co-location spurious emission frequency ranges.

3) 
4) The test antenna shall be dual (or single) polarized with the same frequency range as the AAS BS for co-location spurious emission test case. 

5) Connect test antenna and co-location reference antenna to the measurement equipment as depicted in Annex D.1.4. 


6) OTA co-location spurious emission is measured at the co-location reference antenna conducted output(s).
7) The measurement device (signal analyzer) characteristics shall be:
-  Detection mode: True RMS.
8) Set the AAS BS to transmit:
a)
For MSR:
-
Set the AAS BS to transmit maximum power according to the applicable test configuration in clause 5 using the corresponding test models or set of physical channels in subclause 4.11.


b)
For UTRA FDD:

-
For a AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit maximum power according to TM1, subclause 4.12.2, at the manufacturer's declared rated output power, PRated,c,TRP.

-
For a AAS BS declared to be capable of multi-carrier operation, set the AAS BS to transmit maximum power according to TM1 on all carriers configured using the applicable test configuration and corresponding power setting specified in subclause 4.11.


c)     For E-UTRA:

-
For AAS BS declared to be capable of single carrier operation only, set the AAS BS to transmit maximum power according to E-TM1.1 in subclause 4.12.2, at manufacturer's declared rated output power, PRated,c,TRP.

-
For a AAS BS declared to be capable of multi-carrier and/or CA operation, set the AAS BS to transmit maximum power according to E-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in subclause 4.11.

.

8)
Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the test requirement in subclause 6.7.6.5.
NOTE:
An alternative measurement method to be used for measureing the OTA emission is described in Annex X.
{Editors note: In Annex X, the noise rise method from TR 37.843 is described}
In addition, for multi-band RIB, the following steps shall apply:

9)
For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

6.7.6.3.5
Test Requirement

6.7.6.3.5.1
MSR operation

The total power from both polarizations of the co-location reference antenna connector output(s) of any spurious emission shall not exceed the limits in table 6.7.6.3.5.1-1 depending on the declared Base Station class and Band Category.

Table 6.7.6.3.5.1-1: BS Spurious emissions limits for protection of the BS receiver
	BS-class
	Band category
	Frequency range
	Maximum Level
	Measurement Bandwidth
	NOTE

	Wide Area BS
	BC1
	FUL_low  – FUL_high
	-117 dBm
	100 kHz
	

	Wide Area BS
	BC2
	FUL_low  – FUL_high
	-119 dBm 
	100 kHz 
	

	Medium Range BS
	BC1,BC2
	FUL_low  – FUL_high
	-112 dBm
	100 kHz
	

	Local Area BS
	BC1,BC2
	FUL_low  – FUL_high
	-109 dBm
	100 kHz
	


6.7.6.3.5.2
Single RAT UTRA operation

The total power of any spurious emission from both polarizations of the co-location reference antenna connector output(s) shall not exceed the limits in table 6.7.6.3.5.2-1.

Table 6.7.6.3.5.2-1: BS Spurious emissions limits for protection of the BS receiver

	
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Notes

	Wide Area BS
	FUL_low  – FUL_high
	- 120 dBm
	100 kHz
	

	Medium Range BS
	FUL_low  – FUL_high
	- 110 dBm
	100 kHz
	

	Local Area BS
	FUL_low  – FUL_high
	- 106 dBm
	100 kHz
	


6.7.6.3.5.3
Single RAT E-UTRA operation

The total power of any spurious emission from both polarizations of the co-location reference antenna connector output(s) shall not exceed the limits in table 6.7.6.3.5.3-1.

Table 6.7.6.3.5.3-1: BS Spurious emissions limits for protection of the BS receiver

	
	Frequency range
	Maximum Level
	Measurement Bandwidth
	Notes

	Wide Area BS
	FUL_low  – FUL_high
	- 117 dBm
	100 kHz
	

	Medium Range BS
	FUL_low  – FUL_high
	- 112 dBm
	100 kHz
	

	Local Area BS
	FUL_low  – FUL_high
	- 109 dBm
	100 kHz
	


6.7.6.5
Co-location with other base stations

6.7.6.5.1
Definition and applicability

6.7.6.5.2
Minimum Requirement
The minimum requirement for MSR operation is defined in 3GPP TS 37.105 [1], subclause 9.7.6.2.

The minimum requirement for UTRA operation is defined in 3GPP TS 37.105 [1], subclause 9.7.6.3.

The minimum requirement for E-UTRA operation is defined in 3GPP TS 37.105 [1], subclause 9.7.6.4.
6.7.6.5.3
Test purpose

The test purpose of OTA spurious emission is to verify the radiated spurious emissions from the AAS BS at the RIB are within specified requirements.

For OTA co-locate spurious emission, the test purpose is to verify that the emission is within the specified requirement limits at the co-location reference antenna conducted output(s).

6.7.6.5.4
Method of test

6.7.6.5.4.1
Initial conditions

See sub-clause 6.7.6.3.4.1.

6.7.6.5.4.2
Procedure

See sub-clause 6.7.6.3.4.2.
6.7.6.5.5
Test Requirement

6.7.6.5.5.1
MSR operation

For MSR, the UTRA and E-UTRA requirements are valid: 
For UTRA, the minimum requirement for Co-location with other base stations is specified in subclause 6.7.6.5.5.2.

For E-UTRA, the minimum requirement for Co-location with other base stations is specified in subclause 6.7.6.5.5.3.
6.7.6.5.5.2
Single RAT UTRA operation

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with a BS.

The requirements assume with base stations of the same class.

NOTE:
For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.

The requirements are co-location emission requirements are specified as the power sum of the supported polarization(s) at the co-location reference antenna conducted output(s).
The output of the co-location reference antenna of any spurious emission shall not exceed the limits of table 6.7.6.5.5.2-1 for an AAS BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared Base Station class. For a multi-band RIB, the exclusions and conditions in the Notes column of table 6.7.6.5.5.2-1 apply for each supported operating band. 

Table 6.7.6.5.5.2-1: UTRA AAS BS OTA Spurious emissions limits for AAS BS co-located with another BS 

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level

(WA-BS)
	Maximum Level

(MR-BS)
	Maximum Level

(LA-BS)
	Measurement Bandwidth
	Notes

	GSM900
	876-915 MHz
	-122 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	DCS1800
	1710 - 1785 MHz
	-122 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	PCS1900
	1850 - 1910 MHz
	-122 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	GSM850 or CDMA850
	824 - 849 MHz
	-122 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 845 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XII or

E-UTRA Band 12
	699 - 716 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XIII or

E-UTRA Band 13
	777 - 787 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XIV or

E-UTRA Band 14
	788 - 798 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 17
	704 - 716 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 18
	815 - 830 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XX or

E-UTRA Band 20
	832 - 862 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XXII or E-UTRA Band 22
	3410  – 3490 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 42

	E-UTRA Band 23
	2000 - 2020 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XXV or E-UTRA Band 25
	1850 - 1915 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA FDD Band XXVI or E-UTRA Band 26
	814 - 849 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 27
	807 - 824 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 28
	703 – 748 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 44

	E-UTRA Band 30
	2305 - 2315 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 40

	E-UTRA Band 31
	452.5 – 457.5 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 33

	UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band  35

	UTRA TDD Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 2 and 36

	UTRA TDD Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 38.

	UTRA TDD Band f) or E-UTRA Band 39
	1880  – 1920MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 33 and 39

	UTRA TDD Band e) or E-UTRA Band 40
	2300  – 2400MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 30 or 40

	E-UTRA Band 41
	2496  – 2690MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 41

	E-UTRA Band 42
	3400 – 3600 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 22, 42 or 43

	E-UTRA Band 43
	3600 – 3800 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 42 or 43

	E-UTRA Band 44
	703 – 803 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 28 or 44

	E-UTRA Band 45
	1447 – 1467 MHz
	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	This is not applicable to BS operating in Band 45

	E-UTRA Band 65
	1920 - 2010 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 66
	1710 – 1780 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	

	E-UTRA Band 70
	1695 – 1710 MHz

	-120 dBm
	-115 dBm
	-112 dBm
	100 kHz
	


NOTE 1:
As defined in the scope for spurious emissions in this subclause, the co-location requirements in table 6.7.6.5.2.5-1 do not apply for the 10 MHz frequency range immediately outside the BS transmit frequency range of a downlink operating band (see subclause 4.6). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [15].

NOTE 2:
Table 6.7.6.5.2.5-1 assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in subclause 4.6 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.

6.7.6.5.5.3
Single RAT E-UTRA operation

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD and/or E-UTRA BS are co-located with a BS.

The requirements assume with base stations of the same class.

NOTE:
For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.

The requirement is a co-location requirement, the power levels specified at the co-location reference antenna output(s).

The output of the co-location reference antenna of any spurious emission shall not exceed the limits of table 6.7.6.5.5.3-1 for an AAS BS where requirements for co-location with a BS type listed in the first column apply, depending on the declared Base Station class. For a multi-band RIB, the exclusions and conditions in the notes column of table 6.7.6.5.5.3-1 apply for each supported operating band. 

Table 6.7.6.5.5.3-1: AAS BS OTA Spurious emissions E-UTRA limits for AAS BS co-located with another BS 

	Type of co-located BS
	Frequency range for co-location requirement
	Maximum Level

(WA-BS)
	Maximum Level

(MR-BS)
	Maximum Level

(LA-BS)
	Measurement Bandwidth
	Notes

	GSM900
	876-915 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	DCS1800
	1710 - 1785 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	PCS1900
	1850 - 1910 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	GSM850 or CDMA850
	824 - 849 MHz
	-119 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band I or E-UTRA Band 1
	1920 - 1980 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band II or E-UTRA Band 2
	1850 - 1910 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band III or E-UTRA Band 3
	1710 - 1785 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band IV or E-UTRA Band 4
	1710 - 1755 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band V or E-UTRA Band 5
	824 - 849 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band VI, XIX or E-UTRA Band 6, 19
	830 - 845 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band VII or E-UTRA Band 7
	2500 - 2570 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band VIII or E-UTRA Band 8
	880 - 915 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band IX or E-UTRA Band 9
	1749.9 - 1784.9 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band X or E-UTRA Band 10
	1710 - 1770 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XI or E-UTRA Band 11
	1427.9 - 1447.9 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XII or

E-UTRA Band 12
	699 - 716 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XIII or

E-UTRA Band 13
	777 - 787 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XIV or

E-UTRA Band 14
	788 - 798 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 17
	704 - 716 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 18
	815 - 830 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XX or

E-UTRA Band 20
	832 - 862 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXI or E-UTRA Band 21
	1447.9 – 1462.9 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXII or E-UTRA Band 22
	3410  – 3490 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42

	E-UTRA Band 23
	2000 - 2020 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 24
	1626.5 – 1660.5 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXV or E-UTRA Band 25
	1850 - 1915 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA FDD Band XXVI or E-UTRA Band 26
	814 - 849 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 27
	807 - 824 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 28
	703 – 748 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 44

	E-UTRA Band 30
	2305 - 2315 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 40

	E-UTRA Band 31
	452.5 – 457.5 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	UTRA TDD Band a) or E-UTRA Band 33
	1900 - 1920 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 33

	UTRA TDD Band a) or E-UTRA Band 34
	2010 - 2025 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 34

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band  35

	UTRA TDD Band b) or E-UTRA Band 36
	1930 - 1990 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 2 and 36

	UTRA TDD Band c) or E-UTRA Band 37
	1910 - 1930 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 37. This unpaired band is defined in ITU-R M.1036, but is pending any future deployment.

	UTRA TDD Band d) or E-UTRA Band 38
	2570 – 2620 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 38.

	UTRA TDD Band f) or E-UTRA Band 39
	1880  – 1920MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 33 and 39

	UTRA TDD Band e) or E-UTRA Band 40
	2300  – 2400MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 30 or 40

	E-UTRA Band 41
	2496  – 2690MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 41

	E-UTRA Band 42
	3400 – 3600 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 22, 42 or 43

	E-UTRA Band 43
	3600 – 3800 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 42 or 43

	E-UTRA Band 44
	703 – 803 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 28 or 44

	E-UTRA Band 45
	1447 – 1467 MHz
	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	This is not applicable to BS operating in Band 45

	E-UTRA Band 65
	1920 - 2010 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 66
	1710 – 1780 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 68
	698 – 728 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	

	E-UTRA Band 70
	1695 – 1710 MHz

	-117 dBm
	-112 dBm
	-109 dBm
	100 kHz
	


NOTE 1:
As defined in the scope for spurious emissions in this subclause, the co-location requirements in table 6.7.6.5.3.5-1 do not apply for the 10 MHz frequency range immediately outside the BS transmit frequency range of a downlink operating band (see subclause 4.6). The current state-of-the-art technology does not allow a single generic solution for co-location with other system on adjacent frequencies for 30 dB BS-BS minimum coupling loss. However, there are certain site-engineering solutions that can be used. These techniques are addressed in TR 25.942 [15].

NOTE 2:
Table 6.7.6.5.3.5-1 assumes that two operating bands, where the corresponding BS transmit and receive frequency ranges in subclause 4.6 would be overlapping, are not deployed in the same geographical area. For such a case of operation with overlapping frequency arrangements in the same geographical area, special co-location requirements may apply that are not covered by the 3GPP specifications.

NOTE 3:
Co-located TDD base stations that are synchronized and using the same or adjacent operating band can transmit without special co-locations requirements. For unsynchronized base stations, special co-location requirements may apply that are not covered by the 3GPP specifications.
