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3.6
Applicability of requirements in this specification version

In this specification, 

-
‘cell’, ‘PCell’, ‘PSCell’ and ‘SCell’ refer to NR cell, NR PCell, NR PSCell and NR SCell, 

-
E-UTRA cells are referred to as ‘E-UTRA cell’, ‘E-UTRA PCell’ and ‘E-UTRA SCell’,

-
E-UTRA-NR dual connectivity where E-UTRA is the master is referred to as ‘E-UTRA-NR dual connectivity’ or ‘EN-DC’.

For UE configured with supplementary UL, the requirements in section 7.1 and 7.3 shall also apply to uplink transmissions on supplementary UL.
3.6.1
RRC connected state requirements in DRX

For the requirements in RRC connected state specified in this version of the specification, the UE shall assume that no DRX is used provided the following conditions are met:

-
DRX parameters are not configured or

-
DRX parameters are configured and

· drx-InactivityTimer is running or

· drx-RetransmissionTimerDL is running or

· drx-RetransmissionTimerUL is running or

· ra-ContentionResolutionTimer is running or
· a Scheduling Request sent on PUCCH is pending or
· a PDCCH indicating a new transmission addressed to the C-RNTI of the MAC entity has not been received after successful reception of a Random Access Response for the preamble not selected by the MAC entity

Otherwise the UE shall assume that DRX is used.
3.6.2 Number of serving carriers 
3.6.2.1 Number of serving carriers for SA
Requirements for standalone NR with NR PCell are applicable for the UE configured with the following number of serving NR CCs:

-
up to 8 NR DL CCs in total, with 1 UL (or 2 UL if SUL is configured) in PCell and up to 1 UL (or 2 UL if SUL is configured) in SCell. 
- 
SUL may be configured together with one of the UL 
3.6.2.2 Number of serving carriers for EN-DC
Requirements for EN-DC operation of E-UTRA and NR with E-UTRA PCell and NR PSCell are applicable for the UE configured with the following number of serving NR CCs:
-
up to 7 NR DL CCs in total, with 1 UL (or 2 UL if SUL is configured) in PCell and up to 1 UL (or 2 UL if SUL is configured) in SCell. 

. 

· SUL may be configured together with one of the UL 
The applicable number of E-UTRA CC for EN-DC in the MCG for both UL and DL is specified in [15].

