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1
Introduction
The study on test methods for New Radio [1] includes scope for testing non-stand-alone (NSA) UEs. According to the discussion in [2], this text proposal introduces the related aspects to TR38.810 [3].

2
Text proposal

This text proposal introduces NSA testability aspects to TR38.810.
The text proposal follows below.

3
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5
UE RF testing methodology

5.1
General

It is reasonable to expect a high level of integration of high-frequency NR devices (e.g., devices operating above 6 GHz).  Such highly integrated architectures may feature innovative front-end solutions, multi-element antenna arrays, passive and active feeding networks, etc. that may not be able to physically expose a front-end cable connector to the test equipment.

For UE RF test methodology at high frequency (f > 6 GHz), the following general aspects apply:

-
OTA measurement is the baseline testing methodology for UE RF at high frequency (f > 6 GHz)

-
Possible optimizations, such as near-field approximation or others, are not precluded; such optimizations shall demonstrate methodology equivalence to the baseline
5.2
Measurement setup

5.2.1
Baseline setup

5.2.1.1
Description

The baseline measurement setup of UE RF characteristics for f > 6 GHz is capable of centre and off centre of beam measurements and is shown in Figure 5.2.1.1-1 below.
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Figure 5.2.1.1-1: Baseline measurement setup of UE RF characteristics
The key aspects of the baseline setup are:

-
Far-field measurement system in an anechoic chamber

-
The criterion for determining the far-field distance is described in 5.2.1.3

-
A positioning system such that the angle between the dual-polarized measurement antenna and the DUT has at least two axes of freedom and maintains a polarization reference

-
A positioning system such that the angle between the link antenna and the DUT has at least two axes of freedom and maintains a polarization reference; this positioning system for the link antenna is in addition to the positioning system for the measurement antenna and provides for an angular relationship independently controllable from the measurement antenna
-
For setups intended for measurements of UE RF characteristics in non-standalone (NSA) mode with 1UL configuration, an LTE link antenna is used to provide the LTE link to the DUT

-
The LTE link antenna provides a stable LTE signal without precise path loss or polarization control
