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1 Introduction
In the last RAN4#83 meeting, some inputs on band numbering were proposed [1-2]. A WF on NR band numbering was approved in [3] as follows.

· For NR in LTE “refarming” bands, whether to re-use the LTE band numbers for NR.
· For new NR bands, consider different alternative options:
(a) To put new NR bands above 6 GHz in a new separate numbering range within existing signaling capability.
(b) To group new NR bands below 6 GHz with the LTE bands, resulting in separate band numbering ranges for below 6 GHz and above 6 GHz bands.
(c) To assign unused numbers to all new bands on a “first come first served” basis, regardless of frequency range, duplex mode or RAT (LTE, NR, etc.)
· How to consider “Duplex mode” for different types of bands
In this proposal, a text proposal on TS 38.104 is provided based on the discussion in [4].
Text Proposal
--------------Start of text proposal-------------
4.4
Operating bands, supported bandwidths and numerologies

4.4.1
NR operating bands and band combinations
NR is designed to operate in the operating bands defined in Table 4.4.1-1, Table4.4.1-2 and Table 4.4.1-3.
Table 4.4.1-1 Operating bands in NR and E-UTRA
	E‑UTRA Band number
	NR Band number
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	1
	1 NR
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	FDD

	3
	3 NR
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	FDD

	7
	7 NR
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	FDD

	8
	8 NR
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	FDD

	20
	20 NR
	832 MHz
	–
	862 MHz
	791 MHz
	–
	821 MHz
	FDD

	28
	28 NR
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	41
	41 NR
	2496 MHz 
	–
	2690 MHz
	2496 MHz 
	–
	2690 MHz
	TDD

	66
	66 NR
	1710 MHz
	–
	1780 MHz
	2110 MHz
	–
	2200 MHz
	FDD 

	70
	70 NR
	1695 MHz 
	–
	1710 MHz 
	1995 MHz 
	–
	2020 MHz 
	FDD

	71
	71 NR
	663 MHz
	–
	698 MHz 
	617 MHz
	–
	652 MHz
	FDD


Table 4.4.1-2 NR operating bands below 6GHz
	NR Band number
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	129 NR
	4400 MHz
	–
	4990 MHz
	4400 MHz
	–
	4990 MHz
	TDD

	TBD
	
	–
	
	
	–
	
	

	TBD
	
	–
	 
	
	–
	
	

	
	
	–
	 
	
	–
	
	

	
	
	–
	 
	
	–
	
	


Table 4.4.1-3 NR operating bands above 6GHz
	NR Band number
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	193 NR
	24250 MHz 
	–
	27500 MHz 
	24250 MHz 
	–
	27500 MHz 
	TDD

	194 NR
	26500 MHz
	–
	29500 MHz
	26500 MHz
	–
	29500 MHz
	TDD

	TBD
	
	–
	 
	
	–
	
	

	
	
	–
	 
	
	–
	
	


--------------End of text proposal-------------
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