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1 Introduction
This contribution provides a text proposal on operating bands and supported channel bandwidths for DC_8A-n258A_BCS0 for TR37.863-01-01[1]. 
2 Reference

 [1] TR 37.863-01-01: Rel-15 Dual connectivity (DC) band combinations of LTE 1DL_1UL + one NR band, v0.1.0
Text Proposal
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6.X
DC_8A-n258A_BCS0
6.X.1
Operating bands for DC

Table 6.X.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_8A-n258A
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD

	
	n258
	24250 MHz
	–
	27500 MHz
	24250 MHz
	–
	27500 MHz
	TDD


6.X.2
Channel bandwidths per operating band for DC

Table 6.X.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band 
	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
[kHz]
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	50
MHz
	100
MHz
	[200
MHz]
	400
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	DC_8A-n258A
	8
	15
	Yes
	Yes
	
	
	
	
	
	
	410
	0

	
	n258
	60
	
	
	
	
	Yes
	Yes
	Yes
	
	
	

	
	
	120
	
	
	
	
	Yes
	Yes
	Yes
	Yes
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