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1. Introduction

This document proposes a TP for the DC band combination of LTE 1A-3A-7A-20A + NR Band n78. 
2. Text proposal
<Start of Text Poposal for TR 37.863-04-01>
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS; the harmonics and intermodulation products can have impact on these systems. Table 6.X.3-5, 6.X.3-6, 6.X.3-7, and 6.X.3-8 list if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.X.3-5: 2UL Band 1 + Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4

	
	2400
	-
	2494
	Yes
	Asia
	IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonics3. IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	IMD2, 3


Table 6.X.3-6: 2UL Band 3 + Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 4, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 4, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonics3, IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	Harmonics3,

IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	Harmonics3,

IMD2, 3


Table 6.X.3-7: 2UL Band 7 + Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3, 4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3. 4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD3, 4

	GPS
	1563
	-
	1587
	Yes
	
	IMD3, 4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD3, 4

	
	2400
	-
	2494
	Yes
	Asia
	IMD3, 4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD2, 5

	
	5150
	-
	5350
	Yes
	Europe
	IMD5

	
	5470
	-
	5725
	Yes
	
	IMD5

	
	5150
	-
	5825
	Yes
	Asia
	IMD2, 5


Table 6.X.3-8: 2UL Band 20 +Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD3

	GPS
	1563
	-
	1587
	Yes
	
	IMD3

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4

	
	2400
	-
	2494
	Yes
	Asia
	IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4 

	
	5470
	-
	5725
	Yes
	
	IMD3, 4

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4


Table 6.X.3-9 lists the protected bands required for the dual connectivity configuration.

Table 6.X.3-9: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_1A-3A-7A-20A-n78A
	TBD
	FDL_low
	-
	FDL_high
	TBD
	TBD
	

	NOTE 1:



6.X.4
∆TIB and ∆RIB values
For DC_1A-3A-7A-20A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.X.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-3A-7A-20A-n78A
	1
	TBD

	
	3
	TBD

	
	7
	TBD

	
	20
	TBD

	
	n78
	TBD


Table 6.X.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1A-3A-7A-20A-n78A
	1
	TBD

	
	3
	TBD

	
	7
	TBD

	
	20
	TBD

	
	n78
	TBD


<End of Text Poposal for TR 37.863-04-01>
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