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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report for Dual connectivity (DC) band combinations of LTE 1DL/1UL + one NR band under Rel-15 time frame. The purpose is to gather the relevant background information and studies in order to address Dual connectivity (DC) band combinations of LTE 1DL/1UL + one NR band for the Rel-15 band combinations in Table 1-1.
Table 1-1: Release 15 DC band combination of LTE 1DL/1UL + one NR band
	DC combination
	REL independent from

	DC_1A-n77A
	Rel-15

	DC_1A-n78A
	Rel-15

	DC_1A-n79A
	Rel-15

	DC_3A-n77A
	Rel-15

	DC_3A-n78A
	Rel-15

	DC_3A-n79A
	Rel-15

	DC_11A-n77A
	Rel-15

	DC_11A-n78A
	Rel-15

	DC_11A-n79A
	Rel-15

	DC_11A-n257A
	Rel-15

	DC_18A-n77A
	Rel-15

	DC_18A-n78A
	Rel-15

	DC_18A-n79A
	Rel-15

	DC_18A-n257A
	Rel-15

	DC_19A-n77A
	Rel-15

	DC_19A-n78A
	Rel-15

	DC_19A-n79A
	Rel-15

	DC_21A-n77A
	Rel-15

	DC_21A-n78A
	Rel-15

	DC_21A-n79A
	Rel-15

	DC_26A-n77A
	Rel-15

	DC_26A-n78A
	Rel-15

	DC_26A-n79A
	Rel-15

	DC_26A-n257A
	Rel-15

	DC_28A-n77A
	Rel-15

	DC_28A-n78A
	Rel-15

	DC_28A-n79A
	Rel-15

	DC_41A-n257A
	Rel-15

	DC_42A-n77A
	Rel-15

	DC_42A-n78A
	Rel-15

	DC_42A-n79A
	Rel-15

	DC_20A-n28A
	Rel-15

	DC_39A-n78A
	Rel-15

	DC_39A-n258A
	Rel-15


This TR contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]

3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
4
Background
The present document is a technical report for Dual connectivity (DC) band combinations of LTE 1DL/1UL + one NR band under Rel-15 time frame. It covers both the UE and BS side. The document is divided in two different parts:

- 
General part: this part covers BS and UE specific which is band combination independent. 

- 
Specific band combination part:  this part covers each band combination and its specific issues independently from each other (i.e. one subclause is defined per band combination)

The specific band combination parts are independent and therefore, the working speed also differs.
4.1
TR Maintenance
A single company is responsible for introducing all approved TPs in the current TR, i.e. TR editor. However, it is the responsibility of the contact person of each band combination to ensure that the TPs related to the band combination have been implemented.
5
DC band combination of LTE 1DL/1UL + one NR band: General Part
<Text will be added.>

6
DC band combination of LTE 1DL/1UL + one NR band: Specific Band Combination Part

6.1
DC_1A-n77A
6.1.1
Operating bands for DC

Table 6.1.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_1A-n77A
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


6.1.2
Channel bandwidths per operating band for DC

Table 6.1.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_1A-n77A
	1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.1.3
Co-existence studies

Table 6.1.3-1 lists Band 1 +Band n77 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.1.3-1: Band 1 and Band n77 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1320
	2280
	5220
	6180

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	360
	660
	4620
	6480

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7140
	8160
	8520
	10380

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1820
	2080
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1560
	2640
	7920
	10680

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	2640
	4560
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9060
	10140
	11820
	14580

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10440
	12360
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11220
	14880
	3480
	4620

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	5940
	8760
	660
	2640

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15120
	18780
	10980
	12120

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13740
	16560
	12360
	14340


Based on Table 6.1.3-1;

· 2nd order harmonic may fall into own Rx of band n77
· 3rd order harmonic may fall into Rx frequencies of bands 46 and 47
· 2nd order IMD may also fall into own Rx of band 1and  Rx frequencies of bands 2, 3, 4, 9, 10, 11, 21, 23, 24, 25, 33, 34, 35, 36, 37, 39, 45, 46, 47, 65, 66 and 70
· 3rd order IMD may also fall into Rx frequencies of bands 2, 3, 9, 22, 25, 31, 33, 34, 35, 36, 37, 39, 42, 43, 46, 47, 48, 70, n78 and n79
· 4th order IMD may also fall into own Rx of band 1 and Rx frequencies of bands 2, 3, 4, 7, 9, 10, 22, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 48, 65, 66, 69, 70, n78 and n79
· 5th order IMD may also fall into own Rx of band 1and Rx frequencies of bands 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14, 17, 18, 19, 20, 21, 22, 23, 24, 25, 26, 27, 28, 29, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44, 45, 48, 65, 66, 67, 68, 69, 70, n78 and n79
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.1.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.1.3-2: 2UL Band 1 +Band n77 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 4, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 4, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4, 5

	
	2400
	-
	2494
	Yes
	Asia
	IMD4, 5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonic3,

IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	Harmonic3,

IMD2, 3


Table 6.1.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.1.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.1.4
∆TIB and ∆RIB values
Table 6.1.4-1.  Simulation results provided in R4-1707507 for Band n77 and n78
	Parameter
	Frequency range
	Vendor 1
	Vendor 2
	Vendor 3

	
	
	Band n78 BPF
	Band n77 BPF
	Band n78 BPF
	Band n77 BPF
	Band n78 BPF
	Band n77 BPF

	Insertion loss

(ETC)
	3300-3400 MHz
	1.1 dB
	1.1 dB
	2.0 dB
	2.0 dB
	1.9 dB
	1.9 dB



	
	3400-3800 MHz
	0.95 dB
	0.95 dB
	1.5 dB
	1.5 dB
	
	

	
	3800-4200 MHz
	-
	1.2 dB
	-
	
	-
	

	Attenuation

(Typ)
	698-2690 MHz
	35 dB
	39.8 dB
	45 dB
	45 dB
	51.8 dB
	50.5 dB

	
	5150-5925 MHz
	27.8 dB
	31.1 dB
	35 dB
	30 dB
	25 dB
	25.3 dB


For DC_1A-n77A, the (TIB,c and (RIB values are given in the tables below.

Table 6.1.4-2: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-n77A
	1
	TBD

	
	n77
	TBD


Table 6.1.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1A-n77A
	1
	TBD

	
	n77
	TBD


6.1.5
MSD
Table 6.1.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.1.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_1A-n77A
	1
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n77
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.2
DC_1A-n78A
6.2.1
Operating bands for DC
Table 6.2.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_1A-n78A
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


6.2.2
Channel bandwidths per operating band for DC

Table 6.2.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_1A-n78A
	1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.2.3
Co-existence studies

Table 6.2.3-1 lists Band 1 +Band n78 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.2.3-1: Band 1 and Band n78 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1320
	1880
	5220
	5780

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	40
	660
	4620
	5680

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7140
	7760
	8520
	9580

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1820
	2080
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1960
	2640
	7920
	9480

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	2640
	3760
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9060
	9740
	11820
	13380

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10440
	11560
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11220
	13280
	3880
	4620

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	5940
	7560
	660
	1840

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15120
	17180
	10980
	11720

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13740
	15360
	12360
	13540


Based on Table 6.2.3-1;

· 2nd order harmonic may fall into Rx of band n77
· 3rd order harmonic may fall into Rx frequencies of bands 46 and 47
· 2nd order IMD may fall into Rx frequencies of bands 3, 9, 11, 21, 24, 32, 35, 45, 46
· 3rd order IMD may fall into Rx frequencies of bands 2, 3, 9, 22, 25, 31, 33, 34, 35, 36, 37, 39, 42, 43, 46, 48, 70, n77, n78 and n79.
· 4th order IMD may fall into Rx frequencies of bands 1, 2, 4, 7, 10, 22, 23, 25, 30, 33, 34, 36, 38, 40, 41, 42, 43, 48, 65, 66, 69, 70, n77 and n78
· 5th order IMD may also fall into own Rx of band 1and Rx frequencies of bands 3, 5, 6, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 24, 26, 27, 28, 29, 32, 44, 45, 67, 68, n77 and n79
It should be noted that IMD will not be an issue for band n78 (no self-interference for the TDD band) even through the IMD products may fall into the concerning band. When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.2.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.2.3-2: 2UL Band 1 +Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4

	
	2400
	-
	2494
	Yes
	Asia
	IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonic3,

IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	Harmonic3,

IMD2, 3


Table 6.2.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.2.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_1A-n78A
	TBD
	FDL_low
	-
	FDL_high
	TBD
	TBD
	

	NOTE 1:



6.2.4
∆TIB and ∆RIB values
For DC_1A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.2.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-n78A
	1
	TBD

	
	n78
	TBD

	NOTE 1:
HTF is assumed for Band 1.


Table 6.2.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1A-n78A
	1
	TBD

	
	n78
	TBD

	NOTE 1:
HTF is assumed for Band 1.


6.2.5
MSD
Table 6.2.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.2.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_1A-n78A
	1
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n78
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.3
DC_1A-n79A

6.3.1
Operating bands for DC

Table 6.3.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_1A-n79A
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD


6.3.2
Channel bandwidths per operating band for DC

Table 6.3.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_1A-n79A
	1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.3.3
Co-existence studies

Table 6.3.3-1 lists Band 1 +Band n79 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.3.3-1: Band 1 and Band n79 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1920
	1980
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3840
	3960
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5760
	5940
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2420
	3080
	6320
	6980

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	440
	1160
	6820
	8080

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	8240
	8960
	10720
	11980

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1820
	2080
	4380
	5020

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	760
	1540
	11220
	13080

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	4840
	6160
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	10160
	10940
	15120
	16980

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	12640
	13960
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	15620
	18080
	2680
	3520

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9240
	11160
	2860
	4240

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	19520
	21980
	12080
	12920

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	17040
	18960
	14560
	15940


Based on Table 6.3.3-1;

· 2nd order harmonic may fall into Rx frequency of band n77 (3.3 – 4.2 GHz)
· 3rd order harmonic may fall into Rx frequencies of bands 46 and 47
· 2nd order IMD may also fall into Rx frequencies of bands 7, 38, 41 and 69
· 3rd order IMD may also fall into Rx frequencies of bands2, 3, 5, 6, 8, 9, 12, 13, 14, 17, 18, 19, 20, 25, 26, 27, 28, 29, 31, 33, 34, 35, 36, 37, 39, 44, 67, 68, 70
· 4th order IMD may also fall into Rx frequencies of bands 5, 6, 8, 11, 14, 18, 19, 20, 21, 24, 26, 27, 28, 44, 45, 46, 47, 68
· 5th order IMD may also fall into Rx frequencies of bands 7, 22, 41, 42, 43, 48, n77 (3.3 – 4.2 GHz) and n78 (3.3 –3.8 GHz)
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.3.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.3.3-2: 2UL Band 1 +Band n79 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2

	
	2400
	-
	2494
	Yes
	Asia
	IMD2

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonic3,

IMD4

	
	5150
	-
	5350
	Yes
	Europe
	IMD4

	
	5470
	-
	5725
	Yes
	
	IMD4

	
	5150
	-
	5825
	Yes
	Asia
	Harmonic3,

IMD4


Table 6.3.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.3.3-3: Protected bands for the dual connectivity configuration

<To be added later>
6.3.4
∆TIB and ∆RIB values
For DC_1A-n79A, the (TIB,c and (RIB values are given in the tables below.

Table 6.3.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1A-n79A
	1
	TBD

	
	n79
	TBD


Table 6.3.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_1A-n79A
	1
	TBD

	
	n79
	TBD


6.3.5
MSD
Table 6.3.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.3.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_1A-n79A
	1
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n79
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.4
DC_3A-n77A

6.4.1
Operating bands for DC

Table 6.4.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_3A-n77A
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


6.4.2
Channel bandwidths per operating band for DC

Table 6.4.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Config.
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_3A-n77A
	3
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.4.3
Co-existence studies

Table 6.4.3-1 lists Band 3 +Band n77 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.4.3-1: Band 3 and Band n77 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1515
	2490
	5010
	5985

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	270
	780
	4815
	6690

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6720
	7770
	8310
	10185

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1610
	1885
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	930
	2055
	8115
	10890

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	3030
	4980
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8430
	9555
	11610
	14385

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10020
	11970
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11415
	15090
	2640
	3840

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6330
	9180
	1245
	3270

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14910
	18585
	10140
	11340

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13320
	16170
	11730
	13755


Based on Table 6.4.3-1;

· 2nd order harmonic may fall into Rx frequencies of bands 22, 42, 48, n77 and n78
· 3rd order harmonic may fall into Rx frequencies of band 46
2nd order IMD may also fall into own Rx of band 3 Rx frequencies of bands 1, 2, 4, 9, 10, 23, 24, 25, 30, 33, 34, 35, 36, 37, 39, 40, 46, 47, 65, 66 and 70
3rd order IMD may also fall into own Rx of band 3 and Rx frequencies of bands 9, 12, 13, 14, 17, 22, 28, 29, 31, 35, 39, 42, 43, 44, 46, 47, 48, 67, 68, n78 and n79
4th order IMD may also fall into own Rx of band 3 and Rx frequencies of bands 2, 8, 9, 11, 10, 21, 22, 24, 25, 33, 34, 35, 36, 37, 39, 42, 43, 45, 48, 70, n78 and n79
5th order IMD may also fall into own Rx of band 3 and Rx frequencies of bands 1, 2, 4, 7, 9, 10, 11, 21, 22, 23, 24, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 45, 48, 65, 66, 69, 70 and n78
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.4.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.4.3-2: 2UL Band 3 +Band n77 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 4, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 4, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2, 5

	
	2400
	-
	2494
	Yes
	Asia
	IMD2, 5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonic3,

IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	Harmonic3,

IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	Harmonic3,

IMD2, 3


Table 6.4.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.4.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.4.4
∆TIB and ∆RIB values
For DC_3A-n77A, the (TIB,c and (RIB values are given in the tables below.

Table 6.4.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-n77A
	3
	TBD

	
	n77
	TBD


Table 6.4.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3A-n77A
	3
	TBD

	
	n77
	TBD


6.4.5
MSD
Table 6.4.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.4.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_3A-n77A
	3
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n77
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.5
DC_3A-n78A
6.5.1
Operating bands for DC

Table 6.5.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_3A-n78A
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


6.5.2
Channel bandwidths per operating band for DC
Table 6.5.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band

	DC operating / channel bandwidth

	E-UTRA and NR DC Config.
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	1.4

MHz
	3

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_3A-n78A
	3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n78
	15
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.5.3
Co-existence studies
Table 6.5.3-1 lists Band 3 +Band n78 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 6.5.3-1: Band 3 and Band n78 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1515
	2090
	5010
	5585

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	270
	380
	4815
	5890

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6720
	7370
	8310
	9385

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1610
	1885
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1330
	2055
	8115
	9690

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	3030
	4180
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8430
	9155
	11610
	13185

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10020
	11170
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11415
	13490
	3040
	3840

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6330
	7980
	1245
	2470

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14910
	16985
	10140
	10940

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13320
	14970
	11730
	12955


Based on Table 6.5.3-1;

2nd order harmonic may fall into Rx frequencies of bands 22, 42, 48, n77 and n78

3rd order harmonic may fall into Rx frequencies of band 46

2nd order IMD may fall into Rx frequencies of bands 2, 3, 9, 24, 25, 33, 34, 35, 36, 37, 39, 46, and 70

3rd order IMD may fall into Rx frequencies of bands 3, 9, 22, 35, 39, 42, 43, 48, n77, n78 and n79

4th order IMD may fall into Rx frequencies of bands 2, 3, 9, 11, 21, 22, 24, 25, 32, 33, 34, 35, 36, 37, 39, 42, 43, 45, 48, 70, n77 and n78

5th order IMD may fall into Rx frequencies of bands 1, 2, 3, 4, 9, 10, 11, 21, 22, 23, 24, 25, 30, 32, 33, 34, 35, 36, 37, 39, 40, 42, 43, 45, 48, 65, 66, 70, n77 and n78.

It should be noted that IMD will not be an issue for band n78 (no self-interference for the TDD band) even through the IMD products may fall into the concerning band.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.5.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.5.3-2: 2UL Band 3 +Band 77n harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, 4, 5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, 4, 5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, 4, 5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonic3,

IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	Harmonic3,

IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD2, 3

	
	5150
	-
	5825
	Yes
	Asia
	Harmonic3,

IMD2, 3


Table 6.5.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.5.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_3A-n78A
	TBD
	FDL_low
	-
	FDL_high
	TBD
	TBD
	

	NOTE 1:



6.5.4
∆TIB and ∆RIB values

For DC_3A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.5.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-n78A
	3
	TBD

	
	n78
	TBD

	NOTE 1:
HTF is assumed for Band 3.


Table 6.5.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3A-n78A
	3
	TBD

	
	n78
	TBD

	NOTE 1:
HTF is assumed for Band 3.


6.5.5
MSD
Table 6.5.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.5.5-1: MSD for the DC configuration

	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_3A-n78A
	3
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n78
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.6
DC_3A-n79A

6.6.1
Operating bands for DC

Table 6.6.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_3A-n79A
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD


6.6.2
Channel bandwidths per operating band for DC

Table 6.6.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_3A-n79A
	3
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.6.3
Co-existence studies

Table 6.6.3-1 lists Band 3 +Band n79 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.6.3-1: Band 3 and Band n79 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1710
	1785
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3420
	3570
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5130
	5355
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2615
	3290
	6110
	6785

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	830
	1580
	7015
	8290

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7820
	8570
	10510
	11785

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1610
	1885
	4380
	5020

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	130
	955
	11415
	13290

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	5230
	6580
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	9530
	10355
	14910
	16785

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	12220
	13570
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	15815
	18290
	1840
	2740

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9630
	11580
	3445
	4870

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	19310
	21785
	11240
	12140

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	16620
	18570
	13930
	15355


Based on Table 6.6.3-1;

2nd order harmonic may fall into Rx frequency of bands 22, 42, 48, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
3rd order harmonic may fall into Rx frequencies of bands 46
2nd order IMD may also fall into Rx frequencies of bands 7, 38, 41 and 69
3rd order IMD may also fall into own Rx of band 3 and Rx frequencies of bands 5, 6, 8, 9, 11, 18, 19, 21, 24, 26, 27, 35, 39, 45
4th order IMD may also fall into Rx frequencies of bands 5, 6, 8, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 29, 31, 44, 46, 47, 67, 68
5th order IMD may also fall into own Rx of band 3 and Rx frequencies of bands 1, 2, 4, 7, 9, 10, 22, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 48, 65, 66, 69, 70 and n77 (3.3 – 4.2 GHz)
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.6.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.6.3-2: 2UL Band 3 +Band n79 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	Yes
	
	IMD3

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	Harmonic3, IMD4

	
	5150
	-
	5350
	Yes
	Europe
	Harmonic3, IMD4

	
	5470
	-
	5725
	Yes
	
	IMD4

	
	5150
	-
	5825
	Yes
	Asia
	Harmonic3, IMD4


Table 6.6.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.6.3-3: Protected bands for the dual connectivity configuration

<To be added later>
6.6.4
∆TIB and ∆RIB values
For DC_3A-n79A, the (TIB,c and (RIB values are given in the tables below.

Table 6.6.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_3A-n79A
	3
	TBD

	
	n79
	TBD


Table 6.6.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_3A-n79A
	3
	TBD

	
	n79
	TBD


6.6.5
MSD
Table 6.6.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.6.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_3A-n79A
	3
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n79
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.7
DC_11A-n77A

6.7.1
Operating bands for DC

Text will be added.
6.7.2
Channel bandwidths per operating band for DC

Text will be added.
6.7.3
Co-existence studies
Table 6.7.3-1 lists Band11+3.3-4.2GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.7.3-1: Band 11 and Band n77 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	1427.9
	1447.9
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2855.8
	2895.8
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4283.7
	4343.7
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1852.1
	2772.1
	4727.9
	5647.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1344.2
	404.2
	5152.1
	6972.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6155.8
	7095.8
	8027.9
	9847.9

	Two-tone 3rd order IMD products (with

maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	1327.9
	1547.9
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	83.7
	1043.7
	8452.1
	11172.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	3704.2
	5544.2
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	7583.7
	8543.7
	11327.9
	14047.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	9455.8
	11295.8
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	15372.1
	11752.1
	2491.6
	1511.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9744.2
	7004.2
	2256.3
	4116.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14627.9
	18247.9
	9011.6
	9991.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	12755.8
	15495.8
	10883.7
	12743.7


Based on the table, 3rd order IMD may fall into own Rx of band 11 and  3rd, 4th and 5th order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.7.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.7.3-2: Band 11 and Band n77 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	YES
	
	IMD5

	Galileo
	1559
	-
	1591
	YES
	
	IMD5

	GLONASS
	1591
	-
	1610
	YES
	
	IMD5

	GPS
	1563
	-
	1587
	YES
	
	IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	IMD5

	
	2400
	-
	2494
	YES
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD2, IMD3, IMD4

	
	5150
	-
	5350
	YES
	Europe
	IMD2, IMD3, IMD4

	
	5470
	-
	5725
	YES
	
	IMD2, IMD3, IMD4

	
	5150
	-
	5825
	YES
	Asia
	IMD2, IMD3, IMD4


Table 6.7.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.7.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n77A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.7.4
∆TIB and ∆RIB values

Text will be added.
6.7.5
MSD
Text will be added.
6.8
DC_11A-n78A

6.8.1
Operating bands for DC

Text will be added.
6.8.2
Channel bandwidths per operating band for DC

Text will be added.
6.8.3
Co-existence studies
Table 6.8.3-1 lists Band11+3.3-3.8GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.8.3-1: Band 11 and Band n78 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	1427.9
	1447.9
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2855.8
	2895.8
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4283.7
	4343.7
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1852.1
	2372.1
	4727.9
	5247.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	944.2
	404.2
	5152.1
	6172.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6155.8
	6695.8
	8027.9
	9047.9

	Two-tone 3rd order IMD products (with

maximum channel bandwidth)
	|fx_low  –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	1327.9
	1547.9
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	483.7
	1043.7
	8452.1
	9972.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	3704.2
	4744.2
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	7583.7
	8143.7
	11327.9
	12847.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	9455.8
	10495.8
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	13772.1
	11752.1
	2491.6
	1911.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	8544.2
	7004.2
	2256.3
	3316.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14627.9
	16647.9
	9011.6
	9591.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	12755.8
	14295.8
	10883.7
	11943.7


Based on the table, 3rd order IMD may fall into own Rx of band 11, and  3rd, 4th and 5th order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.8.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.8.3-2: Band 11 and Band n78 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	
	US/Europe
	

	
	2400
	-
	2494
	
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD2, IMD3

	
	5150
	-
	5350
	YES
	Europe
	IMD2, IMD3

	
	5470
	-
	5725
	YES
	
	IMD3

	
	5150
	-
	5825
	YES
	Asia
	IMD2, IMD3


Table 6.8.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.8.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n78A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.8.4
∆TIB and ∆RIB values

Text will be added.
6.8.5
MSD
Text will be added.
6.9
DC_11A-n79A

6.9.1
Operating bands for DC

Text will be added.
6.9.2
Channel bandwidths per operating band for DC

Text will be added.
6.9.3
Co-existence studies
Table 6.9.3-1 lists Band11+4.4-5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.9.3-1: Band 11 and Band n79 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	1427.9
	1447.9
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2855.8
	2895.8
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4283.7
	4343.7
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2952.1
	3572.1
	5827.9
	6447.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2144.2
	1504.2
	7352.1
	8572.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7255.8
	7895.8
	10227.9
	11447.9

	Two-tone 3rd order IMD products (with

maximum channel bandwidth)
	|f1_low –f2_BWmax|
	|f1_high + f2_BW max|
	|f2_low – f1_BW max|
	|f2_high + f1_BW max|

	IMD frequency limits (MHz)
	1327.9
	1547.9
	4380
	5020

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	716.3
	56.3
	11752.1
	13572.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	5904.2
	7144.2
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8683.7
	9343.7
	14627.9
	16447.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	11655.8
	12895.8
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	18572.1
	16152.1
	1391.6
	711.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	12144.2
	10304.2
	4456.3
	5716.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	19027.9
	21447.9
	10111.6
	10791.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	16055.8
	17895.8
	13083.7
	14343.7


Based on the table, 3rd order IMD may fall into own Rx of band 11, and  3rd and 5th order IMD may fall into own Rx of NR band.

It should be noted that IMD will not be an issue for NR band (no self-interference) even through the IMD products may fall into the concerning band.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.9.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.9.3-2: Band 11 and Band n79 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	YES
	
	IMD3

	Galileo
	1559
	-
	1591
	YES
	
	IMD3

	GLONASS
	1591
	-
	1610
	YES
	
	IMD3

	GPS
	1563
	-
	1587
	YES
	
	IMD3

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	
	US/Europe
	

	
	2400
	-
	2494
	
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD4, IMD5

	
	5150
	-
	5350
	YES
	Europe
	IMD5

	
	5470
	-
	5725
	YES
	
	IMD5

	
	5150
	-
	5825
	YES
	Asia
	IMD5


Table 6.9.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.9.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n257A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.9.4
∆TIB and ∆RIB values

Text will be added.
6.9.5
MSD
Text will be added.
6.10
DC_11A-n257A

6.10.1
Operating bands for DC

Text will be added.
6.10.2
Channel bandwidths per operating band for DC

Text will be added.
6.10.3
Co-existence studies
Table 6.10.3-1 lists Band11+26.5-29.5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.10.3-1: Band 11 and Band n257 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	1427.9
	1447.9
	26500
	29500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2855.8
	2895.8
	53000
	59000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4283.7
	4343.7
	79500
	88500

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	25052.1
	28072.1
	27927.9
	30947.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	26644.2
	23604.2
	51552.1
	57572.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	29355.8
	32395.8
	54427.9
	60447.9

	Two-tone 3rd order IMD products (with
maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	1027.9
	1847.9
	26480
	29520

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	25216.3
	22156.3
	78052.1
	87072.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	50104.2
	56144.2
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	30783.7
	33843.7
	80927.9
	89947.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	55855.8
	61895.8
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	116572.1
	104552.1
	20708.4
	23788.4

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	85644.2
	76604.2
	48656.3
	54716.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	107427.9
	119447.9
	32211.6
	35291.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	82355.8
	91395.8
	57283.7
	63343.7


Based on the table, 3rd order IMD may fall into own Rx of band 11, and  2nd and 3rd order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.10.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.10.3-2: Band 11 and Band n257 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	YES
	
	IMD3

	Galileo
	1559
	-
	1591
	YES
	
	IMD3

	GLONASS
	1591
	-
	1610
	YES
	
	IMD3

	GPS
	1563
	-
	1587
	YES
	
	IMD3

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	
	US/Europe
	

	
	2400
	-
	2494
	
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	
	US
	

	
	5150
	-
	5350
	
	Europe
	

	
	5470
	-
	5725
	
	
	

	
	5150
	-
	5825
	
	Asia
	


Table 6.10.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.10.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_11A-n257A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.10.4
∆TIB and ∆RIB values

Text will be added.
6.10.5
MSD
Text will be added.
6.11
DC_18A-n77A

6.11.1
Operating bands for DC

Text will be added.
6.11.2
Channel bandwidths per operating band for DC

Text will be added.
6.11.3
Co-existence studies
Table 6.11.3-1 lists Band18+3.3-4.2GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.11.3-1: Band 18 and Band n77 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	815
	830
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1630
	1660
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2445
	2490
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2470
	3385
	4115
	5030

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2570
	1640
	5770
	7585

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4930
	5860
	7415
	9230

	Two-tone 3rd order IMD products (with
maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	715
	930
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1755
	810
	9070
	11785

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	4940
	6770
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5745
	6690
	10715
	13430

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	8230
	10060
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	15985
	12370
	20
	940

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	10970
	8240
	4110
	5955

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14015
	17630
	6560
	7520

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11530
	14260
	9045
	10890


Based on the table, 3rd, 4th and 5th order IMD may fall into own Rx of band 18, and  2nd, 3rd and 5th order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.11.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.11.3-2: Band 18 and Band n77 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	YES
	
	IMD4

	Galileo
	1559
	-
	1591
	YES
	
	IMD4

	GLONASS
	1591
	-
	1610
	YES
	
	IMD4

	GPS
	1563
	-
	1587
	YES
	
	IMD4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	3rd harmonic, IMD2, IMD3

	
	2400
	-
	2494
	YES
	Asia
	3rd harmonic, IMD2, IMD3

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD3, IMD4, IMD5

	
	5150
	-
	5350
	YES
	Europe
	IMD3, IMD4, IMD5

	
	5470
	-
	5725
	YES
	
	IMD3, IMD4, IMD5

	
	5150
	-
	5825
	YES
	Asia
	IMD3, IMD4, IMD5


Table 6.11.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.11.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n77A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.11.4
∆TIB and ∆RIB values

Text will be added.
6.11.5
MSD
Text will be added.
6.12
DC_18A-n78A

6.12.1
Operating bands for DC

Text will be added.
6.12.2
Channel bandwidths per operating band for DC

Text will be added.
6.12.3
Co-existence studies
Table 6.12.3-1 lists Band18+3.3-3.8GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.12.3-1: Band 18 and Band n78 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	815
	830
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1630
	1660
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2445
	2490
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2470
	2985
	4115
	4630

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2170
	1640
	5770
	6785

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4930
	5460
	7415
	8430

	Two-tone 3rd order IMD products (with maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	715
	930
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1355
	810
	9070
	10585

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	4940
	5970
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5745
	6290
	10715
	12230

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	8230
	9260
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14385
	12370
	20
	540

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9770
	8240
	4110
	5155

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14015
	16030
	6560
	7120

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11530
	13060
	9045
	10090


Based on the table, 3rd and 4th order IMD may fall into own Rx of band 18 and  3rd order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.12.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.12.3-2: Band 18 and Band n78 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	3rd harmonic, IMD2

	
	2400
	-
	2494
	YES
	Asia
	3rd harmonic, IMD2

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD3, IMD4, IMD5

	
	5150
	-
	5350
	YES
	Europe
	IMD3, IMD4, IMD5

	
	5470
	-
	5725
	YES
	
	IMD3, IMD4, IMD5

	
	5150
	-
	5825
	YES
	Asia
	IMD3, IMD4, IMD5


Table 6.12.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.12.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n78A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.12.4
∆TIB and ∆RIB values

Text will be added.
6.12.5
MSD
Text will be added.
6.13
DC_18A-n79A

6.13.1
Operating bands for DC

Text will be added.
6.13.2
Channel bandwidths per operating band for DC

Text will be added.
6.13.3
Co-existence studies
Table 6.13.3-1 lists Band18+4.4-5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.13.3-1: Band 18 and Band n79 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	815
	830
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1630
	1660
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2445
	2490
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	3570
	4185
	5215
	5830

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3370
	2740
	7970
	9185

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6030
	6660
	9615
	10830

	Two-tone 3rd order IMD products (withmaximum channel bandwidth)
	|f1_low –f2_BWmax|
	|f1_high + f2_BW max|
	|f2_low – f1_BW max|
	|f2_high + f1_BW max|

	IMD frequency limits (MHz)
	715
	930
	4380
	5020

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2555
	1910
	12370
	14185

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	7140
	8370
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6845
	7490
	14015
	15830

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	10430
	11660
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	19185
	16770
	1080
	1740

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	13370
	11540
	6310
	7555

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	18415
	20830
	7660
	8320

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14830
	16660
	11245
	12490


Based on the table, 3rd order IMD may fall into own Rx of band 18, and  3rd order IMD may fall into own Rx of NR band.

It should be noted that IMD will not be an issue for NR band (no self-interference) even through the IMD products may fall into the concerning band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.13.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.13.3-2: Band 18 and Band n79 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	YES
	
	IMD5

	Galileo
	1559
	-
	1591
	YES
	
	IMD5

	GLONASS
	1591
	-
	1610
	YES
	
	IMD5

	GPS
	1563
	-
	1587
	YES
	
	IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	3rd harmonic

	
	2400
	-
	2494
	YES
	Asia
	3rd harmonic

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD2

	
	5150
	-
	5350
	YES
	Europe
	IMD2

	
	5470
	-
	5725
	YES
	
	IMD2

	
	5150
	-
	5825
	YES
	Asia
	IMD2


Table 6.13.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.13.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n79A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.13.4
∆TIB and ∆RIB values

Text will be added.
6.13.5
MSD
Text will be added.
6.14
DC_18A-n257A

6.14.1
Operating bands for DC

Text will be added.
6.14.2
Channel bandwidths per operating band for DC

Text will be added.
6.14.3
Co-existence studies
Table 6.14.3-1 lists Band18+26.5-29.5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.14.3-1: Band 18 and Band n257 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	815
	830
	26500
	29500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1630
	1660
	53000
	59000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2445
	2490
	79500
	88500

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	25670
	28685
	27315
	30330

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	27870
	24840
	52170
	58185

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	28130
	31160
	53815
	59830

	Two-tone 3rd order IMD products (with maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	415
	1230
	26480
	29520

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	27055
	24010
	78670
	87685

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	51340
	57370
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	28945
	31990
	80315
	89330

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	54630
	60660
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	117185
	105170
	23180
	26240

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	86870
	77840
	50510
	56555

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	106815
	118830
	29760
	32820

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	81130
	90160
	55445
	61490


Based on the table, 3rd order IMD may fall into own Rx of band 18, and  2nd, 3rd and 4th order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.14.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.14.3-2: Band 18 and Band n257 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	3rd harmonic

	
	2400
	-
	2494
	YES
	Asia
	3rd harmonic

	ISM band
 (5GHz)
	5150
	-
	5925
	
	US
	

	
	5150
	-
	5350
	
	Europe
	

	
	5470
	-
	5725
	
	
	

	
	5150
	-
	5825
	
	Asia
	


Table 6.14.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.14.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_18A-n257A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.14.4
∆TIB and ∆RIB values

Text will be added.
6.14.5
MSD
Text will be added.
6.15
DC_19A-n77A

6.15.1
Operating bands for DC

Table 6.15.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_19A-n77A
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


6.15.2
Channel bandwidths per operating band for DC

Table 6.15.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_19A-n77A
	19
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	115

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.15.3
Co-existence studies

Table 6.15.3-1 lists Band 19 +Band n77 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.15.3-1: Band 19 and Band n77 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	830
	845
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1660
	1690
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2490
	2535
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2455
	3370
	4130
	5045

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1610
	2540
	5755
	7570

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4960
	5890
	7430
	9245

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	730
	945
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	765
	1710
	9055
	11770

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	4910
	6740
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5790
	6735
	10730
	13445

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	8260
	10090
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12355
	15970
	80
	880

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	8210
	10940
	4065
	5910

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14030
	17645
	6620
	7580

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11560
	14290
	9090
	10935


Based on Table 6.15.3-1;

3rd order harmonic may fall into Rx frequencies of bands 41
2nd order IMD may also fall into Rx frequencies of band 7, 38, 41, 69 and n78
3rd order IMD may also fall into own Rx of band 19 and Rx frequencies of bands 1, 2, 3, 4, 5, 6, 8, 9, 10, 12, 13, 14, 17, 18, 20, 22, 23, 25, 26, 27, 28, 30, 33, 34, 35, 36, 37, 39, 40, 41, 42, 43, 44, 46, 47, 48, 65, 66, 67, 68, 70, n78 and n79
4th order IMD may also fall into own Rx of band 19 and Rx frequencies of bands 5, 6, 8, 11, 14, 18, 20, 21, 24, 26, 27, 28, 44, 45, 46, 47, 68 and n79
5th order IMD may also fall into own Rx of band 19 and Rx frequencies of bands 5, 6, 12, 13, 14, 17, 18, 20, 26, 27, 28, 29, 31, 44, 46, 47, 67, 68 and n79
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.15.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.15.3-2: 2UL Band 19 +Band n77 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD4

	GPS
	1563
	-
	1587
	Yes
	
	IMD4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2, 3

	
	2400
	-
	2494
	Yes
	Asia
	Harmonic3, IMD2, 3

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4, 5

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4, 5

	
	5470
	-
	5725
	Yes
	
	IMD3, 4, 5

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4, 5


Table 6.15.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.15.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.15.4
∆TIB and ∆RIB values
For DC_19A-n77A, the (TIB,c and (RIB values are given in the tables below.

Table 6.15.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_19A-n77A
	19
	TBD

	
	n77
	TBD


Table 6.15.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_19A-n77A
	19
	TBD

	
	n77
	TBD


6.15.5
MSD
Table 6.15.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.15.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_19A-n77A
	19
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n77
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.16
DC_19A-n78A

6.16.1
Operating bands for DC

Table 6.16.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_19A-n78A
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


6.16.2
Channel bandwidths per operating band for DC

Table 6.16.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_19A-n78A
	19
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	115

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.16.3
Co-existence studies

Table 6.16.3-1 lists Band 19 +Band n78 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.16.3-1: Band 19 and Band n78 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	830
	845
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1660
	1690
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2490
	2535
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2455
	2970
	4130
	4645

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1610
	2140
	5755
	6770

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4960
	5490
	7430
	8445

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	730
	945
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	765
	1310
	9055
	10570

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	4910
	5940
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5790
	6335
	10730
	12245

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	8260
	9290
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	12355
	14370
	80
	480

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	8210
	9740
	4065
	5110

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14030
	16045
	6620
	7180

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11560
	13090
	9090
	10135


Based on Table 6.16.3-1;

3rd order harmonic may fall into Rx frequencies of band 41
2nd order IMD may also fall into Rx frequencies of band 7, 38, 41, 69, n77, n79
3rd order IMD may also fall into own Rx of band 19 and Rx frequencies of bands 1, 2, 3, 4, 5, 6, 8, 9, 10, 12, 13, 14, 17, 18, 20, 22, 25, 26, 27, 28, 33, 34, 35, 36, 37, 39, 42, 43, 44, 46, 47, 48, 65, 66, 67, 68, 70, n77 and n79
4th order IMD may also fall into own Rx of band 19 and Rx frequencies of bands 5, 6, 8, 14, 18, 20, 26, 27, 28, 44, 46, 47, 68 and n79
5th order IMD may also fall into Rx frequencies of bands 31, n77 and n79
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.16.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.16.3-2: 2UL Band 19 +Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2

	
	2400
	-
	2494
	Yes
	Asia
	Harmonic3, IMD2

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4

	
	5470
	-
	5725
	Yes
	
	IMD3, 4

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4


Table 6.16.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.16.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.16.4
∆TIB and ∆RIB values
For DC_19A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.16.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_19A-n78A
	19
	TBD

	
	n78
	TBD


Table 6.16.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_19A-n78A
	19
	TBD

	
	n78
	TBD


6.16.5
MSD
Table 6.16.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.16.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_19A-n78A
	19
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n78
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.17
DC_19A-n79A

6.17.1
Operating bands for DC

Table 6.17.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_19A-n79A
	19
	830 MHz
	–
	845 MHz
	875 MHz
	–
	890 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD


6.17.2
Channel bandwidths per operating band for DC

Table 6.17.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_19A-n79A
	19
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	115

	
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.17.3
Co-existence studies

Table 6.17.3-1 lists Band 19 +Band n79 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.17.3-1: Band 19 and Band n79 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	830
	845
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1660
	1690
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2490
	2535
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	3555
	4170
	5230
	5845

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2710
	3340
	7955
	9170

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6060
	6690
	9630
	10845

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	730
	945
	4385
	5015

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1865
	2510
	12355
	14170

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	7110
	8340
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6890
	7535
	14030
	15845

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10460
	11690
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	16755
	19170
	1020
	1680

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	11510
	11340
	6265
	7510

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	18430
	20845
	7720
	8380

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14860
	16690
	11290
	12535


Based on Table 6.17.3-1;

3rd order harmonic may fall into Rx frequencies of bands 41
2nd order IMD may also fall into Rx frequencies of bands 22, 42, 43, 46, 48, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
3rd order IMD may also fall into own Rx of band 19 and Rx frequencies of bands5, 6, 8, 12, 13, 14, 17, 18, 20, 26, 27, 28, 44, 67, 68, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
4th order IMD may also fall into Rx frequencies of bands 1, 2, 3, 4, 9, 10, 23, 25, 30, 33, 34, 35, 36, 37, 39, 40, 41, 65, 66, 70
5th order IMD may also fall into Rx frequencies of bands 11, 21, 24, 45
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.17.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.17.3-2: 2UL Band 19 +Band n79 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD5

	GPS
	1563
	-
	1587
	Yes
	
	IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4

	
	2400
	-
	2494
	Yes
	Asia
	Harmonic3, 

IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD2

	
	5150
	-
	5350
	Yes
	Europe
	IMD2

	
	5470
	-
	5725
	Yes
	
	IMD2

	
	5150
	-
	5825
	Yes
	Asia
	IMD2


Table 6.17.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.17.3-3: Protected bands for the dual connectivity configuration

<To be added later>
6.17.4
∆TIB and ∆RIB values
For DC_19A-n79A, the (TIB,c and (RIB values are given in the tables below.

Table 6.17.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_19A-n79A
	19
	TBD

	
	n79
	TBD


Table 6.17.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_19A-n79A
	19
	TBD

	
	n79
	TBD


6.17.5
MSD
Table 6.17.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.17.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_19A-n79A
	19
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n79
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.18
DC_21A-n77A

6.18.1
Operating bands for DC

Table 6.18.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_21A-n77A
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


6.18.2
Channel bandwidths per operating band for DC

Table 6.18.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_21A-n77A
	21
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	115

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.18.3
Co-existence studies

Table 6.18.3-1 lists Band 21 +Band n77 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.18.3-1: Band 21 and Band n77 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1447.9
	1462.9
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2895.8
	2925.8
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4343.7
	4388.7
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1837.1
	2752.1
	4747.9
	5662.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	374.2
	1304.2
	5137.1
	6952.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6195.8
	7125.8
	8047.9
	9862.9

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1347.9
	1562.9
	3285
	4215

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	143.7
	1088.7
	8437.1
	11152.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	3674.2
	5504.2
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	7643.7
	8588.7
	11347.9
	14062.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	9495.8
	11325.8
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11737.1
	15352.1
	1591.6
	2551.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6974.2
	9704.2
	2211.3
	4056.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14647.9
	18262.9
	9091.6
	10051.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	12795.8
	15525.8
	10943.7
	12788.7


Based on Table 6.18.3-1;

2nd order IMD may also fall into Rx frequencies of bands 1, 2, 3, 4, 7, 9, 10, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 46, 65, 66, 69, 70 and n79
3rd order IMD may also fall into own Rx of band 21 and Rx frequencies of bands 5, 6, 8, 11, 12, 13, 14, 17, 18, 19, 20, 22, 24, 26, 27, 28, 29, 31, 42, 43, 44, 45, 46, 47, 48, 67, 68, 70 and n78
4th order IMD may also fall into Rx frequencies of bands 5, 6, 8, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 29, 31, 43, 44, 46, 48, 67, 68, n78 and n79
5th order IMD may also fall into Rx frequencies of bands 1, 2, 3, 4, 7, 9, 10, 22, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 48, 65, 66, 69, 70 and n78
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.18.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.18.3-2: 2UL Band 21 +Band n77 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD5

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD2, 5

	
	2400
	-
	2494
	Yes
	Asia
	IMD2, 5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD2, 3, 4

	
	5150
	-
	5350
	Yes
	Europe
	IMD2, 3, 4

	
	5470
	-
	5725
	Yes
	
	IMD2, 3, 4

	
	5150
	-
	5825
	Yes
	Asia
	IMD2, 3, 4


Table 6.18.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.18.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.18.4
∆TIB and ∆RIB values
For DC_21A-n77A, the (TIB,c and (RIB values are given in the tables below.

Table 6.18.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_21A-n77A
	21
	TBD

	
	n77
	TBD


Table 6.18.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_21A-n77A
	21
	TBD

	
	n77
	TBD


6.18.5
MSD
Table 6.18.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.18.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_21A-n77A
	21
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n77
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.19
DC_21A-n78A

6.19.1
Operating bands for DC

Table 6.19.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_21A-n78A
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


6.19.2
Channel bandwidths per operating band for DC

Table 6.19.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_21A-n78A
	21
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	115

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.19.3
Co-existence studies

Table 6.19.3-1 lists Band 21 +Band n78 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.19.3-1: Band 21 and Band n78 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1447.9
	1462.9
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2895.8
	2925.8
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4343.7
	4388.7
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1837.1
	2352.1
	4747.9
	5262.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	374.2
	904.2
	5137.1
	6152.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6195.8
	6725.8
	8047.9
	9062.9

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1347.9
	1562.9
	3285
	3815

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	543.7
	1088.7
	8437.1
	9952.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	3674.2
	4704.2
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	7643.7
	8188.7
	11347.9
	12862.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	9495.8
	10525.8
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11737.1
	13752.1
	1991.6
	2551.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6974.2
	8504.2
	2211.3
	3256.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14647.9
	16662.9
	9091.6
	9651.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	12795.8
	14325.8
	10943.7
	11988.7


Based on Table 6.19.3-1;

2nd order IMD may also fall into Rx frequencies of bands 1, 2, 3, 4, 9, 10, 23, 25, 30, 33, 34, 35, 36, 37, 39, 40, 46, 65, 66, 70 and n79
3rd order IMD may also fall into own Rx of band 21 and Rx frequencies of bands 5, 6, 11, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 29, 43, 44, 48, 67, 68 and n77
4th order IMD may also fall into Rx frequencies of bands 5, 6, 8, 12, 13, 14, 17, 18, 19, 20, 26, 27, 28, 29, 43, 44, 48, 67, 68 n77 and n79
5th order IMD may also fall into Rx frequencies of bands 1, 4, 7, 10, 23, 25, 30, 34, 38, 40, 41, 65, 66, 69 and 70
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.19.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.19.3-2: 2UL Band 21 +Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD2, 3

	
	5150
	-
	5350
	Yes
	Europe
	IMD2, 3

	
	5470
	-
	5725
	Yes
	
	IMD3

	
	5150
	-
	5825
	Yes
	Asia
	IMD2, 3


Table 6.19.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.19.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.19.4
∆TIB and ∆RIB values
For DC_21A-n78A, the (TIB,c and (RIB values are given in the tables below.

Table 6.19.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_21A-n78A
	21
	TBD

	
	n78
	TBD


Table 6.19.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_21A-n78A
	21
	TBD

	
	n78
	TBD


6.19.5
MSD
Table 6.19.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.19.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_21A-n78A
	21
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n78
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.20
DC_21A-n79A

6.20.1
Operating bands for DC

Table 6.20.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_21A-n79A
	21
	1447.9 MHz
	–
	1462.9 MHz
	1495.9 MHz
	–
	1510.9 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD


6.20.2
Channel bandwidths per operating band for DC

Table 6.20.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_21A-n79A
	21
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	115

	
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.20.3
Co-existence studies

Table 6.20.3-1 lists Band 21 +Band n79 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.20.3-1: Band 21 and Band n79 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1447.9
	1462.9
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	2895.8
	2925.8
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	4343.7
	4388.7
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2937.1
	3552.1
	5847.9
	6462.9

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1474.2
	2104.2
	7337.1
	8552.1

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7295.8
	7925.8
	10247.9
	14462.9

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1347.9
	1562.9
	4385
	5015

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	11.3
	656.3
	11737.1
	13552.1

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	5874.2
	7104.2
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8743.7
	9388.7
	14647.9
	16462.9

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	11695.8
	12925.8
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	16137.1
	18552.1
	791.6
	1451.6

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	10274.2
	12104.2
	4411.3
	5656.3

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	19047.9
	21462.9
	10191.6
	10851.6

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	16095.8
	17925.8
	13143.7
	14388.7


Based on Table 6.20.3-1;

2nd order IMD may also fall into Rx frequencies of bands 22, 42, 46, 47, 48, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
3rd order IMD may also fall into own Rx of band 21 and Rx frequencies of bands2, 3, ,9, 11, 24, 25, 33, 34, 35, 36, 37, 39, 45, 70
4th order IMD may also fall into Rx frequencies of bands 31, 46, 47
5th order IMD may also fall into Rx frequencies of bands 5, 6, 8, 18, 19, 20, 26, 27, 28, 44, 45, 46
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.20.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.20.3-2: 2UL Band 21 +Band n79 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD3

	Galileo
	1559
	-
	1591
	Yes
	
	IMD3

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD3

	GPS
	1563
	-
	1587
	Yes
	
	IMD3

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD2, IMD4, IMD5

	
	5150
	-
	5350
	Yes
	Europe
	IMD5

	
	5470
	-
	5725
	Yes
	
	IMD5

	
	5150
	-
	5825
	Yes
	Asia
	IMD5


Table 6.20.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.20.3-3: Protected bands for the dual connectivity configuration

<To be added later>
6.20.4
∆TIB and ∆RIB values
For DC_21A-n79A, the (TIB,c and (RIB values are given in the tables below.

Table 6.20.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_21A-n79A
	21
	TBD

	
	n79
	TBD


Table 6.20.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_21A-n79A
	21
	TBD

	
	n79
	TBD


6.20.5
MSD
Table 6.20.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.20.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_21A-n79A
	21
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n79
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.21
DC_26A-n77A 
6.21.1
Operating bands for DC

Text will be added.
6.21.2
Channel bandwidths per operating band for DC

Text will be added.
6.21.3
Co-existence studies
Table 6.21.3-1 lists Band26+3.3-4.2GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.21.3-1: Band 26 and Band n77 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	814
	849
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1628
	1698
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2442
	2547
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2451
	3386
	4114
	5049

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2572
	1602
	5751
	7586

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4928
	5898
	7414
	9249

	Two-tone 3rd order IMD products (with maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	714
	949
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1758
	753
	9051
	11786

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	4902
	6772
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5742
	6747
	10714
	13449

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	8228
	10098
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	15986
	12351
	96
	944

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	10972
	8202
	4053
	5958

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14014
	17649
	6556
	7596

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11528
	14298
	9042
	10947


Based on the table, 3rd, 4th and 5th order IMD may fall into own Rx of band 26 and  2nd, 3rd and 5th order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.21.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.21.3-2: Band 26 and Band n77 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	YES
	
	IMD4

	Galileo
	1559
	-
	1591
	YES
	
	IMD4

	GLONASS
	1591
	-
	1610
	YES
	
	IMD4

	GPS
	1563
	-
	1587
	YES
	
	IMD4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	3rd harmonic, IMD2, IMD3

	
	2400
	-
	2494
	YES
	Asia
	3rd harmonic, IMD2, IMD3

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	IMD3, IMD4, IMD5

	
	5150
	-
	5350
	YES
	Europe
	IMD3, IMD4, IMD5

	
	5470
	-
	5725
	YES
	
	IMD3, IMD4, IMD5

	
	5150
	-
	5825
	YES
	Asia
	IMD3, IMD4, IMD5


Table 6.21.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.21.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n77A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.21.4
∆TIB and ∆RIB values

Text will be added.
6.21.5
MSD
Text will be added.
6.22
DC_26A-n78A

6.22.1
Operating bands for DC

Text will be added.
6.22.2
Channel bandwidths per operating band for DC

Text will be added.
6.22.3
Co-existence studies
Table 6.22.3-1 lists Band26+3.3-3.8GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.22.3-1: Band 26 and Band n78 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	814
	849
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1628
	1698
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2442
	2547
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2451
	2986
	4114
	4649

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2172
	1602
	5751
	6786

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4928
	5498
	7414
	8449

	Two-tone 3rd order IMD products (with maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fx_low – fy_BW max|
	|fx_high + fy_BW max|

	IMD frequency limits (MHz)
	714
	949
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1358
	753
	9051
	10586

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	4902
	5972
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	5742
	6347
	10714
	12249

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	8228
	9298
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14386
	12351
	96
	544

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	9772
	8202
	4053
	5158

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	14014
	16049
	6556
	7196

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11528
	13098
	9042
	10147


Based on the table, 3rd and 4th order IMD may fall into own Rx of band 26, and  3rd order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.22.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.22.3-2: Band 26 and Band n78 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	IMD3

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	
	US/Europe
	3rd harmonic, IMD2

	
	2400
	-
	2494
	
	Asia
	3rd harmonic, IMD2

	ISM band
 (5GHz)
	5150
	-
	5925
	
	US
	IMD3, IMD4, IMD5

	
	5150
	-
	5350
	
	Europe
	IMD3, IMD4, IMD5

	
	5470
	-
	5725
	
	
	IMD3, IMD4

	
	5150
	-
	5825
	
	Asia
	IMD3, IMD4, IMD5


Table 6.22.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.22.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n78A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.22.4
∆TIB and ∆RIB values

Text will be added.
6.22.5
MSD
Text will be added.
6.23
DC_26A-n79A

6.23.1
Operating bands for DC

Text will be added.
6.23.2
Channel bandwidths per operating band for DC

Text will be added.
6.23.3
Co-existence studies
Table 6.23.3-1 lists Band26+4.4-5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.23.3-1: Band 26 and Band n79 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	814
	849
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1628
	1698
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2442
	2547
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	3551
	4186
	5214
	5849

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3372
	2702
	7951
	9186

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	6028
	6698
	9614
	10849

	Two-tone 3rd order IMD products (with maximum channel bandwidth)
	|f1_low –f2_BWmax|
	|f1_high + f2_BW max|
	|f2_low – f1_BW max|
	|f2_high + f1_BW max|

	IMD frequency limits (MHz)
	714
	949
	4380
	5020

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2558
	1853
	12351
	14186

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	7102
	8372
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6842
	7547
	14014
	15849

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	10428
	11698
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	19186
	16751
	1004
	1744

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	13372
	11502
	6253
	7558

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	18414
	20849
	7656
	8396

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14828
	16698
	11242
	12547


Based on the table, 3rd order IMD may fall into own Rx of band 26, and 3rd order IMD may fall into own Rx of NR band.

It should be noted that IMD will not be an issue for NR band (no self-interference) even through the IMD products may fall into the concerning band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.23.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.23.3-2: Band 26 and Band n79 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	IMD5

	Galileo
	1559
	-
	1591
	
	
	IMD5

	GLONASS
	1591
	-
	1610
	
	
	IMD5

	GPS
	1563
	-
	1587
	
	
	IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	
	US/Europe
	3rd harmonic, IMD4

	
	2400
	-
	2494
	
	Asia
	3rd harmonic, IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	
	US
	IMD2

	
	5150
	-
	5350
	
	Europe
	IMD2

	
	5470
	-
	5725
	
	
	IMD2

	
	5150
	-
	5825
	
	Asia
	IMD2


Table 6.23.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.23.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n79A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.23.4
∆TIB and ∆RIB values

Text will be added.
6.23.5
MSD
Text will be added.
6.24
DC_26A-n257A

6.24.1
Operating bands for DC

Text will be added.
6.24.2
Channel bandwidths per operating band for DC

Text will be added.
6.24.3
Co-existence studies
Table 6.24.3-1 lists Band26+26.5-29.5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.24.3-1: Band 26 and Band n257 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	814
	849
	26500
	29500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1628
	1698
	53000
	59000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2442
	2547
	79500
	88500

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	25651
	28686
	27314
	30349

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	27872
	24802
	52151
	58186

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	28128
	31198
	53814
	59849

	Two-tone 3rd order IMD products (with
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	maximum channel bandwidth)
	
	
	
	

	IMD frequency limits (MHz)
	414
	1249
	26480
	29520

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	27058
	23953
	78651
	87686

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	51302
	57372
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	28942
	32047
	80314
	89349

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	54628
	60698
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	117186
	105151
	23104
	26244

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	86872
	77802
	50453
	56558

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	106814
	118849
	29756
	32896

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	81128
	90198
	55442
	61547


Based on the table, 3rd order IMD may fall into own Rx of band 26, and 2nd, 3rd and 4th order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.24.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.24.3-2: Band 26 and Band n257 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	3rd harmonic

	
	2400
	-
	2494
	YES
	Asia
	3rd harmonic

	ISM band
 (5GHz)
	5150
	-
	5925
	
	US
	

	
	5150
	-
	5350
	
	Europe
	

	
	5470
	-
	5725
	
	
	

	
	5150
	-
	5825
	
	Asia
	


Table 6.24.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.24.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_26A-n257A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.24.4
∆TIB and ∆RIB values

Text will be added.
6.24.5
MSD
Text will be added.
6.25
DC_28A-n77A
6.25.1
Operating bands for DC

Table 6.25.1-1: DC band combination of LTE 1DL/1UL + one NR band
	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_28A-n77A
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	TDD


6.25.2
Channel bandwidths per operating band for DC

Table 6.25.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_28A-n77A
	28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.25.3
Co-existence studies
For 2UL/2DL UE coexistence study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.25.3-1
Table 6.25.3-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	1406
	1496
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	9900
	12600

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2552
	3497
	4003
	4948

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2794
	1804
	5852
	7697

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4706
	5696
	7303
	9148

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	2091
	1056
	9152
	11897

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5409
	6444
	10603
	13348

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	6994
	5104
	8006
	9896

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	16097
	12452
	308
	1388

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	13903
	17548
	6112
	7192

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	11194
	8404
	4356
	6291

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11306
	14096
	8709
	10644


Based on the table 6.25.3-1, the 5th order IMD products may fall in the own Rx of Band 28. The 2nd order IMD products may fall in the own Rx of NR Band (3300-4200MHz).In addition, 2nd and 3rd order harmonic and 2nd, 3rd, 4th and 5th IMD products may also fall into Rx frequencies of bands 1-14, 17-21, 23-42, and 44-70.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.25.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.25.3-2: 2UL Band 28 +Band n77 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD 4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD 4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD 4

	GPS
	1563
	-
	1587
	Yes
	
	IMD 4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD3

	
	2400
	-
	2494
	Yes
	Asia
	IMD3

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4, 5

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4, 5

	
	5470
	-
	5725
	Yes
	
	IMD3, 4, 5

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4, 5


Table 6.25.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.25.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_28A-n77A
	FFS
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


6.25.4
∆TIB and ∆RIB values
TBD
6.25.5
MSD
TBD
6.26
DC_28A-n78A
6.26.1
Operating bands for DC

Table 6.26.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_28A-n78A
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	TDD


6.26.2
Channel bandwidths per operating band for DC

Table 6.26.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_28A-n78A
	28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.26.3
Co-existence studies
For 2UL/2DL UE coexistence study 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.26.3-1
Table 6.26.3-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	1406
	1496
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	9900
	11400

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	2552
	3097
	4003
	4548

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2394
	1804
	5852
	6897

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	4706
	5296
	7303
	8348

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	IMD frequency limits (MHz)
	1691
	1056
	9152
	10697

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	IMD frequency limits (MHz)
	5409
	6044
	10603
	12148

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	IMD frequency limits (MHz)
	6194
	5104
	8006
	9096

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14497
	12452
	308
	988

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	13903
	15948
	6112
	6792

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	9994
	8404
	4356
	5491

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	11306
	12896
	8709
	9844


Based on the table 6.26.3-1, the 5 order IMD products may fall in the own Rx of Band 28. In addition, 2nd and 3rd order harmonic and 2nd, 3rd, 4th and 5th IMD products may also fall into Rx frequencies of bands 1-14, 17-21, 23-41 and 44-70.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.26.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.26.3-2: 2UL Band 28 +Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD 4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD 4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD 4

	GPS
	1563
	-
	1587
	Yes
	
	IMD 4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, 4, 5

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, 4, 5

	
	5470
	-
	5725
	Yes
	
	IMD4, 5

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, 4, 5


Table 6.26.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.26.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_28A-n78A
	FFS
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	


6.26.4
∆TIB and ∆RIB values
TBD

6.26.5
MSD
TBD
6.27
DC_28A-n79A

6.27.1
Operating bands for DC

Table 6.27.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_28A-n79A
	28
	703 MHz
	–
	748 MHz
	758 MHz
	–
	803 MHz
	FDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD


6.27.2
Channel bandwidths per operating band for DC

Table 6.27.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_28A-n79A
	28
	15
	Yes
	Yes
	
	
	
	
	
	
	
	110

	
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.27.3
Co-existence studies

Table 6.27.3-1 lists Band 28 +Band n79 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.27.3-1: Band 28 and Band n79 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	703
	748
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	1406
	1496
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	2109
	2244
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	3652
	4297
	5103
	5748

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2904
	3594
	8052
	9297

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	5806
	6496
	9503
	10748

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	603
	848
	4390
	5010

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	2156
	2891
	12452
	14297

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	7304
	8594
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	6509
	7244
	13903
	15748

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10206
	11496
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	16852
	19297
	1408
	2188

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	11704
	13594
	6556
	7891

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	18303
	20748
	7212
	7992

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	14606
	16496
	10909
	12244


Based on Table 6.27.3-1;

· 2nd order harmonic may fall into Rx frequencies of bands 11, 21, 45
· 3rd order harmonic may fall into Rx frequencies of bands 1, 4, 10, 23, 65, 66
· 2nd order IMD may also fall into Rx frequencies of bands 43, 46, 48, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
· 3rd order IMD may also fall into own Rx of band 28 and Rx frequencies of bands12, 13, 14, 17, 20, 22, 29, 42, 44, 46, 47, 48, 67, 68, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
· 4th order IMD may also fall into Rx frequencies of bands 1, 7, 10, 23, 30, 38, 40, 41, 65, 66, 69
· 5th order IMD may also fall into Rx frequencies of bands 1, 2, 3, 4, 9, 10, 11, 21, 23, 24, 25, 33, 34, 35, 36, 37, 39, 45, 65, 66, 70
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.27.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.27.3-2: 2UL Band 28 +Band n79 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD5

	GPS
	1563
	-
	1587
	Yes
	
	IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4

	
	2400
	-
	2494
	Yes
	Asia
	IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD2, IMD3

	
	5150
	-
	5350
	Yes
	Europe
	IMD2

	
	5470
	-
	5725
	Yes
	
	IMD2

	
	5150
	-
	5825
	Yes
	Asia
	IMD2, IMD3


Table 6.27.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.27.3-3: Protected bands for the dual connectivity configuration

<To be added later>
6.27.4
∆TIB and ∆RIB values
For DC_28A-n79A, the (TIB,c and (RIB values are given in the tables below.

Table 6.27.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_28A-n79A
	28
	TBD

	
	n79
	TBD


Table 6.27.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_28A-n79A
	28
	TBD

	
	n79
	TBD


6.27.5
MSD
Table 6.27.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.27.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_28A-n79A
	28
	TBD
	TBD
	TBD
	TBD
	TBD
	FDD
	TBD

	
	n79
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.28
DC_41A-n257A

6.28.1
Operating bands for DC

Text will be added.
6.28.2
Channel bandwidths per operating band for DC

Text will be added.
6.28.3
Co-existence studies
Table 6.28.3-1 lists Band41+26.5-29.5GHz 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.28.3-1: Band 41 and Band n257 UL harmonics and IMD products
	UE UL carriers
	Fx_low
	Fx_high
	Fy_low
	Fy_high

	UL frequency (MHz)
	2496
	2690
	26500
	29500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	4992
	5380
	53000
	59000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	7488
	8070
	79500
	88500

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	23810
	27004
	28996
	32190

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	24508
	21120
	50310
	56504

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	31492
	34880
	55496
	61690

	Two-tone 3rd order IMD products (with maximum channel bandwidth)
	|fx_low –fy_BWmax|
	|fx_high + fy_BW max|
	|fy_low – fx_BW max|
	|fy_high + fx_BW max|

	IMD frequency limits (MHz)
	2096
	3090
	26480
	29520

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	22012
	18430
	76810
	86004

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	　
	　

	IMD frequency limits (MHz)
	47620
	54008
	　
	　

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	33988
	37570
	81996
	91190

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	　
	　

	IMD frequency limits (MHz)
	57992
	64380
	　
	　

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	115504
	103310
	15740
	19516

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	83508
	74120
	44930
	51512

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	108496
	120690
	36484
	40260

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	84492
	93880
	60488
	67070


Based on the table, 3rd order IMD may fall into own Rx of band 41, and 2nd and 3rd order IMD may fall into own Rx of NR band.

When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.28.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.28.3-2: Band 41 and Band n257 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	
	
	

	Galileo
	1559
	-
	1591
	
	
	

	GLONASS
	1591
	-
	1610
	
	
	

	GPS
	1563
	-
	1587
	
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	YES
	US/Europe
	IMD3

	
	2400
	-
	2494
	YES
	Asia
	IMD3

	ISM band
 (5GHz)
	5150
	-
	5925
	YES
	US
	2nd harmonic

	
	5150
	-
	5350
	YES
	Europe
	2nd harmonic

	
	5470
	-
	5725
	
	
	

	
	5150
	-
	5825
	YES
	Asia
	2nd harmonic


Table 6.28.3-3 lists the protected bands required for the dual connectivity configuration.
Table 6.28.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_41A-n257A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.28.4
∆TIB and ∆RIB values

Text will be added.
6.28.5
MSD
Text will be added.
6.29
DC_42A-n77A

6.29.1
Operating bands for DC

Table 6.29.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_42A-n77A
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	
	n77
	3300 MHz
	–
	4200 MHz
	3300 MHz
	–
	4200 MHz
	


6.29.2
Channel bandwidths per operating band for DC

Table 6.29.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_42A-n77A
	42
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n77
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.29.3
Co-existence studies

Table 6.29.3-1 lists Band 42 +Band n77 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.29.3-1: Band 42 and Band n77 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	3400
	3600
	3300
	4200

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	6800
	7200
	6600
	8400

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	10200
	10800
	9900
	12600

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	300
	800
	6700
	7800

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	2600
	3900
	3000
	5000

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	10100
	11400
	10000
	12000

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	3300
	3700
	3280
	4220

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	6000
	7500
	6300
	9200

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	600
	1600
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	13500
	15000
	13300
	16200

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	13400
	15600
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	9600
	13400
	9400
	11100

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	2700
	5800
	1800
	4200

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	16600
	20400
	16900
	18600

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	16700
	19800
	16800
	19200


Based on Table 6.29.3-1;

· 2nd order IMD may fall into Rx frequencies of bands 12, 13, 14, 17, 20, 28, 29, 31, 44, 67 and 68
· 3rd order IMD may fall into Rx frequencies of bands 7, 22, 38, 41, 43, 48, 69, n78 and n79
· 4th order IMD may fall into Rx frequencies of bands 5, 6, 8, 11, 12, 13, 14, 17, 18, 19, 20, 21, 24, 26, 27, 28, 29, 44, 45, 67 and 68
· 5th order IMD may fall into Rx frequencies of bands 1, 2, 3, 4, 7, 9, 10, 22, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 43, 46, 48, 65, 66, 69, 70, n78 and n79
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.29.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.29.3-2: 2UL Band 42 +Band n77 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD4

	Galileo
	1559
	-
	1591
	Yes
	
	IMD4

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD4

	GPS
	1563
	-
	1587
	Yes
	
	IMD4

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD5

	
	2400
	-
	2494
	Yes
	Asia
	IMD5

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD5

	
	5150
	-
	5350
	Yes
	Europe
	IMD5

	
	5470
	-
	5725
	Yes
	
	IMD5

	
	5150
	-
	5825
	Yes
	Asia
	IMD5


Table 6.29.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.29.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.29.4
∆TIB and ∆RIB values
For DC_42A-n77A, the (TIB,c and (RIB values are given in the tables below. 

Table 6.29.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_42A-n77A
	42
	TBD

	
	n77
	TBD


Table 6.29.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_42A-n77A
	42
	TBD

	
	n77
	TBD


6.29.5
MSD
<To be added later>

6.30
DC_42A-n78A

6.30.1
Operating bands for DC

Table 6.30.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_42A-n78A
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	
	n78
	3300 MHz
	–
	3800 MHz
	3300 MHz
	–
	3800 MHz
	


6.30.2
Channel bandwidths per operating band for DC

Table 6.30.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_42A-n78A
	42
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n78
	15
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.30.3
Co-existence studies

Table 6.30.3-1 lists Band 42 +Band n78 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.30.3-1: Band 42 and Band n78 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	3400
	3600
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	6800
	7200
	6600
	7600

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	10200
	10800
	9900
	11400

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	300
	400
	6700
	7400

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	3000
	3900
	3000
	4200

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	10100
	11000
	10000
	11200

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	3300
	3700
	3280
	3820

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	6400
	7500
	6300
	8000

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	600
	800
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	13500
	14600
	13300
	15000

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	13400
	14800
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	9600
	11800
	9800
	11100

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	2700
	4600
	2600
	4200

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	16600
	18800
	16900
	18200

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	16700
	18600
	16800
	18400


Based on Table 6.30.3-1;

· 3rd order IMD may fall into Rx frequencies of bands 22, 41, 43, 48 and n77
· 4th order IMD may fall into Rx frequencies of bands 12, 13, 14, 17, 20, 28, 29, 44, 67 and 68
· 5th order IMD may fall into Rx frequencies of bands 7, 22, 38, 41, 43, 48, 69, n77 and n79
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.30.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.30.3-2: 2UL Band 42 +Band n78 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	No
	US
	

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	No
	Asia
	


Table 6.30.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.30.3-3: Protected bands for the dual connectivity configuration

<To be added later>

6.30.4
∆TIB and ∆RIB values
For DC_42A-n78A, the (TIB,c and (RIB values are given in the tables below.
Table 6.30.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_42A-n78A
	42
	TBD

	
	n78
	TBD


Table 6.30.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_42A-n78A
	42
	TBD

	
	n78
	TBD


6.30.5
MSD
<To be added later>

6.31
DC_42A-n79A

6.31.1
Operating bands for DC

Table 6.31.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_42A-n79A
	42
	3400 MHz
	–
	3600 MHz
	3400 MHz
	–
	3600 MHz
	TDD

	
	n79
	4400 MHz
	–
	5000 MHz
	4400 MHz
	–
	5000 MHz
	TDD


6.31.2
Channel bandwidths per operating band for DC

Table 6.31.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing

[kHz]
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	[40

MHz]
	50

MHz
	[60

MHz]
	80

MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_42A-n79A
	42
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	120

	
	n79
	15
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	
	30
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	


6.31.3
Co-existence studies

Table 6.31.3-1 lists Band 42 +Band n79 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.31.3-1: Band 42 and Band n79 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	3400
	3600
	4400
	5000

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	6800
	7200
	8800
	10000

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	10200
	10800
	13200
	15000

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	800
	1600
	7800
	8600

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	1800
	2800
	5200
	6600

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	11200
	12200
	12200
	13600

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	3300
	3700
	4380
	5020

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	5200
	6400
	9600
	11600

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	1600
	3200
	
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	14600
	15800
	16600
	18600

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	15600
	17200
	
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	14000
	16600
	8600
	10000

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6000
	8200
	200
	2000

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	21000
	23600
	18000
	19400

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	20000
	22200
	19000
	20800


Based on Table 6.31.3-1;

· 2nd order IMD may also fall into Rx frequencies of bands 5, 6, 8, 11, 18, 19, 20, 21, 24, 26, 27, 28, 44, 45
· 3rd order IMD may also fall into Rx frequencies of bands1, 2, 3, 4, 7, 9, 10, 22, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 46, 47, 48, 65, 66, 69, 70, n77 (3.3 – 4.2 GHz) and n78 (3.3 – 3.8 GHz)
· 4th order IMD may also fall into Rx frequencies of bands 1, 2, 3, 4, 7, 9, 10, 23, 25, 30, 33, 34, 35, 36, 37, 38, 39, 40, 41, 46, 47, 65, 66, 69, 70
· 5th order IMD may also fall into Rx frequencies of bands 2, 3, 5, 6, 8, 9, 11, 12, 13, 14, 17, 18, 19, 20, 21, 24, 25, 26, 27, 28, 29, 31, 33, 35, 36, 37, 39, 44, 45, 67, 68, 70
When 2UL inter-band DC UE is operating with other systems such as Wi-Fi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.31.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.31.3-2: 2UL Band 42 +Band n79 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD2, IMD5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD2, IMD5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD2, IMD4, IMD5

	GPS
	1563
	-
	1587
	Yes
	
	IMD2, IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD3, IMD4

	
	2400
	-
	2494
	Yes
	Asia
	IMD3, IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	IMD3, IMD4

	
	5150
	-
	5350
	Yes
	Europe
	IMD3, IMD4

	
	5470
	-
	5725
	Yes
	
	IMD3, IMD4

	
	5150
	-
	5825
	Yes
	Asia
	IMD3, IMD4


Table 6.31.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.31.3-3: Protected bands for the dual connectivity configuration

<To be added later>
6.31.4
∆TIB and ∆RIB values
For DC_42A-n79A, the (TIB,c and (RIB values are given in the tables below.

Table 6.31.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_42A-n79A
	42
	TBD

	
	n79
	TBD


Table 6.31.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_42A-n79A
	42
	TBD

	
	n79
	TBD


6.31.5
MSD
Table 6.31.5-1 lists the MSD required for the dual connectivity configuration.

Table 6.31.5-1: MSD for the DC configuration
	E-UTRA and NR Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	DC

Configuration
	EUTRA and NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	DC_42A-n79A
	42
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD

	
	n79
	TBD
	TBD
	TBD
	TBD
	TBD
	TDD
	TBD


6.32 DC_20A-n28A

6.32.1
Operating bands for DC

Table 6.32.1-1: DC band combination of LTE 1DL/1UL + one NR band

	E-UTRA and NR DC Band
	E-UTRA and NR Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	DC_20A-n28A
	20
	832 MHz 
	–
	862 MHz
	791 MHz 
	–
	821 MHz
	FDD

	
	28
	703 MHz 
	–
	748 MHz
	758 MHz 
	–
	803 MHz
	


6.32.2
Channel bandwidths per operating band for DC

Table 6.32.2-1: Supported bandwidths per DC band combination of LTE 1DL/1UL + one NR band
	DC operating / channel bandwidth

	E-UTRA and NR DC Configuration
	E-UTRA and NR Band
	Subcarrier spacing
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20
MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	100 MHz
	Maximum aggregated bandwidth

[MHz]

	DC_20A-n28A
	20
	15
	Yes
	Yes
	
	
	
	
	
	
	
	20

	
	28
	15
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	30
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	
	60
	
	
	
	
	
	
	
	
	
	


6.32.3
Co-existence studies

Tables 6.32.3-1, Band 20A+Band n28A 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 

Table 6.32.3-1: Band 20 and Band n28 UL harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fn_low
	fn_high

	UL frequency (MHz)
	703
	748
	832
	862

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fn_low
	2* fn_high

	2nd harmonics frequency limits (MHz) 
	1406 – 1496
	1664 – 1724

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fn_low
	3* fn_high

	3rd harmonics frequency limits (MHz)
	2109 – 2244
	2496 – 2586

	2nd order IMD products
	|fn_low – fx_high|
	|fn_high – fx_low|
	|fn_low + fx_low|
	|fn_high + fx_high|

	IMD frequency limits (MHz)
	84 – 159
	1535 – 1610

	Two-tone 3rd order IMD products
	|2*fx_low – fn_high|
	|2*fx_high – fn_low|
	|2*fn_low – fx_high|
	|2*fn_high – fx_low|

	IMD frequency limits (MHz)
	544 – 664
	916 – 1021

	Two-tone 3rd order IMD products
	|2*fx_low + fn_low|
	|2*fx_high + fn_high|
	|2*fn_low + fx_low|
	|2*fn_high + fx_high|

	IMD frequency limits (MHz)
	2238 – 2358
	2367 – 2472

	Two-tone 3rd order IMD products
	(fx_low – max BW fn)
	(fx_high + max BW fn)
	(fn_low – max BW fx)
	(fn_high + max BW fx)

	IMD frequency limits (MHz)
	693 – 758
	822 – 872

	Two-tone 4th order IMD products
	|3*fx_low –1* fn_high|
	|3*fx_high – 1*fn_low|
	|3*fn_low – 1*fx_high|
	|3*fn_high – 1*fx_low|

	IMD frequency limits (MHz)
	1247 – 1412
	1748 –  1883

	Two-tone 4th order IMD products
	|2*fx_low –2* fn_high|
	|2*fx_high –2* fn_low|
	
	

	IMD frequency limits (MHz)
	168 – 318
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fn_low|
	|3*fx_high + 1*fn_high|
	|3*fn_low + 1*fx_low|
	|3*fn_high + 1*fx_high|

	IMD frequency limits (MHz)
	2941 – 3106
	3199 – 3334

	Two-tone 4th order IMD products
	|2*fx_low +2* fn_low|
	|2*fx_high +2* fn_high|
	
	

	IMD frequency limits (MHz)
	3070 – 3220
	

	Two-tone 5th order IMD products
	|fx_low – 4*fn_high|
	|fx_high – 4*fn_low|
	|fn_low – 4*fx_high|
	|fn_high – 4*fx_low|

	IMD frequency limits (MHz)
	2580 – 2745
	1950 – 2160

	Two-tone 5th order IMD products
	|2*fx_low - 3*fn_high|
	|2*fx_high - 3*fn_low|
	|2*fn_low - 3*fx_high|
	|2*fn_high -3*fx_low|

	IMD frequency limits (MHz)
	1000 – 1180
	385 – 580

	Two-tone 5th order IMD products
	|fx_low + 4*fn_low|
	|fx_high + 4*fn_high|
	|fn_low + 4*fx_low|
	|fn_high + 4*fx_high|

	IMD frequency limits (MHz)
	4031 – 4196
	3644 – 3854

	Two-tone 5th order IMD products
	|2*fx_low + 3*fn_low|
	|2*fx_high + 3*fn_high|
	|2*fn_low + 3*fx_low|
	|2*fn_high + 3*fx_high|

	IMD frequency limits (MHz)
	3902 – 4082
	3373 – 3968


Based on Table 6.32.3-1,
2nd order harmonics may fall into Rx frequencies of Band 11, 21, 32, 45

3rd order harmonics may fall into Rx frequencies of Band 1, 4, 10, 23, 38, 41, 65, 66, and 69

2nd order IMD may fall into Rx frequencies of Band 24

3rd order IMD may fall into Rx frequencies of Band 5, 8, 12, 13, 17, 18, 26, 27, 29, 30, 40, 44, 67 and 68

4th order IMD may fall into Rx frequencies of Band 3, 9, 35, 39, 3.3 – 3.8 GHz Band (X) and 3.3 – 4.2 GHz Band (Z)

5th order IMD may fall into Rx frequencies of Band 1, 2, 4, 7, 10, 25, 31, 34, 36, 38, 41, 43, 48, 65, 66, 69, 70, 3.3 – 3.8 GHz Band (X) and 3.3 – 4.2 GHz Band (Z)

6.33 DC_39A-n78A

6.33.1
Operating bands for DC
Text will be added.

6.33.2
Channel bandwidths per operating band for DC
Text will be added.

6.33.3
Co-existence studies

Table 6.33.3-1 lists Band 39+Band n78 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 6.33.3-1: Band 39 and Band n78 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1880
	1920
	3300
	3800

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3760–3840 
	6600–7600 

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5640–5760 
	9900–11400 

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	1380–1920 
	5180–5720 

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	40–540 
	4680–5720 

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	7060–7640 
	8480–9520 

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1780–2020 
	3285–3815 

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	1840–2460 
	7980–9520 

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	2760–3840 
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	8940–9560 
	11780–13320 

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	10360–11440 
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	11280–13320 
	3720–4380 

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	6060–7640 
	840–1960 

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	15080–17120 
	10820–11480 

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	13660–15240 
	12240–13360 


Based on Table 6.33.3-1, 2th order harmonic may fall into Band n78, and 3rd 4th and 5th order IMD product may also fall into Band n78. It should be noted that IMD will not be an issue for Band n78 (no self-interference for the TDD band)  even through the IMD products may fall into the concerning band.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.33.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.33.3-2: Band 39 and Band n78 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	Yes
	
	IMD5

	Galileo
	1559
	-
	1591
	Yes
	
	IMD5

	GLONASS
	1591
	-
	1610
	Yes
	
	IMD5

	GPS
	1563
	-
	1587
	Yes
	
	IMD5

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	Yes
	US/Europe
	IMD4

	
	2400
	-
	2494
	Yes
	Asia
	IMD4

	ISM band
 (5GHz)
	5150
	-
	5925
	Yes
	US
	3rd harmonic

IMD3

	
	5150
	-
	5350
	Yes
	Europe
	IMD3

	
	5470
	-
	5725
	Yes
	
	3rd harmonic

IMD3

	
	5150
	-
	5825
	Yes
	Asia
	3rd harmonic

IMD3


Table 6.33.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.33.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_39A-n78A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.33.4
∆TIB and ∆RIB values
Text will be added.

6.33.5
MSD

Text will be added.

6.34 DC_39A-n258A

6.34.1
Operating bands for DC
Text will be added.

6.34.2
Channel bandwidths per operating band for DC
Text will be added.

6.34.3
Co-existence studies

Table 6.34.3-1 lists Band 39+Band n258 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis.
Table 6.34.3-1: Band 39 and Band n258 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	1880
	1920
	24250
	27500

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz) 
	3760–3840 
	48500–55000 

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	5640–5760 
	72750–82500 

	2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	IMD frequency limits (MHz)
	22330–25620 
	26130–29420 

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	20410–23740 
	46580–53120

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	28010–31340 
	50380–56920 

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	1680–2120 
	24235–27515 

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	21860–18490
	70830–80620 

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high –2* fy_low|
	
	

	IMD frequency limits (MHz)
	51240–44660
	

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high + 1*fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	29890–33260 
	74630–84420 

	Two-tone 4th order IMD products
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|
	
	

	IMD frequency limits (MHz)
	52260–58840 
	

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	108120–95080 
	16570–19980 

	Two-tone 5th order IMD products
	|2*fx_low - 3*fy_high|
	|2*fx_high - 3*fy_low|
	|2*fy_low - 3*fx_high|
	|2*fy_high -3*fx_low|

	IMD frequency limits (MHz)
	78740–68910 
	42740–49360 

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	98880–111920
	31770–35180 

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	76510–86340 
	54140–60760 


Based on Table 6.34.3-1, 3rd IMD product may fall in to Band 39. 2nd 3rd order IMD product may also fall into Band n258. It should be noted that IMD will not be an issue (no self-interference for the TDD band)  even through the IMD products may fall into the concerning band.
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.34.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.34.3-2: Band 39 and Band n258 harmonic and IMD for ISM and GNSS bands
	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	No
	US
	

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	No
	Asia
	


Table 6.34.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.34.3-3: Protected bands for the dual connectivity configuration
	E-UTRA DC Configuration
	Spurious emission

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_39A-n258A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE N:



6.34.4
∆TIB and ∆RIB values
Text will be added.

6.34.5
MSD

Text will be added.
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