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1 Introduction
This contribution provides a text proposal on co-existence studies and MSD requirements for DC_8A-n258A_BCS0 for TR37.863-01-01[1]. 
2 Reference

 [1] TR 37.863-01-01: Rel-15 Dual connectivity (DC) band combinations of LTE 1DL_1UL + one NR band, v0.1.0
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6.X.3
Co-existence studies

Table 6.X.3-1 lists Band 8 +Band n258 2UL DC 2nd and 3rd order harmonics and 2nd, 3rd, 4th and 5th order IMD for the UE-to-UE coexistence analysis. 
Table 6.X.3-1: Band 8 and Band n258 UL harmonics and IMD products
	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency
	880
	915
	24250
	27500

	2nd order harmonics frequency range (MHz)
	1760
	1830
	48500
	55000

	3rd order harmonics frequency range (MHz)
	2640
	2745
	72750
	82500

	2nd order IMD products
	|fy_low-fx_high|
	|fy_high-fx_low|
	|fy_low+fx_low|
	|fy_high+fx_high|

	IMD frequency limits (MHz)
	23335
	26620
	25130
	28415

	Two-tone 3rd order IMD products
	|fy_high – 2*fx_low|
	|fy_low – 2*fx_high|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	IMD frequency limits (MHz)
	25740
	22420
	47585
	54120

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	IMD frequency limits (MHz)
	26010
	29330
	49380
	55915

	Two-tone 3rd order IMD products
	(fx_low – max BW fy)
	(fx_high + max BW fy)
	(fy_low – max BW fx)
	(fy_high + max BW fx)

	IMD frequency limits (MHz)
	480
	1315
	24240
	27510

	Two-tone 4th order IMD products
	|2*fx_low –2* fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low +2* fy_low|
	|2*fx_high +2* fy_high|

	IMD frequency limits (MHz)
	53240
	46670
	50260
	56830

	Two-tone 4th order IMD products
	|3*fx_low –1* fy_high|
	|3*fx_high – 1*fy_low|
	|3*fy_low – 1*fx_high|
	|3*fy_high – 1*fx_low|

	IMD frequency limits (MHz)
	24860
	21505
	71835
	81620

	Two-tone 4th order IMD products
	|3*fx_low +1* fy_low|
	|3*fx_high +1* fy_high|
	|3*fy_low + 1*fx_low|
	|3*fy_high + 1*fx_high|

	IMD frequency limits (MHz)
	26890
	30245
	73630
	83380

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high|
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	IMD frequency limits (MHz)
	109120
	96085
	20590
	23980

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	IMD frequency limits (MHz)
	97880
	110915
	27770
	31160

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	IMD frequency limits (MHz)
	80740
	70920
	45755
	52360

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|

	IMD frequency limits (MHz)
	74510
	84330
	51140
	57745


Based on Table 6.X.3-1;

· 2nd order harmonic may fall into Rx frequencies of bands 3
· 3rd order harmonic may fall into Rx frequencies of bands 7 and 41. 
· 2nd order and 4th IMD may also fall into own Rx of band n258 and Rx frequencies of band n257. However, TDD band does not transmit and receive simultaneously in a single band, thus the own band of n258 would not be interfered.
· 3rd order IMD may also fall into own Rx of band 8 and n258 and Rx frequencies of bands 5, 6, 12~14, 17~20, 26~29, 44, 67, 68 and n257. 
· 5th order IMD may also fall into Rx frequencies of bands n257. 
When 2UL inter-band DC UE is operating with other systems such as WiFi, Bluetooth and GNSS system, the harmonics and intermodulation products can have impact on these systems. Table 6.X.3-2 lists if up to 3rd order harmonics and IMD up to 5th order falls into one of these receiving bands.
Table 6.X.3-2: 2UL Band 8 +Band n258 harmonic and IMD for ISM and GNSS bands

	Victim Systems
	Frequency range [MHz]
	Impact
	Regions
	Comments

	COMPASS
(Beidou)
	1559
	-
	1591
	No
	
	

	Galileo
	1559
	-
	1591
	No
	
	

	GLONASS
	1591
	-
	1610
	No
	
	

	GPS
	1563
	-
	1587
	No
	
	

	ISM band
 (2.4GHz)
	2400
	-
	2483.5
	No
	US/Europe
	

	
	2400
	-
	2494
	No
	Asia
	

	ISM band
 (5GHz)
	5150
	-
	5925
	No
	US
	

	
	5150
	-
	5350
	No
	Europe
	

	
	5470
	-
	5725
	No
	
	

	
	5150
	-
	5825
	No
	Asia
	


Table 6.X.3-3 lists the protected bands required for the dual connectivity configuration.

Table 6.X.3-3: Protected bands for the dual connectivity configuration

	E-UTRA DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_8A-n258A
	E-UTRA or NR Band A
	FDL_low
	-
	FDL_high
	
	
	

	
	Frequency range
	
	-
	
	
	
	

	NOTE :



6.X.4
∆TIB and ∆RIB values
For DC_8A-n258A, the (TIB,c and (RIB values are given in the tables below.

Table 6.X.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_8A-n258A
	8
	TBD

	
	n258
	TBD


Table 6.X.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_8A-n258A
	8
	TBD

	
	n258
	TBD


6.X.5
MSD
<Text will be added.>
<< Unchanged sections omitted >>
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