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The creation of the Technical Specification Group RAN WG5 Permanent Reference Document (PRD) 17 was agreed and first version of PRD17 approved at RAN5#68 with the intention of providing a Guidance to Work Item Codes utilisation for test case CR creation purposes.
The enclosed in the zip archive of the present document PRD17 contains the post 3GPP TSG RAN#103 updates to PRD17 v4.13 [1].
2	Summary of changes
2.1	General
Changes to both the Excel and the Word parts of PRD-17 were done.
2.2	Changes resulting from RAN5#102 agreements
The following RAN5 WIs were closed at RAN#103 and the test cases which they introduced/modified together with their respective Release and WIC were added to PRD17.
	Tdoc
	Title
	WIC
	Release
	Impacted TS

	RP-240146
R5-240068
	SR Rel-18 NB-IoT/eMTC NTN after RAN#102
	LTE_NBIOT_eMTC_NTN_req-UEConTest
	Rel-18
	36.521-3
36.521-4

	RP-240442
R5-240197
	SR UE Conformance - NB-IoT/eMTC support for Non-Terrestrial Networks (NTN) including EPS aspects
	LTE_NBIOT_eMTC_NTN_plus_EPS-UEConTest
	Rel-17
	36.523-1

	RP-240340
R5-240246
	SR UE Conformance NR Coverage Enhancement RAN5#102
	NR_cov_enh-UEConTest
	Rel-17
	38.521-1
38.521-2
38.523-1

	RP-240342
R5-240249
	SR UE Conformance – Downlink interruption for NR and EN-DC band combinations to conduct dynamic Tx Switching in Uplink RAN5#102
	DL_intrpt_combos_TxSW_R17-UEConTest
	Rel-17
	-

	RP-240050
R5-240392
	[bookmark: _GoBack]SR on UE Conformance – Support of reduced capability NR devices
	NR_redcap_plus_ARCH-UEConTest
	Rel-17
	38.521-1
38.521-4
38.523-1
38.533

	RP-240288
R5-240411
	SR of UE Conformance - Signal level Enhanced Network Selection
	SENSE-UEContest
	Rel-18
	36.523-1

	RP-240092
R5-240451
	SR UE Conformance – Further enhancements of NR RF requirements for FR2
	NR_RF_FR2_req_enh2-UEConTest
	Rel-17
	38.521-2
38.521-3
38.533

	RP-240047
R5-240608
	Status Report for UE Conformance – User Plane Integrity Protection support for EPC connected architectures (incl. CT/SA aspects)
	UPIP_SEC_LTE-RAN-UEConTest
	Rel-17
	38.523-1

	RP-240280
R5-241032
	SR - Rel-17 RF requirements enhancement for NR frequency range 1 (FR1)
	NR_RF_FR1_enh-UEConTest
	Rel-17
	38.521-1
38.533

	RP-240440
R5-241450
	SR WI UE Conformance – UE power saving enhancements for NR
	NR_UE_pow_sav_enh_plus_CT-UEConTest
	Rel-17
	38.523-1
38.533
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