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Introduction
This document provides a summary of CRs to support 1.28 Mcps TDD to be presented in RAN5 meeting #27. 

This summary will be presented in agenda point 8.6.1. The companies interested are asked to review in detail offline. If no objections are received the last day of RAN5 meeting this group of CRs will be approved.

TS 34.108

	R5-050585
	CR to 34.108 Rel-5: Content Correction of RRC CONNECTION SETUP message for LCR TDD in 9.1.2
	CATT/CCSA

	R5-050613
	CR to 34.108 Rel-5: Corrections to the contents of System Information Block type 11 (3.84 Mcps and 1.28 Mcps TDD) in section 6.1.0b
	ZTE/CCSA

	R5-050619
	CR to 34.108 Rel-5: Corrections to the usage of ‘Cell info’ IE in System Information Block type 11 in section 6.1.4 for TDD cell
	ZTE/CCSA

	R5-050620
	CR to 34.108 Rel-5: Corrections to the contents of System Information Block type 5 (1.28 Mcps TDD)
	ZTE/CCSA

	R5-050662
	CR to 34.108 Rel-5: Update of SIB3, SIB4, SIB11 and SIB12 for TDD in section 6.1.0b
	ZTE/CCSA

	R5-050663
	CR to 34.108 Rel-5: Clarification of generic setup procedures in section 7.3.4
	ZTE/CCSA


TS 34.123-1

	R5-050580
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.24
	CATT/CCSA

	R5-050581
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.25
	CATT/CCSA

	R5-050582
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.26
	CATT/CCSA

	R5-050583
	CR to 34.123-1Rel-5: To Delete Test Case 7.1.2.2.3 of LCR TDD
	CATT/CCSA


For TS 34.123-2


	R5-050584
	CR to 34.123-2 Rel-5: To Delete the Test Case 7.1.2.2.3 of LCR TDD in Applicability Table
	CATT/CCSA


Contents
· For TS 34.108

	R5-050585
	CR to 34.108 Rel-5: Content Correction of RRC CONNECTION SETUP message for LCR TDD in 9.1.2
	CATT/CCSA


Reason for change:

1. The IE of ‘New C-RNTI’ should be presented.
Summary of change:
1. To set ‘New C-RNTI’ to ‘0000 0000 0000 0001B’.

	R5-050613
	CR to 34.108 Rel-5: Corrections to the contents of System Information Block type 11 (3.84 Mcps and 1.28 Mcps TDD) in section 6.1.0b
	ZTE/CCSA


Reason for change:

1. In System Information Block type 11 for TDD mode, the contents of cell2, cell3, cell 7 and cell 8 are missing in ‘Intra-frequency cell info list’ IE.                                                                  

2. The name of IE ’Reporting Range’ in ‘Parameters required for each event part’ is incorrect.

3. Table 6.1.2 in 34.108 is for FDD. The IE’UARFCN (Nt)’ in ’Frequency info’ should refer to the table for TDD.

4. ‘Cell individual offset’ IE and ‘Reference time difference to cell ‘IE are redundant.

5. ‘Primary scrambling code’ is not used for TDD.

Summary of change:
1. Add the contents of cell2, cell3, cell7 and cell8 in ‘Intra-frequency cell info list’ IE.

2. Change the IE ’Reporting Range’ to ‘Reporting Range Constant’.

3. Change the table 6.1.2 to table 6.1.7 which is for TDD.

4. Delete the redundant IEs.

5. ‘Primary scrambling code’ is not used for TDD.
	R5-050619
	CR to 34.108 Rel-5: Corrections to the usage of ‘Cell info’ IE in System Information Block type 11 in section 6.1.4 for TDD cell
	ZTE/CCSA


Reason for change:

1. ‘Primary scrambling code’ is not used for TDD.

2. In System Information Block type 11 configured for TDD cell, ‘Cell info’ IE should be according to clause titled "Default settings for TDD cell” in clause 6.1.4, not according to the clause titled “Default settings for FDD cell”.                        

Summary of change:
1. Change ‘Primary scrambling code’ to ‘Cell parameters ID’.

2. Change “Default setting for FDD cell” to “Default setting for TDD cell” in clause 6.1.4.
	R5-050620
	CR to 34.108 Rel-5: Corrections to the contents of System Information Block type 5 (1.28 Mcps TDD)
	ZTE/CCSA


Reason for change:

1.  The name of IE ’ PRACH Channelisation Code List ’ in PRACH Definition part is erroneous.                                             

2.  IE ‘PNBSCH allocation’ doesn’t exist for 1.28Mcps TDD.

3.  IE ‘Secondary CCPCH system information’ is redundant.

4.  The name of IE ’Normal’ in TFCS doesn’t exist.’ Normal’ is the value of IE ‘CHOICE TFCI signalling’.  
Summary of change:
1. Change it to ‘PRACH Channelisation Code’.

2. This IE belongs to 3.84Mcps TDD only, so delete it.

3. Delete the redundant IE.

4. Delete the IE, and add ‘Normal’ to the value of CHOICE TFCI signalling IE. 

	R5-050662
	CR to 34.108 Rel-5: Update of SIB3, SIB4, SIB11 and SIB12 for TDD in section 6.1.0b
	ZTE/CCSA


Reason for change:

1. The “Cell selection and reselection quality measure” IE of SIB3, SIB4, SIB11 and SIB12 for TDD in section 6.1.0b is “no data” value now.But a value is needed since this IE is mandatory.So CPICH RSCP is added to this IE alghouth it is not used in TDD.

Summary of change:
1. CPICH RSCP is added to the IE of “Cell selection and reselection quality measure” IE in SIB3, SIB4, SIB11 and SIB12 for TDD in section 6.1.0b.

	R5-050663
	CR to 34.108 Rel-5: Clarification of generic setup procedures in section 7.3.4
	ZTE/CCSA


Reason for change:

1. The generic setup procedure for the Handover case in section 7.3.4 of 34.108 needs to be clarified to cover both FDD and TDD.
Summary of change:
1. To change ‘soft handover’ to ‘soft handover (for FDD)’.

2. To change ‘UTRAN FDD’ to ‘UTRAN’.

3. To add reference description of  TS 34.122 [5] for TDD in 7.4.3.1.

· For TS 34.123-1
	R5-050580
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.24
	CATT/CCSA


Reason for change:
1. In message of MEASUREMENT CONTROL (Step 1) (1.28 Mcps TDD), Measurement reporting mode shall not be set to ‘not present’.

2. In message of MEASUREMENT CONTROL (Step 1) (3.84 Mcps TDD), Measurement reporting mode shall not be set to ‘not present’.
Summary of change:
1. To add Measurement reporting mode setting in message of MEASUREMENT CONTROL (Step 1) (1.28 Mcps TDD).

2. To add Measurement reporting mode setting in message of MEASUREMENT CONTROL (Step 1) (3.84 Mcps TDD).
	R5-050581
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.25
	CATT/CCSA


Reason for change:
1. In message of MEASUREMENT CONTROL (Step 1)( 1.28 Mcps TDD), IE ‘Reporting cell status’ for event 2E should be set to ‘Not present’.

2. In message of MEASUREMENT CONTROL (Step 1)( 3.84 Mcps TDD), IE ‘Reporting cell status’ for event 2E should be set to ‘Not present’.

3. In message of MEASUREMENT REPORT (Step 4) (1.28 Mcps TDD), IE ‘Measure result’ should be changed to ‘Not present’ correspondingly.
4. In message of MEASUREMENT REPORT (Step 4) (3.84 Mcps TDD), IE ‘Measure result’ should be changed to ‘Not present’ correspondingly.
Summary of change:
1. To set IE ‘Reporting cell status’ for event 2E to ‘Not present’ in message of MEASUREMENT CONTROL (Step 1)( 1.28 Mcps TDD).

2. To set IE ‘Reporting cell status’ for event 2E to ‘Not present’ in message of MEASUREMENT CONTROL (Step 1)( 3.84 Mcps TDD).

3. To set IE ‘Measure result’ for event 2E to ‘Not present’ in message of MEASUREMENT REPORT (Step 4) (1.28 Mcps TDD).

4. To set IE ‘Measure result’ for event 2E to ‘Not present’ in message of MEASUREMENT REPORT (Step 4) (3.84 Mcps TDD).
	R5-050582
	CR to 34.123-1Rel-5: Message Content Correction for TDD in 8.4.1.26
	CATT/CCSA


Reason for change:
1. In message of MEASUREMENT CONTROL (Step 4)( 1.28 Mcps TDD), IE ‘Reporting cell status’ for event 2D and 2F should be set to ‘Not present’.

2. In message of MEASUREMENT CONTROL (Step 4)( 3.84 Mcps TDD), IE ‘Reporting cell status’ for event 2D and 2F should be set to ‘Not present’.
Summary of change:

1. To set IE ‘Reporting cell status’ for event 2D and 2F to ‘Not present in message of MEASUREMENT CONTROL (Step 4)( 1.28 Mcps TDD).

2. To set IE ‘Reporting This test cese should be removed as the test purpose is implicitely tested by radio resource management test cases in TS 34.122.
	R5-050583
	CR to 34.123-1Rel-5: To Delete Test Case 7.1.2.2.3 of LCR TDD
	CATT/CCSA


Reason for change:

1. To delete this test case.
Summary of change:

1. To delete this test case.
· For TS 34.123-2
	R5-050584
	CR to 34.123-2 Rel-5: To Delete the Test Case 7.1.2.2.3 of LCR TDD in Applicability Table
	CATT/CCSA


Reason for change:

1. This CR is aligned with the deletion of test case 7.1.2.2.3 of LCR TDD in 34-123-1.
Summary of change:

1. To make corresponding change in Table 1: Applicability of tests.
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