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	For the A-GPS test case 17.2.4.10, the UE is instructed to perform location measurements with a method type not supported by the UE. The method not to be supported by the UE is either UE-based A-GPS or UE-assisted A-GPS. Hence, A-GPS terminals which support both A-GPS modes can not be tested. 
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	The method not to be supported is changed to UE-based OTDOA.
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Recommended test case applicability

[…]
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	[…]
	
	
	
	

	17.2.4.10
	LCS Mobile terminated location request/ UE-Based or UE-Assisted GPS/ Configuration incomplete
	R99
	C392
	UEs supporting FDD and UE based and/or UE assisted Network Assisted GPS, but not UE-based OTDOA

	[…]
	
	
	
	

	C392 
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND (NOT A.8a/3) THEN R ELSE N/A

	[…]

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


[**** Next changed section *****]
A.4
ICS proforma tables

[…]
Table A.8a: UE positioning capability

	Item
	Services Capabilities
	Ref.
	Release
	Comments

	1
	Support for IPDL
	25.306, 4.8
	R99
	

	2
	Support of GPS timing of cell frames
	25.306, 4.8
	R99
	

	3
	UE-based OTDOA is supporting by UE
	25.306, 4.8
	R99
	

	4
	Standalone location method is supporting by UE
	25.306, 4.8
	R99
	


[…]
A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99
	

	8
	Support of uplink compressed mode only
	25.306, 4.9
	R99
	

	9
	Support of downlink compressed mode only
	25.306, 4.9
	R99
	

	10
	Support of uplink and downlink compressed mode
	25.306, 4.9
	R99
	

	11
	Support of Network based Network Assisted GPS
	25.306, 4.8
	R99
	

	12
	Support of UE based Network Assisted GPS
	25.306, 4.8
	R99
	

	13
	Support of UE assisted Network Assisted GPS
	25.306, 4.8
	R99
	

	14
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
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