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6.10.3.2
Combinations of RABs and Signalling RBs

In the present document, physical channel parameters for following combinations of RABs and signalling RBs on a CCTrCH are described.
NOTE:
It is understood that for speech service the AMR mode may be operated asymmetrically for the uplink and downlink.

Combinations on DPCH

1)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH.

1a)
Stand-alone UL:1.7 DL:1.7 kbps SRBs for DCCH (multiframe).

2)
Stand-alone UL:3.4 DL:3.4 kbps SRBs for DCCH.

3)
Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH.

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

4a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

5)
Conversational / speech / UL:10.2 DL:10.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

5a)
Conversational / speech / UL:(10.2, 6.7, 5.9, 4.75) DL:(10.2, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

6)
Conversational / speech / UL:7.95 DL:7.95 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7)
Conversational / speech / UL:7.4 DL:7.4 kbps / CS RAB
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

7a)
Conversational / speech / UL:(7.4, 6.7, 5.9, 4.75) DL:(7.4, 6.7, 5.9, 4.75) kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH8)
Conversational / speech / UL:6.7 DL:6.7 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

9)
Conversational / speech / UL:5.9 DL:5.9 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

10)
Conversational / speech / UL:5.15 DL:5.15 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

11)
Conversational / speech / UL:4.75 DL:4.75 kbps / CS RAB 
+ UL:1.7 DL:1.7 kbps SRBs for DCCH.

12)
Conversational / unknown / UL:28.8 DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

13)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

14)
Conversational / unknown / UL:32 DL:32 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

15)
Streaming / unknown / UL:14.4/DL:14.4 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

16)
Streaming / unknown / UL:28.8/DL:28.8 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

17)
Streaming / unknown / UL:57.6/DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

18)
Void.

19)
Void.

20)
Void.

21)
Void.

22)
Void..

23)
Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

23a)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

23b)
Interactive or background / UL:16 DL:16 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

23c)
Interactive or background / UL:32 DL:32 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

23d)
Interactive or background / UL:32 DL:32 kbps / PS RAB (20 ms TTI) 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

24)
Void..

25)
Interactive or background / UL:32 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

26)
Interactive or background / UL:64 DL: 64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

27)
Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

28)
Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

29)
Interactive or background / UL:64 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

30)
Interactive or background / UL:144 DL:144 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

31)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

32)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

33)
Interactive or background / UL:128 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

34)
Interactive or background / UL:384 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

35)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

36)
Interactive or background / UL:128 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

37)
Interactive or background / UL:384 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

38a)
Conversational / speech / 12.2 kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38b)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background/ UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38c)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background/ UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38d)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background/ UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38e)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:0 DL:0 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

38f)
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38g)
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38h)
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

38i)
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

38j)
Conversational / speech / (12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

39)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:32 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

40)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB
+ UL:3.4 DL: 3.4 kbps SRBs for DCCH.

41)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

42)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

43)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

44)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Interactive or background / UL:128 DL:2 048 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

45)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Streaming / unknown / UL:57.6 DL:57.6 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

46)
Void

47)
Void

48)
Void

49)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ Conversational / unknown  / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

49a)
Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

50)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

51a)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

51b)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or Background / UL:16 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

52)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:64 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

53)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB 
+ Interactive or background / UL:128 DL:128 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH.

54)
Void.

55)
Void

56)
Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

57)
Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ Interactive or background / UL:64 DL:64 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

58)
Streaming / unknown / UL:16 DL:64 kbps / PS RAB 
+ Interactive or background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

59)
Reserved for future use 

60)
Reserved for future use

61)
Conversational / unknown / UL:8 DL:8 kbps / PS RAB 
+ Interactive or Background / UL:8 DL:8 kbps / PS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH

Combinations on PDSCH, SCCPCH, PUSCH and PRACH
1)
Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL: 3.4/16.8 DL:3.4/ 33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL:16.8 DL: 16 kbps SRBs for SHCCH.
2)
Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL: 3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.
3)
Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.

4)
Interactive or background / UL:384 DL:2 048 kbps / PS RAB 
+ UL:3.4/16.8 DL: 3.4/33.6 kbps SRBs for DCCH, CCCH and BCCH 
+ UL: 16.8 DL: 16 kbps SRBs for SHCCH.

Combinations on PDSCH, SCCPCH, DPCH, PUSCH and PRACH

1)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH 
+ Interactive or background / UL:64 DL:256 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.
2)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
+ Interactive or background / UL:64 DL:384 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.
3)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB 
+ UL:3.4 DL:3.4 kbps SRBs for DCCH
+ Interactive or background / UL:64 DL:2 048 kbps / PS RAB 
+ UL:16.8 kbps SRBs for CCCH and SHCCH
+ DL: 33.6 kbps SRBs for CCCH, SHCCH and BCCH.

Combinations on SCCPCH

1)
Stand-alone 12 kbps SRB for PCCH.

2)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

2a)
Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB 
+ SRBs for CCCH 
+ SRB for DCCH 
+ SRB for BCCH

2b)
SRBs for CCCH 
+ SRB for DCCH 
+ SRB for BCCH

3)
Interactive or background / DL:32 kbps / PS RAB 
+ SRB for PCCH 
+ SRB for CCCH 
+ SRBs for DCCH 
+ SRB for BCCH.

3a)
SRB for PCCH 
+ SRB for CCCH 
+ SRB for DCCH 
+ SRB for BCCH

4)
RB for CTCH 
+ SRB for CCCH 
+ SRB for BCCH

Combinations on PRACH

1)
Interactive or background / UL:12.8 kbps / PS RAB 
+ SRB for CCCH 
+ SRBs for DCCH.
Combinations on DPCH and HS-PDSCH

1)
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

2)
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
3)
Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

4)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

5)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

6)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

7)
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

8)
Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

9)
Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

10)
Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)
11)
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH (REL-5)

6.10.3.4.6
Combinations on DPCH and HS-PDSCH
6.10.3.4.6.1
Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.1.1
Uplink 
See clause 6.10.3.4.1.26.1.

6.10.3.4.6.1.2
Downlink 

6.10.3.4.6.1.2.1
Transport channel parameters
6.10.3.4.6.1.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.1.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

	Higher layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	320 

	
	Max data rate, bps
	depends on UE category

NOTE1

	
	AMD PDU header, bit
	16

	MAC
	MAC-d header, bit 
	0

	
	MAC multiplexing
	N/A

	
	MAC-d PDU size, bit
	336 

	
	MAC-hs header fixed part, bit
	21

	Layer 1
	TrCH type
	HS-DSCH

	
	TTI
	10 ms

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE:
The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs PDU (see 3GPP TS 25.321 [38]).


6.10.3.4.6.1.2.1.2
Transport channel parameters for DCH

6.10.3.4.6.1.2.1.2.1
Transport channel parameters for DL:3.4 kbps SRBs for DCCH
See clause 6.10.3.4.1.2.2.1.1
6.10.3.4.6.1.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.10.3.4.6.1.2.2
Physical channel parameters

6.10.3.4.6.1.2.2.1
Physical channel parameters on DPCH

See clause 6.10.3.4.1.2.2.2.
6.10.3.4.6.1.2.2.2 Physical channel parameters on HS-PDSCH
Physical parameters common for all UE physical layer categories

	HS-PDSCH
	Midamble
	512 chips


UE HS-DSCH Physical Layer category 1:

	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	2

	
	Max Data Rate
	1.2 Mbps


UE HS-DSCH Physical Layer category 2:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	12

	
	Max Data Rate
	1.2 Mbps


UE HS-DSCH Physical Layer category 3:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	4

	
	Max Data Rate
	2.4 Mbps


UE HS-DSCH Physical Layer category 4:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	12

	
	Max Data Rate
	2.4 Mbps


UE HS-DSCH Physical Layer category 5:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	6

	
	Max Data Rate
	3.6 Mbps


UE HS-DSCH Physical Layer category 6:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	12

	
	Max Data Rate
	3.6 Mbps


UE HS-DSCH Physical Layer category 7:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	12

	
	Max Data Rate
	5.3 Mbps


UE HS-DSCH Physical Layer category 8:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	12

	
	Max Data Rate
	7.3 Mbps


UE HS-DSCH Physical Layer category 9:
	HS-PDSCH
	Number of processes
	3

	
	Process memory size
	Split equally among all processes

	
	Maximum number of HS-DSCH timeslots per TTI
	12

	
	Max Data Rate
	10.2 Mbps


6.10.3.4.6.2
Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.3.4.6.2.1
Uplink

See clause 6.10.3.4.1.28.1.
6.10.3.4.6.2.2
Downlink

6.10.3.4.6.2.2.1
Transport channel parameters
6.10.3.4.6.2.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.2.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.2.2.1.2
Transport channel parameters for DCH
6.10.3.4.6.2.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.
6.10.3.4.6.2.2.1.2.2

TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.10.3.4.6.2.2.2
Physical channel parameters

6.10.3.4.6.2.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.2.2.2..

6.10.3.4.6.2.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.3
Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.3.1
Uplink

See clause 6.10.3.4.1.34.1.

6.10.3.4.6.3.2
Downlink

6.10.3.4.6.3.2.1
Transport channel parameters
6.10.3.4.6.3.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.3.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.3.2.1.2
Transport channel parameters for DCH
6.10.3.4.6.3.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.
6.10.3.4.6.3.2.1.2.2

TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.10.3.4.6.3.2.2
Physical channel parameters

6.10.3.4.6.3.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.2.2.2..

6.10.3.4.6.3.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.
6.10.3.4.6.4
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.4.1
Uplink

6.10.3.4.6.4.1.1
Transport channel parameters
6.10.3.4.6.4.1.1.1
Transport channel parameters for Conversational / Speech / UL12.2kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.
6.10.3.4.6.4.1.1.2
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See clause 6.10.3.4.1.34.1.1.1.
6.10.3.4.6.4.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.10.3.4.6.4.1.1.4
TFCS

	TFCS size
	36 (alt. 54)

	TFCS
	(RAB subflow#1,  RAB subflow#2,  RAB subflow#3, 384 kbps RAB , DCCH)=

(TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF1, TF0),
(TF0, TF0, TF0, TF2, TF0), (TF1, TF0, TF0, TF2, TF0), (TF2, TF1, TF1, TF2, TF0),
(TF0, TF0, TF0, TF3, TF0), (TF1, TF0, TF0, TF3, TF0), (TF2, TF1, TF1, TF3, TF0),
(TF0, TF0, TF0, TF4, TF0), (TF1, TF0, TF0, TF4, TF0), (TF2, TF1, TF1, TF4, TF0),
(TF0, TF0, TF0, TF5, TF0), (TF1, TF0, TF0, TF5, TF0), (TF2, TF1, TF1, TF5, TF0),

(TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF1),
(TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF1, TF1),

(TF0, TF0, TF0, TF2, TF1), (TF1, TF0, TF0, TF2, TF1), (TF2, TF1, TF1, TF2, TF1),

(TF0, TF0, TF0, TF3, TF1), (TF1, TF0, TF0, TF3, TF1), (TF2, TF1, TF1, TF3, TF1),

(TF0, TF0, TF0, TF4, TF1), (TF1, TF0, TF0, TF4, TF1), (TF2, TF1, TF1, TF4, TF1),
(TF0, TF0, TF0, TF5, TF1), (TF1, TF0, TF0, TF5, TF1), (TF2, TF1, TF1, TF5, TF1)
(alt. (TF0, TF0, TF0, TF0, TF0), (TF1, TF0, TF0, TF0, TF0), (TF2, TF1, TF1, TF0, TF0),

(TF0, TF0, TF0, TF1, TF0), (TF1, TF0, TF0, TF1, TF0), (TF2, TF1, TF1, TF1, TF0),
(TF0, TF0, TF0, TF2, TF0), (TF1, TF0, TF0, TF2, TF0), (TF2, TF1, TF1, TF2, TF0),
(TF0, TF0, TF0, TF3, TF0), (TF1, TF0, TF0, TF3, TF0), (TF2, TF1, TF1, TF3, TF0),
(TF0, TF0, TF0, TF4, TF0), (TF1, TF0, TF0, TF4, TF0), (TF2, TF1, TF1, TF4, TF0),
(TF0, TF0, TF0, TF5, TF0), (TF1, TF0, TF0, TF5, TF0), (TF2, TF1, TF1, TF5, TF0),

(TF0, TF0, TF0, TF6, TF0), (TF1, TF0, TF0, TF6, TF0), (TF2, TF1, TF1, TF6, TF0),
(TF0, TF0, TF0, TF7, TF0), (TF1, TF0, TF0, TF7, TF0), (TF2, TF1, TF1, TF7, TF0),
(TF0, TF0, TF0, TF8, TF0), (TF1, TF0, TF0, TF8, TF0), (TF2, TF1, TF1, TF8, TF0),
(TF0, TF0, TF0, TF0, TF1), (TF1, TF0, TF0, TF0, TF1), (TF2, TF1, TF1, TF0, TF1),
(TF0, TF0, TF0, TF1, TF1), (TF1, TF0, TF0, TF1, TF1), (TF2, TF1, TF1, TF1, TF1),

(TF0, TF0, TF0, TF2, TF1), (TF1, TF0, TF0, TF2, TF1), (TF2, TF1, TF1, TF2, TF1),

(TF0, TF0, TF0, TF3, TF1), (TF1, TF0, TF0, TF3, TF1), (TF2, TF1, TF1, TF3, TF1),

(TF0, TF0, TF0, TF4, TF1), (TF1, TF0, TF0, TF4, TF1), (TF2, TF1, TF1, TF4, TF1),

(TF0, TF0, TF0, TF5, TF1), (TF1, TF0, TF0, TF5, TF1), (TF2, TF1, TF1, TF5, TF1),
(TF0, TF0, TF0, TF6, TF1), (TF1, TF0, TF0, TF6, TF1), (TF2, TF1, TF1, TF6, TF1),

(TF0, TF0, TF0, TF7, TF1), (TF1, TF0, TF0, TF7, TF1), (TF2, TF1, TF1, TF7, TF1),
(TF0, TF0, TF0, TF8, TF1), (TF1, TF0, TF0, TF8, TF1), (TF2, TF1, TF1, TF8, TF1))


6.10.3.4.6.4.1.2
Physical channel parameters
	DPCH Uplink
	Midamble
	256 chips

	
	Codes and time slots
	SF2 x 1 code x 3 time slots

	
	Max. Number of data bits/radio frame
	6 480 bits

	
	TFCI code word
	16 bits 

	
	TPC
	2 bits

	
	Puncturing Limit
	0.48


6.10.3.4.6.4.2
Downlink

6.10.3.4.6.4.2.1
Transport channel parameters
6.10.3.4.6.4.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.4.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.4.2.1.2
Transport channel parameters for DCH

6.10.3.4.6.4.2.1.2.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.
6.10.3.4.6.4.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.
6.10.3.4.6.4.2.1.2.3

TFCS

See clause 6.10.3.4.1.4.2.1.3.
6.10.3.4.6.4.2.2
Physical channel parameters

6.10.3.4.6.4.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.4.2.2.
6.10.3.4.6.4.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.5
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.5.1
Uplink

See clause 6.10.3.4.1.40.1.

6.10.3.4.6.5.2
Downlink
6.10.3.4.6.5.2.1
Transport channel parameters
6.10.3.4.6.5.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.5.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.5.2.1.2
Transport channel parameters for DCH
6.10.3.4.6.5.2.1.2.1
Transport channel parameters for Conversational / Speech / UL12.2kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.
6.10.3.4.6.5.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.
6.10.3.4.6.5.2.1.2.3

TFCS

See clause 6.10.3.4.1.4.2.1.3.

6.10.3.4.6.5.2.2
Physical channel parameters

6.10.3.4.6.5.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.4.2.2.
6.10.3.4.6.5.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.6
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.3.4.6.6.1
Uplink

6.10.3.4.6.6.1.1
Transport channel parameters
6.10.3.4.6.6.1.1
Transport channel parameters for Conversational / unknown / UL:64 kbps / CS RAB
See clause 6.10.3.4.1.13.1.1.1.
6.10.3.4.6.6.1.1.2
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB

See clause 6.10.3.4.1.34.1.1.1.

6.10.3.4.6.6.1.1.3
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.10.3.4.6.6.1.1.4
TFCS

	TFCS size
	24 (alt. 36)

	TFCS
	(64 kbps RAB, 384 kbps RAB , DCCH)=

(TF0, TF0, TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0),
(TF0, TF2, TF0), (TF1, TF2, TF0), (TF0, TF3, TF0), (TF1, TF3, TF0),

(TF0, TF4, TF0), (TF1, TF4, TF0), (TF0, TF5, TF0), (TF1, TF5, TF0),

(TF0, TF0, TF1), (TF1, TF0, TF1), (TF0, TF1, TF1), (TF1, TF1, TF1),

(TF0, TF2, TF1), (TF1, TF2, TF1), (TF0, TF3, TF1), (TF1, TF3, TF1),

(TF0, TF4, TF1), (TF1, TF4, TF1), (TF0, TF5, TF1), (TF1, TF5, TF1)
(alt. (TF0, TF0, TF0), (TF1, TF0, TF0), (TF0, TF1, TF0), (TF1, TF1, TF0),

(TF0, TF2, TF0), (TF1, TF2, TF0), (TF0, TF3, TF0), (TF1, TF3, TF0),

(TF0, TF4, TF0), (TF1, TF4, TF0), (TF0, TF5, TF0), (TF1, TF5, TF0),

(TF0, TF6, TF0), (TF1, TF6, TF0), (TF0, TF7, TF0), (TF1, TF7, TF0),

(TF0, TF8, TF0), (TF1, TF8, TF0), (TF0, TF0, TF1), (TF1, TF0, TF1),

(TF0, TF1, TF1), (TF1, TF1, TF1), (TF0, TF2, TF1), (TF1, TF2, TF1),
(TF0, TF3, TF1), (TF1, TF3, TF1), (TF0, TF4, TF1), (TF1, TF4, TF1),
(TF0, TF5, TF1), (TF1, TF5, TF1), (TF0, TF6, TF1), (TF1, TF6, TF1),
(TF0, TF7, TF1), (TF1, TF7, TF1), (TF0, TF8, TF1), (TF1, TF8, TF1))


6.10.3.4.6.6.1.2
Physical channel parameters

	DPCH Uplink
	Midamble
	256 chips

	
	Codes and time slots
	SF2 x 1 code x 3 time slots

	
	Max. Number of data bits/radio frame
	6 480 bits

	
	TFCI code word
	16 bits 

	
	TPC
	2 bits

	
	Puncturing Limit
	0.40


6.10.3.4.6.6.1
Downlink

6.10.3.4.6.6.2.1
Transport channel parameters
6.10.3.4.6.6.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.6.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.6.2.1.1
Transport channel parameters for DCH
6.10.3.4.6.6.2.1.2.1
Transport channel parameters for Conversational / unkown/ DL:64 kbps / CS RAB
See clause 6.10.3.4.1.13.2.1.1.
6.10.3.4.6.6.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.
6.10.3.4.6.6.2.1.2.3

TFCS

See clause 6.10.3.4.1.13.2.1.3.

6.10.3.4.6.6.2.2
Physical channel parameters

6.10.3.4.6.6.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.4.2.2.
6.10.3.4.6.6.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.
6.10.3.4.6.7
Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.7.1
Uplink
See clause 6.10.3.4.1.57.1.
6.10.3.4.6.7.2
Downlink
6.10.3.4.6.7.2.1
Transport channel parameters
6.10.3.4.6.7.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.7.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.7.2.1.1
Transport channel parameters for DCH

6.10.3.4.6.7.2.1.2.1
Transport channel parameters for Conversational / unkown/ DL:64 kbps / CS RAB
See clause 6.10.3.4.1.13.2.1.1.
6.10.3.4.6.7.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.
6.10.3.4.6.7.2.1.2.3

TFCS

See clause 6.10.3.4.1.13.2.1.3.

6.10.3.4.6.7.2.2
Physical channel parameters

6.10.3.4.6.7.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.4.2.2.
6.10.3.4.6.7.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.8
Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.3.4.6.8.1
Uplink
6.10.3.4.6.8.1.1
Transport channel parameters
6.10.3.4.6.8.1.1.1
Transport channel parameters for Interactive or background / UL:384 kbps / PS RAB + UL:384 kbps / PS RAB
	Higher layer
	RAB/Signalling RB
	RAB
	RAB

	RLC
	Logical channel type
	DTCH
	DTCH

	
	RLC mode
	AM
	AM

	
	Payload sizes, bit
	320
	320

	
	Max data rate, bps
	384 000
	384 000

	
	AMD PDU header, bit
	16
	16

	MAC
	MAC header, bit
	4
	4

	
	MAC multiplexing
	2 logical channel multiplexing

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	340

	
	TFS
	TF0, bits
	0x340

	
	
	TF1, bits
	1x340

	
	
	TF2, bits
	2x340

	
	
	TF3, bits
	4x340

	
	
	TF4, bits
	8x340

	
	
	TF5, bits
	12x340

	
	TTI, ms
	10

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	12 828

	
	Uplink: Max number of bits/radio frame before rate matching
	12 828

	
	RM attribute
	110-180


6.10.3.4.6.8.1.1.2
Transport channel parameters for UL:3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.1.1.1.

6.10.3.4.6.8.1.1.3
TFCS
	TFCS size
	12

	TFCS
	(384 kbps RAB + 384 kbps RAB, DCCH)=

(TF0, TF0), (TF1, TF0), (TF2, TF0), (TF3, TF0), (TF4, TF0), (TF5, TF0),

(TF0, TF1), (TF1, TF1), (TF2, TF1), (TF3, TF1), (TF4, TF1), (TF5, TF1)


6.10.3.4.6.8.1.2
Physical channel parameters
	DPCH Downlink
	Midamble
	512 chips

	
	Codes and time slots
	SF2 x 1 codes x 3 time slot

	
	Max. Number of data bits/radio frame
	6480 bits

	
	TFCI code word
	16 bits

	
	Puncturing limit
	0.48


6.10.3.4.6.8.2
Downlink
6.10.3.4.6.8.2.1
Transport channel parameters
6.10.3.4.6.8.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.8.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.

6.10.3.4.6.8.2.1.1.2
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.

6.10.3.4.6.8.2.1.2
Transport channel parameters for DCH

6.10.3.4.6.8.2.1.2.1
Transport channel parameters for UL:3.4 DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.10.3.4.6.8.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.10.3.4.6.8.2.2
Physical channel parameters

6.10.3.4.6.8.2.2.1
Physical channel parameters on DPCH

See clause 6.10.3.4.1.2.2.2.

6.10.3.4.6.8.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.9
Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

6.10.3.4.6.9.1
Uplink
See clause 6.10.3.4.1.57.1.

6.10.3.4.6.9.2
Downlink
6.10.3.4.6.9.2.1
Transport channel parameters
6.10.3.4.6.9.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.9.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.

6.10.3.4.6.9.2.1.1.1
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.

6.10.3.4.6.9.2.1.2
Transport channel parameters for DCH

6.10.3.4.6.9.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.10.3.4.6.9.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.10.3.4.6.9.2.2
Physical channel parameters

6.10.3.4.6.9.2.2.1
Physical channel parameters on DPCH

See clause 6.10.3.4.1.2.2.2.

6.10.3.4.6.9.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.10
Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.10.1
Uplink
6.10.3.4.6.10.1.1
Transport channel parameters
6.10.3.4.6.10.1.1.1
Transport channel parameters for Streaming / unknown / UL:128 kbps / PS RAB
	Higher

Layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	128000

	
	AM PDU header, bit 
	16

	MAC
	MAC header, bit
	0

	
	MAC multiplexing
	N/A

	Layer 1
	TrCH type
	DCH

	
	TB sizes, bit
	656

	
	TFS
	TF0, bits
	0x656

	
	
	TF1, bits
	1x656

	
	
	TF2, bits
	2x656

	
	
	TF3, bits
	4x656

	
	TTI, ms
	20

	
	Coding type
	TC

	
	CRC, bit
	16

	
	Max number of bits/TTI after channel coding
	8076

	
	Uplink: Max number of bits/radio frame before rate matching
	4038

	
	RM attribute
	125-165


6.10.3.4.6.10.1.1.2

Transport channel parameters for Interactive or background / UL:128 kbps / PS RAB
See clause 6.10.3.4.1.28.1.1.1.

6.10.3.4.6.10.1.1.3

Transport channel parameters for UL:3.4 kbps SRBs for DCCH
See clause 6.10.3.4.1.2.1.1.1.

6.10.3.4.6.10.1.1.3

TFCS

	TFCS size
	40

	TFCS
	(128 kbps RAB, 128 kbps RAB, DCCH)=

(TF0, TF0, TF0), (TF1, TF0, TF0), (TF2, TF0, TF0), (TF3, TF0, TF0), 
(TF0, TF1, TF0), (TF1, TF1, TF0), (TF2, TF1, TF0), (TF3, TF1, TF0), 
(TF0, TF2, TF0), (TF1, TF2, TF0), (TF2, TF2, TF0), (TF3, TF2, TF0), 
(TF0, TF3, TF0), (TF1, TF3, TF0), (TF2, TF3, TF0), (TF3, TF3, TF0), 
(TF0, TF4, TF0), (TF1, TF4, TF0), (TF2, TF4, TF0), (TF3, TF4, TF0), 
(TF0, TF0, TF1), (TF1, TF0, TF1), (TF2, TF0, TF1), (TF3, TF0, TF1), 
(TF0, TF1, TF1), (TF1, TF1, TF1), (TF2, TF1, TF1), (TF3, TF1, TF1),

(TF0, TF2, TF1), (TF1, TF2, TF1), (TF2, TF2, TF1), (TF3, TF2, TF1), 
(TF0, TF3, TF1), (TF1, TF3, TF1), (TF2, TF3, TF1), (TF3, TF3, TF1), 
(TF0, TF4, TF1), (TF1, TF4, TF1), (TF2, TF4, TF1), (TF3, TF4, TF1)


6.10.3.4.6.10.1.2
Physical channel parameters

	DPCH Downlink
	Midamble
	512 chips

	
	Codes and time slots
	SF2 x 2 codes x 1 time slot

	
	Max. Number of data bits/radio frame
	4272 bits

	
	TFCI code word
	16 bits

	
	Puncturing limit
	0.48


6.10.3.4.6.10.2
Downlink
6.10.3.4.6.10.2.1
Transport channel parameters
6.10.3.4.6.10.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.10.2.1.1.1
MAC-d flow parameters for Streaming / unknown / DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB

	Higher

Layer
	RAB/Signalling RB
	RAB

	RLC
	Logical channel type
	DTCH

	
	RLC mode
	AM

	
	Payload sizes, bit
	640

	
	Max data rate, bps
	depends on UE category

NOTE1

	
	AMD PDU header, bit
	16

	MAC
	MAC-d header, bit 
	0

	
	MAC multiplexing
	N/A

	
	MAC-d PDU size, bit
	656 

	
	MAC-hs header fixed part, bit
	21

	Layer 1


	TrCH type
	HS-DSCH

	
	TTI
	10 ms

	
	Coding type
	TC

	
	CRC, bit
	24

	NOTE1:
The peak throughput may be limited by the maximum number of MAC-d PDUs that can be included in a single MAC-hs PDU (see [25.321]).


6.10.3.4.6.10.2.1.1.2
MAC-d flow parameters for Streaming / unknown / DL: [max bit rate depending on UE category] kbps / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.
6.10.3.4.6.10.2.1.2
Transport channel parameters for DCH

6.10.3.4.6.10.2.1.2.1
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.10.3.4.6.10.2.1.2.2
TFCS

See clause 6.10.3.4.1.2.2.1.2.

6.10.3.4.6.10.2.2
Physical channel parameters

6.10.3.4.6.10.2.2.1
Physical channel parameters on DPCH

See clause 6.10.3.4.1.2.2.2.

6.10.3.4.6.10.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.

6.10.3.4.6.11
Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
6.10.3.4.6.11.1
Uplink

6.10.3.4.6.11.1.1
Transport channel parameters
6.10.3.4.6.11.1.1.1
Transport channel parameters for Conversational / Speech / UL12.2kbps / CS RAB

See clause 6.10.3.4.1.4.1.1.1.
6.10.3.4.6.11.1.1.2
Transport channel parameters for Streaming / unknown / UL:128 kbps / PS RAB
See clause 6.10.3.4.6.10.1.1.1.
6.10.3.4.6.11.1.1.3

Transport channel parameters for Interactive or background / UL:128 kbps / PS RAB
See clause 6.10.3.4.1.28.1.1.1.

6.10.3.4.6.11.1.1.4

Transport channel parameters for UL:3.4 kbps SRBs for DCCH
See clause 6.10.3.4.1.2.1.1.1.

6.10.3.4.6.11.1.1.5

TFCS

	TFCS size
	120

	TFCS
	(RAB subflow#1, RAB subflow#2, RAB subflow#3, 128 kbps RAB, 128 kbps RAB, DCCH)=

(TF0,TF0,TF0,TF0,TF0,TF0), (TF1,TF0,TF0,TF0,TF0,TF0), (TF2,TF1,TF1,TF0,TF0,TF0),
(TF0,TF0,TF0,TF1,TF0,TF0), (TF1,TF0,TF0,TF1,TF0,TF0), (TF2,TF1,TF1,TF1,TF0,TF0),
(TF0,TF0,TF0,TF2,TF0,TF0), (TF1,TF0,TF0,TF2,TF0,TF0), (TF2,TF1,TF1,TF2,TF0,TF0),
(TF0,TF0,TF0,TF3,TF0,TF0), (TF1,TF0,TF0,TF3,TF0,TF0), (TF2,TF1,TF1,TF3,TF0,TF0),
(TF0,TF0,TF0,TF0,TF1,TF0), (TF1,TF0,TF0,TF0,TF1,TF0), (TF2,TF1,TF1,TF0,TF1,TF0),
(TF0,TF0,TF0,TF1,TF1,TF0), (TF1,TF0,TF0,TF1,TF1,TF0), (TF2,TF1,TF1,TF1,TF1,TF0),
(TF0,TF0,TF0,TF2,TF1,TF0), (TF1,TF0,TF0,TF2,TF1,TF0), (TF2,TF1,TF1,TF2,TF1,TF0),
(TF0,TF0,TF0,TF3,TF1,TF0), (TF1,TF0,TF0,TF3,TF1,TF0), (TF2,TF1,TF1,TF3,TF1,TF0),
(TF0,TF0,TF0,TF0,TF2,TF0), (TF1,TF0,TF0,TF0,TF2,TF0), (TF2,TF1,TF1,TF0,TF2,TF0),
(TF0,TF0,TF0,TF1,TF2,TF0), (TF1,TF0,TF0,TF1,TF2,TF0), (TF2,TF1,TF1,TF1,TF2,TF0),
(TF0,TF0,TF0,TF2,TF2,TF0), (TF1,TF0,TF0,TF2,TF2,TF0), (TF2,TF1,TF1,TF2,TF2,TF0),
(TF0,TF0,TF0,TF3,TF2,TF0), (TF1,TF0,TF0,TF3,TF2,TF0), (TF2,TF1,TF1,TF3,TF2,TF0),
(TF0,TF0,TF0,TF0,TF3,TF0), (TF1,TF0,TF0,TF0,TF3,TF0), (TF2,TF1,TF1,TF0,TF3,TF0),
(TF0,TF0,TF0,TF1,TF3,TF0), (TF1,TF0,TF0,TF1,TF3,TF0), (TF2,TF1,TF1,TF1,TF3,TF0),
(TF0,TF0,TF0,TF2,TF3,TF0), (TF1,TF0,TF0,TF2,TF3,TF0), (TF2,TF1,TF1,TF2,TF3,TF0),
(TF0,TF0,TF0,TF3,TF3,TF0), (TF1,TF0,TF0,TF3,TF3,TF0), (TF2,TF1,TF1,TF3,TF3,TF0),
(TF0,TF0,TF0,TF0,TF4,TF0), (TF1,TF0,TF0,TF0,TF4,TF0), (TF2,TF1,TF1,TF0,TF4,TF0),
(TF0,TF0,TF0,TF1,TF4,TF0), (TF1,TF0,TF0,TF1,TF4,TF0), (TF2,TF1,TF1,TF1,TF4,TF0),
(TF0,TF0,TF0,TF2,TF4,TF0), (TF1,TF0,TF0,TF2,TF4,TF0), (TF2,TF1,TF1,TF2,TF4,TF0),
(TF0,TF0,TF0,TF3,TF4,TF0), (TF1,TF0,TF0,TF3,TF4,TF0), (TF2,TF1,TF1,TF3,TF4,TF0),
(TF0,TF0,TF0,TF0,TF0,TF1), (TF1,TF0,TF0,TF0,TF0,TF1), (TF2,TF1,TF1,TF0,TF0,TF1),
(TF0,TF0,TF0,TF1,TF0,TF1), (TF1,TF0,TF0,TF1,TF0,TF1), (TF2,TF1,TF1,TF1,TF0,TF1),
(TF0,TF0,TF0,TF2,TF0,TF1), (TF1,TF0,TF0,TF2,TF0,TF1), (TF2,TF1,TF1,TF2,TF0,TF1),
(TF0,TF0,TF0,TF3,TF0,TF1), (TF1,TF0,TF0,TF3,TF0,TF1), (TF2,TF1,TF1,TF3,TF0,TF1),
(TF0,TF0,TF0,TF0,TF1,TF1), (TF1,TF0,TF0,TF0,TF1,TF1), (TF2,TF1,TF1,TF0,TF1,TF1),
(TF0,TF0,TF0,TF1,TF1,TF1), (TF1,TF0,TF0,TF1,TF1,TF1), (TF2,TF1,TF1,TF1,TF1,TF1),
(TF0,TF0,TF0,TF2,TF1,TF1), (TF1,TF0,TF0,TF2,TF1,TF1), (TF2,TF1,TF1,TF2,TF1,TF1),
(TF0,TF0,TF0,TF3,TF1,TF1), (TF1,TF0,TF0,TF3,TF1,TF1), (TF2,TF1,TF1,TF3,TF1,TF1),
(TF0,TF0,TF0,TF0,TF2,TF1), (TF1,TF0,TF0,TF0,TF2,TF1), (TF2,TF1,TF1,TF0,TF2,TF1),
(TF0,TF0,TF0,TF1,TF2,TF1), (TF1,TF0,TF0,TF1,TF2,TF1), (TF2,TF1,TF1,TF1,TF2,TF1),
(TF0,TF0,TF0,TF2,TF2,TF1), (TF1,TF0,TF0,TF2,TF2,TF1), (TF2,TF1,TF1,TF2,TF2,TF1),
(TF0,TF0,TF0,TF3,TF2,TF1), (TF1,TF0,TF0,TF3,TF2,TF1), (TF2,TF1,TF1,TF3,TF2,TF1),
(TF0,TF0,TF0,TF0,TF3,TF1), (TF1,TF0,TF0,TF0,TF3,TF1), (TF2,TF1,TF1,TF0,TF3,TF1),
(TF0,TF0,TF0,TF1,TF3,TF1), (TF1,TF0,TF0,TF1,TF3,TF1), (TF2,TF1,TF1,TF1,TF3,TF1),
(TF0,TF0,TF0,TF2,TF3,TF1), (TF1,TF0,TF0,TF2,TF3,TF1), (TF2,TF1,TF1,TF2,TF3,TF1),
(TF0,TF0,TF0,TF3,TF3,TF1), (TF1,TF0,TF0,TF3,TF3,TF1), (TF2,TF1,TF1,TF3,TF3,TF1),
(TF0,TF0,TF0,TF0,TF4,TF1), (TF1,TF0,TF0,TF0,TF4,TF1), (TF2,TF1,TF1,TF0,TF4,TF1),
(TF0,TF0,TF0,TF1,TF4,TF1), (TF1,TF0,TF0,TF1,TF4,TF1), (TF2,TF1,TF1,TF1,TF4,TF1),
(TF0,TF0,TF0,TF2,TF4,TF1), (TF1,TF0,TF0,TF2,TF4,TF1), (TF2,TF1,TF1,TF2,TF4,TF1),
(TF0,TF0,TF0,TF3,TF4,TF1), (TF1,TF0,TF0,TF3,TF4,TF1), (TF2,TF1,TF1,TF3,TF4,TF1)


6.10.3.4.6.11.1.2
Physical channel parameters

	DPCH Downlink
	Midamble
	512 chips

	
	Codes and time slots
	SF2 x 2 codes x 1 time slot

	
	Max. Number of data bits/radio frame
	4272 bits

	
	TFCI code word
	16 bits

	
	Puncturing limit
	0.44


6.10.3.4.6.11.2
Downlink

6.10.3.4.6.11.2.1
Transport channel parameters
6.10.3.4.6.11.2.1.1
Transport channel parameters for HS-DSCH

6.10.3.4.6.11.2.1.1.1
MAC-d flow parameters for Streaming / unknown / DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB

See clause 6.10.3.4.6.10.2.1.1.1.

6.10.3.4.6.11.2.1.1.2
MAC-d flow parameters for Interactive or background / DL: [max bit rate depending on UE category] / PS RAB

See clause 6.10.3.4.6.1.2.1.1.1.

6.10.3.4.6.11.2.1.2
Transport channel parameters for DCH

6.10.3.4.6.11.2.1.2.1
Transport channel parameters for Conversational / speech / DL:12.2 kbps / CS RAB

See clause 6.10.3.4.1.4.2.1.1.

6.10.3.4.6.11.2.1.2.2
Transport channel parameters for DL: 3.4 kbps SRBs for DCCH

See clause 6.10.3.4.1.2.2.1.1.

6.10.3.4.6.11.2.1.2.3
TFCS

See clause 6.10.3.4.1.4.2.1.3.

6.10.3.4.6.11.2.2
Physical channel parameters

6.10.3.4.6.11.2.2.1
Physical channel parameters on DPCH
See clause 6.10.3.4.1.4.2.2.

6.10.3.4.6.11.2.2.2
Physical channel parameters on HS-PDSCH

See clause 6.10.3.4.6.1.2.2.2.
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