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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.121-1 [20] that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RF Test cases

	5.2
	Maximum Output Power
	R99
	R
	UEs supporting FDD

	5.2A
	Maximum Output Power with HS-DPCCH
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.3
	Frequency Error
	R99
	R
	UEs supporting FDD

	5.4.1
	Output Power Dynamics in the Uplink / Power control is used to limit the interference level / Open Loop Power Control in the Uplink
	R99
	R
	UEs supporting FDD

	5.4.2
	Output Power Dynamics in the Uplink / Power control is used to limit the interference level / Inner Loop Power Control in the Uplink
	R99
	R
	UEs supporting FDD

	5.4.3
	Output Power Dynamics in the Uplink / Power control is used to limit the interference level / Minimum Output Power
	R99
	R
	UEs supporting FDD

	5.4.4
	Output Power Dynamics in the Uplink / Power control is used to limit the interference level / Out-of-synchronisation handling of output power
	R99
	R
	UEs supporting FDD

	5.5.1
	Transmit ON/OFF Power / Transmit OFF Power
	R99
	R
	UEs supporting FDD

	5.5.2
	Transmit ON/OFF Power / Transmit ON/OFF Time mask
	R99
	R
	UEs supporting FDD

	5.6
	Change of TFC
	R99
	R
	UEs supporting FDD

	5.7
	Power setting in uplink compressed mode
	R99
	C_RF01
	UEs supporting FDD and uplink compressed mode.

	5.7A
	HS-DPCCH
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.8
	Occupied Bandwidth (OBW)
	R99
	R
	UEs supporting FDD

	5.9
	Spectrum emission mask
	R99
	R
	UEs supporting FDD

	5.9A
	Spectrum Emission Mask with HS-DPCCH
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.10
	Adjacent Channel Leakage Power Ratio (ACLR)
	R99
	R
	UEs supporting FDD

	5.10A
	Adjacent Channel Leakage Power Ratio (ACLR) with HS-DPCCH
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.11
	Spurious Emissions
	R99
	R
	UEs supporting FDD

	5.12
	Transmit Intermodulation
	R99
	R
	UEs supporting FDD

	5.13.1
	Transmit Modulation / Error Vector Magnitude (EVM)
	R99
	R
	UEs supporting FDD

	5.13.1A
	Error Vector Magnitude (EVM) with HS-DPCCH
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	5.13.2
	Transmit Modulation / Peak code domain error
	R99
	C_RF11
	UEs supporting FDD and uplink RMC 768 kbps

	5.13.3
	Transmit Modulation / UE phase discontinuity
	Rel-5
	R
	UEs supporting FDD

	5.13.4
	Transmit Modulation PRACH preamble quality
	Rel-5
	R
	UEs supporting FDD

	6.2
	Receiver Characteristics / Reference Sensitivity Level
	R99
	R
	UEs supporting FDD

	6.3
	Receiver Characteristics / Maximum Input Level
	R99
	R
	UEs supporting FDD

	6.3A
	Maximum Input Level for HS-PDSCH Reception (16QAM)
	Rel-5
	C_RF02
	UEs supporting FDD and HS-PDSCH

	6.4
	Receiver Characteristics Adjacent Channel Selectivity (ACS)
	R99
	R
	UEs supporting FDD

	6.5
	Blocking Characteristics / In-band blocking
	R99
	R
	UEs supporting FDD

	
	Blocking Characteristics / Out of-band blocking
	
	
	

	
	Blocking Characteristics / Narrow band blocking
	
	C_RF03
	UEs supporting FDD and  Band II or Band III

	6.6
	Spurious Response
	R99
	R
	UEs supporting FDD

	6.7
	Intermodulation Characteristics
	R99
	R
	UEs supporting FDD

	6.8
	Spurious Emissions
	R99
	R
	UEs supporting FDD

	7.2.1
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC  64 kbps

	
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 3
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation in Static Propagation conditions / Demodulation of Dedicated Channel (DCH) / Test 4
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	7.3.1
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 3
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 4
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 5
	
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 6
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 7
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 8
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 9
	
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 10
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 11
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 12
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 13
	
	R
	UEs supporting FDD

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 14
	
	C_RF08
	UEs supporting FDD  and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 15
	
	C_RF09
	UEs supporting FDD  and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 16
	
	C_RF10
	UEs supporting FDD  and downlink RMC 384 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 17
	
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 18
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 19
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation of DCH in Multi-path Fading Propagation conditions / Single Link Performance / Test 20
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	7.4.1
	Demodulation of DCH in Moving Propagation conditions / Single Link Performance / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Moving Propagation conditions / Single Link Performance / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	7.5.1
	Demodulation of DCH in Birth-Death Propagation conditions / Single Link Performance / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation of DCH in Birth-Death Propagation conditions / Single Link Performance / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	7.6.1
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in open-loop transmit diversity mode / Test 1
	R99
	R
	UEs supporting FDD 

	7.6.2
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in closed loop transmit diversity mode / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in closed loop transmit diversity mode / Test 2
	R99 and Rel-4 only
	R
	UEs supporting FDD

	7.6.3
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in site selection diversity transmission power control mode / Test 1
	R99 and Rel-4 only

	R
	UEs supporting FDD 

	
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in site selection diversity transmission power control mode / Test 2
	
	
	

	
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in site selection diversity transmission power control mode / Test 3
	
	
	

	
	Demodulation of DCH in downlink Transmit diversity modes / Demodulation of DCH in site selection diversity transmission power control mode / Test 4
	
	
	

	7.7.1
	Demodulation in Handover conditions / Demodulation of DCH in Inter-Cell Soft Handover / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation in Handover conditions / Demodulation of DCH in Inter-Cell Soft Handover / Test 2
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Demodulation in Handover conditions / Demodulation of DCH in Inter-Cell Soft Handover) / Test 3
	
	C_RF09
	UEs supporting FDD and downlink RMC 144 kbps

	
	Demodulation in Handover conditions / Demodulation of DCH in Inter-Cell Soft Handover) / Test 4
	
	C_RF10
	UEs supporting FDD and downlink RMC 384 kbps

	7.7.2
	Demodulation in Handover conditions  / Combining of TPC commands from radio links of different radio link sets / Test 1
	R99
	R
	UEs supporting FDD 

	
	Demodulation in Handover conditions  / Combining of TPC commands from radio links of different radio link sets / Test 2
	
	
	

	7.7.3
	Demodulation in Handover conditions  / Combining of reliable TPC commands from radio links of different radio link sets / Test 1
	R99
	R
	UEs supporting FDD

	
	Demodulation in Handover conditions  / Combining of reliable TPC commands from radio links of different radio link sets / Test 2
	
	
	

	7.8.1
	Power control in downlink / Power control in the downlink, constant BLER target  / Test 1
	R99
	R
	UEs supporting FDD 

	7.8.2
	Power control in downlink / Power control in the downlink, initial convergence   / Test 1
	R99
	R
	UEs supporting FDD 

	
	Power control in downlink / Power control in the downlink, initial convergence   / Test 2
	
	
	

	
	Power control in downlink / Power control in the downlink, initial convergence   / Test 3
	
	C_RF08
	UEs supporting FDD and downlink RMC 64 kbps

	
	Power control in downlink / Power control in the downlink, initial convergence   / Test 4
	
	
	

	7.8.3
	Power control in downlink Power control in the downlink, wind up effects / Test 1 / Stage 1
	R99
	R
	UEs supporting FDD 

	
	Power control in downlink / Power control in the downlink, wind up effects / Test 1 / Stage 2
	
	
	

	
	Power control in downlink Power control in the downlink, wind up effects / Test 1 / Stage 3
	
	
	

	7.9.1
	Downlink compressed mode / Single link performance / Test 1
	R99
	C_RF04
	UEs supporting FDD and downlink compressed mode

	
	Downlink compressed mode / Single link performance / Test 2
	
	
	

	
	Downlink compressed mode / Single link performance / Test 3
	R99 and Rel-4 only

	C_RF04
	UEs supporting FDD and downlink compressed mode

	
	Downlink compressed mode / Single link performance / Test 4
	
	
	

	7.10
	Blind transport format detection /   Test 1
	R99
	R
	UEs supporting FDD

	
	Blind transport format detection /   Test 2
	
	
	

	
	Blind transport format detection /   Test 3
	
	
	

	
	Blind transport format detection /   Test 4
	
	
	

	
	Blind transport format detection /   Test 5
	
	
	

	
	Blind transport format detection /   Test 6
	
	
	

	7.11
	Demodulation of Paging Channel (PCH)
	Rel-4
	C_RF12  
	UEs supporting FDD Packet Switched Data

	7.12
	Detection of Acquisition Indicator (AI)
	Rel-4
	R
	UEs supporting FDD

	8.2.2.1
	Cell Re-Selection - Scenario 1: Single carrier case
	R99
	R
	UEs supporting FDD

	8.2.2.2
	Cell Re-Selection - Scenario 2: Multi carrier case
	R99
	R
	UEs supporting FDD

	8.2.3.1
	UTRAN to GSM Cell Re-Selection - Scenario 1: Both UTRA and GSM level changed


	R99
	C_RF05
	UEs supporting FDD and GSM

	8.2.3.2
	UTRAN to GSM Cell Re-Selection - Scenario 2: Only UTRA level changed
	R99
	C_RF05
	UEs supporting FDD and GSM

	8.2.3.3
	UTRAN to GSM Cell Re-Selection - Scenario 3: HCS with only UTRA level changed
	Rel-6
	C_RF05
	UEs supporting FDD and GSM

	8.2.4
	FDD/TDD Cell Re-selection
	R99
	C_RF06
	UE supporting FDD and TDD

	8.3.1
	UTRAN Connected Mode Mobility FDD/FDD Soft Handover
	R99
	R
	UEs supporting FDD

	8.3.2.1
	UTRAN Connected Mode Mobility - FDD/FDD Hard Handover to intra-frequency cell
	R99
	R
	UEs supporting FDD

	8.3.2.2
	FDD/FDD Hard Handover to inter-frequency cell
	R99
	R
	UEs supporting FDD

	8.3.3
	FDD/TDD Handover
	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	8.3.4
	Inter-system Handover from UTRAN FDD to GSM
	R99
	C_RF05
	UEs supporting FDD and GSM

	8.3.5.1
	Cell Re-selection in CELL_FACH - One frequency present in neighbour list


	R99
	R
	UEs supporting FDD

	8.3.5.2
	Cell Re-selection in CELL_FACH - Two frequencies present in the neighbour list


	R99
	R
	UEs supporting FDD

	8.3.5.3
	Cell Re-selection in CELL_FACH - Cell Reselection to GSM
	R99
	C_RF07
	UEs supporting FDD Packet Switched Data and GPRS

	8.3.6.1
	Cell Re-selection in CELL_PCH - One frequency present in the neighbour list


	R99
	C_RF12  
	UEs supporting FDD Packet Switched Data

	8.3.6.2
	Cell Re-selection in CELL_PCH - Two frequencies present in the neighbour list


	R99
	C_RF12  
	UEs supporting FDD Packet Switched Data

	8.3.7.1
	Cell Re-selection in URA_PCH - One frequency present in the neighbour list


	R99
	C_RF12  
	UEs supporting FDD Packet Switched Data

	8.3.7.2
	Cell Re-selection in URA_PCH - Two frequencies present in the neighbour list


	R99
	C_RF12  
	UEs supporting FDD Packet Switched Data

	8.4.1.1
	RRC Connection Control / RRC Re-establishment delay - Test 1
	R99
	R
	UEs supporting FDD

	8.4.1.2
	RRC Connection Control / RRC Re-establishment delay - Test 2
	R99
	R
	UEs supporting FDD

	8.4.2.1
	Random Access - Correct behaviour when receiving an ACK
	R99, Rel-4 and Rel-5 only
	R
	UEs supporting FDD

	8.4.2.1A
	Random Access - Correct behaviour when receiving an ACK – Release 6
	Rel-6
	R
	UEs supporting FDD

	8.4.2.2
	Random Access - Correct behaviour when receiving an NACK
	R99
	R
	UEs supporting FDD

	8.4.2.3
	Random Access - Correct behaviour at Time-out
	R99
	R
	UEs supporting FDD

	8.4.2.4

	Random Access - Correct behaviour when reaching maximum transmit power


	R99
	R
	UEs supporting FDD

	8.4.3.1
	Transport format combination selection in UE - Interactive or Background, PS, UL: 64 kbps


	R99
	C_RF13
	UEs supporting FDD and downlink RMC 64 kbps and uplink RMC 64 kbps

	8.5.1
	Timing and Signalling Characteristics - UE Transmit Timing
	R99
	R
	UEs supporting FDD

	8.6.1.1
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting in AWGN propagation conditions
	R99 only
	R
	UEs supporting FDD

	8.6.1.1A
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting in AWGN propagation conditions
	Rel-4
	R
	UEs supporting FDD

	8.6.1.2
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of multiple neighbours in AWGN propagation condition
	R99 only
	R
	UEs supporting FDD

	8.6.1.2A
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of multiple neighbours in AWGN propagation condition
	Rel-4
	R
	UEs supporting FDD

	8.6.1.3
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of two detectable neighbours in AWGN propagation condition
	R99 only
	R
	UEs supporting FDD

	8.6.1.3A
	UE Measurements Procedures / FDD intra frequency measurements - Event triggered reporting of two detectable neighbours in AWGN propagation condition
	Rel-4
	R
	UEs supporting FDD

	8.6.1.4
	Void
	
	
	

	8.6.1.4A
	UE Measurements Procedures / FDD intra frequency measurements - Correct reporting of neighbours in fading propagation condition
	Rel-4
	R
	UEs supporting FDD

	8.6.2.1
	FDD inter frequency measurements - Correct reporting of neighbours in AWGN propagation condition
	R99
	R
	UEs supporting FDD

	8.6.2.2
	FDD inter frequency measurements - Correct reporting of neighbours in fading propagation condition
	Rel-5
	R
	UEs supporting FDD

	8.6.3.1
	TDD measurements - Correct reporting of TDD neighbours in AWGN propagation condition


	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	8.6.4.1
	GSM measurements - Correct reporting of GSM neighbours in AWGN propagation condition


	R99
	C_RF05
	UEs supporting FDD and GSM

	8.6.5.1
	Interfrequency and GSM measurements - Correct reporting of neighbours in AWGN propagation condition
	Rel-6
	C_RF05
	UEs supporting FDD and GSM

	8.7.1.1.1
	Measurements Performance Requirements / CPICH RSCP / Intra frequency measurements accuracy - Absolute accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.1.1.2
	Measurements Performance Requirements / CPICH RSCP / Intra frequency measurements accuracy - Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.1.2.1
	Inter frequency measurement accuracy - Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.2.1.1
	CPICH Ec/Io / Intra frequency measurements accuracy - Absolute accuracy requirement


	R99
	R
	UEs supporting FDD

	8.7.2.1.2
	CPICH Ec/Io / Intra frequency measurements accuracy - Relative accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.2.2.1
	Inter frequency measurement accuracy / Absolute accuracy requirement
	
	Void
	

	8.7.2.2.2
	Inter frequency measurement accuracy / Relative accuracy requirement


	R99
	R
	UEs supporting FDD

	8.7.3.1
	UTRA Carrier RSSI - Absolute measurement accuracy requirement
	R99
	R
	UEs supporting FDD

	8.7.3.2
	UTRA Carrier RSSI - Relative measurement accuracy requirement
	Rel-6
	R
	UEs supporting FDD

	8.7.3A
	GSM Carrier RSSI
	R99
	C_RF05
	UE supporting FDD and GSM

	8.7.3B
	Transport channel BLER
	
	Void
	

	8.7.3C
	UE transmitted power
	R99
	R
	UEs supporting FDD

	8.7.4.1
	SFN-CFN observed time difference - Intra frequency measurement requirement


	R99
	R
	UEs supporting FDD

	8.7.4.2
	SFN-CFN observed time difference - Inter frequency measurement requirement
	R99
	R
	UEs supporting FDD

	8.7.5.1
	SFN-SFN observed time difference type 1
	R99
	R
	UEs supporting FDD

	8.7.5.2
	SFN-SFN observed time difference type 2
	
	Void
	

	8.7.6.1
	UE Rx-Tx time difference type 1
	R99
	R
	UEs supporting FDD

	8.7.6.2
	UE Rx-Tx time difference type 2
	
	Void
	

	8.7.7
	Observed time difference to GSM cell
	R99 and Rel-4 only
	Void
	

	8.7.8.1
	P-CCPCH RSCP

Absolute measurement accuracy
	R99 and Rel-4 only
	C_RF06
	UEs supporting FDD and TDD

	9.2.1A
	Demodulation of HS-DSCH (Fixed Reference Channel) - 

Single Link Performance -  QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
	Rel-5
	C_RF14
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 1-6

	9.2.1B
	Demodulation of HS-DSCH (Fixed Reference Channel) - 

Single Link Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5
	Rel-5
	C_RF15
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 11-12

	9.2.1C
	Demodulation of HS-DSCH (Fixed Reference Channel) - 

Single Link Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3
	Rel-6
	C_RF16
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-8

	9.2.1D
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Single Link Performance -
Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
	Rel-6
	C_RF17
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 1-6 and Enhanced performance requirements type 1

	9.2.1E
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Single Link Performance -
Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3
	Rel-6
	C_RF18
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-8 and Enhanced performance requirements type 1

	9.2.1F
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Single Link Performance -
Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3
	Rel-6
	C_RF19
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-8 and Enhanced performance requirements type 2

	9.2.2A
	Demodulation of HS-DSCH (Fixed Reference Channel) – 

Open Loop Diversity Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
	Rel-5
	C_RF14
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 1-6

	
	
	Rel-6
	C_RF15
	UEs supporting FDD and HS-PDSCH and HSDPA UE capability categories 7-8

	9.2.2B
	Demodulation of HS-DSCH (Fixed Reference Channel) – 
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