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<Start of change>
5.4.4
UARFCN

5.4.4.1
3.84 Mcps TDD Option
a) The following UARFCN range shall be supported for each band as defined in subclause 5.2 (a): 
Table 5.1: UTRA Absolute Radio Frequency Channel Number 3.84 Mcps TDD Option

	Frequency Band
	Frequency Range
	UARFCN Uplink and Downlink transmission

	For operation in frequency band as defined in subclause 5.2 (a)
	1900-1920 MHz

2010-2025 MHz
	9512 to 9588

10062 to 10113

	For operation in frequency band as defined in subclause 5.2 (b)
	1850-1910 MHz

1930-1990 MHz
	9262 to 9538

9662 to 9938

	For operation in frequency band as defined in subclause 5.2 (c)
	1910-1930 MHz
	9562 to 9638


	Frequency Band
	Frequency Range
	UARFCN Uplink and Downlink transmission

	I
	1900-1920 MHz

2010-2025 MHz
	9512 – 9588
10062- 10113 

	II
	1850-1910 MHz

1930-1990 MHz
	9262 - 9538 
9662 - 9938 

	III
	1910-1930 MHz
	9562 - 9638 


b)
Deployment in other frequency bands is not precluded 
5.4.4.2
1.28 Mcps TDD Option
a) The following UARFCN range shall be supported for each band as defined in subclause 5.2 (a):

Table 5.2: UTRA Absolute Radio Frequency Channel Number 1.28 Mcps TDD Option

	Frequency Band
	Frequency Range
	UARFCN Uplink and Downlink transmission

	For operation in frequency band as defined in subclause 5.2 (a)
	1900-1920 MHz

2010-2025 MHz
	9504 to 9596

10054 to 10121

	For operation in frequency band as defined in subclause 5.2 (b)
	1850-1910 MHz

1930-1990 MHz
	9254 to 9546

9654 to 9946

	For operation in frequency band as defined in subclause 5.2 (c)
	1910-1930 MHz
	9554 to 9646


	Frequency Band
	Frequency Range
	UARFCN Uplink and Downlink transmission

	I
	1900-1920 MHz

2010-2025 MHz
	9504 - 9596 
10054 - 10121 

	II
	1850-1910 MHz

1930-1990 MHz
	9254 - 9546

9654 - 9946 

	III
	1910-1930 MHz
	9554 - 9646 


b)
Deployment in other frequency bands is not precluded 
<End of Change>
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