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	1. It need to be clarified that tables and MAC-d flow numbering in section 6.10 and 6.11 does not necessarily correspond to RB IDs and MAC-d flow IDs in the default messages in section 9.

	
	

	Summary of change:
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	1. A note is added to sections 6.10.2.4, 6.10.3.4 and 6.11 to clarify that the order of tables and MAC-d flow numbering in section 6.10.2.4.6 may be different from the RB Ids and MAC-d flow IDs as defined in the default messages in section 9.


	
	

	Consequences if 
(

not approved:
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<Start of first modified section>

6.10.2.4
Typical radio parameter sets

NOTE
The order of tables and MAC-d flow numbering in this section may be different than the RB IDs and MAC-d flow IDs as defined in default messages in section 9.
6.10.2.4.1
Combinations on DPCH
<End of modified section>

<Start of next modified section>

6.10.3.4
Typical radio parameter sets

NOTE
The order of tables and MAC-d flow numbering in this section may be different than the RB IDs and MAC-d flow IDs as defined in default messages in section 9.
6.10.3.4.1
Combinations on DPCH
<End of modified section>

<Start of next modified section>

6.11
Common Radio Bearer configurations for other test purposes

The common radio bearer configurations are used for functional testing of various UE functions. Only common configurations that are used by multiple test cases and are not covered by the reference radio bearer configurations in clause 6.10 are specified in the present clause. Radio bearer configurations only used by a single test case are specified in the actual test case itself. 

NOTE
If not specifically specified then the mid-value of the RM attribute value range as specified by the actual reference radio bearer configuration shall be applied for testing.

NOTE
The order of tables and MAC-d flow numbering in this section may be different than the RB IDs and MAC-d flow IDs as defined in default messages in section 9.
6.11.1
Unacknowledged Mode Radio Bearer configuration (7 bit Length Indicator) 
<End of modified section>
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