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Recommended test case applicability
< TEXT SKIPPED HERE >
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	RADIO RESOURCE CONTROL

	8.2.3.36
	Radio Bearer Release for transition from CELL_DCH to CELL_DCH: Success (frequency modification, stop of E-DCH transmission)
	Rel-6
	C408
	UEs supporting FDD and PS domain services and CS domain services and HS-PDSCH and E-DPDCH

	8.2.3.37
	Radio Bearer Release for transition from CELL_DCH to CELL_FACH: Success (stop of E-DCH transmission)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.2.4.1
	RRC / Transport channel reconfiguration (Timing re- initialised hard handover with transmission rate modification) from CELL_DCH to CELL_DCH (Hard handover to same radio frequency): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.1a
	RRC / Transport channel reconfiguration (Transmission Rate Modification) from CELL_DCH to CELL_DCH of the same cell: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.2
	Void
	
	
	

	8.2.4.3
	RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion to old configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.4
	RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Failure (Physical channel failure and reversion failure)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.2.4.5
	Void
	
	
	

	8.2.4.6
	Void
	
	
	

	8.2.4.7
	Void
	
	
	

	
	
	
	
	

	8.2.4.8
	Void
	
	
	

	8.2.4.9
	Void
	
	
	

	
	
	
	
	

	8.2.4.10
	RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.4.11
	Void
	
	
	

	8.2.4.12
	Void
	
	
	

	8.2.4.13
	Void
	
	
	

	8.2.4.14
	Void
	
	
	

	8.2.4.15
	Void
	
	
	

	8.2.4.16
	Void
	
	
	

	8.2.4.17
	Void
	
	
	

	8.2.4.18
	RRC / Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.4.19
	RRC / Transport Channel Reconfiguration from CELL_FACH to CELL_DCH: Success (Subsequently received)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.4.20
	Void
	
	
	

	
	
	
	
	

	8.2.4.21
	Void
	
	
	

	
	
	
	
	

	8.2.4.22
	Void
	
	
	

	8.2.4.23
	Void
	
	
	

	8.2.4.24
	RRC / Transport channel reconfiguration from CELL_DCH to CELL_DCH: Success with uplink transmission rate modification
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.25
	RRC / Transport channel reconfiguration from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.4.26
	Void
	
	
	

	8.2.4.27
	Void
	
	
	

	8.2.4.28
	Void
	
	
	

	8.2.4.29
	Transport Channel Reconfiguration for transition from CELL_DCH to CELL_DCH (Frequency band modification): Success
	R99
	C01
	UEs supporting FDD.

	8.2.4.30
	Void
	
	
	

	8.2.4.31
	Void
	
	
	

	8.2.4.32
	Void
	
	
	

	8.2.4.33
	Void
	
	
	

	8.2.4.34
	Void
	
	
	

	8.2.4.35
	 Void
	
	
	

	8.2.4.36
	Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (with active HS-DSCH reception, not changing the value of TTI during UL rate modification)
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	8.2.4.36a
	Transport Channel Reconfiguration from CELL_DCH to CELL_DCH: Success (with active HS-DSCH reception, not changing the value of TTI during UL rate modification)
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	8.2.5.1
	Void
	
	
	

	8.2.5.3
	Void
	
	
	

	8.2.5.4
	RRC / Transport format combination Control in CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.1
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.2
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Unsupported configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.3
	Void
	
	
	

	8.2.6.4
	Void
	
	
	

	8.2.6.5
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Incompatible simultaneous reconfiguration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.6
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.7
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.8
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.9
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.10
	Void
	
	
	

	8.2.6.11
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and successful reversion to old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.12
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and cellupdate)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.13
	Void
	
	
	

	8.2.6.14
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.15
	Void
	
	
	

	
	
	
	
	

	8.2.6.16
	Void
	
	
	

	
	
	
	
	

	8.2.6.17
	RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_DCH (Hard Handover for code modification): Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.18
	RRC / Physical Channel Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.19
	RRC / Physical channel from CELL_DCH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.20
	RRC / Physical channel from CELL_DCH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.21
	RRC / Physical channel reconfiguration for transition from CELL_FACH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.22
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.23
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing maintain): Success
	R99
	C01
	UEs supporting FDD.

	8.2.6.24
	Void
	
	
	

	8.2.6.25
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.26
	RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.27
	RRC / Physical channel reconfiguration from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.28
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Downlink channelisation code modification): Success
	R99
	C01
	UEs supporting FDD

	8.2.6.29
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation): Success
	R99
	C368
	UEs supporting FDD and requiring inter-frequency uplink or downlink compressed mode.

	8.2.6.30
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Modify active set cell): Success
	R99
	C01
	UEs supporting FDD

	8.2.6.31
	RRC / Physical channel reconfiguration transition from CELL_FACH to URA_PCH: Success


	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.32
	RRC / Physical channel reconfiguration for transition from CELL_DCH to URA_PCH (Frequency band modification): Success


	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.33
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.34
	RRC / Physical channel reconfiguration from CELL_FACH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.35
	RRC / Physical channel reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.36
	Physical channel reconfiguration for transition from CELL_FACH to CELL FACH with frequency band modification
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.37
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised
	R99
	C01
	UEs supporting FDD.

	8.2.6.37a
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)

	8.2.6.38
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised): Failure (Physical channel failure and reversion to old channel)
	R99
	C01
	UEs supporting FDD.

	8.2.6.39
	RRC / Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH (without pending of ciphering)
	R99
	C01
	UEs supporting FDD.

	8.2.6.39a
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting TDD and HS-PDSCH

	8.2.6.39b
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change with MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.40
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Two radio links, change of HS-PDSCH configuration)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.40a
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Two radio links, change of HS-PDSCH configuration)
	Rel-5
	C443
	UEs supporting FDD and HS-PDSCH

	8.2.6.41
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, signalling only)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.2.6.42
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving HS-DSCH cell change)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.2.6.43
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Seamless SRNS relocation with pending of ciphering)
	R99
	C01
	UEs supporting FDD.

	8.2.6.44
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Radio link failure in new configuration)
	R99
	C01
	UEs supporting FDD.

	8.2.6.45
	Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Failure (Radio link failure in old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.46
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised. Serving HS-DSCH cell change): Failure (Physical channel failure and reversion to old channel)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH.

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.2.6.47
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation, with active HS-DSCH reception): Success
	Rel-5
	C385
	UEs supporting FDD and HS-PDSCH and requiring inter-frequency downlink compressed mode.

	8.2.6.48
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, serving HS-DSCH cell change, compressed mode)
	Rel-5
	C385
	UEs supporting FDD and HS-PDSCH and requiring inter-frequency  downlink compressed mode.

	8.2.6.49
	Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Success (stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.2.6.50
	Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Success (Frequency modification, stop of E-DCH transmission)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.2.6.51
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving E-DCH cell change)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.2.6.52
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (with ongoing E-DCH transmission)
	Rel-6
	C441
	UEs supporting FDD and HS-PDSCH and and E-DPDCH and requiring inter-frequency uplink compressed mode.

	8.2.6.53
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving E-DCH cell change)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.2.6.54
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Timing re-initialized hard handover, Serving E-DCH cell change, physical channel failure and reversion to old channel)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.2.7
	RRC / Physical Shared Channel Allocation [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	8.2.8
	RRC / PUSCH capacity request [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	8.3.1.1
	RRC / Cell Update: cell reselection in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.2
	RRC / Cell Update: cell reselection in CELL_PCH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.3
	RRC / Cell Update: periodical cell update in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.4
	RRC / Cell Update: periodical cell update in CELL_PCH 
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.5
	RRC / Cell Update: UL data transmission in URA_PCH
	R99
	C90
	 UEs supporting FDD and PS domain services and CS domain services.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.6
	RRC / Cell Update: UL data transmission in CELL_PCH
	R99
	C90
	 UEs supporting FDD and PS domain services and CS domain services.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.7
	Void
	
	
	

	8.3.1.8
	Void
	
	
	

	8.3.1.9
	RRC / Cell Update: re-entering of service area after T305 expiry and being out of service area
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.10
	RRC / Cell Update: expiry of T307 after T305 expiry and being out of service area
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.11
	RRC / Cell Update: Success after T302 time-out
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.12
	RRC / Cell Update: Failure (After Maximum Re-transmissions)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.13
	RRC / Cell Update: Reception of Invalid CELL UPDATE CONFIRM message
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.14
	RRC / Cell Update: Incompatible simultaneous reconfiguration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.15
	RRC / Cell Update: Unrecoverable error in Acknowledged Mode RLC 
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.16
	Void
	
	
	

	8.3.1.17
	RRC / Cell Update: Failure (UTRAN initiate an RRC connection release procedure on CCCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.18
	RRC / Cell Update: Radio Link Failure (T314>0, T315=0), CS RAB established
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.19
	Void
	
	
	

	8.3.1.20
	RRC / Cell Update: Reception of CELL UPDATE CONFIRM Message that causes invalid configuration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.21
	Cell Update: Cell reselection to cell of another PLMN belonging to the equivalent PLMN list
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.22
	Cell update: Restricted cell reselection to a cell belonging to forbidden LA list (Cell_FACH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.23
	Cell Update: HCS cell reselection in CELL_FACH
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.24
	Cell Update: HCS cell reselection in CELL_PCH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.25
	CELL UPDATE: Radio Link Failure (T314=0, T315=0)
	R99
	C01
	UEs supporting FDD.

	8.3.1.26
	Cell Update: Radio Link Failure (T314>0, T315=0), PS RAB established
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.27
	Cell Update: Radio Link Failure (T314=0, T315>0), CS RAB
	R99
	C01
	UEs supporting FDD.

	8.3.1.28
	Cell Update: Radio Link Failure (T314=0, T315>0), PS RAB
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.29
	Cell Update: Radio Link Failure (T314>0, T315>0), CS RAB
	R99
	C01
	UEs supporting FDD.

	8.3.1.30
	Cell Update: Radio Link Failure (T314>0, T315>0), PS RAB
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.31
	Cell Update: re-entering of service area from URA_PCH after T316 expiry but before T317 expiry
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.32
	Cell Update: Transition from URA_PCH to CELL_DCH, start of HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.1.33
	Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency band modification
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.1.34
	Cell Update: Transition from CELL_DCH to CELL_FACH, stop of HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.1.35
	Cell Update: Transition from CELL_DCH to CELL_DCH, with active HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.1.36
	Cell Update: Transition from CELL_DCH to CELL_FACH (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.1.37
	Cell Update: Transition from CELL_DCH to CELL_DCH (with active HS-DSCH reception and frequency modification)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.1.38
	Cell Update: state specific handling of Treselection and Qhyst for cell reselection in CELL_FACH
	Rel-5
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.39
	Cell Update: state specific handling of Treselection and Qhyst for cell reselection in CELL_PCH
	Rel-5
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.40
	Cell update: Transition from CELL_PCH to CELL_DCH, inclusion of establishment cause
	Rel-5
	C90
	UEs supporting FDD and PS domain services and CS domain services.

	8.3.1.41
	Cell Update: Transition from URA_PCH to CELL_DCH: Success (start of E-DCH transmission)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.3.1.42
	Cell Update: Transition from CELL_PCH to CELL_DCH: Success (Frequency modification, start of E-DCH transmission)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.3.1.43
	Cell Update: Radio Link Failure, with active E-DCH transmission
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.3.2.1
	RRC / URA Update: Change of URA
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.2
	RRC / URA Update: Periodical URA update and Reception of Invalid message
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.3
	Void
	
	
	

	8.3.2.4
	RRC / URA Update: loss of service after expiry of timers T307 after T306
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.5
	RRC / URA Update: Success after Confirmation error of URA-ID list
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.6
	RRC / URA Update: Failure (V303 is greater than N303: Confirmation error of URA-ID list)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.7
	RRC / URA Update: Success after T303 timeout
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.8
	Void
	
	
	

	8.3.2.9
	RRC / URA Update: Failure ( UTRAN initiate an RRC connection release procedure on CCCH )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.10
	RRC / URA Update: Reception of URA UPDATE CONFIRM message that causes invalid configuration 
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.11
	URA Update: Cell reselection to cell of another PLMN belonging to the equivalent PLMN list
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.12
	Restricted cell reselection to a cell belonging to forbidden LA list (URA_PCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.2.13
	URA Update: Change of URA due to HCS Cell Reselection
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.3.1
	RRC / UTRAN Mobility Information: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.3.2
	RRC / UTRAN Mobility Information: Failure (Invalid message reception)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.3.3
	RRC / UTRAN Mobility Information: Seamless SRNS relocation in CELL_DCH (without pending of ciphering)
	R99
	C01
	UEs supporting FDD.

	8.3.3.4
	RRC / UTRAN Mobility Information: Shared Network
	Rel-6
	C01
	UEs supporting FDD.

	8.3.4.1
	RRC / Active set update in soft handover: Radio Link addition
	R99
	C01
	UEs supporting FDD.

	8.3.4.2
	RRC / Active set update in soft handover: Radio Link removal
	R99
	C01
	UEs supporting FDD.

	8.3.4.3
	RRC / Active set update in soft handover: Combined radio link addition and removal 
	R99
	C01
	UEs supporting FDD.

	8.3.4.4
	RRC / Active set update in soft handover: Invalid Configuration
	R99
	C01
	UEs supporting FDD.

	8.3.4.5
	RRC / Active set update in soft handover: Reception of an ACTIVE SET UPDATE message in wrong state
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.4.6
	Void
	
	
	

	8.3.4.7
	RRC / Active set update in soft handover: Invalid Message Reception
	R99
	C01
	UEs supporting FDD.

	8.3.4.8
	RRC / Active set update in soft handover: Radio Link addition in multiple radio link  environment
	R99
	C01
	UEs supporting FDD.

	8.3.4.9
	Active set update in soft handover: Radio Link removal (stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.4.10
	Active Set Update in soft handover. Radio link addition and serving HS-DSCH / E-DCH cell change
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.3.5.1
	Void
	
	
	

	8.3.5.2
	Void
	
	
	

	8.3.5.3
	Void
	
	
	

	8.3.7.1
	Inter system handover from UTRAN/To GSM/Speech/Success
	R99
	C95
	UEs supporting FDD and GSM and supporting speech

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.2
	Inter system handover from UTRAN/To GSM/Data/Same data rate/Success
	R99
	C375
	UEs supporting FDD and GSM and one or more CS bearer services up to and including 14 400 bit/s.

	
	
	
	C60
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM.

	8.3.7.2a
	Inter system handover from UTRAN/To GSM/Data/Same data rate/Extended Rates/Success
	R99
	C376
	UEs supporting FDD and GSM and one or more HSCSD bearer services equal to or greater than 14 400 bit/s.

	
	
	
	C60
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM.

	8.3.7.3
	Inter system handover from UTRAN/To GSM/Data/Data rate down grading/Success
	R99
	C435
	UEs supporting FDD and GSM and one or more CS bearer services  UMTS 28 800 or 57 600 bits/s and including GSM 14 400 bit/s.

	
	
	
	C60
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM

	8.3.7.3a
	Inter system handover from UTRAN/To GSM/Data/Data rate down grading/Extended Rates/Success
	R99
	C376
	UEs supporting FDD and GSM and one or more HSCSD bearer services equal to or greater than 14 400 bit/s.

	
	
	
	C60
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM

	8.3.7.4
	Inter system handover from UTRAN/To GSM/Speech/Establishment/Success
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.5
	Inter system handover from UTRAN/To GSM/Speech/Failure
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.6
	Inter system handover from UTRAN/To GSM/Speech/Failure (L2 Establishment)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.7
	Inter system handover from UTRAN/To GSM/Speech/Failure (L1 Synchronization)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.8
	Inter system handover from UTRAN/To GSM/Speech/Failure (Invalid Inter-RAT message)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.9
	Inter system handover from UTRAN/To GSM/Speech/Failure (Unsupported configuration)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.10
	Inter system handover from UTRAN/To GSM/Speech/Failure (Reception by UE in CELL_FACH)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.11
	Inter system handover from UTRAN/To GSM/Speech/Failure (Invalid message reception)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.12
	Inter system handover from UTRAN/To GSM/Speech/Failure (Physical channel Failure and Reversion Failure)
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.13
	Inter system handover from UTRAN/To GSM/ success / call under establishment
	R99
	C95
	UEs supporting FDD and GSM and supporting speech.

	
	
	
	C59
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and GSM and supporting speech.

	8.3.7.14
	Inter system handover from UTRAN/To GSM/Speech/Success (stop of HS-DSCH reception)
	Rel-5
	C380
	UEs supporting FDD and GSM and supporting speech and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.7.15
	Inter system handover from UTRAN/To GSM/Speech/Failure(stop of HS-DSCH reception)
	Rel-5
	C380
	UEs supporting FDD and GSM and supporting speech and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.7.16
	Inter system handover from UTRAN/To GSM/Simultaneous CS and PS domain services/Succes/TBF Establishment Success
	R99
	C390
	UE supporting FDD and GSM and supporting simultaneous CS and PS bearer services and not supporting DTM

	8.3.7.17
	Inter system handover from UTRAN/To GSM/DTM Support/Simultaneous CS and PS domain services/Succes/TBF Establishment Success
	R99
	C394
	UE supporting FDD and GSM and supporting simultaneous CS and PS bearer services and supporting DTM

	8.3.8
	RRC / Inter system cell reselection to UTRAN
	R99
	[FFS]
	Inclusion of this test case is FFS

	8.3.9.1
	Cell reselection if cell becomes barred or S<0; UTRAN to GPRS (CELL_FACH)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.9.2
	Cell reselection if cell becomes barred or S<0; UTRAN to GPRS (URA_PCH)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.9.3
	Cell reselection if cell rank changes; UTRAN to GPRS (UE in CELL_FACH fails to complete an inter-RAT cell reselection)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.9.4
	Cell reselection if S<0; UTRAN to GPRS (UE in CELL_PCH fails to complete an inter-RAT cell reselection)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.9.5
	Successful Cell Reselection with RAU – Qoffset value modification; UTRAN to GPRS (CELL_FACH)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	Inter-RAT cell change order from UTRAN

	8.3.11.1
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.2
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Success
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.3
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Failure (T309 expiry)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.4
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Failure (Physical channel Failure and Reversion Failure)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.5
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Failure (T309 expiry)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.6
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Failure (Physical channel Failure and Reversion Failure)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.7
	Inter-RAT cell change order from UTRAN/To GPRS/ Failure (Unsupported configuration)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.8
	Inter-RAT cell change order from UTRAN/To GPRS/ Failure (Invalid Inter-RAT message)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.9
	Inter-RAT Cell Change Order from UTRAN to GPRS/CELL_DCH/Success (stop of HS-DSCH reception)
	Rel-5
	C381 
	UEs supporting FDD and GSM. UE supporting PS bearer service and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.11.10
	Inter-RAT Cell Change Order from UTRAN/To GPRS/CELL_DCH/Failure (Physical channel Failure)
	Rel-5
	C381
	UEs supporting FDD and GSM. UE supporting PS bearer service and HS-PDSCH

	
	
	
	C443
	UEs supporting FDD and HS-PDSCH

	8.3.11.11
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/No RAB established/Success
	R99
	C360
	UE supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.12
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Network Assisted Cell Change/Success
	Rel-5
	C396
	UEs supporting FDD and GSM. UE supporting PS bearer service. UE supporting Inter-RAT NACC from UTRAN.

	8.3.11.13
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Network Assisted Cell Change with Invalid SI/Success
	Rel-5
	C396
	UEs supporting FDD and GSM. UE supporting PS bearer service. UE supporting Inter-RAT NACC from UTRAN.

	8.3.11.14
	Inter-RAT Cell Change Order from UTRAN to GPRS/CELL_DCH/Success (stop of E-DCH transmission)
	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.4.1.1
	RRC / Measurement Control and Report: Intra-frequency measurement for transition from idle mode to CELL_DCH state (FDD)
	R99
	C01
	UEs supporting FDD.
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