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	8.1.2.14
	RRC Connection Establishment using the default configuration for 3.4 kbps signalling bearers
	Rel-5
	C01
	UEs supporting FDD

	8.1.2.15
	RRC Connection Establishment using the default configuration for 13.6 kbps signalling bearers
	Rel-5
	C01
	UEs supporting FDD

	8.1.2.16
	RRC Connection Establishment / Domain Specific Access Control: Success
	Rel-5
	C409
	UEs supporting FDD and PS domain services and CS domain services and DSAC.

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.

	
	
	
	C410
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and PS domain services and CS domain services and DSAC.

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.

	8.1.2.17

	RRC Connection Establishment for transition from Idle Mode to CELL_DCH: Success (start of E-DCH transmission)

	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.1.2.18
	RRC Connection Establishment using the default configuration for HS-DSCH / E-DCH signalling bearers

	Rel-6
	C408
	UEs supporting FDD and HS-PDSCH and E-DPDCH

	8.1.3.1
	RRC / RRC Connection Release in CELL_DCH state: Successful
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.
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