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6.1.3
PDPContext

	Name
	ActivatePDPContextRequest_Req

	Port
	IPCANctl

	Comment
	ASP type which sets up a radio connection and waits for the Activate PDP Context Request and sends the Radio Bearer Setup message (if required). The ProtocolConfigurationOptions IE received in the ActivatePDPContextRequest is sent back in the Cnf.

ActivatePDPContextAccept_Req must be called after this to complete the procedure

	Parameter Name
	Parameter Type
	Comment

	pdpContextId
	integer
	

	bearerInfo
	integer
	


	Name
	ActivatePDPContextRequest_Cnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ActivatePDPContextRequest_Req.  The contents of the ProtocolConfigurationOptions IE received in the ActivatePDPContextRequest are included here

	Parameter Name
	Parameter Type
	Comment

	configOptList
	ConfigOptList
	

	status
	Status
	


	Name
	ActivatePDPContextAccept_Req

	Port
	IPCANctl

	Comment
	ASP type which sends the Activate PDP Context Accept message with the ProtocolConfigurationOptions IE specified.

ActivatePDPContextRequest_Req and Cnf must be called before this

	Parameter Name
	Parameter Type
	Comment

	pdpContextId
	integer
	

	configOptList
	ConfigOptList
	


	Name
	ActivatePDPContextAccept_Cnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ActivatePDPContextAccept_Req.  

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	ActivateSecondaryPDPContextReq

	Port
	IPCANctl

	Comment
	ASP type which informs the SS to expect the UE to request  a secondary PDP context.  Includes the bearer info to be configured for this secondary PDP context

	Parameter Name
	Parameter Type
	Comment

	pdpContextId
	integer
	

	bearerInfo
	integer
	


	Name
	ActivateSecondaryPDPContextCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ActivateSecondaryPDPContextReq, when it is completed

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	ModifyPDPContextReq

	Port
	IPCANctl

	Comment
	ASP type which informs the SS to expect the UE to request to modifiy an existing PDP context.  Includes the bearer info for this to be modified to

	Parameter Name
	Parameter Type
	Comment

	pdpContextId
	integer
	

	bearerInfo
	integer
	


	Name
	ModifyPDPContextCnf

	Port
	IPCANctl

	Comment
	ASP type which returns the result of the execution of ModifyPDPContextReq, when it is completed

	Parameter Name
	Parameter Type
	Comment

	status
	Status
	


	Name
	DeactivatePDPContextReq

	Port
	IPCANctl

	Comment
	ASP type which requests the SS deactivate the indicated PDP context.  A value of pdpContextId = 0 indicates that all existing PDP contexts are to be deactivated.

	Parameter Name
	Parameter Type
	Comment

	pdpContextId
	integer
	

	moInititiated
	boolean
	Flag indicating if the PDP context deactivation is initiated by the UE
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