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7.3.2.2.6a
CPHY_SFN (Rel-6 or later)

	ASN.1 ASP Type Definition

	Type Name
	CPHY_SFN_CNF

	PCO Type
	CSAP

	Comment
	To return the requested system frame number of the cell. The routingInfo indicates the P-CCPCH physical channel. 
In MBMS the MICH Connection Frame Number (CFN) corresponds to the Cell SFN of the frame in which the start of the S-CCPCH frame is located.

	Type Definition

	SEQUENCE
{




cellId





INTEGER(0..63),




routingInfo




RoutingInfo,




currentSFN




INTEGER(0..4095)
}


	ASN.1 ASP Type Definition

	Type Name
	CPHY_SFN_REQ

	PCO Type
	CSAP

	Comment
	To request the physical layer to return the current SFN of the cell.

. The routingInfo indicates the P-CCPCH physical channel. In MBMS the MICH Connection Frame Number (CFN) corresponds to the Cell SFN of the frame in which the start of the S-CCPCH frame is located. The timing of S-CCPCH relative to P-CCPCH can be configured as timingOffSet in steps of 256 chips.

	Type Definition

	SEQUENCE
{




cellId




INTEGER(0..63),




routingInfo



RoutingInfo

}


<End of modified section>
<Begin of modified section>
7.3.2.2.31a
CRLC_UM_MTCH_Scheduling (Rel-6 or later)

	ASN.1 ASP Type Definition

	Type Name
	CRLC_UM_MTCH_Scheduling_CNF

	PCO Type
	CSAP

	Comment
	To confirm the CRLC_UM_MTCH_Scheduling_REQ

	Type Definition

	SEQUENCE
{



cellId



INTEGER(-1..63),



routingInfo


RoutingInfo
}


	ASN.1 ASP Type Definition

	Type Name
	CRLC_UM_MTCH_Scheduling_REQ

	PCO Type
	CSAP

	Comment
	Applied to the RLC entity carrying MTCH.

MBMS serviceSchedulingInfo can contain a list of MBMS ServiceSchedulingInfo for multiple consecutive scheduling periods of discountinous MBMS services.

mSCH_REPconfiguration provides the timing of scheduling periods.

serviceShedulingInfos provides a list of SS_ServiceSchedulingInfo corresponding to multiple scheduling periods.
On or after the start and within the duration of a MBMS session, the RLC behaves as normal UM entity. Outside of these ranges the RLC regards the buffer occupancy as being zero, prohibiting the MAC from requesting PDU’s. The same is valid for the service silence period (noServcieData).
Each call of the ASP replaces the existing whole scheduling information list or creates a new scheduling information list if the list does not exist. 

The absence of IE mSCH_REPconfiguration and schedulingInfoInfos indicates continuous MBMS services. The SS shall delete the existing scheduling information list if it has existed. The RLC entity behaves as normal UM.

	Type Definition

	SEQUENCE
{



cellId





INTEGER(-1..63),



routingInfo




RoutingInfo,


mSCH_REPconfiguration

MSCH_REPconfiguration


OPTIONAL,


serviceShedulingInfos

ServiceSchedulingInfoList

OPTIONAL

}


	ASN.1 Type Definition

	Type Name
	ServiceSchedulingInfoList

	Comment
	Multiple ServiceSchedulingInfo can be submitted to the SS. Each ServiceSchedulingInfo corresponds to a MSCH scheduling period.

	Type Definition

	SEQUENCE (SIZE(1.. MaxNumMSCHMsgs))OF SS_ServiceSchedulingInfo


	ASN.1 Type Definition

	Type Name
	SS_ServiceSchedulingInfo

	Comment
	The IE is applied to the discontinuous MBMS service and contains pairs of “start” and “duration” within a scheduling period. The start value indicates the start of the service transmission in number of 4-frames relative to 

either the 1st TTI on which the MBMS SCHEDULING INFORMATION message of the corresponding scheduling period is sent if MSCH is configured;


or the IE scheduledSFN value in MSCH_REPconfiguration if MSCH is not configured.
The duration value indicates how long the service is transmitted in unit of 4-frames.

noServiceData is applied to the scheduling period when no MBMS service data are sent on that MTCH.

	Type Definition

	CHOICE {



mbms_ServiceTransmInfoList


MBMS_ServiceTransmInfoList,



noServiceData





NULL

}


<End of modified section>
<Begin of modified section>
7.3.2.2.35a
RLC_UM_MSCH_Msg (Rel-6 or later)

	ASN.1 ASP Type Definition

	Type Name
	RLC_UM_MSCH_Msg_REQ

	PCO Type
	DSAP

	Comment
	To request to transmit MSCH_MessageList using unacknowledged mode. The ASP is applied to the RLC entity configured for the logical channel MSCH.



	Type Definition

	SEQUENCE
{



cellId





INTEGER(-1..63),



routingInfo




RoutingInfo,



mSCH_REPconfiguration

MSCH_REPconfiguration,


uM_Messages




MSCH_MessageList

}


	ASN.1 Type Definition

	Type Name
	MSCH_REPconfiguration

	Comment
	MSCH_ REPconfiguration describes how the scheduled data to be transmitted.
If MSCH is configured MSCH_ REPconfiguration specifies when series of MSCH scheduling repetitions start and how long the scheduling period is.
The scheduledSFN fulfils:

scheduledSFN = ((SFNss / MSCH_REP + 1) * MSCH_REP + MSCH_OFF + (SCTO / 10ms)) mod 4096,

where SFNss is  the value of currentSFN provided by SS via CPHY_SFN_CNF.
The SS shall start sending the 1st SCHEDULING INFORMATION message on the frame indicated by scheduledSFN and successively send the remaining MSCH messages in the list on the 1st TTI of every mSCH_REP.
If MSCH is not configured the scheduledSFN fulfils:

scheduledSFN = (SFNss + (SCTO / 10ms)) mod 4096, mSCH_REP is omitted.

	Type Definition

	SEQUENCE
{



scheduledSFN

INTEGER(0..4095),



mSCH_REP


ENUMERATED { sp32(0), sp64(1), sp128(2), sp256(3), sp512(4), sp1024(5) }
OPTIONAL
}


	ASN.1 Type Definition

	Type Name
	MSCH_MessageList

	Comment
	Multiple MSCH messages can be submitted to the SS. Every scheduling period a new message in the sequence is transmitted according to the appearing order in the sequence.

	Type Definition

	SEQUENCE (SIZE(1.. maxNumMSCHMsgs))OF SS_MSCH_Message


	ASN.1 Type Definition

	Type Name
	SS_MSCH_Message

	Comment
	noSend of SS_MSCH_Message is applied to the scheduling period when no MBMS service data are sent on all MTCH.

	Type Definition

	CHOICE {



mSCH_Message



MSCH_MessageType,



noSend





NULL}


	ASN.1 Type Definition

	Type Name
	maxNumMSCHMsgs

	Comment
	Covering a sufficiently long duration of multiple MSCH scheduling periods for test

	Type Definition

	INTEGER (64)


<End of modified section>
<Begin of modified section>
8.2
Channel and RB identity

The TTCN addresses the TTCN tester by using a channel identifier:

-
Either Physical channel identifier (PhyCh id); or

-
Transport channel identifier (TrCh id); or

-
Radio bearer identifier (RB id).

The selected channel identifier identifies uniquely:

-
a channel within a cell;

-
a total path of the address in the lower layers concerned.

Having taken out the cell id and PCO id (AM, UM and TM), a complete address, as RoutingInfo in the RRC ASP definition, should have at least five fields, CN domain id, RB id, LogCH id, TrCH id and PhyCH id. For simplified application of CHOICE of the routing information, a TTCN writer must carefully follow a number of rules assigning the channel identifiers.

General requirements:

-
a structured scheme of planning all channel identifiers assigned;

-
the scheme shall meet the requirements for all test cases in 3GPP TS 34.123-1 [1] including TDD channels;

-
the scheme can apply to all radio bearer configurations in 3GPP TS 34.108 [3], clause 6.10;

-
a clear multiplex mapping between a PhyCH id to TrCH ids and a TrCH id to LogCH ids, RB ids is needed.

Requirements on identification of RB in a test case:

-
unique identification of the individual SRBs;

-
unique identification of the individual sub-flows of a RABs in CS and PS domain.;

-
an assigned RB id can represent UL and DL.

Requirements on identification of Logical Channel in a test case:

-
it is an instance number of the individual logical channel; and

-
uniquely identifies among all the Logical Channel mapped onto a Transport Channel.

Requirements on identification of Transport Channel in a test case:

-
unique identification of the individual Transport Channel;

-
assign different identities for UL and DL of a same Transport Channel type;

-
the order of the Transport Channel id assigned in a cell shall follow the TFCS definitions in the 3GPP TS 34.108 [3], clause 6.10.

EXAMPLE:
Transport Channel ids are assigned in the ascending order for (RABsubflow#1, RABsubflow#2, RABsubflow#3, 64kRAB, DCCH).

Requirements on identification of Physical Channel in a test case:

-
unique identification of the individual Physical Channel;

-
assign different identities for UL and DL of a same Physical Channel type;

-
each S-CCPCH or PRACH has a unique identifier;

-
for 2 Mbps PS data radio link (in case of demux of a Transport Channel), three DPCH are needed for high-speed data. A single Physical Channel id is assigned to a bundle of the three physical channels.

Table 35 shows which type of channel identity is chosen for the individual primitives. In table 35, the ASN.1 primitives use a CHOICE type for channel identity, while TTCN primitives use an explicit channel identity.

Table 35: Primitives and the associated channel identity type

	Primitive name
	Channel Identity
	Releases

	ASN.1 Primitives

	CPHY_AICH_AckModeSet_CNF
	Physical Channel Identity
	

	CPHY_AICH_AckModeSet_REQ
	Physical Channel Identity
	

	CPHY_Cell_Config_CNF
	No Routing Info Field Present
	

	CPHY_Cell_Config_REQ
	No Routing Info Field Present
	

	CPHY_Cell_Ini_CNF
	No Routing Info Field Present
	

	CPHY_Cell_Ini_REQ
	No Routing Info Field Present
	

	CPHY_Cell_TxPower_Modify_CNF 
	No Routing Info Field Present
	

	CPHY_Cell_TxPower_Modify_REQ
	No Routing Info Field Present
	

	CPHY_Cell_Release_CNF
	No Routing Info Field Present
	

	CPHY_Cell_Release_REQ
	No Routing Info Field Present
	

	CPHY_DetectTFCI_CNF
	Physical Channel Identity
	

	CPHY_DetectTFCI_IND
	Physical Channel Identity
	

	CPHY_DetectTFCI_REQ
	Physical Channel Identity
	

	CPHY_Frame_Number_CNF
	Physical Channel Identity
	

	CPHY_Frame_Number_REQ
	Physical Channel Identity
	

	CPHY_SFN_CNF
	Physical Channel Identity
	Rel-6 or later

	CPHY_SFN_REQ
	Physical Channel Identity
	Rel-6 or later

	CPHY_MBMS_MICH_q_CNF
	Physical Channel Identity
	Rel-6 or later

	CPHY_MBMS_MICH_q_REQ
	Physical Channel Identity
	Rel-6 or later

	CPHY_MBMS_NI_CNF
	Physical Channel Identity
	Rel-6 or later

	CPHY_MBMS_NI_REQ
	Physical Channel Identity
	Rel-6 or later

	CPHY_Out_of_Sync_IND
	Physical Channel Identity
	

	CPHY_PRACH_Measurement_CNF
	Physical Channel Identity
	

	CPHY_PRACH_Measurement_REQ
	Physical Channel Identity
	

	CPHY_PRACH_Measurement_Report_IND
	Physical Channel Identity
	

	CPHY_RL_Modify_CNF
	Physical Channel Identity
	

	CPHY_RL_Modify_REQ
	Physical Channel Identity
	

	CPHY_RL_Release_CNF
	Physical Channel Identity
	

	CPHY_RL_Release_REQ
	Physical Channel Identity
	

	CPHY_RL_Setup_CNF
	Physical Channel Identity
	

	CPHY_RL_Setup_REQ
	Physical Channel Identity
	

	CPHY_Sync_IND
	Physical Channel Identity
	

	CPHY_TrCH_Config_CNF
	Physical Channel Identity
	

	CPHY_TrCH_Config_REQ
	Physical Channel Identity
	

	CPHY_TrCH_Release_CNF
	Physical Channel Identity
	

	CPHY_TrCH_Release_REQ
	Physical Channel Identity
	

	CPHY_HS_DPCCH_AckNack_CNF
	No Routing Info Field Present
	Rel-5 or later

	CPHY_HS_DPCCH_AckNack_REQ
	No Routing Info Field Present 
	Rel-5 or later

	CPHY_HS_DPCCH_AckNack_IND
	No Routing Info Field Present 
	Rel-5 or later

	CPHY_HS_DPCCH_CQI_CNF
	No Routing Info Field Present
	Rel-5 or later

	CPHY_HS_DPCCH_CQI_REQ
	No Routing Info Field Present
	Rel-5 or later

	CPHY_HS_DPCCH_CQI_IND
	No Routing Info Field Present
	Rel-5 or later

	CPHY_HS_DSCH_CRC_Mode_CNF
	Physical Channel Identity
	Rel-5 or later

	CPHY_HS_DSCH_CRC_Mode_REQ
	Physical Channel Identity
	Rel-5 or later

	CPHY_HS_SICH_AckNack_CNF
	No Routing Info Field Present
	Rel-5 or later (LCR TDD)

	CPHY_HS_SICH_AckNack_REQ
	No Routing Info Field Present 
	Rel-5 or later (LCR TDD)

	CPHY_HS_SICH_AckNack_IND
	No Routing Info Field Present 
	Rel-5 or later (LCR TDD)

	CPHY_HS_SICH_CQI_CNF
	No Routing Info Field Present
	Rel-5 or later (LCR TDD)

	CPHY_HS_SICH_CQI_REQ
	No Routing Info Field Present
	Rel-5 or later (LCR TDD)

	CPHY_HS_SICH_CQI_IND
	No Routing Info Field Present
	Rel-5 or later (LCR TDD)

	CPHY_UL_PowerModify_CNF
	Physical Channel Identity
	

	CPHY_UL_PowerModify_REQ
	Physical Channel Identity
	

	CMAC_BMC_Scheduling_CNF
	Physical Channel Identity
	

	CMAC_BMC_Scheduling_REQ
	Physical Channel Identity
	

	CMAC_Ciphering_Activate_CNF
	Physical Channel Identity of DPCH
	

	CMAC_Ciphering_Activate_REQ
	Physical Channel Identity of DPCH
	

	CMAC_Config_CNF
	Physical Channel Identity
	

	CMAC_Config_REQ
	Physical Channel Identity
	

	CMAC_FACH_MeasOccas_CNF
	Physical Channel Identity
	

	CMAC_FACH_MeasOccas_REQ
	Physical Channel Identity
	

	CMAC_PAGING_Config_CNF
	Physical Channel Identity
	

	CMAC_PAGING_Config_REQ
	Physical Channel Identity
	

	CMAC_Restriction_CNF
	Physical Channel Identity
	

	CMAC_Restriction_REQ
	Physical Channel Identity
	

	CMAC_SecurityMode_Config_CNF
	No Routing Info Field Present (applies to all RB Ids)
	

	CMAC_SecurityMode_Config_REQ
	No Routing Info Field Present (applies to all RB Ids)
	

	CMAC_SequenceNumber_CNF
	Physical Channel Identity
	

	CMAC_SequenceNumber_REQ
	Physical Channel Identity
	

	CMAC_SYSINFO_Config_CNF
	RB Identity
	

	CMAC_SYSINFO_Config_REQ
	RB Identity
	

	CMAC_MAChs_Reset_CNF
	No Routing Info Field Present
	Rel-5 or later

	CMAC_MAChs_Reset_REQ
	No Routing Info Field Present
	Rel-5 or later

	CMAC_MAChs_HARQprocAsign_CNF
	No Routing Info Field Present
	Rel-5 or later

	CMAC_MAChs_HARQprocAsign_REQ
	No Routing Info Field Present
	Rel-5 or later

	CMAC_MAChs_TFRCconfigre_CNF
	No Routing Info Field Present
	Rel-5 or later

	CMAC_MAChs_TFRCconfigre_REQ
	No Routing Info Field Present
	Rel-5 or later

	CMAC_MACe_Config_CNF
	Node B Identity
	Rel-6 or later

	CMAC_MACe_Config_REQ
	Node B Identity
	Rel-6 or later

	CMAC_MACe_NodeB_CellMapping_CNF
	Node B Identity
	Rel-6 or later

	CMAC_MACe_NodeB_CellMapping_REQ
	Node B Identity
	Rel-6 or later

	CMAC_MACes_Config_CNF
	No Routing Info Field Present
	Rel-6 or later

	CMAC_MACes_Config_REQ
	No Routing Info Field Present
	Rel-6 or later

	CMAC_MACe_AG_CNF
	Node B Identity
	Rel-6 or later

	CMAC_MACe_AG_REQ
	Node B Identity
	Rel-6 or later

	CMAC_MACe_AckNack_CNF
	Node B Identity
	Rel-6 or later

	CMAC_MACe_AckNack_REQ
	Node B Identity
	Rel-6 or later

	CMAC_MACe_RG_CNF
	Node B Identity
	Rel-6 or later

	CMAC_MACe_RG_REQ
	Node B Identity
	Rel-6 or later

	CMAC_MACe_E_TFC_Restriction_CNF
	Node B Identity
	Rel-6 or later

	CMAC_MACe_E_TFC_Restriction_REQ
	Node B Identity
	Rel-6 or later

	CMAC_MACes_SI_IND
	No Routing Info Field Present
	Rel-6 or later

	CMAC_MACes_SI_Config_CNF
	No Routing Info Field Present
	Rel-6 or later

	CMAC_MBMS_ConfigInfo_CNF
	Physical Channel Identity
	Rel-6 or later

	CMAC_MBMS_ConfigInfo_REQ
	Physical Channel Identity
	Rel-6 or later

	CRLC_Bind_TestData_TTI_CNF
	No Routing Info Field Present
	

	CRLC_Bind_TestData_TTI_REQ
	No Routing Info Field Present
	

	CRLC_Ciphering_Activate_CNF
	No Routing Info Field Present (applies to all RB Ids)
	

	CRLC_Ciphering_Activate_REQ
	No Routing Info Field Present (applies to all RB Ids)
	

	CRLC_MAC_I_Mode_CNF
	RB Identity
	

	CRLC_MAC_I_Mode_REQ
	RB Identity
	

	CRLC_Config_CNF
	RB Identity
	

	CRLC_Config_REQ
	RB Identity
	

	CRLC_Integrity_Activate_CNF
	No Routing Info Field Present (applies to all RB Ids)
	

	CRLC_Integrity_Activate_REQ
	No Routing Info Field Present (applies to all RB Ids)
	

	CRLC_Integrity_Failure_IND
	RB Identity
	

	CRLC_NotAckNxtRxSDU_CNF
	RB Identity
	

	CRLC_NotAckNxtRxSDU_REQ
	RB Identity
	

	CRLC_ProhibitRLC_Ack_CNF
	RB Identity
	

	CRLC_ProhibitRLC_Ack_REQ
	RB Identity
	

	CRLC_Resume_CNF
	RB Identity (applies to all suspended RB Ids)
	

	CRLC_Resume_REQ
	RB Identity (applies to all suspended RB Ids)
	

	CRLC_RRC_MessageSN_CNF
	RB Identity
	

	CRLC_RRC_MessageSN_REQ
	RB Identity
	

	CRLC_SecurityMode_Config_CNF
	No Routing Info Field Present (applies to all RB Ids)
	

	CRLC_SecurityMode_Config_REQ
	No Routing Info Field Present (applies to all RB Ids)
	

	CRLC_SendContinuousData_CNF
	No Routing Info Field Present
	

	CRLC_SendContinuousData_REQ
	No Routing Info Field Present
	

	CRLC_SendTestDataInOneMAC_Hs_PDU_CNF
	RB Identity
	Rel-5 or later

	CRLC_SendTestDataInOneMAC_Hs_PDU_REQ
	RB Identity
	Rel-5 or later

	CRLC_SequenceNumber_CNF
	RB Identity 
	

	CRLC_SequenceNumber_REQ
	RB Identity 
	

	CRLC_SetRRC_MessageSN_CNF
	RB Identity
	

	CRLC_SetRRC_MessageSN_REQ
	RB Identity
	

	CRLC_Set_Count_I_CNF
	RB Identity
	

	CRLC_Set_Count_I_REQ
	RB Identity
	

	CRLC_Status_Ind
	RB Identity 
	

	CRLC_Suspend_CNF
	RB Identity
	

	CRLC_Suspend_REQ
	RB Identity
	

	CRLC_UM_MTCH_Scheduling_REQ
	RB Identity
	Rel-6 or later

	CBMC_Config_CNF
	RB Identity
	

	CBMC_Config_REQ
	RB Identity
	

	RLC_AM_DATA_CNF
	RB Identity
	

	RLC_AM_DATA_IND
	RB Identity
	

	RLC_AM_DATA_REQ
	RB Identity
	

	RLC_TR_DATA_IND
	RB Identity
	

	RLC_TR_DATA_REQ
	RB Identity
	

	RLC_UM_ACCESSinfo_REQ
	RB Identity
	Rel-6 or later

	RLC_UM_CriticalMCCHMsg_REQ
	RB Identity
	Rel-6 or later

	RLC_UM_DATA_IND
	RB Identity
	

	RLC_UM_DATA_REQ
	RB Identity
	

	RLC_UM_MSCH_Msg_REQ
	RB Identity
	Rel-6 or later

	RLC_TR_MACesDATA_IND
	RB Identity
	Rel-6 or later

	TTCN Primitives

	RLC_AM_TestDataInd
	RB Identity
	

	RLC_AM_TestDataReq
	RB Identity
	

	RLC_TR_TestDataInd
	RB Identity
	

	RLC_TR_TestDataReq
	RB Identity
	

	RLC_UM_TestDataInd
	RB Identity
	

	RLC_UM_TestDataReq
	RB Identity
	

	BMC_DataReq
	RB Identity
	


<End of modified section>
<Begin of modified section>
8.14.2
MSCH scheduling and service data on MTCH

Multiple ordered SCHEDULING INFORMATION messages are sent by using RLC_UM_MSCH_Msg_REQ. Each SCHEDULING INFORMATION corresponds to a scheduling period, a 'noSend' MSCH_Message indicates that no MBMS services are scheduled in that scheduling period for all MTCH. The first SCHEDULING INFORMATION message is sent on the scheduledSFN and succesively the remaining messages are sent in every scheduling period.

The MBMS service data are fed by RLC_UM_TestDataReq. However the real MBMS service transmissions for multiple scheduling periods on each MTCH are controlled by CRLC_UM_MTCH_Scheduling_REQ. Within each scheduling period the information on the discontinuous service transmissions are conveyed through a list of pairs of (start, duration). The IE noServiceData as NULL being provided for a scheduling period indicates no service trasnmission on that MTCH.

The simulation of the continuous MBMS services is provided if an empty CRLC_UM_MTCH_Scheduling_REQ is sent without scheduling configuration parameter and scheduling information.

RLC_UM_MSCH_Msg_REQ precedes CRLC_UM_MTCH_Scheduling_REQ and RLC_UM_TestDataReq.
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Figure 1: MSCH scheduling and MTCH data transfer

8.14.2.1
Scheduled service data on MTCH without MSCH configured
The scheduled service is a mechanism for synchronization of the initialization of the MBMS services announced on MCCH and the start of transmission the service data on MTCH. The mechanism can also be used at the SS side when MSCH is not configured.

In a PTM test session two separate sequences of critical MCCH messages are transmitted in an order of C4 - C2 or C5 - C3 in two consecutive modification periods. The MBMS MODIFIED SERVICES INFORMATION message in C4/C5 generally does not contain MBMS p-t-m activation time for the UE immediate reception of MBMS services. However, the SS shall not start test data transmission until on the 1st TTI of the next modification period to ensure that the UE can have a nearly full modification period to obtain critical MCCH messages and to apply the configuration required by the test.

The Figure xx illustrates the relationship of the service scheduling on MTCH and the default1 MCCH information scheduling. The SS waits until the 2nd half of the last repetition period in the modification period when the C4 messages are sent before closing test loop. The test data are transmitted on the 1st TTI of the modification period when the C2 messages are sent. The whole test sequence is:
CPHY_SFN_REQ, calculating next MICH CFN,
MP n:
 
next MICH CFN


set MICH and transmit NI,
MP n+1:
next MICH CFN+1 mp
set modified services list (C4 or C5), set PTM activation time if necessary,
MP n+2:
next MICH CFN+2 mp
set unmodified service list and transmit data (C2 or C3).
[image: image2.emf] 
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Modification Period (mp)  

RLC_UM_CriticalMCCHMsg_REQ   {  NextMICH_CFN+2mp , C2   }   RLC_UM_CriticalMCCHMsg_REQ   {  NextMICH_CFN+1mp ,   C4   ,    MBMS  p - t - m act   time  =  OMIT   }   CPHY_MBMS_NI_REQ  on  MICH   {  NextMICH_CFN   }  

Data  

M C CH  

MTCH  

TTCN timer  (  1 mp  + 3 .5 rp  +   (NextMICH_CFN - C urrent SFN )   )  

Close   UE   test   loop  

RLC_UM_TestDataReq     { Data }  

SDU  counter  request  

CPHY_ SF N_CNF {   Current S FN      }  

CRLC_UM_MTCH_Scheduling_REQ    {   sheduleSFN = NextMICH_CFN+2mp,      {  start   0 , duration }   }  

TTCN timer  (  2 mp  +   2 rp  +   (NextMICH_CFN - C urrent SFN )  )  


Figure xx : Synchronized MTCH data sending, no MSCH configured
If the test loop is already closed and the service data is to be sent the ASPs follow the order:
CPHY_ SFN_REQ, CRLC_UM_MTCH_Scheduling_REQ and RLC_UM_TestDataReq.
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