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<Start of second modified section>
A.4.6
Additional information for Early IMS

Table A.13: Additional information for IPv4

	Precondition: This table is only applicable if A.7/1 IPv4 is supported

	Item
	Additional information for IPv4
	Ref.
	Status
	Release
	Mnemonic
	Support

	1
	UE capable of being configured to initiate P-CSCF discovery via DHCPv4
	23.981 [18], 5.2.1
	o
	Rel-5
	
	

	2
	UE supports P-CSCF discovery via DHCPv4
	23.981 [18], 5.2.1
	o
	Rel-5
	
	


Table A.14: Additional information for Early IMS security

	Precondition: This table is only applicable if A.6/9 Early IMS security is supported

	Item
	Additional information for Early IMS security
	Ref.
	Status
	Release
	Mnemonic
	Support

	
	FFS
	
	
	
	
	


A.4.7
MTSI media 
Table A.15: MTSI media
	Item
	 Media
	Ref.
	Status
	Release
	Mnemonic
	Support

	1
	Speech
	26.114 [56], 5.2.1
	o
	Rel-7
	
	

	2
	Speech, AMR wideband
	26.114 [56], 5.2.1
	o
	Rel-7
	
	

	3
	Video
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	4
	Video, H.263 Profile 3
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	5
	Video, MPEG-4
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	6
	Video, H.264
	26.114 [56], 5.2.2
	o
	Rel-7
	
	

	7
	Text
	26.114 [56], 5.2.3
	o
	Rel-7
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