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1.
Introduction

This document proposes modification to the existing TS 36.521-1 v0.2.0. Proposed modifications are addition the following subsections which are missed in the current document:
· Add a subsection to consider E-UTRAN to HRPD cell re-selection scenario

· Add a subsection to consider E-UTRAN to cdma2000 cell re-selection scenario 

· Add a subsection to consider inter-RAT handover from E-UTRAN to HRPD

· Add a subsection to consider inter-RAT handover from E-UTRAN to cdma2000

· Add a subsection to consider inter-RAT handover from HRPD to E-UTRAN

· Add a subsection to consider inter-RAT handover from cdma2000 to E-UTRAN

It is proposed to agree on these modifications.
2.
Summary

The followings are proposed modifications to TS 36.521-1 v0.2.0:
Beginning of modification #1
9.4.4.1.5
Test requirement
[FFS]

9.4.4.2
E-UTRAN TDD – GSM cell re-selection

9.4.5
E-UTRAN to HRPD Cell Re-Selection

9.4.6
E-UTRAN to cdma2000 Cell Re-Selection

End of modification #1

Beginning of modification #2

9.5.3
Handover from other RAT to E-UTRAN 

9.5.3.1
Inter-RAT Handover from UTRAN to E-UTRAN 

9.5.3.2
Inter-RAT Handover from GSM to E-UTRAN 

9.5.4
Handover from E-UTRAN to non-3GPP RAT
9.5.4.1
Inter-RAT Handover from E-UTRAN to HRPD
9.5.4.2
Inter-RAT Handover from E-UTRAN to cdma2000
9.5.5
Handover from non-3GPP RAT to E-UTRAN

9.5.5.1
Inter-RAT Handover from HRPD to E-UTRAN
9.5.5.2
Inter-RAT Handover from cdma2000 to E-UTRAN
End of modification #2
