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Introduction
The file R5-082128_36523-1-020-corrections.doc contains corrections to 36.523-1 v020 shown with revison marks. Most of the corrections are due to not complying with the requirements of PRD13.

A number of specific issues are identified below.

1
Specific Issues found

1.1
Steps in which the text implies that there are 2 requirements to test.

For example the step
	Check: The UE performs inter frequency handover to Cell 2 and transmits an RRCConnectionReconfigurationComplete message using dedicated preamble to confirm the successful completion of the inter frequency handover.


Implies that the following 2 requirements needs to be verified:

(1) The UE performs inter frequency handover to Cell 2
(2) The UE transmits an RRCConnectionReconfigurationComplete message

If indeed 2 requirements need to be verified, then each requirement shall be put in a single row, e.g.:

	Check: The UE performs inter frequency handover to Cell 2.

	Check: The UE transmits an RRCConnectionReconfigurationComplete message on Cell 2 using dedicated preamble to confirm the successful completion of the inter frequency handover.


If only 1 requirement needs to be verified by the test (TTCN), e.g. the requirement 2 then the step shall be modified accordingly, e.g.:

	Check: The UE transmits an RRCConnectionReconfigurationComplete message on Cell 2 using dedicated preamble to confirm the successful completion of the inter frequency handover.


1.2
How to describe events that are repeated until certain condition is met

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	3
	DO WHILE (timer = ([x1]ms  + 5s) expires)
	-
	-
	1
	-

	3a
	SS sends a paging message on Cell 1
	<--
	Paging
	1
	-

	3b
	Check if UE response to paging
	-->
	RRCConnectionRequest
	1
	F

	3c
	END
	-
	-
	1
	-


1.3
Test purposes do not fully specify the test preconditons (the text in with {   })
Wrong

with { UE having completed the radio bearer establishment and initial security activation procedure }

ensure that {
  when { UE detects handover failure }

    then { UE performs an RRC connection re-establishment procedure and remains in the E-UTRA RRC_CONNECTED state }

            }

Correct (although the Englsih is not very good)

with { UE having completed the radio bearer establishment and initial security activation procedure and after receiving an RRCConnectionReconfiguration message including an IE mobilityControlInformation indicating a different E-UTRA frequency having atempted inter frequency handover }

ensure that {
  when { UE detects handover failure and the intial frequency is selectable}

    then { UE performs an RRC connection re-establishment procedure and remains in the E-UTRA RRC_CONNECTED state }

            }
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