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Annex F:
Status of all 3GPP CRs after TSG SA #40 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-080435
	21.101
	0053
	-
	7.1.0
	Rel-7
	Corrections to list of Specs
	approved
	F
	
	TEI7
	SP

	CP-080384
	21.111
	0023
	2
	8.1.0
	Rel-8
	Update and correct references and pointers to references
	approved
	A
	8.2.0
	TEI7
	C6

	CP-080384
	21.111
	0024
	2
	7.0.0
	Rel-7
	Update and correct references and pointers to references
	approved
	F
	7.1.0
	TEI7
	C6

	SP-080298
	21.905
	0082
	1
	8.4.0
	Rel-8
	Addition of definition of Pilot Identity
	approved
	B
	8.5.0
	TEI8
	S1

	SP-080301
	22.011
	0114
	1
	8.3.0
	Rel-8
	Delete CSGs related access restriction requirements
	approved
	D
	8.4.0
	HomeNB
	S1

	SP-080301
	22.011
	0115
	2
	8.3.0
	Rel-8
	Introduction of length for HNBID
	approved
	F
	8.4.0
	HomeNB
	S1

	SP-080301
	22.011
	0116
	3
	8.3.0
	Rel-8
	HNB/HeNB - Closed Subscriber Group (CSG) requirements for UTRA and E-UTRA
	approved
	F
	8.4.0
	HomeNB
	S1

	SP-080306
	22.011
	0117
	1
	8.3.0
	Rel-8
	Relation between EPS Services and GPRS Services
	revised
	F
	
	SAE
	S1

	SP-080395
	22.011
	0117
	2
	8.3.0
	Rel-8
	Relation between EPS Services and GPRS Services
	revised
	F
	
	SAE
	S1

	SP-080432
	22.011
	0117
	3
	8.3.0
	Rel-8
	Relation between EPS Services and GPRS Services
	approved
	F
	8.4.0
	SAE
	S1

	SP-080301
	22.011
	0118
	-
	8.3.0
	Rel-8
	Removal of GERAN - E-UTRAN connected mode handover requirement from HeNB
	approved
	C
	8.4.0
	HomeNB
	S1

	SP-080304
	22.011
	0119
	-
	8.1.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR
	S1

	SP-080425
	22.011
	0119
	1
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR
	S1

	SP-080431
	22.011
	0119
	2
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR
	S1

	SP-080452
	22.011
	0119
	3
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	revised
	C
	
	PPACR
	S1

	SP-080453
	22.011
	0119
	4
	8.3.0
	Rel-8
	PPAC restriction to UTRAN
	approved
	C
	8.4.0
	PPACR
	S1

	SP-080261
	22.022
	0006
	-
	7.1.0
	Rel-7
	Completion of sentence concerning control key length increase in OTA de-personalisation message
	revised
	D
	
	TEI7
	S3

	SP-080415
	22.022
	0007
	-
	7.1.0
	Rel-7
	Completion of sentence concerning control key length increase in OTA de-personalisation message
	revised
	D
	
	TEI7
	S3

	SP-080419
	22.022
	0007
	1
	7.1.0
	Rel-7
	Completion of sentence concerning control key length increase in OTA de-personalisation message
	approved
	F
	7.2.0
	TEI7
	S3

	SP-080302
	22.030
	0014
	-
	8.0.0
	Rel-8
	Correction of ICE access procedure
	approved
	F
	8.1.0
	ICE
	S1

	SP-080308
	22.101
	0267
	3
	8.8.0
	Rel-8
	Emergency Call Interaction
	approved
	F
	8.9.0
	EMC1
	S1

	SP-080311
	22.101
	0268
	3
	8.8.0
	Rel-9
	Requirements for Service Alignment and Migration
	approved
	B
	9.0.0
	ETWS-S1
	S1

	SP-080299
	22.101
	0269
	1
	8.8.0
	Rel-8
	eCall call back requirements clarification
	approved
	C
	8.9.0
	EDATA
	S1

	SP-080298
	22.101
	0270
	3
	8.8.0
	Rel-8
	Common IMS Proposals - Requirements for Emergency Calls
	approved
	F
	8.9.0
	CIMS_3GPP2
	S1

	SP-080306
	22.101
	0271
	1
	8.8.0
	Rel-8
	Correction of reference for PLMN architecture
	approved
	F
	8.9.0
	AIPN-SAE
	S1

	SP-080299
	22.101
	0272
	1
	8.8.0
	Rel-8
	Corrections to general requirements for emergency calls
	approved
	F
	8.9.0
	EData
	S1

	SP-080308
	22.101
	0274
	-
	8.8.0
	Rel-8
	Clarification of IMS Emergency Calls
	approved
	F
	8.9.0
	EMC1
	S1

	SP-080299
	22.101
	0275
	1
	8.8.0
	Rel-8
	Reconfigurable eCall only terminal access to test and reconfiguration services
	approved
	C
	8.9.0
	EDATA
	S1

	SP-080302
	22.101
	0276
	-
	8.8.0
	Rel-8
	Correction of ICE requirements
	approved
	F
	8.9.0
	ICE
	S1

	SP-080306
	22.146
	0057
	1
	8.3.0
	Rel-8
	Removal of SAE aspects to support eMBMS from Rel-8
	approved
	C
	8.4.0
	AIPN-SAE
	S1

	SP-080306
	22.146
	0058
	1
	8.3.0
	Rel-9
	Addition of the support of eMBMS in Rel-9
	approved
	F
	9.0.0
	AIPN-SAE
	S1

	SP-080310
	22.153
	0003
	1
	8.0.0
	Rel-9
	An optional service invocation method for MPS
	approved
	B
	9.0.0
	ePRIOR
	S1

	SP-080305
	22.153
	0004
	-
	8.0.0
	Rel-8
	Applicability of MPS
	approved
	D
	8.1.0
	ePRIOR
	S1

	SP-080300
	22.168
	0001
	4
	8.0.0
	Rel-8
	CR to TS 22.168 (ETWS) on high level general requirements
	approved
	C
	8.1.0
	ETWS-S1
	S1

	SP-080300
	22.168
	0002
	3
	8.0.0
	Rel-8
	CR to TS 22.168 (ETWS) on security requrements
	approved
	C
	8.1.0
	ETWS-S1
	S1

	SP-080297
	22.173
	0018
	1
	7.4.0
	Rel-7
	Adding and removing media during a multimedia service session
	approved
	F
	7.5.0
	TEI7
	S1

	SP-080297
	22.173
	0019
	1
	8.2.0
	Rel-8
	Adding and removing media during a multimedia service session
	approved
	A
	8.3.0
	TEI7
	S1

	SP-080307
	22.173
	0020
	3
	8.2.0
	Rel-8
	Clarifications on media interworking for IMS Multimedia telephony
	approved
	F
	8.3.0
	TMMTEL
	S1

	SP-080298
	22.228
	0070
	2
	8.4.0
	Rel-8
	Service Requirements for Common IMS
	approved
	B
	8.5.0
	CIMS_3GPP2
	S1

	SP-080303
	22.259
	0015
	1
	8.4.0
	Rel-8
	Removal of PNE network functionality from R8 to align with CT1
	approved
	C
	8.5.0
	PNM
	S1

	SP-080306
	22.278
	0027
	1
	8.4.0
	Rel-8
	Removal of features (Emergency call and MBMS) from Rel-8 SAE
	approved
	C
	8.5.0
	AIPN-SAE
	S1

	SP-080306
	22.278
	0028
	2
	8.4.0
	Rel-8
	Clarification of EPS access using pre-Rel-8 USIMs
	approved
	F
	8.5.0
	AIPN-SAE
	S1

	SP-080306
	22.278
	0030
	1
	8.4.0
	Rel-8
	WIMAX Forum specification reference in TS 22.278
	approved
	F
	8.5.0
	AIPN-SAE
	S1

	SP-080309
	22.937
	0001
	-
	8.0.0
	Rel-8
	Change of Reference number for TR 22.812 to TR 22.912 (ANT-NSR)
	approved
	D
	8.1.0
	SMLSWLAN
	S1

	CP-080261
	23.003
	0142
	2
	8.0.0
	Rel-8
	IMS public and private user identity derivation in 3GPP2
	approved
	B
	8.1.0
	REDOC_3GPP2
	C4

	CP-080265
	23.003
	0143
	2
	8.0.0
	Rel-8
	Addition of IMS Centralized Services related identities
	approved
	B
	8.1.0
	ICSRA
	C4

	CP-080261
	23.003
	0144
	-
	8.0.0
	Rel-8
	Minor corrections to the IMS section
	approved
	D
	8.1.0
	TEI8
	C4

	CP-080260
	23.003
	0146
	2
	8.0.0
	Rel-8
	NAI for non-3GPP Access
	approved
	C
	8.1.0
	SAES
	C4

	CP-080260
	23.007
	0020
	2
	7.0.0
	Rel-8
	EPS Restoration
	approved
	B
	8.0.0
	SAES
	C4

	CP-080277
	23.008
	0221
	1
	8.1.0
	Rel-8
	Paging optimization with A/Iu flex
	approved
	B
	8.2.0
	TEI8
	C4

	CP-080277
	23.012
	0027
	1
	7.3.0
	Rel-8
	Paging optimization with A/Iu flex
	approved
	B
	8.0.0
	TEI8
	C4

	CP-080260
	23.015
	0009
	1
	7.0.0
	Rel-8
	ODB for 3GPP access in EPS
	approved
	B
	8.0.0
	SAES
	C4

	CP-080277
	23.018
	0163
	2
	7.6.0
	Rel-8
	Paging optimization with A/Iu flex
	approved
	B
	8.0.0
	TEI8
	C4

	CP-080361
	23.038
	0020
	-
	8.0.0
	Rel-8
	Corrections to single shift language tables for Turkish and Spanish
	approved
	F
	8.1.0
	TEI8
	C1

	CP-080361
	23.038
	0021
	3
	8.0.0
	Rel-8
	Addition of national language tables for Portuguese
	approved
	F
	8.1.0
	TEI8
	C1

	CP-080337
	23.040
	0095
	1
	3.10.0
	R99
	Correction to clearing of mobile not reachable flags
	approved
	F
	3.11.0
	TEI
	C1

	CP-080337
	23.040
	0096
	1
	4.9.0
	Rel-4
	Correction to clearing of mobile not reachable flags
	approved
	A
	4.10.0
	TEI
	C1

	CP-080337
	23.040
	0097
	1
	5.8.1
	Rel-5
	Correction to clearing of mobile not reachable flags
	approved
	A
	5.9.0
	TEI
	C1

	CP-080337
	23.040
	0098
	1
	6.8.1
	Rel-6
	Correction to clearing of mobile not reachable flags
	approved
	A
	6.9.0
	TEI
	C1

	CP-080337
	23.040
	0099
	1
	7.0.1
	Rel-7
	Correction to clearing of mobile not reachable flags
	approved
	A
	7.1.0
	TEI
	C1

	CP-080337
	23.040
	0100
	1
	8.1.0
	Rel-8
	Correction to clearing of mobile not reachable flags
	approved
	A
	8.2.0
	TEI
	C1

	SP-080389
	23.060
	0626
	1
	8.0.0
	Rel-8
	Clarification about RAI value being deleted when UE is powered up
	approved
	F
	8.1.0
	TEI8
	S2

	SP-080370
	23.060
	0627
	3
	8.0.0
	Rel-8
	Introduction of S4 in TS 23.060 clause 8 
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0628
	4
	8.0.0
	Rel-8
	Introduction of S4 in TS 23.060 clause 9
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0629
	1
	8.0.0
	Rel-8
	Introduction of S4 in TS 23.060 clause 14
	approved
	B
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0631
	5
	8.0.0
	Rel-8
	Update of section 6.13 Intersystem Change
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0633
	3
	8.0.0
	Rel-8
	SAE update for clauses 1 to 5.3
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0634
	2
	8.0.0
	Rel-8
	SAE update for clause 5.6
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0635
	2
	8.0.0
	Rel-8
	SAE update for clause 15
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0636
	3
	8.0.0
	Rel-8
	Recovery and Restoration Procedures
	approved
	C
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0637
	2
	8.0.0
	Rel-8
	Update '6.9 Location Management Procedures' with S4 in SGSN
	approved
	B
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0638
	4
	8.0.0
	Rel-8
	Update of 23.060 Section 13 'Information Storage' to Support 2G/3G Connectivity to the EPS via S4
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0639
	1
	8.0.0
	Rel-8
	Revised Functional Assignment Table
	approved
	F
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0640
	1
	8.0.0
	Rel-8
	Update of clauses 9.3, 9.4, 9.6
	approved
	B
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0641
	2
	8.0.0
	Rel-8
	Update of clause 16
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0643
	1
	8.0.0
	Rel-8
	Clarify the different meanings for the use of 'MT'
	approved
	D
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0645
	4
	8.0.0
	Rel-8
	Update of 23.060 for Attach section 6.5
	approved
	B
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0646
	3
	8.0.0
	Rel-8
	Update of 23.060 for Detach section 6.6
	approved
	B
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0649
	2
	8.0.0
	Rel-8
	Updates to section 5.4 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0650
	1
	8.0.0
	Rel-8
	Updates to section 5.8 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0652
	2
	8.0.0
	Rel-8
	Updates to section 6.1 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0653
	2
	8.0.0
	Rel-8
	Updates to section 6.2 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0654
	1
	8.0.0
	Rel-8
	Updates to section 6.3 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0656
	1
	8.0.0
	Rel-8
	Updates to section 6.8 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0657
	2
	8.0.0
	Rel-8
	Updates to section 6.14 for the EPC
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0658
	5
	8.0.0
	Rel-8
	Update of Clause 6.12 Service Request Procedure (Iu mode)
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0659
	2
	8.0.0
	Rel-8
	Mobile IPv4 FA support in Rel-8
	approved
	C
	8.1.0
	SAES
	S2

	SP-080371
	23.060
	0660
	3
	8.0.0
	Rel-8
	Update to Clause 12
	approved
	B
	8.1.0
	SAES
	S2

	SP-080370
	23.060
	0661
	-
	8.0.0
	Rel-8
	Removal of IP address allocation options
	approved
	C
	8.1.0
	SAES
	S2

	SP-080390
	23.060
	0662
	1
	7.6.0
	Rel-7
	Changes due to Bearer Mapping
	approved
	C
	7.7.0
	TEI7
	S2

	SP-080370
	23.060
	0663
	3
	8.0.0
	Rel-8
	Changes due to S6a
	approved
	B
	8.1.0
	SAES
	S2

	CP-080274
	23.093
	0008
	1
	7.2.0
	Rel-7
	Missing signal in process VLR_CCBS_Recall_Manager
	approved
	F
	7.3.0
	TEI7
	C4

	CP-080361
	23.122
	0119
	3
	8.1.0
	Rel-8
	PLMN Selection on receipt of GAN cause Location not allowed
	approved
	B
	8.2.0
	TEI8
	C1

	SP-080363
	23.141
	0084
	1
	8.0.0
	Rel-8
	Correction to Presence (Stage 2) for Common IMS
	approved
	F
	8.1.0
	CIMS_3GPP2
	S2

	SP-080363
	23.167
	0082
	3
	7.8.0
	Rel-8
	Common IMS - IMS Emergency Sessions inclusion of 3GPP2
	approved
	B
	8.0.0
	CIMS_3GPP2
	S2

	SP-080389
	23.167
	0083
	1
	7.8.0
	Rel-8
	Support for emergency call-back
	approved
	B
	8.0.0
	TEI8
	S2

	SP-080389
	23.167
	0084
	1
	7.8.0
	Rel-8
	Indicator for Emergency Callback
	approved
	B
	8.0.0
	TEI8
	S2

	SP-080364
	23.167
	0086
	1
	7.8.0
	Rel-7
	Correction of explanation of roaming 
	approved
	F
	7.9.0
	EMC1
	S2

	SP-080389
	23.167
	0088
	2
	7.8.0
	Rel-8
	Adding EMC handling descriptions for anonymous users
	approved
	F
	8.0.0
	TEI8
	S2

	SP-080364
	23.167
	0089
	3
	7.8.0
	Rel-7
	Correction to handling of undetectable emergency session
	approved
	F
	7.9.0
	EMC1
	S2

	SP-080364
	23.167
	0091
	3
	7.8.0
	Rel-7
	UE notification of IMS Emergency Call
	approved
	F
	7.9.0
	EMC1
	S2

	CP-080253
	23.198
	0012
	-
	7.3.0
	Rel-8
	Add OSA stage 2 description of Content Management Web Service
	approved
	B
	8.0.0
	OSA8
	C5

	SP-080372
	23.203
	0103
	8
	8.1.1
	Rel-8
	Generic IP-CAN session termination procedure for EPS
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0117
	5
	8.1.1
	Rel-8
	Multiple leg linking at the PCRF
	approved
	C
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0118
	4
	8.1.1
	Rel-8
	Alignment of PCC functionalities to EPS principles in terms of bearer binding, policy enforcement, u
	approved
	C
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0121
	4
	8.1.1
	Rel-8
	Modify PCC Procedures
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0125
	2
	8.1.1
	Rel-8
	Inclusion of  Annex C from 23.401 to main body
	approved
	B
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0126
	6
	8.1.1
	Rel-8
	Generic IP-CAN session modification procedure for EPS
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0127
	2
	8.1.1
	Rel-8
	QoS rule definition and procedures
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0128
	3
	8.1.1
	Rel-8
	Online charging session per IP-CAN session
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0129
	2
	8.1.1
	Rel-8
	Notification of IP-CAN Type Change
	approved
	B
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0130
	5
	8.1.1
	Rel-8
	Handling of event triggers and credit re-authorization triggers
	approved
	B
	8.2.0
	SAES
	S2

	SP-080369
	23.203
	0134
	1
	7.6.0
	Rel-7
	Binding of PCC rules having no AF session
	approved
	F
	7.7.0
	PCC
	S2

	SP-080369
	23.203
	0135
	1
	8.1.1
	Rel-8
	Binding of PCC rules having no AF session
	approved
	A
	8.2.0
	PCC
	S2

	SP-080373
	23.203
	0139
	6
	8.1.1
	Rel-8
	Role of V-PCRF and H-PCRF in case of visited access
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0141
	-
	8.1.1
	Rel-8
	PCRF Bearer binding
	approved
	C
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0142
	2
	8.1.1
	Rel-8
	Clean up of architecture related FFS in  23.203
	approved
	C
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0143
	1
	8.1.1
	Rel-8
	Clean up of  functionality related FFS 23.203
	approved
	F
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0144
	3
	8.1.1
	Rel-8
	Additions to Annex A4
	approved
	B
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0145
	3
	8.1.1
	Rel-8
	Additions to Annex A5
	approved
	B
	8.2.0
	SAES
	S2

	SP-080372
	23.203
	0146
	1
	8.1.1
	Rel-8
	ARP in PCC Rule
	approved
	B
	8.2.0
	SAES
	S2

	SP-080373
	23.203
	0148
	1
	8.1.1
	Rel-8
	Inclusion of  Annex C from 23.401
	approved
	B
	8.2.0
	SAES
	S2

	SP-080369
	23.203
	0150
	1
	7.6.0
	Rel-7
	Termination actions
	approved
	F
	7.7.0
	PCC
	S2

	SP-080369
	23.203
	0151
	1
	8.1.1
	Rel-8
	Termination actions
	approved
	A
	8.2.0
	PCC
	S2

	SP-080369
	23.203
	0152
	1
	7.6.0
	Rel-7
	Uplink TFT packet filters
	approved
	F
	7.7.0
	PCC
	S2

	SP-080369
	23.203
	0153
	1
	8.1.1
	Rel-8
	Uplink TFT packet filters
	approved
	A
	8.2.0
	PCC
	S2

	SP-080369
	23.203
	0154
	2
	7.6.0
	Rel-7
	Forwarding of information to the AF
	approved
	F
	7.7.0
	PCC
	S2

	SP-080369
	23.203
	0155
	2
	8.1.1
	Rel-8
	Forwarding of information to the AF
	approved
	A
	8.2.0
	PCC
	S2

	SP-080373
	23.203
	0156
	2
	8.1.1
	Rel-8
	Input from AF for PCC decision
	approved
	F
	8.2.0
	SAES
	S2

	SP-080390
	23.203
	0162
	1
	7.6.0
	Rel-7
	Changes due to Bearer Mapping
	approved
	C
	7.7.0
	TEI7
	S2

	SP-080390
	23.203
	0163
	1
	8.1.1
	Rel-8
	Changes due to Bearer Mapping
	approved
	A
	8.2.0
	TEI7
	S2

	SP-080369
	23.203
	0164
	1
	8.1.1
	Rel-8
	Limited PCC Deployment
	approved
	B
	8.2.0
	PCC
	S2

	SP-080369
	23.203
	0165
	-
	8.1.1
	Rel-8
	Addition of Credit denied information
	approved
	C
	8.2.0
	PCC
	S2

	SP-080368
	23.204
	0064
	1
	8.1.0
	Rel-8
	Adding privacy functionality to the service level interworking
	approved
	C
	8.2.0
	MESSIW-St2
	S2

	SP-080368
	23.204
	0065
	2
	8.1.0
	Rel-8
	IM delivery to unregistered IMS subscriber
	approved
	C
	8.2.0
	MESSIW-St2
	S2

	SP-080368
	23.204
	0066
	1
	8.1.0
	Rel-8
	General Cleanup (continued)
	approved
	F
	8.2.0
	MESSIW-St2
	S2

	SP-080368
	23.204
	0067
	4
	8.1.0
	Rel-8
	Deferred message when SMS is transport or service level interworked
	approved
	F
	8.2.0
	MESSIW-St2
	S2

	SP-080368
	23.204
	0068
	1
	8.1.0
	Rel-8
	Corrections for IM termination call flow
	approved
	F
	8.2.0
	MESSIW-St2
	S2

	SP-080368
	23.204
	0070
	1
	8.1.0
	Rel-8
	Architectural requirement corrections
	approved
	F
	8.2.0
	MESSIW-St2
	S2

	SP-080368
	23.204
	0072
	-
	8.1.0
	Rel-8
	SMS delivery correction
	approved
	F
	8.2.0
	MESSIW-St2
	S2

	CP-080271
	23.205
	0207
	3
	8.2.0
	Rel-8
	Clarification of several inconsistencies in procedure
	approved
	F
	8.3.0
	TEI8
	C4

	CP-080271
	23.205
	0208
	1
	8.2.0
	Rel-8
	Clarification of subscribers' roles in CW procedure
	approved
	F
	8.3.0
	TEI8
	C4

	CP-080264
	23.205
	0209
	3
	8.2.0
	Rel-8
	Stage 2 Procedures Section for A interface over IP
	approved
	B
	8.3.0
	AoIP-CN
	C4

	CP-080262
	23.205
	0210
	2
	8.2.0
	Rel-8
	Revision of scope of TS 23.205
	approved
	F
	8.3.0
	SIP_Nc-St2
	C4

	CP-080271
	23.205
	0211
	1
	8.2.0
	Rel-8
	Protocol negociation result procedures between MSC Server and MGW
	approved
	F
	8.3.0
	TEI8
	C4

	CP-080354
	23.218
	0108
	3
	8.1.0
	Rel-8
	B2BUA AS influence of filter criteria evaluation
	revised
	F
	
	IMSProtoc2
	C1

	CP-080418
	23.218
	0108
	4
	8.1.0
	Rel-8
	B2BUA AS influence of filter criteria evaluation
	approved
	F
	8.2.0
	IMSProtoc2
	C1

	CP-080365
	23.218
	0111
	1
	8.1.0
	Rel-8
	Cr interface description
	approved
	B
	8.2.0
	MRFC_TS
	C1

	CP-080354
	23.218
	0112
	1
	8.1.0
	Rel-8
	Introduction of served user in TS 23.218
	approved
	B
	8.2.0
	IMSProtoc2
	C1

	CP-080344
	23.218
	0115
	-
	7.8.0
	Rel-7
	Correction of GRUU references
	approved
	F
	7.9.0
	GRUU
	C1

	CP-080344
	23.218
	0116
	-
	8.1.0
	Rel-8
	Correction of GRUU references
	approved
	A
	8.2.0
	GRUU
	C1

	SP-080374
	23.221
	0060
	1
	8.0.0
	Rel-8
	Allowing P-CSCF from a different network than GGSN
	approved
	B
	8.1.0
	SAES
	S2

	SP-080389
	23.228
	0762
	2
	8.4.0 
	Rel-8
	Indicating Specific Services Execution by the AS with Multiple Services Supplied
	approved
	B
	8.5.0
	TEI8
	S2

	SP-080389
	23.228
	0781
	2
	8.4.0
	Rel-8
	Removal of duplicate specification text
	approved
	F
	8.5.0
	TEI8
	S2

	SP-080363
	23.228
	0784
	-
	8.4.0
	Rel-8
	An alternative user-id-to-HSS-address resolution mechanism based on a Diameter Proxy Agent
	approved
	B
	8.5.0
	CIMS_3GPP2
	S2

	SP-080374
	23.228
	0786
	2
	8.4.0
	Rel-8
	Additional Home P-CSCF discovery method (due to LBO)
	approved
	B
	8.5.0
	SAES
	S2

	SP-080374
	23.228
	0787
	2
	8.4.0
	Rel-8
	Local Breakout for IMS
	approved
	F
	8.5.0
	SAES
	S2

	SP-080390
	23.228
	0788
	1
	7.11.0
	Rel-7
	Support of QoS Preconditions
	approved
	F
	7.12.0
	TEI7
	S2

	SP-080390
	23.228
	0789
	1
	8.4.0
	Rel-8
	Support of QoS Preconditions
	approved
	A
	8.5.0
	TEI7
	S2

	SP-080366
	23.228
	0791
	1
	8.4.0
	Rel-8
	TISPAN updates, General updates
	approved
	B
	8.5.0
	IMS_Comm_Doc
	S2

	SP-080366
	23.228
	0793
	3
	8.4.0
	Rel-8
	Alternative addition of TISPAN Origination and Terminating procedures
	approved
	B
	8.5.0
	IMS_Comm_Doc
	S2

	SP-080365
	23.228
	0797
	-
	7.11.0
	Rel-7
	Update of GRUU references
	approved
	F
	7.12.0
	GRUU
	S2

	SP-080365
	23.228
	0798
	-
	8.4.0
	Rel-8
	Update of GRUU references
	approved
	A
	8.5.0
	GRUU
	S2

	SP-080366
	23.228
	0799
	1
	8.4.0
	Rel-8
	Clarification of re-registration due to IP-CAN information change
	approved
	B
	8.5.0
	IMS-Cont
	S2

	SP-080392
	23.228
	0800
	1
	8.4.0
	Rel-8
	"Removal of 'Adding UE capability as one of Service Point Trigger"""
	approved
	F
	8.5.0
	TEI8
	S2

	SP-080390
	23.234
	0171
	2
	7.6.0
	Rel-7
	Clarification on remote IP allocation
	approved
	F
	7.7.0
	TEI7
	S2

	SP-080391
	23.246
	0199
	2
	7.4.0
	Rel-7
	Location dependent data flows for MBMS Broadcast
	rejected
	C
	
	TEI7
	S2

	SP-080391
	23.246
	0200
	1
	8.1.0
	Rel-8
	Location dependent data flows for MBMS Broadcast
	revised
	A
	
	TEI7
	S2

	SP-080416
	23.246
	0200
	2
	8.1.0
	Rel-8
	Location dependent data flows for MBMS Broadcast
	approved
	C
	8.2.0
	TEI8
	S2

	CP-080352
	23.259
	0004
	1
	8.0.0
	Rel-8
	Domain Interworking Update
	approved
	F
	8.1.0
	PNM
	C1

	CP-080263
	23.333
	0035
	1
	8.0.1
	Rel-8
	Clarify messaging conference requirements
	approved
	B
	8.1.0
	eMp
	C4

	CP-080263
	23.333
	0038
	1
	8.0.1
	Rel-8
	BFCB Termination Configuration Procedures
	approved
	B
	8.1.0
	eMp
	C4

	CP-080263
	23.333
	0039
	1
	8.0.1
	Rel-8
	Clarification of MSRP configuration Procedure
	approved
	B
	8.1.0
	eMp
	C4

	SP-080375
	23.401
	0011
	15
	8.1.0
	Rel-8
	Changes for dual stack in GERAN/UTRAN
	approved
	C
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0038
	2
	8.1.0
	Rel-8
	Removal of references to 'blue text'
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0039
	3
	8.1.0
	Rel-8
	Correction of CAMEL details for several pre Rel-8 procedures
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0047
	4
	8.1.0
	Rel-8
	Network Assisted Cell Change from E-UTRAN to GERAN
	approved
	F
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0118
	8
	8.1.0
	Rel-8
	AMBR per UE
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0171
	7
	8.1.0
	Rel-8
	Periodic TA update description
	approved
	F
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0174
	3
	8.1.0
	Rel-8
	Authentication Vector Update
	approved
	F
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0177
	6
	8.1.0
	Rel-8
	Simplify the trigger of Serving GW buffering
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0187
	2
	8.1.0
	Rel-8
	Corrections for bearer modification procedures
	approved
	F
	8.2.0
	SAES
	S2

	SP-080379
	23.401
	0201
	-
	8.1.0
	Rel-8
	Update of the S1 Release Procedure
	approved
	F
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0208
	2
	8.1.0
	Rel-8
	Removal of Annex C
	approved
	C
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0209
	2
	8.1.0
	Rel-8
	Removal of Annex C
	approved
	C
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0210
	2
	8.1.0
	Rel-8
	Recommended QCI to DiffServ Code Point Mapping
	approved
	F
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0214
	1
	8.1.0
	Rel-8
	S5/S8 Protocol Indication transferred over S11 Interface
	approved
	C
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0217
	2
	8.1.0
	Rel-8
	downlink signalling triggered service request procedure in ISR
	approved
	C
	8.2.0
	SAE
	S2

	SP-080375
	23.401
	0218
	2
	8.1.0
	Rel-8
	Bearer Management with ISR triggered by Subscription Data Changing
	approved
	C
	8.2.0
	SAE
	S2

	SP-080379
	23.401
	0222
	2
	8.1.0
	Rel-8
	Update of TAU_RAU procedure
	revised
	C
	
	SAES
	S2

	SP-080429
	23.401
	0222
	3
	8.1.0
	Rel-8
	Update of Tracking Area Update and Routing Area Update procedure
	approved
	C
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0225
	1
	8.1.0
	Rel-8
	Clarification about TAI value being deleted when UE is powered up
	approved
	F
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0229
	2
	8.1.0
	Rel-8
	Bearer Update Indication in Create Bearer Request message
	approved
	F
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0232
	1
	8.1.0
	Rel-8
	Alignment of Subscription data descriptions
	approved
	F
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0233
	2
	8.1.0
	Rel-8
	Adding information elements to default bearer activations
	approved
	F
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0253
	3
	8.1.0
	Rel-8
	Multi-PDN connectivity to one APN
	approved
	C
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0259
	3
	8.1.0
	Rel-8
	EPS Mobility Management and Connection Management states
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0267
	3
	8.1.0
	Rel-8
	Clarify Service Request Types
	approved
	C
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0275
	3
	8.1.0
	Rel-8
	Acquisition of UE location
	approved
	B
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0277
	1
	8.1.0
	Rel-8
	Correction of Local Breakout diagrams
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0281
	6
	8.1.0
	Rel-8
	Clarifications for static IP allocation during attach
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0293
	1
	8.1.0
	Rel-8
	On MME Offload (Load balancing)
	approved
	C
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0294
	1
	8.1.0
	Rel-8
	Clarification of IP address allocation requirements
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0295
	1
	8.1.0
	Rel-8
	Clarification of SDF QoS in UE initiated Bearer Resource Request
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0296
	1
	8.1.0
	Rel-8
	Lawful Interception of signalling traffic at MME
	approved
	F
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0300
	1
	8.1.0
	Rel-8
	E-UTRAN - GERAN External Network Assisted Cell Change
	approved
	B
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0308
	2
	8.1.1
	Rel-8
	Support of EPC bearer model on S3 and S4 interfaces
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0309
	3
	8.1.1
	Rel-8
	Interoperability between UEs and different PS domain network configurations
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0312
	2
	8.1.0
	Rel-8
	PDN GW Identity in HSS
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0314
	2
	8.1.0
	Rel-8
	ISR Alignments for Rel-7 interoperation procedures
	approved
	F
	8.2.0
	SAES
	S2

	SP-080379
	23.401
	0319
	1
	8.1.0
	Rel-8
	Updating pre-Rel8 SGSN to Gn/Gp SGSN
	approved
	B
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0320
	2
	8.1.0
	Rel-8
	QoS IE provided to and by the UE
	approved
	F
	8.2.0
	SAES
	S2

	SP-080379
	23.401
	0325
	-
	8.1.0
	Rel-8
	TAU Request Validation
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0326
	1
	8.1.0
	Rel-8
	Dedicated bearer activation in combination with UE requested PDN connectivity
	approved
	F
	8.2.0
	SAES
	S2

	SP-080379
	23.401
	0327
	1
	8.1.0
	Rel-8
	Updating TAU of HOV procedures
	approved
	F
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0328
	1
	8.1.0
	Rel-8
	EPS bearer context information storage amendments
	approved
	C
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0336
	2
	8.1.0
	Rel-8
	Storage of the PDN GW address in the HSS
	approved
	F
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0338
	2
	8.1.0
	Rel-8
	Support for handover with multiple PDNs in TS 23.401
	approved
	C
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0339
	3
	8.1.0
	Rel-8
	Clarification for Detach procedure in TS 23.401
	approved
	F
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0341
	1
	8.1.0
	Rel-8
	Clarification for return of PDN GW address during initial attach
	approved
	C
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0346
	2
	8.1.0
	Rel-8
	Missing DL TFTs
	approved
	F
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0349
	1
	8.1.0
	Rel-8
	Operator and user's preference on DHCPv4 usage
	approved
	C
	8.2.0
	SAES
	S2

	SP-080376
	23.401
	0352
	1
	8.1.0
	Rel-8
	Ensure using the same PDN GW for simultaneous multiple PDN connections (ensuring the assumption of C
	approved
	B
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0361
	3
	8.1.0
	Rel-8
	Static IP address provision
	approved
	B
	8.2.0
	SAES
	S2

	SP-080378
	23.401
	0370
	1
	8.1.0
	Rel-8
	Removing non-critical FFSs from 23.401
	approved
	F
	8.2.0
	SAES
	S2

	SP-080380
	23.401
	0372
	3
	8.1.0
	Rel-8
	UE capability handling in LTE/SAE
	noted
	B
	
	SAES
	S2

	SP-080331
	23.401
	0372
	4
	8.1.0
	Rel-8
	UE capability handling in LTE/SAE
	approved
	B
	8.2.0
	SAES
	S2

	SP-080377
	23.401
	0383
	3
	8.1.0
	Rel-8
	Mapping between S-TMSI and P-TMSI
	approved
	B
	8.2.0
	SAES
	S2

	SP-080379
	23.401
	0385
	-
	8.1.0
	Rel-8
	TAU in connected mode
	approved
	C
	8.2.0
	SAES
	S2

	SP-080375
	23.401
	0386
	2
	8.1.0
	Rel-8
	Addition of AAA Server Network Element
	approved
	B
	8.2.0
	SAES
	S2

	SP-080381
	23.401
	0387
	-
	8.1.0
	Rel-8
	P-GW initiated bearer deactivation with ISR activated, ISR for Rel-8 TAU/RAU Procedures, Encryption for PAP/CHAP parameters at UE Attach, NAS/AS inter-actions and PCC Interaction
	approved
	F
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0038
	5
	8.1.1
	Rel-8
	The PDN GW function 
	approved
	F
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0140
	1
	8.1.1
	Rel-8
	On providing indication to UE about the mobility mode protocol selected
	approved
	C
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0152
	6
	8.1.1
	Rel-8
	Trusted/untrusted non-3GPP access network detection
	approved
	B
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0159
	2
	8.1.1
	Rel-8
	Harmonization of Access Authentication in non-3GPP networks with SA WG3 specification
	approved
	F
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0163
	1
	8.1.1
	Rel-8
	Handling of UE initiated resource request at HO to non-3GPP accesses for pre-existing flows
	approved
	C
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0165
	5
	8.1.1
	Rel-8
	Addition of description of inter-system mobility policies
	approved
	B
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0166
	5
	8.1.1
	Rel-8
	Addition of description of the DSMIPv6 home link detection function
	approved
	C
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0170
	4
	8.1.1
	Rel-8
	Clarification on terms of Trusted and Untrusted non-3GPP networks
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0171
	4
	8.1.1
	Rel-8
	Clarification on simultaneous access to EPS
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0173
	3
	8.1.1
	Rel-8
	ANDSF-initiated transactions
	approved
	F
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0174
	3
	8.1.1
	Rel-8
	Clarifications on the information provided by ANDSF
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0175
	2
	8.1.1
	Rel-8
	ANDSF - Removal of editor's note about privacy
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0176
	3
	8.1.1
	Rel-8
	ANDSF
	approved
	C
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0177
	2
	8.1.1
	Rel-8
	Clarification of forwarding behaviour of S-GW on the S103 reference point
	approved
	F
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0181
	4
	8.1.1
	Rel-8
	Update to 23.402 for dedicated resource-allocation
	approved
	C
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0182
	1
	8.1.1
	Rel-8
	Updating HSS Initiated Subscribed QoS Modification Procedure for PMIP S5/S8
	approved
	F
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0183
	2
	8.1.1
	Rel-8
	Updating Protocol Stacks for Trusted and Untrusted 3GPP accesses
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0185
	2
	8.1.1
	Rel-8
	Revised DNS Function for Service Selection
	approved
	C
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0186
	2
	8.1.1
	Rel-8
	PDN GW-AAA Server-HSS Interaction clean up
	approved
	C
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0189
	2
	8.1.1
	Rel-8
	FFS Removal
	approved
	C
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0199
	2
	8.1.1
	Rel-8
	Clarification to the S2c Bootstrapping via DSMIPv6 Home Link
	approved
	C
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0200
	2
	8.1.1
	Rel-8
	Clarification for connectivity with multiple PDNs with PMIP
	approved
	C
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0201
	3
	8.1.1
	Rel-8
	Clarification for multiple PDNs and the mobility protocols used
	approved
	C
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0211
	5
	8.1.1
	Rel-8
	IP address(es) allocation in PMIP based S5/S8
	approved
	C
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0213
	2
	8.1.1
	Rel-8
	GTP-PMIP Roaming via an Interworking Function
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0220
	5
	8.1.1
	Rel-8
	Clarification on ePDG selection
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0222
	1
	8.1.1
	Rel-8
	Clarification on IP address allocation for non-3GPP IP access networks
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0223
	4
	8.1.1
	Rel-8
	Removing PCC flow details from TS 23.402
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0224
	1
	8.1.1
	Rel-8
	Removing note about HRPD credentials in E-UTRAN -> HRPD Handover
	approved
	D
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0225
	1
	8.1.1
	Rel-8
	Clarification on MN NAI in trusted non-3GPP accesses
	approved
	F
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0227
	1
	8.1.1
	Rel-8
	Adding reference to PP2 spec on CDMA interworking to TS 23.402
	approved
	F
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0228
	3
	8.1.1
	Rel-8
	Additional CDMA interworking related storage parameters
	approved
	B
	8.2.0
	SAES
	S2

	SP-080388
	23.402
	0229
	6
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 4)
	approved
	C
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0230
	7
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 6)
	approved
	C
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0231
	2
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 7)
	approved
	C
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0232
	6
	8.1.1
	Rel-8
	Completion of missing functionality for PMIP-based S8-S2 chaining (Section 8)
	approved
	C
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0244
	3
	8.1.1
	Rel-8
	Refining of Optimized handover from HRPD to E-UTRAN
	approved
	F
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0245
	2
	8.1.1
	Rel-8
	Alignment of Release Old context at optimized inter-access handover between E-UTRAN and HRPD
	approved
	F
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0246
	1
	8.1.1
	Rel-8
	Alignment of Release Old context at non-optimized inter-access handover
	approved
	F
	8.2.0
	SAES
	S2

	SP-080388
	23.402
	0261
	2
	8.1.1
	Rel-8
	Alignment of non-3GPP to 3GPP Handover and Attach procedures
	revised
	C
	
	SAES
	S2

	SP-080420
	23.402
	0261
	3
	8.1.1
	Rel-8
	Alignment of non-3GPP to 3GPP Handover and Attach procedures
	noted
	C
	
	SAES
	S2

	SP-080434
	23.402
	0261
	4
	8.1.1
	Rel-8
	Alignment of non-3GPP to 3GPP Handover and Attach procedures
	approved
	C
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0262
	-
	8.1.1
	Rel-8
	23.402 Clean-up
	approved
	F
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0263
	-
	8.1.1
	Rel-8
	PDN GW Identity in HSS
	approved
	C
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0266
	1
	8.1.1
	Rel-8
	Preventing misuse of DSMIPv6 CoA
	approved
	C
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0268
	2
	8.1.1
	Rel-8
	Alignment of Section 12 with other relevant AAA functions and features
	approved
	F
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0278
	1
	8.1.1
	Rel-8
	Limitation of the frequency of UE requested ANDSF interactions
	approved
	F
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0279
	1
	8.1.1
	Rel-8
	Clarification on the IPv6 prefix delegation and IPv4 Home address allocation for S2c
	approved
	F
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0280
	1
	8.1.1
	Rel-8
	IP Mobility Mode Selection FFS cleanup
	approved
	F
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0281
	1
	8.1.1
	Rel-8
	ANDSF FFS cleanup
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0282
	-
	8.1.1
	Rel-8
	S2c Handover FFS cleanup
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0283
	-
	8.1.1
	Rel-8
	S2c Multiple PDN FFS cleanup
	approved
	F
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0284
	2
	8.1.1
	Rel-8
	S2c Untrusted Attach FFS cleanup
	approved
	F
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0287
	1
	8.1.1
	Rel-8
	Corrections on IPv4 home address assignment for S2c initial attachment procedure
	approved
	F
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0288
	-
	8.1.1
	Rel-8
	Corrections of references
	approved
	F
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0290
	2
	8.1.1
	Rel-8
	Support for handover with multiple PDNs in TS 23.402
	approved
	C
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0291
	2
	8.1.1
	Rel-8
	Handover procedures involving multiple PDNs
	approved
	C
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0293
	1
	8.1.1
	Rel-8
	Clarification on use of Ipsec security association for S2c handover
	approved
	F
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0296
	-
	8.1.1
	Rel-8
	External authentication when S2c is used
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0297
	2
	8.1.1
	Rel-8
	PMIP-based S5/S8 support for GPRS procedures
	approved
	B
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0298
	1
	8.1.1
	Rel-8
	Partial support of PCC - FFS Removal
	approved
	C
	8.2.0
	SAES
	S2

	SP-080383
	23.402
	0302
	2
	8.1.1
	Rel-8
	Clarification on PDN GW selection for S2c
	approved
	F
	8.2.0
	SAES
	S2

	SP-080384
	23.402
	0305
	-
	8.1.1
	Rel-8
	Cleaning up Annex C
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0317
	-
	8.1.1
	Rel-8
	Removal of editor notes from Initial attach procedure over S2a
	approved
	F
	8.2.0
	SAES
	S2

	SP-080382
	23.402
	0320
	1
	8.1.1
	Rel-8
	Access network discovery information
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0321
	1
	8.1.1
	Rel-8
	PDN GW information provisioning for GTP- based S8-S2 chaining
	approved
	C
	8.2.0
	SAES
	S2

	SP-080385
	23.402
	0324
	1
	8.1.1
	Rel-8
	Handling of multiple PDNs during Idle mode mobility from E-UTRAN to HRPD
	approved
	F
	8.2.0
	SAES
	S2

	SP-080386
	23.402
	0327
	2
	8.1.1
	Rel-8
	S101 tunnel redirection
	approved
	B
	8.2.0
	SAES
	S2

	SP-080387
	23.402
	0328
	1
	8.1.1
	Rel-8
	Updated architecture figure for optimised handover between HRPD and E-UTRAN
	approved
	F
	8.2.0
	SAES
	S2

	SP-080367
	23.506
	0001
	1
	8.0.0
	Rel-8
	Support for Wildcarded public user identity for aggregated UNI support
	rejected
	B
	
	IMS_Corp
	S2

	SP-080367
	23.509
	0001
	-
	7.0.0
	Rel-7
	Correction due to changes in 23.167
	approved
	F
	7.1.0
	IMS_Comm_Doc
	S2

	CP-080363
	24.008
	1169
	3
	8.1.0
	Rel-8
	eCall identifier for differential routing
	approved
	C
	8.2.0
	EData
	C1

	CP-080361
	24.008
	1172
	1
	8.1.0
	Rel-8
	Add cause value #112 to the PDP context deactivation initiated by the network
	approved
	A
	8.2.0
	TEI8
	C1

	CP-080347
	24.008
	1173
	1
	7.11.0
	Rel-7
	Correction of handling unknown or unforeseen transaction identifier in session management
	approved
	F
	7.12.0
	TEI7
	C1

	CP-080347
	24.008
	1174
	1
	8.1.0
	Rel-8
	Correction of handling unknown or unforeseen transaction identifier in session management
	approved
	A
	8.2.0
	TEI7
	C1

	CP-080339
	24.008
	1175
	-
	6.18.0
	Rel-6
	Correction of description of security handling during inter-system handover
	approved
	F
	6.19.0
	TEI6
	C1

	CP-080339
	24.008
	1176
	-
	7.11.0
	Rel-7
	Correction of description of security handling during inter-system handover
	approved
	A
	7.12.0
	TEI6
	C1

	CP-080339
	24.008
	1177
	-
	8.1.0
	Rel-8
	Correction of description of security handling during inter-system handover
	approved
	A
	8.2.0
	TEI6
	C1

	CP-080361
	24.008
	1178
	-
	8.1.0
	Rel-8
	Correction to CS messages and tables
	approved
	F
	8.2.0
	TEI8
	C1

	CP-080361
	24.008
	1184
	-
	8.1.0
	Rel-8
	Correction of MM states in the tables in the timer section
	approved
	F
	8.2.0
	TEI8
	C1

	CP-080361
	24.008
	1186
	2
	8.1.0
	Rel-8
	RAU attempt counter in PLMN SEARCH substate
	approved
	F
	8.2.0
	TEI8
	C1

	CP-080347
	24.008
	1190
	-
	7.11.0
	Rel-7
	Downlink Dual Carrier capability signalling for DTM
	approved
	F
	7.12.0
	TEI7
	C1

	CP-080347
	24.008
	1191
	-
	8.1.0
	Rel-8
	Downlink Dual Carrier capability signalling for DTM
	approved
	A
	8.2.0
	TEI7
	C1

	CP-080362
	24.008
	1193
	2
	8.1.0
	Rel-8
	Changes to TS24.008_AccessControl
	approved
	B
	8.2.0
	PPACR-CT1
	C1

	CP-080366
	24.141
	0087
	7
	8.0.0
	Rel-8
	Security mechanisms for presence
	approved
	B
	8.1.0
	REDOC_3GPP2
	C1

	CP-080348
	24.141
	0089
	-
	6.9.0
	Rel-6
	Revision of references to documents from IETF
	approved
	F
	6.10.0
	PRESNC
	C1

	CP-080348
	24.141
	0090
	-
	7.4.0
	Rel-7
	Revision of references to documents from IETF
	approved
	A
	7.5.0
	PRESNC
	C1

	CP-080348
	24.141
	0091
	-
	8.0.0
	Rel-8
	Revision of references to documents from IETF
	approved
	A
	8.1.0
	PRESNC
	C1

	CP-080338
	24.147
	0065
	1
	6.8.0
	Rel-6
	Removal of Editor's notes from 24.147
	approved
	F
	6.9.0
	IMS2
	C1

	CP-080338
	24.147
	0066
	1
	7.8.0
	Rel-7
	Removal of Editor's notes from 24.147
	approved
	F
	7.9.0
	IMS2
	C1

	CP-080345
	24.173
	0048
	1
	7.4.0
	Rel-7
	Correction of feature tag format
	approved
	F
	7.5.0
	ServID
	C1

	CP-080345
	24.173
	0049
	1
	8.0.0
	Rel-8
	Correction of feature tag format
	approved
	A
	8.1.0
	ServID
	C1

	CP-080360
	24.173
	0050
	1
	8.0.0
	Rel-8
	Reference naming correction
	approved
	F
	8.1.0
	REDOC_TIS-C1
	C1

	CP-080346
	24.173
	0051
	-
	7.4.0
	Rel-7
	Reference replacement table correction
	approved
	F
	7.5.0
	MTSI
	C1

	CP-080346
	24.173
	0052
	-
	8.0.0
	Rel-8
	Reference replacement table removal
	approved
	F
	8.1.0
	MTSI
	C1

	CP-080342
	24.206
	0091
	1
	7.4.0
	Rel-7
	Removal of editors notes
	approved
	F
	7.5.0
	VCC
	C1

	CP-080345
	24.229
	1147
	1
	7.11.0
	Rel-7
	IARI and ICSI in different feature tags
	withdrawn
	F
	
	ServID
	C1

	CP-080345
	24.229
	1148
	2
	8.3.0
	Rel-8
	IARI and ICSI in different feature tags
	withdrawn
	A
	
	ServID
	C1

	CP-080353
	24.229
	2136
	7
	8.3.0
	Rel-8
	3GPP IM CN subsystem XML Schema version
	approved
	A
	8.4.0
	IMSProtoc2
	C1

	CP-080343
	24.229
	2157
	6
	7.11.0
	Rel-7
	Handling of SDP at the terminating UE
	approved
	F
	7.12.0
	PCC
	C1

	CP-080343
	24.229
	2158
	6
	8.3.0
	Rel-8
	Handling of SDP at the terminating UE
	approved
	A
	8.4.0
	PCC
	C1

	CP-080353
	24.229
	2168
	9
	8.3.0
	Rel-8
	Correction of 3GPP IM CN subsystem XML handling
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2203
	1
	8.3.0
	Rel-8
	Emergency calls - NAT traversal at UE
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2204
	1
	8.3.0
	Rel-8
	NAT traversal for emergency calls at P-CSCF
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2205
	3
	8.3.0
	Rel-8
	"""im"" URI"
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080354
	24.229
	2206
	2
	8.3.0
	Rel-8
	"""rport"" and ""received"" parameters at P-CSCF"
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080354
	24.229
	2207
	2
	8.3.0
	Rel-8
	"UE handling the ""rport"" parameter"
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2208
	1
	8.3.0
	Rel-8
	"""rport"" parameter"
	revised
	F
	
	IMSProtoc2
	C1

	CP-080400
	24.229
	2208
	2
	8.3.0
	Rel-8
	"""rport"" parameter"
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2209
	1
	8.3.0
	Rel-8
	Alias URI
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080354
	24.229
	2211
	4
	8.3.0
	Rel-8
	Call forwarding in IMS
	revised
	B
	
	IMSProtoc2
	C1

	CP-080417
	24.229
	2211
	5
	8.3.0
	Rel-8
	Call forwarding in IMS
	approved
	B
	8.4.0
	IMSProtoc2
	CP

	CP-080359
	24.229
	2212
	4
	8.3.0
	Rel-8
	Dial string handling
	approved
	B
	8.4.0
	IMS_Corp
	C1

	CP-080340
	24.229
	2214
	-
	7.11.0
	Rel-7
	Revision of references to documents from IETF ECRIT working group
	approved
	F
	7.12.0
	EMC1
	C1

	CP-080340
	24.229
	2215
	-
	8.3.0
	Rel-8
	Revision of references to documents from IETF ECRIT working group
	approved
	A
	8.4.0
	EMC1
	C1

	CP-080341
	24.229
	2216
	-
	7.11.0
	Rel-7
	Revision of references to documents from IETF
	approved
	F
	7.12.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2217
	-
	8.3.0
	Rel-8
	Revision of references to documents from IETF
	approved
	A
	8.4.0
	IMSProtoc
	C1

	CP-080354
	24.229
	2218
	2
	8.3.0
	Rel-8
	B2BUA AS influence of filter criteria evaluation
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2219
	1
	8.3.0
	Rel-8
	PANI header coding
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2220
	1
	8.3.0
	Rel-8
	PANI header text revision
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2221
	1
	8.3.0
	Rel-8
	Media transcoding control functionality in IBCF
	approved
	B
	8.4.0
	IMSProtoc2
	C1

	CP-080364
	24.229
	2222
	3
	8.3.0
	Rel-8
	Depth of IMS service level trace
	approved
	B
	8.4.0
	OAM8-Trace
	C1

	CP-080353
	24.229
	2225
	1
	8.3.0
	Rel-8
	Addition of 802.11n to P-Access-Network-Info header
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080360
	24.229
	2226
	3
	8.3.0
	Rel-8
	XML-support of transit specific content  Tables
	approved
	F
	8.4.0
	REDOC_TIS-C1
	C1

	CP-080338
	24.229
	2228
	1
	6.17.0
	Rel-6
	Interaction IPSec with symmetric response routing
	approved
	F
	6.18.0
	IMS2
	C1

	CP-080338
	24.229
	2229
	1
	7.11.0
	Rel-7
	Interaction IPSec with symmetric response routing
	approved
	A
	7.12.0
	IMS2
	C1

	CP-080359
	24.229
	2232
	2
	8.3.0
	Rel-8
	Delivering Request-URI to UE managing several terminals 
	approved
	F
	8.4.0
	IMS_Corp
	C1

	CP-080355
	24.229
	2234
	4
	8.3.0
	Rel-8
	Annex K alignment with main body and cleanup
	approved
	F
	8.4.0
	PktCbl-Sec
	C1

	CP-080349
	24.229
	2235
	-
	7.11.0
	Rel-7
	Revision of references to documents from IETF SIP working group
	approved
	F
	7.12.0
	FBI
	C1

	CP-080349
	24.229
	2236
	-
	8.3.0
	Rel-8
	Revision of references to documents from IETF SIP working group
	approved
	A
	8.4.0
	FBI
	C1

	CP-080341
	24.229
	2237
	1
	7.11.0
	Rel-7
	Removal of reason header annex
	approved
	F
	7.12.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2238
	1
	8.3.0
	Rel-8
	Removal of reason header annex
	approved
	A
	8.4.0
	IMSProtoc
	C1

	CP-080359
	24.229
	2239
	1
	8.3.0
	Rel-8
	Trust domain changes for identity headers for business communication
	approved
	C
	8.4.0
	IMS_Corp
	C1

	CP-080359
	24.229
	2240
	3
	8.3.0
	Rel-8
	Handling of private network indication
	approved
	C
	8.4.0
	IMS_Corp
	C1

	CP-080341
	24.229
	2242
	1
	7.11.0
	Rel-7
	Correction to P-CSCF session release procedures
	approved
	F
	7.12.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2243
	1
	8.3.0
	Rel-8
	Correction to P-CSCF session release procedures
	approved
	A
	8.4.0
	IMSProtoc
	C1

	CP-080366
	24.229
	2251
	1
	8.3.0
	Rel-8
	Remove specific codec requirement
	approved
	F
	8.4.0
	REDOC_3GPP2
	C1

	CP-080366
	24.229
	2252
	1
	8.3.0
	Rel-8
	Emergency CS call set up procedures for non-3GPP systems
	approved
	F
	8.4.0
	REDOC_3GPP2
	C1

	CP-080353
	24.229
	2254
	2
	8.3.0
	Rel-8
	Annex K: Moving of IBCF ICE procedures
	approved
	D
	8.4.0
	IMSProtoc2
	C1

	CP-080353
	24.229
	2255
	3
	8.3.0
	Rel-8
	Annex K: ICE procedures for the P-CSCF
	approved
	B
	8.4.0
	IMSProtoc2
	C1

	CP-080341
	24.229
	2257
	1
	7.11.0
	Rel-7
	Correction on identifiers distinguishing the dialog
	approved
	F
	7.12.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2258
	1
	8.3.0
	Rel-8
	Correction on identifiers distinguishing the dialog
	approved
	A
	8.4.0
	IMSProtoc
	C1

	CP-080359
	24.229
	2259
	2
	8.3.0
	Rel-8
	I-CSCF: Aligning P-Profile-Key behaviour for Wildcarded public user identities with Wildcarded  PSI procedures
	approved
	B
	8.4.0
	IMS_Corp
	C1

	CP-080359
	24.229
	2260
	2
	8.3.0
	Rel-8
	P-CSCF: Aligning P-Profile-Key behaviour for Wildcarded public user identities with Wildcarded  PSI
	approved
	B
	8.4.0
	IMS_Corp
	C1

	CP-080359
	24.229
	2261
	2
	8.3.0
	Rel-8
	Trustdomain: Adding P-Profile-Key header to the trustdomain
	approved
	F
	8.4.0
	IMS_Corp
	C1

	CP-080359
	24.229
	2262
	-
	8.3.0
	Rel-8
	Private network indication annex A changes
	approved
	B
	8.4.0
	IMS_Corp
	C1

	CP-080354
	24.229
	2263
	1
	8.3.0
	Rel-8
	Multiple contact addresses
	approved
	B
	8.4.0
	IMSProtoc2
	C1

	CP-080366
	24.229
	2268
	1
	8.3.0
	Rel-8
	Different IP addresses
	approved
	F
	8.4.0
	REDOC_3GPP2
	C1

	CP-080355
	24.229
	2269
	1
	8.3.0
	Rel-8
	Cleanup of SIP Digest/TLS procedures
	approved
	F
	8.4.0
	PktCbl-Sec
	C1

	CP-080338
	24.229
	2270
	1
	6.17.0
	Rel-6
	Removal of Editor's notes from 24.229
	approved
	F
	6.18.0
	IMS2
	C1

	CP-080338
	24.229
	2271
	1
	7.11.0
	Rel-7
	Removal of Editor's notes from 24.229
	approved
	F
	7.12.0
	IMS2
	C1

	CP-080360
	24.229
	2273
	1
	8.3.0
	Rel-8
	Event package usage for Message Waiting Indication (MWI) service
	approved
	F
	8.4.0
	REDOC_TIS-C1
	C1

	CP-080341
	24.229
	2274
	2
	7.11.0
	Rel-7
	Addition of AVPF support
	approved
	F
	7.12.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2275
	2
	8.3.0
	Rel-8
	Addition of AVPF support
	approved
	A
	8.4.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2276
	1
	7.11.0
	Rel-7
	Addition of the SDP Capability Negotiaion mechanism
	approved
	F
	7.12.0
	IMSProtoc
	C1

	CP-080341
	24.229
	2277
	1
	8.3.0
	Rel-8
	Addition of the SDP Capability Negotiaion mechanism
	approved
	A
	8.4.0
	IMSProtoc
	C1

	CP-080354
	24.229
	2278
	-
	6.17.0
	Rel-6
	Annex A : SIP Record-Route header table correction
	approved
	F
	6.18.0
	IMS2
	C1

	CP-080354
	24.229
	2279
	-
	7.11.0
	Rel-7
	Annex A : SIP Record-Route header table correction
	approved
	A
	7.12.0
	IMS2
	C1

	CP-080354
	24.229
	2280
	-
	8.3.0
	Rel-8
	Annex A : SIP Record-Route header table correction
	approved
	A
	8.4.0
	IMS2
	C1

	CP-080354
	24.229
	2282
	1
	8.3.0
	Rel-8
	Display Name in Reg Event
	approved
	B
	8.4.0
	IMSProtoc2
	C1

	CP-080349
	24.229
	2283
	2
	7.11.0
	Rel-7
	Annex K Technical Corrections
	approved
	F
	7.12.0
	FBI-PCBL
	C1

	CP-080354
	24.229
	2284
	2
	8.3.0
	Rel-8
	SDP Enhancements to support resource allocation
	approved
	C
	8.4.0
	IMSProtoc2
	C1

	CP-080354
	24.229
	2285
	-
	8.3.0
	Rel-8
	Update IETF draft reference
	approved
	F
	8.4.0
	IMSProtoc2
	C1

	CP-080338
	24.229
	2287
	1
	7.11.0
	Rel-7
	Correction to de-registration procedure when registration expirated  
	approved
	F
	7.12.0
	IMS2
	C1

	CP-080338
	24.229
	2288
	1
	8.3.0
	Rel-8
	Correction to de-registration procedure when registration expirated
	approved
	A
	8.4.0
	IMS2
	C1

	CP-080344
	24.229
	2289
	-
	7.11.0
	Rel-7
	Correction of GRUU references
	approved
	F
	7.12.0
	GRUU
	C1

	CP-080344
	24.229
	2290
	-
	8.3.0
	Rel-8
	Correction of GRUU references
	approved
	A
	8.4.0
	GRUU
	C1

	CP-080355
	24.229
	2291
	1
	8.3.0
	Rel-8
	Determining when to invoke SIP Digest procedures in S-CSCF
	approved
	F
	8.4.0
	PktCbl-Sec
	C1

	CP-080338
	24.229
	2294
	-
	6.17.0
	Rel-6
	Correction to de-registration procedure when registration expired
	approved
	F
	6.18.0
	IMS2
	C1

	CP-080401
	24.229
	2295
	-
	7.11.0
	Rel-7
	IARI and ICSI in different feature tags
	approved
	F
	7.12.0
	ServID
	C1

	CP-080402
	24.229
	2296
	-
	8.3.0
	Rel-8
	IARI and ICSI in different feature tags
	approved
	A
	8.4.0
	ServID
	C1

	CP-080361
	24.234
	0045
	2
	7.5.0
	Rel-8
	Network Selection Clarification
	approved
	C
	8.0.0
	TEI8
	C1

	CP-080361
	24.234
	0046
	1
	7.5.0
	Rel-8
	Editorial clean up Emergency network selection
	approved
	D
	8.0.0
	TEI8
	C1

	CP-080358
	24.234
	0047
	2
	7.5.0
	Rel-8
	Requirement for presentation of additional information in manual mode.
	approved
	B
	8.0.0
	IWLANNSP
	C1

	CP-080358
	24.234
	0050
	2
	7.5.0
	Rel-8
	Steering of Roaming for PLMNs connected by I-WLAN.
	approved
	B
	8.0.0
	IWLANNSP
	C1

	CP-080340
	24.234
	0051
	-
	7.5.0
	Rel-7
	Removal of editors notes in TS 24.234, Rel-7
	approved
	F
	7.6.0
	EMC1
	C1

	CP-080358
	24.234
	0052
	-
	7.5.0
	Rel-8
	 Incorporate RPLMN and EHPLMN functionality
	approved
	B
	8.0.0
	IWLANNSP
	C1

	CP-080340
	24.403
	0001
	-
	7.0.0
	Rel-7
	Revision of references to documents from IETF ECRIT working group
	approved
	F
	7.1.0
	EMC1
	C1

	CP-080350
	24.403
	0002
	1
	7.0.0
	Rel-7
	3GPP IM CN subsystem XML alignment
	approved
	F
	7.1.0
	MAINT_R1
	C1

	CP-080338
	24.403
	0007
	1
	7.0.0
	Rel-7
	Interaction IPSec with symmetric response routing
	approved
	F
	7.1.0
	IMS2
	C1

	CP-080341
	24.403
	0008
	-
	7.0.0
	Rel-7
	Correction on identifiers distinguishing the dialog
	approved
	F
	7.1.0
	IMSProtoc
	C1

	CP-080350
	24.404
	0002
	1
	7.0.0
	Rel-7
	Correction of XDM reference
	approved
	F
	7.1.0
	MAINT_R1
	C1

	CP-080350
	24.411
	0001
	-
	7.0.0
	Rel-7
	Revision of references to documents from IETF SIP working group
	approved
	F
	7.1.0
	MAINT_R1
	C1

	CP-080350
	24.411
	0002
	-
	8.0.0
	Rel-8
	Revision of references to documents from IETF SIP working group
	approved
	A
	8.1.0
	MAINT_R1
	C1

	CP-080350
	24.423
	0001
	1
	7.0.0
	Rel-7
	Correction of XCAP/Ut authentication procedures
	approved
	F
	7.1.0
	MAINT_R1
	C1

	CP-080350
	24.423
	0002
	1
	8.0.0
	Rel-8
	Correction of XCAP/Ut authentication procedures
	approved
	A
	8.1.0
	MAINT_R1
	C1

	CP-080350
	24.428
	0001
	1
	7.0.0
	Rel-7
	Alert-Info instead of Call-Info
	approved
	F
	7.1.0
	MAINT_R1
	C1

	CP-080340
	24.503
	0001
	-
	8.0.0
	Rel-8
	Revision of references to documents from IETF ECRIT working group
	approved
	F
	8.1.0
	EMC1
	C1

	CP-080359
	24.503
	0002
	-
	8.0.0
	Rel-8
	Wildcarded Public User Identitiy: P-CSCF impact
	postponed
	B
	
	IMS_Corp
	C1

	CP-080359
	24.503
	0003
	-
	8.0.0
	Rel-8
	Wildcarded Public User Identitiy: S-CSCF impact
	postponed
	B
	
	IMS_Corp
	C1

	CP-080350
	24.503
	0004
	1
	8.0.0
	Rel-8
	3GPP IM CN subsystem XML alignment
	approved
	F
	8.1.0
	MAINT_R1
	C1

	CP-080345
	24.503
	0009
	-
	8.0.0
	Rel-8
	IARI and ICSI in different feature tags
	approved
	F
	8.1.0
	ServID
	C1

	CP-080338
	24.503
	0010
	1
	8.0.0
	Rel-8
	Interaction IPSec with symmetric response routing
	approved
	F
	8.1.0
	IMS2
	C1

	CP-080341
	24.503
	0011
	-
	8.0.0
	Rel-8
	Revision of references to documents from IETF
	approved
	F
	8.1.0
	IMSProtoc
	C1

	CP-080349
	24.503
	0012
	-
	8.0.0
	Rel-8
	Revision of references to documents from IETF SIP working group
	approved
	F
	8.1.0
	FBI
	C1

	CP-080341
	24.503
	0013
	-
	8.0.0
	Rel-8
	Correction on identifiers distinguishing the dialog
	approved
	F
	8.1.0
	IMSProtoc
	C1

	CP-080341
	24.503
	0014
	-
	8.0.0
	Rel-8
	Correction to P-CSCF session release procedures
	approved
	F
	8.1.0
	IMSProtoc
	C1

	CP-080343
	24.503
	0015
	3
	8.0.0
	Rel-8
	Handling of SDP at the terminating UE
	revised
	F
	
	PCC
	C1

	CP-080420
	24.503
	0015
	5
	8.0.0
	Rel-8
	Handling of SDP at the terminating UE
	approved
	F
	8.1.0
	PCC
	CP

	CP-080350
	24.504
	0002
	2
	8.0.0
	Rel-8
	Correction of XDM reference
	approved
	A
	8.1.0
	MAINT_R1
	C1

	CP-080356
	24.508
	0001
	-
	8.0.0
	Rel-8
	Clarification of usage on permanent mode
	approved
	F
	8.1.0
	MAINT_R2
	C1

	CP-080350
	24.528
	0001
	1
	8.0.0
	Rel-8
	Alert-Info instead of Call-Info
	approved
	F
	8.1.0
	MAINT_R1
	C1

	CP-080357
	24.880
	0002
	1
	8.1.0
	Rel-8
	Charging recommendations
	approved
	C
	8.2.0
	MRFC
	C1

	CP-080357
	24.880
	0003
	1
	8.1.0
	Rel-8
	MRB recommendations
	approved
	C
	8.2.0
	MRFC
	C1

	CP-080357
	24.880
	0004
	1
	8.1.0
	Rel-8
	TR completion: editorial notes removal
	approved
	D
	8.2.0
	MRFC
	C1

	CP-080357
	24.880
	0005
	1
	8.1.0
	Rel-8
	further discussion on media resource composition function
	approved
	C
	8.2.0
	MRFC
	C1

	CP-080343
	24.930
	0008
	4
	7.4.0
	Rel-7
	Session Set-up when UE#1 has resources available and the IP-CAN initiates resource reservation for UE#2.  
	approved
	F
	7.5.0
	PCC
	C1

	CP-080343
	24.930
	0013
	2
	8.0.0
	Rel-8
	Session Set-up when UE#1 has resources available and the IP-CAN initiates resource reservation for UE#2.
	approved
	A
	8.1.0
	PCC
	C1

	CP-080341
	24.930
	0014
	2
	7.4.0
	Rel-7
	Addition of call flow using the SDP Capability Negotiation mechanism
	approved
	F
	7.5.0
	IMSProtoc
	C1

	CP-080341
	24.930
	0015
	2
	8.0.0
	Rel-8
	Addition of call flow using the SDP Capability Negotiation mechanism
	approved
	A
	8.1.0
	IMSProtoc
	C1

	RP-080323
	25.101
	0599
	-
	7.11.0
	Rel-7
	Correction to MIMO propagation conditions
	approved
	F
	7.12.0
	MIMO-RF
	R4

	RP-080323
	25.101
	0600
	-
	8.2.0
	Rel-8
	Correction to MIMO propagation conditions
	approved
	A
	8.3.0
	MIMO-RF
	R4

	RP-080321
	25.101
	0601
	-
	6.16.0
	Rel-6
	Correction to Rx Spurious Emissions
	approved
	F
	6.17.0
	TEI6
	R4

	RP-080321
	25.101
	0602
	-
	7.11.0
	Rel-7
	Correction to Rx Spurious Emissions
	approved
	A
	7.12.0
	TEI6
	R4

	RP-080321
	25.101
	0603
	-
	8.2.0
	Rel-8
	Correction to Rx Spurious Emissions
	approved
	A
	8.3.0
	TEI6
	R4

	RP-080323
	25.101
	0605
	-
	7.11.0
	Rel-7
	HS-DSCH transport Format used for HS-SCCH type 3 requirements
	approved
	F
	7.12.0
	MIMO-RF
	R4

	RP-080326
	25.101
	0606
	1
	8.2.0
	Rel-8
	Correction of UMTS700 UE blocking and intermodulation values
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R4

	RP-080321
	25.101
	0607
	1
	6.16.0
	Rel-6
	Correction to Annex A.8.1
	approved
	F
	6.17.0
	TEI6
	R4

	RP-080328
	25.101
	0608
	2
	8.2.0
	Rel-8
	Introduction to cat 19-20 demodulation requirement
	approved
	B
	8.3.0
	RANimp-64QamMimoHsdpa
	R4

	RP-080321
	25.101
	0609
	-
	7.11.0
	Rel-7
	Correction to Annex A.8.1
	approved
	A
	7.12.0
	TEI6
	R4

	RP-080321
	25.101
	0610
	-
	8.2.0
	Rel-8
	Correction to Annex A.8.1
	approved
	A
	8.3.0
	TEI6
	R4

	RP-080323
	25.101
	0611
	-
	8.2.0
	Rel-8
	HS-DSCH transport Format used for HS-SCCH type 3 requirements
	approved
	A
	8.3.0
	MIMO-RF
	R4

	RP-080322
	25.102
	0255
	-
	7.10.0
	Rel-7
	Editorial modification of 25.102 to correct the duplication in table numbering.
	rejected
	D
	
	TEI7
	R4

	RP-080324
	25.102
	0256
	-
	7.10.0
	Rel-7
	MBSFN Reference Channel
	approved
	F
	7.11.0
	MBMSE-RANPhysTDD
	R4

	RP-080324
	25.102
	0257
	-
	7.10.0
	Rel-7
	Corrections for LCR TDD MBMS
	approved
	F
	7.11.0
	MBMSE-RANPhysLCRTDD
	R4

	RP-080384
	25.102
	0258
	-
	7.10.0
	Rel-8
	New band introduction for 25.102
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.102
	0258
	-
	7.10.0
	Rel-8
	New band introduction for 25.102
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.102
	0259
	-
	7.10.0
	Rel-8
	UMTS2.3 GHz TDD: UE transmitter Characteristics for 2.3GHz LCR TDD
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.102
	0259
	-
	7.10.0
	Rel-8
	UMTS2.3 GHz TDD: UE transmitter Characteristics for 2.3GHz LCR TDD
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.102
	0260
	-
	7.10.0
	Rel-8
	UMTS2.3 GHz TDD: UE receiver characteristics & propagation conditions for 1.28Mcps TDD
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.102
	0260
	-
	7.10.0
	Rel-8
	UMTS2.3 GHz TDD: UE receiver characteristics & propagation conditions for 1.28Mcps TDD
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080324
	25.102
	0262
	-
	7.10.0
	Rel-7
	Correction to MTCH parameters for demodulation test in TDD MBSFN
	approved
	F
	7.11.0
	MBMSE-RANPhysTDD
	R4

	RP-080324
	25.102
	0263
	-
	7.10.0
	Rel-7
	Clarification of MCCH Physical Channel for MBSFN
	approved
	F
	7.11.0
	MBMSE-RANPhysTDD
	R4

	RP-080330
	25.104
	0308
	-
	8.2.0
	Rel-8
	TS 25.104: Correction to SEM references
	approved
	F
	8.3.0
	TEI8
	R4

	RP-080326
	25.104
	0309
	2
	8.2.0
	Rel-8
	Correction on emission requirements for protection of public safety operations
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R4

	RP-080384
	25.105
	0223
	1
	7.8.0
	Rel-8
	UMTS2300MHz  New band introduction for 1.28Mcps TDD in 25.105
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.105
	0223
	1
	7.8.0
	Rel-8
	UMTS2300MHz  New band introduction for 1.28Mcps TDD in 25.105
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.105
	0224
	-
	7.8.0
	Rel-8
	UMTS2300MHz  Transmitter performance addition for 1.28Mcps TDD in 25.105
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.105
	0224
	-
	7.8.0
	Rel-8
	UMTS2300MHz  Transmitter performance addition for 1.28Mcps TDD in 25.105
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.105
	0225
	-
	7.8.0
	Rel-8
	UMTS2300MHz  Receiver performance addition for 1.28Mcps TDD in 25.105
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.105
	0225
	-
	7.8.0
	Rel-8
	UMTS2300MHz  Receiver performance addition for 1.28Mcps TDD in 25.105
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.105
	0226
	1
	7.8.0
	Rel-8
	UMTS2300MHz  propagation channel model  addition  for 1.28Mcps TDD in 25.105
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.105
	0226
	1
	7.8.0
	Rel-8
	UMTS2300MHz  propagation channel model  addition  for 1.28Mcps TDD in 25.105
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080329
	25.105
	0227
	-
	7.8.0
	Rel-7
	CR for 25.105 on HSDPA with 64QAM
	approved
	B
	7.9.0
	RANimp-64Qam1.28TDD
	R4

	RP-080327
	25.113
	0039
	-
	8.1.0
	Rel-8
	Introduction of UMTS2300 requirements
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.113
	0039
	-
	8.1.0
	Rel-8
	Introduction of UMTS2300 requirements
	approved
	B
	8.2.0
	RInImp8-UMTS2300TDD
	R4

	RP-080321
	25.133
	0934
	1
	6.21.0
	Rel-6
	Correction to A.5.5.4 and A.5.6.3
	approved
	F
	6.22.0
	TEI6
	R4

	RP-080321
	25.133
	0935
	-
	7.11.0
	Rel-7
	Correction to A.5.5.4 and A.5.6.3
	approved
	A
	7.12.0
	TEI6
	R4

	RP-080321
	25.133
	0936
	-
	8.2.0
	Rel-8
	Correction to A.5.5.4 and A.5.6.3
	approved
	A
	8.3.0
	TEI6
	R4

	RP-080325
	25.133
	0937
	-
	8.2.0
	Rel-8
	Updates of 25.133 to include requirements for UTRA to E-UTRA mobility
	approved
	B
	8.3.0
	LTE-RF
	R4

	RP-080326
	25.141
	0479
	2
	8.2.0
	Rel-8
	Correction on emission requirements for protection of public safety operations
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R4

	RP-080384
	25.142
	0230
	1
	7.8.0
	Rel-8
	UMTS2300MHz  New band introduction for 1.28Mcps TDD in 25.142
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.142
	0230
	1
	7.8.0
	Rel-8
	UMTS2300MHz  New band introduction for 1.28Mcps TDD in 25.142
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.142
	0231
	1
	7.8.0
	Rel-8
	UMTS2300MHz  Transmitter performance addition for 1.28Mcps TDD in 25.142
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.142
	0231
	1
	7.8.0
	Rel-8
	UMTS2300MHz  Transmitter performance addition for 1.28Mcps TDD in 25.142
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.142
	0232
	1
	7.8.0
	Rel-8
	UMTS2300MHz  Receiver performance addition for 1.28Mcps TDD in 25.142
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.142
	0232
	1
	7.8.0
	Rel-8
	UMTS2300MHz  Receiver performance addition for 1.28Mcps TDD in 25.142
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080327
	25.142
	0233
	1
	7.8.0
	Rel-8
	UMTS2300MHz  propagation channel model  addition  for 1.28Mcps TDD in 25.142
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	25.142
	0233
	1
	7.8.0
	Rel-8
	UMTS2300MHz  propagation channel model  addition  for 1.28Mcps TDD in 25.142
	approved
	B
	8.0.0
	RInImp8-UMTS2300TDD
	R4

	RP-080329
	25.142
	0234
	-
	7.8.0
	Rel-7
	CR for 25.142 on HSDPA with 64QAM
	approved
	B
	7.9.0
	RANimp-64Qam1.28TDD
	R4

	RP-080356
	25.201
	0039
	-
	8.0.0
	Rel-8
	Introduction 64QAM for 1.28Mcps TDD HSDPA
	approved
	B
	8.1.0
	RANimp-64Qam1.28TDD
	R1

	RP-080351
	25.211
	0253
	1
	7.5.0
	Rel-7
	Correction to E-DCH control channel timing
	approved
	F
	7.6.0
	EDCH-Phys
	R1

	RP-080351
	25.211
	0255
	1
	8.0.0
	Rel-8
	Correction to E-DCH control channel timing
	approved
	A
	8.1.0
	EDCH-Phys
	R1

	RP-080386
	25.211
	0256
	1
	8.0.0
	Rel-8
	Introduction of the Enhanced Uplink for CELL_FACH state
	noted
	B
	
	RANimp-UplinkEnhState
	R1

	RP-080354
	25.212
	0262
	1
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	reissued
	B
	
	RANimp-CPC
	R1

	RP-080440
	25.212
	0262
	1
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	approved
	B
	8.2.0
	RANimp-CPC
	R1

	RP-080349
	25.212
	0263
	2
	7.7.0
	Rel-7
	Clarification to number of HS-PDSCH codes in HS-SCCH less operations
	approved
	F
	7.8.0
	RANimp
	R1

	RP-080349
	25.212
	0264
	2
	8.1.0
	Rel-8
	Clarification to number of HS-PDSCH codes in HS-SCCH less operations
	approved
	A
	8.2.0
	RANimp
	R1

	RP-080439
	25.213
	0092
	1
	7.4.0
	Rel-7
	Range of E-DCH amplitude ratios
	approved
	F
	7.5.0
	RANimp-16QamUplink
	R1

	RP-080352
	25.213
	0092
	1
	7.4.0
	Rel-7
	Range of E-DCH amplitude ratios with QPSK
	reissued
	F
	
	RANimp-16QamUplink
	R1

	RP-080439
	25.213
	0093
	1
	8.0.0
	Rel-8
	Range of E-DCH amplitude ratios
	approved
	A
	8.1.0
	RANimp-16QamUplink
	R1

	RP-080352
	25.213
	0093
	1
	8.0.0
	Rel-8
	Range of E-DCH amplitude ratios with QPSK
	reissued
	A
	
	RANimp-16QamUplink
	R1

	RP-080350
	25.214
	0481
	2
	7.8.0
	Rel-7
	CPC DTX cycle change clarification
	approved
	F
	7.9.0
	RANimp-CPC
	R1

	RP-080350
	25.214
	0482
	2
	8.1.0
	Rel-8
	CPC DTX cycle change clarification
	approved
	A
	8.2.0
	RANimp-CPC
	R1

	RP-080354
	25.214
	0483
	3
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	reissued
	B
	
	RANimp-CPC
	R1

	RP-080440
	25.214
	0483
	3
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	approved
	B
	8.2.0
	RANimp-CPC
	R1

	RP-080439
	25.214
	0484
	-
	7.8.0
	Rel-7
	Correction to E-DPCCH gain factor calculation
	approved
	F
	7.9.0
	RANimp-16QamUplink
	R1

	RP-080352
	25.214
	0484
	-
	7.8.0
	Rel-7
	Correction to E-DPCCH gain factor calculation
	reissued
	F
	
	RANimp-16QamUplink
	R1

	RP-080352
	25.214
	0485
	-
	8.1.0
	Rel-8
	Correction to E-DPCCH gain factor calculation
	reissued
	A
	
	RANimp-16QamUplink
	R1

	RP-080439
	25.214
	0485
	-
	8.1.0
	Rel-8
	Correction to E-DPCCH gain factor calculation
	approved
	A
	8.2.0
	RANimp-16QamUplink
	R1

	RP-080386
	25.214
	0490
	-
	8.1.0
	Rel-8
	Introduction of the Enhanced Uplink for CELL_FACH state
	noted
	B
	
	RANimp-UplinkEnhState
	R1

	RP-080351
	25.214
	0491
	1
	7.8.0
	Rel-7
	Correction to E-DCH control channel timing
	approved
	F
	7.9.0
	EDCH-Phys
	R1

	RP-080351
	25.214
	0492
	1
	8.1.0
	Rel-8
	Correction to E-DCH control channel timing
	approved
	A
	8.2.0
	EDCH-Phys
	R1

	RP-080355
	25.215
	0188
	-
	8.0.0
	Rel-8
	E-UTRA measurements for UTRA – E-UTRA interworking
	reissued
	B
	
	LTE-Phys
	R1

	RP-080436
	25.215
	0188
	-
	8.0.0
	Rel-8
	E-UTRA measurements for UTRA – E-UTRA interworking
	approved
	B
	8.1.0
	LTE-Phys
	R1

	RP-080356
	25.221
	0155
	-
	8.0.0
	Rel-8
	Introduction 64QAM for 1.28Mcps TDD HSDPA
	approved
	B
	8.1.0
	RANimp-64Qam1.28TDD
	R1

	RP-080348
	25.221
	0156
	-
	7.6.0
	Rel-7
	Applicability of sync case 2
	approved
	F
	7.7.0
	MBMSE-RANPhysTDD
	R1

	RP-080348
	25.221
	0157
	-
	8.0.0
	Rel-8
	Applicability of sync case 2
	approved
	A
	8.1.0
	MBMSE-RANPhysTDD
	R1

	RP-080347
	25.222
	0147
	1
	7.6.0
	Rel-7
	Clarification on E-HICH coding for 1.28Mcps TDD
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080347
	25.222
	0148
	1
	7.6.0
	Rel-7
	Clarification of TRRI on E-AGCH for 1.28Mcps TDD EUL
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080347
	25.222
	0149
	1
	7.6.0
	Rel-7
	Correction of E-HICH coding for 1.28 Mcps TDD EUL
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080356
	25.222
	0150
	1
	8.0.0
	Rel-8
	Introduction 64QAM for 1.28Mcps TDD HSDPA
	approved
	B
	8.1.0
	RANimp-64Qam1.28TDD
	R1

	RP-080356
	25.223
	0052
	-
	8.0.0
	Rel-8
	Introduction the 64QAM constellation for 1.28 Mcps TDD HSDPA
	approved
	B
	8.1.0
	RANimp-64Qam1.28TDD
	R1

	RP-080347
	25.223
	0053
	-
	7.6.0
	Rel-7
	Correction of uplink multicode capability for 1.28 Mcps TDD EUL
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080347
	25.223
	0054
	-
	8.0.0
	Rel-8
	Correction of uplink multicode capability for 1.28 Mcps TDD EUL
	approved
	A
	8.1.0
	LCRTDD-EDCH-Phys
	R1

	RP-080347
	25.224
	0174
	1
	7.6.0
	Rel-7
	EUL power control clarification for 1.28Mcps TDD
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080347
	25.224
	0181
	1
	7.6.0
	Rel-7
	EUL power control improvement for 1.28Mcps TDD
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080353
	25.224
	0182
	1
	7.6.0
	Rel-7
	Use of Special Bursts for DTX on FACH in 1.28 Mcps TDD
	approved
	F
	7.7.0
	TEI7
	R1

	RP-080347
	25.224
	0183
	-
	7.6.0
	Rel-7
	Correction of E-PUCH power control for 1.28Mcps TDD EUL
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080347
	25.224
	0184
	1
	7.6.0
	Rel-7
	Clarification of the E-AGCH monitoring for 1.28Mcps TDD EUL
	approved
	F
	7.7.0
	LCRTDD-EDCH-Phys
	R1

	RP-080415
	25.301
	0097
	-
	8.1.0
	Rel-8
	Introduction of Uplink Enhanced CELL_FACH in 25.301
	approved
	B
	8.2.0
	RANimp-UplinkEnhState
	R2

	RP-080403
	25.304
	0165
	1
	7.5.0
	Rel-7
	Correction to HCS
	approved
	F
	7.6.0
	TEI7
	R2

	RP-080403
	25.304
	0166
	1
	8.1.0
	Rel-8
	Correction to HCS
	approved
	A
	8.2.0
	TEI7
	R2

	RP-080417
	25.306
	0193
	1
	8.2.0
	Rel-8
	Introduction of 64QAM in UE capability specification for LCR TDD
	approved
	B
	8.3.0
	RANimp-64Qam1.28TDD
	R2

	RP-080440
	25.308
	0032
	2
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	approved
	B
	8.2.0
	RANimp-CPC
	R2

	RP-080354
	25.308
	0032
	2
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	revised
	B
	
	RANimp-CPC
	R2

	RP-080416
	25.308
	0033
	2
	8.1.0
	Rel-8
	Introduction of DRX operation in CELL_FACH State
	approved
	B
	8.2.0
	RANimp-DRX
	R2

	RP-080396
	25.308
	0034
	1
	7.6.0
	Rel-7
	RLC TM mode allowing for HS-DSCH
	approved
	F
	7.7.0
	RANimp-Enhstate
	R2

	RP-080396
	25.308
	0035
	1
	8.1.0
	Rel-8
	RLC TM mode allowing for HS-DSCH
	approved
	A
	8.2.0
	RANimp-Enhstate
	R2

	RP-080395
	25.308
	0036
	-
	7.6.0
	Rel-7
	Change of MAC-d flow definition for MAC-ehs
	approved
	F
	7.7.0
	RANimp-L2dataRates
	R2

	RP-080395
	25.308
	0037
	-
	8.1.0
	Rel-8
	Change of MAC-d flow definition for MAC-ehs
	approved
	A
	8.2.0
	RANimp-L2dataRates
	R2

	RP-080397
	25.319
	0014
	-
	7.5.0
	Rel-7
	Modification of TBS tables and E-TFC selection for LCR TDD
	approved
	F
	7.6.0
	LCRTDD-EDCH-L23
	R2

	RP-080397
	25.319
	0015
	-
	8.1.0
	Rel-8
	Modification of TBS tables and E-TFC selection for LCR TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080404
	25.319
	0016
	-
	7.5.0
	Rel-7
	Completion of the mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	F
	7.6.0
	LCRTDD-EDCH-L23
	R2

	RP-080404
	25.319
	0017
	-
	8.1.0
	Rel-8
	Completion of the mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080443
	25.319
	0018
	1
	7.5.0
	Rel-7
	Triggers, transmission and reliability of Scheduling Information for LCR TDD
	approved
	F
	7.6.0
	LCRTDD-EDCH-L23
	R2

	RP-080399
	25.319
	0018
	1
	7.5.0
	Rel-7
	Triggers, transmission and reliability of Scheduling Information for LCR TDD
	reissued
	F
	
	LCRTDD-EDCH-L23
	R2

	RP-080443
	25.319
	0019
	1
	8.1.0
	Rel-8
	Triggers, transmission and reliability of Scheduling Information for LCR TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080399
	25.319
	0019
	1
	8.1.0
	Rel-8
	Triggers, transmission and reliability of Scheduling Information for LCR TDD
	reissued
	A
	
	LCRTDD-EDCH-L23
	R2

	RP-080398
	25.319
	0020
	-
	7.5.0
	Rel-7
	Clarification of the definition of PRRI for TDD
	approved
	F
	7.6.0
	LCRTDD-EDCH-L23
	R2

	RP-080398
	25.319
	0021
	-
	8.1.0
	Rel-8
	Clarification of the definition of PRRI for TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080415
	25.319
	0022
	1
	8.1.0
	Rel-8
	Introduction of Enhanced Uplink in CELL_FACH in 25.319
	approved
	B
	8.2.0
	RANimp-UplinkEnhState
	R2

	RP-080354
	25.321
	0400
	2
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	revised
	B
	
	RANimp-CPC
	R2

	RP-080440
	25.321
	0400
	2
	8.1.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	approved
	B
	8.2.0
	RANimp-CPC
	R2

	RP-080400
	25.321
	0401
	-
	7.8.0
	Rel-7
	Correction on the Mapping of TRRI field and MSB/LSB for 1.28Mcps TDD EUL
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.321
	0402
	-
	8.1.0
	Rel-8
	Correction on the Mapping of TRRI field and MSB/LSB for 1.28Mcps TDD EUL
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080404
	25.321
	0403
	-
	7.8.0
	Rel-7
	Completion of the mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080404
	25.321
	0404
	-
	8.1.0
	Rel-8
	Completion of the mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080414
	25.321
	0405
	-
	8.1.0
	Rel-8
	Correction of a spelling error of E-TFC selection and addition of a missing figure
	approved
	F
	8.2.0
	RANimp-UplinkL2dataRates
	R2

	RP-080395
	25.321
	0406
	-
	7.8.0
	Rel-7
	Change of MAC-d flow definition for MAC-ehs
	approved
	F
	7.9.0
	RANimp-L2dataRates
	R2

	RP-080395
	25.321
	0407
	-
	8.1.0
	Rel-8
	Change of MAC-d flow definition for MAC-ehs
	approved
	A
	8.2.0
	RANimp-L2dataRates
	R2

	RP-080400
	25.321
	0408
	1
	7.8.0
	Rel-7
	Clarification of method in determing State of a E-TFC for TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.321
	0409
	1
	8.1.0
	Rel-8
	Clarification of method in determing State of a E-TFC for TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080397
	25.321
	0410
	-
	7.8.0
	Rel-7
	Modification of TBS tables and E-TFC selection for LCR TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080397
	25.321
	0411
	-
	8.1.0
	Rel-8
	Modification of TBS tables and E-TFC selection for LCR TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080443
	25.321
	0412
	1
	7.7.0
	Rel-7
	Triggers and transmission of Scheduling Information for LCR TDD
	approved
	F
	
	LCRTDD-EDCH-L23
	R2

	RP-080399
	25.321
	0412
	1
	7.8.0
	Rel-7
	Triggers and transmission of Scheduling Information for LCR TDD
	reissued
	F
	
	LCRTDD-EDCH-L23
	R2

	RP-080443
	25.321
	0413
	1
	8.0.0
	Rel-8
	Triggers and transmission of Scheduling Information for LCR TDD
	approved
	A
	
	LCRTDD-EDCH-L23
	R2

	RP-080399
	25.321
	0413
	1
	8.1.0
	Rel-8
	Triggers and transmission of Scheduling Information for LCR TDD
	reissued
	A
	
	LCRTDD-EDCH-L23
	R2

	RP-080398
	25.321
	0414
	-
	7.8.0
	Rel-7
	Clarification of the definition of PRRI for TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080398
	25.321
	0415
	-
	8.1.0
	Rel-8
	Clarification of the definition of PRRI for TDD
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.321
	0416
	-
	7.8.0
	Rel-7
	HARQ power offset selection during multiplexing of multiple MAC-d flows
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.321
	0417
	-
	8.1.0
	Rel-8
	HARQ power offset selection during multiplexing of multiple MAC-d flows
	approved
	A
	8.2.0
	LCRTDD-EDCH-L23
	R2

	RP-080417
	25.321
	0418
	-
	8.1.0
	Rel-8
	Introduction of 64QAM in MAC for LCR TDD
	approved
	B
	8.2.0
	RANimp-64Qam1.28TDD
	R2

	RP-080403
	25.322
	0327
	1
	7.6.0
	Rel-7
	Correction on UM model depiction
	approved
	F
	7.7.0
	TEI7
	R2

	RP-080403
	25.322
	0328
	1
	8.1.0
	Rel-8
	Correction on UM model depiction
	approved
	A
	8.2.0
	TEI7
	R2

	RP-080391
	25.322
	0329
	1
	7.6.0
	Rel-7
	Clarification on DAR Operation
	approved
	F
	7.7.0
	MBMS-RAN
	R2

	RP-080391
	25.322
	0330
	1
	8.1.0
	Rel-8
	Clarification on DAR Operation
	approved
	A
	8.2.0
	MBMS-RAN
	R2

	RP-080405
	25.322
	0331
	-
	8.1.0
	Rel-8
	CS-HSPA UL Segmentation
	approved
	F
	8.2.0
	RInImp8-CsHspa
	R2

	RP-080395
	25.322
	0332
	1
	7.6.0
	Rel-7
	Removal of UTRAN behaviour
	approved
	F
	7.7.0
	RANimp-L2dataRates
	R2

	RP-080395
	25.322
	0333
	3
	8.1.0
	Rel-8
	Removal of UTRAN behaviour
	approved
	A
	8.2.0
	RANimp-L2dataRates
	R2

	RP-080414
	25.322
	0334
	-
	8.1.0
	Rel-8
	Correction to transmitting AM RLC entity
	approved
	F
	8.2.0
	RANimp-UplinkL2dataRates
	R2

	RP-080414
	25.322
	0335
	1
	8.1.0
	Rel-8
	Removal of Redundant Description in Transmitting Side
	approved
	F
	8.2.0
	RANimp-UplinkL2dataRates
	R2

	RP-080390
	25.322
	0336
	-
	6.11.0
	Rel-6
	Non-applicability of ciphering for MCCH, MSCH and MTCH
	approved
	F
	6.12.0
	MBMS-RAN
	R2

	RP-080390
	25.322
	0337
	-
	7.6.0
	Rel-7
	Non-applicability of ciphering for MCCH, MSCH and MTCH
	approved
	A
	7.7.0
	MBMS-RAN
	R2

	RP-080390
	25.322
	0338
	-
	8.1.0
	Rel-8
	Non-applicability of ciphering for MCCH, MSCH and MTCH
	approved
	A
	8.2.0
	MBMS-RAN
	R2

	RP-080395
	25.322
	0342
	-
	7.6.0
	Rel-7
	Maximum RLC PDU size
	approved
	F
	7.7.0
	RANimp-L2DataRates
	R2

	RP-080395
	25.322
	0343
	-
	8.1.0
	Rel-8
	Maximum RLC PDU size
	approved
	A
	8.2.0
	RANimp-L2DataRates
	R2

	RP-080414
	25.322
	0344
	1
	8.1.0
	Rel-8
	RLC PDU size adaptation
	approved
	B
	8.2.0
	RANimp-UplinkL2dataRates
	R2

	RP-080389
	25.331
	3278
	-
	4.18.0
	Rel-4
	Clarification on MAX_CID
	approved
	F
	4.19.0
	TEI4
	R2

	RP-080389
	25.331
	3279
	-
	5.21.0
	Rel-5
	Clarification on MAX_CID
	approved
	A
	5.22.0
	TEI4
	R2

	RP-080390
	25.331
	3280
	1
	6.17.0
	Rel-6
	"Interpretation of the ""Neighbouring cell identity"" in MBMS NEIGHBOURING CELL PTM RB INFO"
	approved
	F
	6.18.0
	MBMS-RAN
	R2

	RP-080390
	25.331
	3281
	1
	7.8.0
	Rel-7
	"Interpretation of the ""Neighbouring cell identity"" in MBMS NEIGHBOURING CELL PTM RB INFO"
	approved
	A
	7.9.0
	MBMS-RAN
	R2

	RP-080390
	25.331
	3282
	1
	8.2.0
	Rel-8
	"Interpretation of the ""Neighbouring cell identity"" in MBMS NEIGHBOURING CELL PTM RB INFO"
	approved
	A
	8.3.0
	MBMS-RAN
	R2

	RP-080390
	25.331
	3283
	-
	6.17.0
	Rel-6
	Clarification on MBMS dispersion
	approved
	F
	6.18.0
	MBMS-RAN
	R2

	RP-080390
	25.331
	3284
	-
	7.8.0
	Rel-7
	Clarification on MBMS dispersion
	approved
	A
	7.9.0
	MBMS-RAN
	R2

	RP-080390
	25.331
	3285
	-
	8.2.0
	Rel-8
	Clarification on MBMS dispersion
	approved
	A
	8.3.0
	MBMS-RAN
	R2

	RP-080403
	25.331
	3286
	-
	7.8.0
	Rel-7
	Minor ASN.1 corrections due errors detected during v780 implementation
	approved
	F
	7.9.0
	TEI7
	R2

	RP-080403
	25.331
	3287
	-
	8.2.0
	Rel-8
	Minor ASN.1 corrections due errors detected during v780 implementation
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080414
	25.331
	3288
	2
	8.2.0
	Rel-8
	Configurable values for the minimum and maximum RLC PDU size 
	approved
	B
	8.3.0
	RANimp-UplinkL2dataRates
	R2

	RP-080417
	25.331
	3289
	-
	8.2.0
	Rel-8
	Introduction of 64QAM in RRC for LCR TDD
	approved
	B
	8.3.0
	RANimp-64Qam1.28TDD
	R2

	RP-080396
	25.331
	3290
	-
	7.8.0
	Rel-7
	Correction on the attribute of Treset in system information
	approved
	F
	7.9.0
	RANimp-EnhState
	R2

	RP-080396
	25.331
	3291
	-
	8.2.0
	Rel-8
	Correction on the attribute of Treset in system information
	approved
	A
	8.3.0
	RANimp-EnhState
	R2

	RP-080396
	25.331
	3292
	-
	7.8.0
	Rel-7
	Editorial correction to reconfigure MAC-ehs reordering queue
	approved
	F
	7.9.0
	RANimp-EnhState
	R2

	RP-080396
	25.331
	3293
	-
	8.2.0
	Rel-8
	Editorial correction to reconfigure MAC-ehs reordering queue
	approved
	A
	8.3.0
	RANimp-EnhState
	R2

	RP-080403
	25.331
	3294
	-
	7.8.0
	Rel-7
	Editorial correction to variable description of CELL_INFO_LIST
	approved
	F
	7.9.0
	TEI7
	R2

	RP-080403
	25.331
	3295
	-
	8.2.0
	Rel-8
	Editorial correction to variable description of CELL_INFO_LIST
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080393
	25.331
	3296
	-
	6.17.0
	Rel-6
	Correction to the calcuration of DPCH frame offset for F-DPCH on timing re-initialised hard handover
	approved
	F
	6.18.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-080393
	25.331
	3297
	-
	7.8.0
	Rel-7
	Correction to the calcuration of DPCH frame offset for F-DPCH on timing re-initialised hard handover
	approved
	A
	7.9.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-080393
	25.331
	3298
	-
	8.2.0
	Rel-8
	Correction to the calcuration of DPCH frame offset for F-DPCH on timing re-initialised hard handover
	approved
	A
	8.3.0
	RANimp-RABSE-CodeOptFDD
	R2

	RP-080403
	25.331
	3299
	-
	7.8.0
	Rel-7
	Handling of TRANSPORT FORMAT COMBINATION CONTROL
	approved
	F
	7.9.0
	TEI7
	R2

	RP-080403
	25.331
	3300
	-
	8.2.0
	Rel-8
	Handling of TRANSPORT FORMAT COMBINATION CONTROL
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080404
	25.331
	3301
	-
	7.8.0
	Rel-7
	Completion of the mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080399
	25.331
	3301
	1
	7.8.0
	Rel-7
	Counter and timers for Scheduling Information Reporting of LCR TDD
	reissued
	F
	
	LCRTDD-EDCH-L23
	R2

	RP-080443
	25.331
	3301
	1
	7.8.0
	Rel-7
	Counter and timers for Scheduling Information Reporting of LCR TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080404
	25.331
	3302
	-
	8.2.0
	Rel-8
	Completion of the mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080399
	25.331
	3304
	1
	8.2.0
	Rel-8
	Counter and timers for Scheduling Information Reporting of LCR TDD
	reissued
	A
	
	LCRTDD-EDCH-L23
	R2

	RP-080443
	25.331
	3304
	1
	8.2.0
	Rel-8
	Counter and timers for Scheduling Information Reporting of LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080398
	25.331
	3305
	-
	7.8.0
	Rel-7
	Clarification of the definition of PRRI for TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080398
	25.331
	3306
	-
	8.2.0
	Rel-8
	Clarification of the definition of PRRI for TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.331
	3307
	1
	7.8.0
	Rel-7
	Correction and Clarification of E-RUCCH Info for LCR TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.331
	3308
	1
	8.2.0
	Rel-8
	Correction and Clarification of E-RUCCH Info for LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080395
	25.331
	3311
	-
	7.8.0
	Rel-7
	Re-establishment condition for RLC reconfiguration to fixed from flexible PDU size
	approved
	F
	7.9.0
	RANimp-L2dataRates
	R2

	RP-080395
	25.331
	3312
	-
	8.2.0
	Rel-8
	Re-establishment condition for RLC reconfiguration to fixed from flexible PDU size
	approved
	A
	8.3.0
	RANimp-L2dataRates
	R2

	RP-080418
	25.331
	3313
	-
	8.2.0
	Rel-8
	Early Implementation of PPAC
	approved
	C
	8.3.0
	PPACR
	R2

	RP-080402
	25.331
	3314
	-
	7.8.0
	Rel-7
	MBSFN Corrections
	approved
	F
	7.9.0
	MBMSE-RANPhysFDD
	R2

	RP-080402
	25.331
	3315
	-
	8.2.0
	Rel-8
	MBSFN Corrections
	approved
	A
	8.3.0
	MBMSE-RANPhysFDD
	R2

	RP-080405
	25.331
	3316
	1
	8.2.0
	Rel-8
	RAB reconfiguration for CS HSPA
	approved
	B
	8.3.0
	RInImp8-CsHspa
	R2

	RP-080419
	25.331
	3317
	-
	8.2.0
	Rel-8
	Various corrections due to editorial problems detected during CR implementation after RAN-39
	approved
	D
	8.3.0
	TEI8
	R2

	RP-080403
	25.331
	3318
	-
	7.8.0
	Rel-7
	Correction of missing Rel-7 VLEC in the Radio Bearer Reconfiguration message
	approved
	F
	7.9.0
	TEI7
	R2

	RP-080419
	25.331
	3319
	-
	8.2.0
	Rel-8
	Correction of missing Rel-7 VLEC in the Radio Bearer Reconfiguration message and other non-editorial corrections due to problems discovered during CR implementation
	approved
	F
	8.3.0
	TEI8
	R2

	RP-080396
	25.331
	3320
	-
	7.8.0
	Rel-7
	RRC connection release for Cell_PCH
	approved
	F
	7.9.0
	RANimp-Enhstate
	R2

	RP-080396
	25.331
	3321
	-
	8.2.0
	Rel-8
	RRC connection release for Cell_PCH
	approved
	A
	8.3.0
	RANimp-Enhstate
	R2

	RP-080384
	25.331
	3322
	-
	8.2.0
	Rel-8
	Introduce a new band E for LCR TDD
	approved
	B
	8.3.0
	RInImp8-UMTS2300TDD
	R2

	RP-080396
	25.331
	3323
	-
	7.8.0
	Rel-7
	Correction of CELL_PCH in Reconfiguration Procedure
	approved
	F
	7.9.0
	RANimp-Enhstate
	R2

	RP-080396
	25.331
	3324
	-
	8.2.0
	Rel-8
	Correction of CELL_PCH in Reconfiguration Procedure
	approved
	A
	8.3.0
	RANimp-Enhstate
	R2

	RP-080401
	25.331
	3328
	-
	7.8.0
	Rel-7
	Extended power control gap for E-PUCH in LCR TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080401
	25.331
	3329
	-
	8.2.0
	Rel-8
	Extended power control gap for E-PUCH in LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080300
	25.331
	3331
	-
	7.8.0
	Rel-7
	GANSS corrections
	approved
	F
	7.9.0
	LCS3-GNSS-UTRAN
	R2

	RP-080300
	25.331
	3332
	-
	8.2.0
	Rel-8
	GANSS corrections
	approved
	A
	8.3.0
	LCS3-GNSS-UTRAN
	R2

	RP-080403
	25.331
	3333
	-
	7.8.0
	Rel-7
	Various ASN.1 corrections
	approved
	F
	7.9.0
	TEI7
	R2

	RP-080403
	25.331
	3334
	-
	7.8.0
	Rel-7
	Uncorrect way to delete MAC-ehs re-ordering queue
	approved
	F
	7.9.0
	TEI7
	R2

	RP-080392
	25.331
	3338
	-
	6.17.0
	Rel-6
	Correction to note on reference E-TFCI configuration
	reissued
	F
	
	TEI6
	R2

	RP-080392
	25.331
	3339
	-
	7.8.0
	Rel-7
	Correction to note on reference E-TFCI configuration
	reissued
	A
	
	TEI6
	R2

	RP-080392
	25.331
	3340
	-
	8.2.0
	Rel-8
	Correction to note on reference E-TFCI configuration
	reissued
	A
	
	TEI6
	R2

	RP-080394
	25.331
	3341
	-
	7.8.0
	Rel-7
	Correction to relation between DTX-DRX timing and DTX-DRX configuration
	approved
	F
	7.9.0
	RANimp-CPC
	R2

	RP-080394
	25.331
	3342
	-
	8.2.0
	Rel-8
	Correction to relation between DTX-DRX timing and DTX-DRX configuration
	approved
	A
	8.3.0
	RANimp-CPC
	R2

	RP-080400
	25.331
	3343
	1
	7.8.0
	Rel-7
	Clarification on Number of E-UCCH for LCR TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.331
	3344
	1
	8.2.0
	Rel-8
	Clarification on Number of E-UCCH for LCR TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.331
	3345
	1
	7.8.0
	Rel-7
	Presence clarification of E-HICH Information per radio link for TDD
	approved
	F
	7.9.0
	LCRTDD-EDCH-L23
	R2

	RP-080400
	25.331
	3346
	1
	8.2.0
	Rel-8
	Presence clarification of E-HICH Information per radio link for TDD
	approved
	A
	8.3.0
	LCRTDD-EDCH-L23
	R2

	RP-080403
	25.331
	3349
	-
	8.2.0
	Rel-8
	Correction of missing Rel-7 VLEC in the Radio Bearer Reconfiguration message
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080403
	25.331
	3350
	-
	8.2.0
	Rel-8
	Various ASN.1 corrections
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080394
	25.331
	3351
	-
	7.8.0
	Rel-7
	Correction to signaling of Uplink DPCCH slot format information
	approved
	F
	7.9.0
	RANimp-CPC
	R2

	RP-080394
	25.331
	3352
	-
	8.2.0
	Rel-8
	Correction to signaling of Uplink DPCCH slot format information
	approved
	A
	8.3.0
	RANimp-CPC
	R2

	RP-080403
	25.331
	3353
	-
	8.2.0
	Rel-8
	Uncorrect way to delete MAC-ehs re-ordering queue
	approved
	A
	8.3.0
	TEI7
	R2

	RP-080392
	25.331
	3354
	1
	7.8.0
	Rel-7
	Indication for E-DPCCH Power Boosting support status
	revised
	F
	
	E-DCH
	R2

	RP-080442
	25.331
	3354
	2
	7.8.0
	Rel-7
	Indication for E-DPCCH Power Boosting support status
	approved
	F
	7.9.0
	EDCH-L23
	R2

	RP-080392
	25.331
	3355
	1
	8.2.0
	Rel-8
	Indication for E-DPCCH Power Boosting support status
	revised
	A
	
	E-DCH
	R2

	RP-080442
	25.331
	3355
	2
	8.2.0
	Rel-8
	Indication for E-DPCCH Power Boosting support status
	approved
	A
	8.3.0
	EDCH-L23
	R2

	RP-080440
	25.331
	3356
	-
	8.2.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	approved
	B
	8.3.0
	RANimp-CPC
	R2

	RP-080354
	25.331
	3356
	-
	8.2.0
	Rel-8
	HS-SCCH orders for HS-SCCH-less operation
	revised
	B
	
	RANimp-CPC
	R2

	RP-080297
	25.401
	0116
	-
	7.5.0
	Rel-7
	MAC-ehs in CELL_DCH
	approved
	F
	7.6.0
	RANimp-L2DataRates
	R3

	RP-080306
	25.401
	0118
	-
	7.5.0
	Rel-8
	Introduction of Improved L2 for Uplink
	approved
	B
	8.0.0
	RANimp-UplinkL2dataRates
	R3

	RP-080297
	25.413
	0950
	-
	7.8.0
	Rel-8
	Correction of the Release of MBMS Signalling Connection
	approved
	F
	8.0.0
	TEI8
	R3

	RP-080307
	25.423
	1358
	-
	8.0.0
	Rel-8
	Introduction of LCR TDD 64QAM in RNSAP
	approved
	B
	8.1.0
	RANimp-64Qam1.28TDD
	R3

	RP-080404
	25.423
	1359
	2
	7.8.0
	Rel-7
	Mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080404
	25.423
	1360
	2
	8.0.0
	Rel-8
	Mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080295
	25.423
	1365
	1
	7.8.0
	Rel-7
	Extended power control gap for E-PUCH in LCR TDD
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080295
	25.423
	1366
	1
	8.0.0
	Rel-8
	Extended power control gap for E-PUCH in LCR TDD
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080296
	25.423
	1367
	1
	7.8.0
	Rel-7
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	C
	7.9.0
	RANimp-L2DataRates
	R3

	RP-080296
	25.423
	1368
	1
	8.0.0
	Rel-8
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	C
	8.1.0
	RANimp-L2DataRates
	R3

	RP-080298
	25.423
	1369
	-
	7.8.0
	Rel-7
	Power Control Gap IE handling
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080299
	25.423
	1370
	2
	7.8.0
	Rel-7
	RL Parameter Update for E-DCH FDD DL Control Channel Information
	approved
	F
	7.9.0
	EDCH-IurIub
	R3

	RP-080299
	25.423
	1371
	2
	8.0.0
	Rel-8
	RL Parameter Update for E-DCH FDD DL Control Channel Information
	approved
	A
	8.1.0
	EDCH-IurIub
	R3

	RP-080298
	25.423
	1372
	1
	7.8.0
	Rel-7
	Clarification on Transport Bearer Not Requested Indicator
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080298
	25.423
	1373
	1
	8.0.0
	Rel-8
	Clarification on Transport Bearer Not Requested Indicator
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080298
	25.423
	1375
	-
	7.8.0
	Rel-7
	ASN.1 and tabular misalignment
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080298
	25.423
	1376
	-
	8.0.0
	Rel-8
	ASN.1 and tabular misalignment
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080298
	25.423
	1380
	-
	8.0.0
	Rel-8
	Power Control Gap IE handling
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080294
	25.423
	1381
	1
	6.16.0
	Rel-6
	Use of UL DPDCH Indicator For E-DCH Operation IE for unsynchronised RL reconfiguration
	approved
	F
	6.17.0
	TEI6
	R3

	RP-080294
	25.423
	1382
	1
	7.8.0
	Rel-7
	Use of UL DPDCH Indicator For E-DCH Operation IE for unsynchronised RL reconfiguration
	approved
	A
	7.9.0
	TEI6
	R3

	RP-080294
	25.423
	1383
	1
	8.0.0
	Rel-8
	Use of UL DPDCH Indicator For E-DCH Operation IE for unsynchronised RL reconfiguration
	approved
	A
	8.1.0
	TEI6
	R3

	RP-080300
	25.423
	1384
	1
	7.8.0
	Rel-7
	GANSS Corrections
	approved
	F
	7.9.0
	LCS3-GNSS-UTRAN
	R3

	RP-080300
	25.423
	1385
	1
	8.0.0
	Rel-8
	GANSS Corrections
	approved
	A
	8.1.0
	LCS3-GNSS-UTRAN
	R3

	RP-080308
	25.423
	1386
	-
	8.0.0
	Rel-8
	introduction of feature indicator
	approved
	B
	8.1.0
	TEI8
	R3

	RP-080307
	25.433
	1464
	-
	8.0.0
	Rel-8
	Introduction of LCR TDD 64QAM in NBAP
	approved
	B
	8.1.0
	RANimp-64Qam1.28TDD
	R3

	RP-080404
	25.433
	1465
	2
	7.8.0
	Rel-7
	Mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080404
	25.433
	1466
	2
	8.0.0
	Rel-8
	Mechanism for Scheduling Information transmission on MAC-e PDU alone for 1.28 Mcps TDD in EUL
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080295
	25.433
	1469
	1
	7.8.0
	Rel-7
	Modification of E-HICH Time Offset configuration for LCR TDD
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080295
	25.433
	1470
	1
	8.0.0
	Rel-8
	Modification of E-HICH Time Offset configuration for LCR TDD
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080295
	25.433
	1475
	1
	7.8.0
	Rel-7
	Extended power control gap for E-PUCH in LCR TDD
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080295
	25.433
	1476
	1
	8.0.0
	Rel-8
	Extended power control gap for E-PUCH in LCR TDD
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080296
	25.433
	1477
	1
	7.8.0
	Rel-7
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	C
	7.9.0
	RANimp-L2DataRates
	R3

	RP-080296
	25.433
	1478
	1
	8.0.0
	Rel-8
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	approved
	C
	8.1.0
	RANimp-L2DataRates
	R3

	RP-080298
	25.433
	1479
	-
	7.8.0
	Rel-7
	Power Control Gap IE handling
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080298
	25.433
	1480
	-
	8.0.0
	Rel-8
	Power Control Gap IE handling
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080299
	25.433
	1482
	2
	7.8.0
	Rel-7
	RL Parameter Update for E-DCH FDD DL Control Channel Information
	approved
	F
	7.9.0
	EDCH-IurIub
	R3

	RP-080299
	25.433
	1483
	2
	8.0.0
	Rel-8
	RL Parameter Update for E-DCH FDD DL Control Channel Information
	approved
	A
	8.1.0
	EDCH-IurIub
	R3

	RP-080298
	25.433
	1484
	1
	7.8.0
	Rel-7
	Clarification on Transport Bearer Not Requested Indicator
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080298
	25.433
	1485
	1
	8.0.0
	Rel-8
	Clarification on Transport Bearer Not Requested Indicator
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080298
	25.433
	1488
	-
	7.8.0
	Rel-7
	ASN.1 and tabular misalignment
	approved
	F
	7.9.0
	TEI7
	R3

	RP-080298
	25.433
	1489
	-
	8.0.0
	Rel-8
	ASN.1 and tabular misalignment
	approved
	A
	8.1.0
	TEI7
	R3

	RP-080294
	25.433
	1495
	1
	6.16.0
	Rel-6
	Use of UL DPDCH Indicator For E-DCH Operation IE for unsynchronised RL reconfiguration
	approved
	F
	6.17.0
	TEI6
	R3

	RP-080294
	25.433
	1496
	1
	7.8.0
	Rel-7
	Use of UL DPDCH Indicator For E-DCH Operation IE for unsynchronised RL reconfiguration
	approved
	A
	7.9.0
	TEI6
	R3

	RP-080294
	25.433
	1497
	1
	8.0.0
	Rel-8
	Use of UL DPDCH Indicator For E-DCH Operation IE for unsynchronised RL reconfiguration
	approved
	A
	8.1.0
	TEI6
	R3

	RP-080300
	25.433
	1498
	1
	7.8.0
	Rel-7
	GANSS Corrections
	approved
	F
	7.9.0
	LCS3-GNSS-UTRAN
	R3

	RP-080300
	25.433
	1499
	1
	8.0.0
	Rel-8
	GANSS Corrections
	approved
	A
	8.1.0
	LCS3-GNSS-UTRAN
	R3

	RP-080308
	25.433
	1500
	-
	8.0.0
	Rel-8
	introduction of feature indicator
	approved
	B
	8.1.0
	TEI8
	R3

	RP-080300
	25.453
	0113
	1
	7.10.0
	Rel-7
	GANSS Corrections
	approved
	F
	7.11.0
	LCS3-GNSS-UTRAN
	R3

	RP-080309
	25.460
	0007
	-
	7.1.0
	Rel-8
	Correction of figure 6.4.1
	approved
	F
	8.0.0
	TEI8
	R3

	RP-080331
	25.820
	0001
	-
	8.0.0
	Rel-8
	Support of 3G HNB
	approved
	B
	8.1.0
	RANFS-HNBeNB
	R4

	RP-080405
	25.993
	0109
	-
	7.6.0
	Rel-8
	RAB combinations for CS voice over HSPA
	approved
	F
	8.0.0
	RInImp8-CsHspa
	R2

	RP-080405
	25.993
	0110
	1
	7.6.0
	Rel-7
	Replacing contents of TR 25.993 REL-7 by a pointer at creation of REL-8 version
	approved
	D
	7.7.0
	TEI7
	R2

	SP-080251
	26,346
	0123
	1
	7.7.0
	Rel-7
	Correction to caching directive signalling
	approved
	F
	7.8.0
	MBMSUSE
	S4

	SP-080247
	26.111
	0014
	1
	6.1.0
	Rel-6
	Use of AMR-WB in 3G-324M
	approved
	F
	6.2.0
	AMRWB
	S4

	SP-080247
	26.111
	0015
	1
	7.0.0
	Rel-7
	Use of AMR-WB in 3G-324M
	approved
	A
	7.1.0
	AMRWB
	S4

	SP-080248
	26.114
	0019
	1
	7.4.0
	Rel-7
	DTMF clarifications
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080249
	26.114
	0024
	2
	7.4.0
	Rel-7
	Introduction of  network preference management object
	approved
	B
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0025
	-
	7.4.0
	Rel-7
	max-red alignment and clarifications
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0026
	1
	7.4.0
	Rel-7
	Addition of QoS mapping for interactive bearer for real-time text
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0027
	2
	7.4.0
	Rel-7
	Clarifications on bandwidths in SDP
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0028
	1
	7.4.0
	Rel-7
	Codec Control Messages (CCM) update
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0029
	1
	7.4.0
	Rel-7
	Terminology improvements
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0030
	-
	7.4.0
	Rel-7
	3G-324M inter-working in GERAN/UTRAN CS
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080248
	26.114
	0031
	1
	7.4.0
	Rel-7
	ptime and encapsulation alignment
	approved
	F
	7.5.0
	MTSI-MHI
	S4

	SP-080250
	26.201
	0001
	2
	7.0.0
	Rel-7
	Obsoleteness of class C definition
	approved
	F
	7.1.0
	TEI7
	S4

	CP-080361
	27.007
	0156
	-
	8.3.0
	Rel-8
	AT command for enabling / disabling the backlight
	approved
	B
	8.4.0
	TEI8
	C1

	CP-080351
	27.007
	0158
	1
	8.3.0
	Rel-8
	TCRT: Short Data Transmission during ongoing VGCS
	approved
	B
	8.4.0
	EVA
	C1

	CP-080277
	29.002
	0882
	1
	8.5.0
	Rel-8
	Paging optimization with A/Iu flex
	approved
	B
	8.6.0
	TEI8
	C4

	CP-080274
	29.002
	0887
	1
	7.11.0
	Rel-7
	Extension of Group ID
	approved
	F
	7.12.0
	TEI7
	C4

	CP-080274
	29.002
	0888
	1
	8.5.0
	Rel-8
	Extension of Group ID
	approved
	A
	8.6.0
	TEI7
	C4

	CP-080300
	29.007
	0147
	2
	7.3.0
	Rel-7
	GSM Bearer Capability in SRI-Ack
	approved
	F
	7.4.0
	TEI7
	C3

	CP-080268
	29.060
	0685
	-
	7.9.0
	Rel-7
	Essential correction to the Initiate PDP Context Activation Response message
	approved
	F
	7.10.0
	TEI7
	C4

	CP-080268
	29.060
	0686
	1
	8.3.0
	Rel-8
	Essential correction to the Initiate PDP Context Activation Response message
	approved
	A
	8.4.0
	TEI7
	C4

	CP-080275
	29.109
	0047
	2
	7.9.0
	Rel-7
	Key choice correction
	approved
	F
	7.10.0
	TEI7
	C4

	CP-080297
	29.162
	0006
	1
	7.1.0
	Rel-8
	Additions of subclause for TISPAN TIP/TIR and Common Basic Communication supplemetary service interworking 
	approved
	B
	8.0.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0207
	1
	8.2.0
	Rel-8
	Additions of subclause for TISPAN CDIV supplemetary service interworking 
	approved
	B
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0208
	1
	8.2.0
	Rel-8
	Additions of subclause for TISPAN CONFsupplemetary service interworking 
	approved
	B
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0209
	2
	8.2.0
	Rel-8
	Additions of subclause for TISPAN TIP/TIR supplemetary service interworking 
	approved
	B
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0210
	1
	8.2.0
	Rel-8
	Additions of subclause for CUG simulation service for TISPAN supplemetary
	approved
	B
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0211
	2
	8.2.0
	Rel-8
	Additions of subclausefor MCID simulation service for TISPAN supplemetary
	approved
	B
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0212
	4
	8.2.0
	Rel-8
	Inclusion of common procedure in TS 29.163
	approved
	B
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080297
	29.163
	0215
	4
	8.2.0
	Rel-8
	TMR and Fallback mapping
	approved
	F
	8.3.0
	REDOC_TIS-C3
	C3

	CP-080294
	29.163
	0217
	3
	8.2.0
	Rel-8
	Interworking of Terminal Portability
	approved
	F
	8.3.0
	FBI
	C3

	CP-080294
	29.163
	0218
	2
	8.2.0
	Rel-8
	Satellite indicator mapping
	approved
	F
	8.3.0
	FBI
	C3

	CP-080291
	29.163
	0219
	1
	8.2.0
	Rel-8
	MONA Mn Procedures
	approved
	B
	8.3.0
	MIW-IMS
	C3

	CP-080290
	29.163
	0220
	2
	7.10.0
	Rel-7
	DTMF Encoding
	approved
	F
	7.11.0
	IMS-CCR-IWCS
	C3

	CP-080290
	29.163
	0221
	2
	8.2.0
	Rel-8
	DTMF Encoding
	approved
	A
	8.3.0
	IMS-CCR-IWCS
	C3

	CP-080290
	29.163
	0222
	1
	7.10.0
	Rel-7
	DTMF Mn Procedures
	approved
	F
	7.11.0
	IMS-CCR-Mn
	C3

	CP-080290
	29.163
	0223
	1
	8.2.0
	Rel-8
	DTMF Mn Procedures
	approved
	A
	8.3.0
	IMS-CCR-Mn
	C3

	CP-080254
	29.198-03
	0138
	-
	7.1.0
	Rel-8
	Transfer of missing items from ETSI TISPAN OSA Framework specification
	approved
	B
	8.0.0
	OSA8
	C5

	CP-080254
	29.198-04-2
	0032
	-
	7.0.0
	Rel-8
	Transfer of missing items from ETSI TISPAN OSA for GCC Routing to Destination(s)
	approved
	B
	8.0.0
	OSA8
	C5

	CP-080254
	29.198-06
	0063
	-
	7.0.0
	Rel-8
	Transfer of missing User Location Emergency items from ETSI TISPAN OSA Mobility specification.
	approved
	B
	8.0.0
	OSA8
	C5

	CP-080254
	29.198-06
	0064
	-
	7.0.0
	Rel-8
	Transfer of missing User Binding items from ETSI TISPAN OSA Mobility specification.
	approved
	B
	8.0.0
	OSA8
	C5

	CP-080254
	29.198-14
	0027
	-
	7.0.0
	Rel-8
	Transfer of missing items from ETSI TISPAN OSA Presence and Availability Management specification.
	approved
	B
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-01
	0023
	-
	7.2.0
	Rel-8
	Provide guidelines for consideration
	approved
	B
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-13
	0006
	-
	7.0.2
	Rel-8
	In the Group Interface, modify addMember, deleteMember and queryMembers to allow the manipulation of presence or shared lists.
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-13
	0007
	-
	7.0.2
	Rel-8
	In the Group Management Interface, modify createGroup and deleteGroup to allow the manipulation of presence or shared lists and add getOwnersGroups and deleteOwnersGroups to retrieve or delete an owne
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0024
	-
	7.4.1
	Rel-8
	Allow an updated Watcher structure to be returned by the getOpenSubscriptions and getMyWatchers operations instead of the SubscriptionRequest structure.
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0025
	-
	7.4.1
	Rel-8
	Introduce the updateAuthorizationRule operation with parts to match the more complex structure of authorization / permissions supported by SIP / IMS networks. Also add a deleteAuthorizationRule operat
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0026
	-
	7.4.1
	Rel-8
	Add the new methods startMyWatchersNotification and endMyWatchersNotification and rename the existing methods startSubscriptionNotification and EndNotification as startOpenSubscriptionNotification and
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0027
	-
	7.4.1
	Rel-8
	Deletion of Methods in Parlay-X Presence
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0028
	-
	7.4.1
	Rel-8
	Update the call flow section for the Presence APIs to reflect the inclusion of support for SIP SIMPLE
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0029
	-
	7.4.1
	Rel-8
	Provide the possibility to use a one stage startPresenceNotification or getUserPresence operation instead of the two stage subscribePresence / startPresenceNotification and subscribePresence / getUser
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0030
	-
	7.4.1
	Rel-8
	Allow the two stage notifySubscription / statusChanged operations to be avoided by the use of a newly defined one stage statusNotified operation that also supports notifications for multiple presentit
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080255
	29.199-14
	0031
	-
	7.4.1
	Rel-8
	Add the new methods notifyMyWatchers and notifyMyWatchersEnd and rename the existing method notifyEnd as notifyOpenSubscriptionEnd
	approved
	C
	8.0.0
	OSA8
	C5

	CP-080299
	29.212
	0078
	1
	7.4.0
	Rel-8
	Supporting tunneled and untunneled PCC rules
	approved
	C
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0081
	-
	7.4.0
	Rel-8
	IP CAN session definition update
	approved
	F
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0082
	3
	7.4.0
	Rel-8
	Event Report handling in Gx
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0086
	-
	7.4.0
	Rel-8
	Introduction of Gxx reference points
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0089
	3
	7.4.0
	Rel-8
	Gxx reference points overview
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0090
	2
	7.4.0
	Rel-8
	Gxx reference model
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0091
	2
	7.4.0
	Rel-8
	Quality of Service Control rule definition and operations
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0092
	2
	7.4.0
	Rel-8
	PCRF functional element for Gxx
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0093
	1
	7.4.0
	Rel-8
	BBERF functional element for Gxx
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0097
	2
	7.4.0
	Rel-8
	RAT type AVP
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0098
	1
	7.4.0
	Rel-8
	IP-CAN session termination procedures at Gxx
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.212
	0099
	1
	7.4.0
	Rel-8
	IP-CAN session modification procedures at Gxx
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080292
	29.212
	0100
	2
	7.4.0
	Rel-7
	Binding of PCC rules having no AF session
	approved
	F
	7.5.0
	PCC
	C3

	CP-080292
	29.212
	0101
	2
	7.4.0
	Rel-7
	Rejection of traffic mapping information
	approved
	F
	7.5.0
	PCC
	C3

	CP-080292
	29.212
	0102
	1
	7.4.0
	Rel-7
	Downgrading of QoS request
	approved
	F
	7.5.0
	PCC
	C3

	CP-080298
	29.213
	0046
	3
	7.4.0
	Rel-8
	Updating QoS mapping procedures for 3GPP2 IP-CAN
	approved
	B
	8.0.0
	REDOC_3GPP2
	C3

	CP-080292
	29.213
	0047
	4
	7.4.0
	Rel-7
	Rel-7 Support of TCP-based media in PCC
	approved
	F
	7.5.0
	PCC
	C3

	CP-080299
	29.213
	0049
	2
	7.4.0
	Rel-8
	TS 29.213 re-structuring
	approved
	B
	8.0.0
	SAES-St3-PCC
	C3

	CP-080299
	29.213
	0053
	3
	7.4.0
	Rel-8
	Updates to Binding Mechanisms
	approved
	B
	8.0.0
	SAES-st3-PCC
	C3

	CP-080298
	29.214
	0048
	3
	8.0.0
	Rel-8
	AVP and Command Code updates for Common IMS
	approved
	B
	8.1.0
	REDOC_3GPP2
	C3

	CP-080296
	29.214
	0049
	1
	8.0.0
	Rel-8
	Supporting third party application server for AF
	approved
	C
	8.1.0
	PCC
	C3

	CP-080292
	29.214
	0050
	2
	7.4.0
	Rel-7
	Support of TCP-based media in PCC
	approved
	F
	7.5.0
	PCC
	C3

	CP-080292
	29.214
	0051
	1
	8.0.0
	Rel-8
	Support of TCP-based media in PCC
	approved
	A
	8.1.0
	PCC
	C3

	CP-080299
	29.214
	0052
	3
	8.0.0
	Rel-8
	IP-CAN Type verification
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080292
	29.214
	0053
	1
	7.4.0
	Rel-7
	Notification of Relase of Signalling Bearer
	approved
	F
	7.5.0
	PCC
	C3

	CP-080292
	29.214
	0054
	1
	8.0.0
	Rel-8
	Notification of Relase of Signalling Bearer
	approved
	A
	8.1.0
	PCC
	C3

	CP-080299
	29.214
	0055
	2
	8.0.0
	Rel-8
	IP CAN session definition update
	approved
	F
	8.1.0
	SAES-St3-PCC
	C3

	CP-080299
	29.214
	0057
	2
	8.0.0
	Rel-8
	RAT type AVP
	approved
	B
	8.1.0
	SAES-St3-PCC
	C3

	CP-080261
	29.228
	0399
	3
	8.1.0
	Rel-8
	Originating services after call forwarding
	approved
	B
	8.2.0
	IMSProtoc2
	C4

	CP-080261
	29.228
	0406
	-
	8.1.0
	Rel-8
	XML example
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080267
	29.228
	0407
	-
	7.8.0
	Rel-7
	Emergency Registration for REGISTRATION_AND_CAPABILITIES
	approved
	F
	7.9.0
	EMC1
	C4

	CP-080267
	29.228
	0408
	-
	8.1.0
	Rel-8
	Emergency Registration for REGISTRATION_AND_CAPABILITIES
	approved
	A
	8.2.0
	EMC1
	C4

	CP-080267
	29.228
	0409
	-
	7.8.0
	Rel-7
	Removal of restriction for barred user at Emergency Registrations
	postponed
	F
	
	EMC1
	C4

	CP-080267
	29.228
	0410
	-
	8.1.0
	Rel-8
	Removal of restriction for barred user at Emergency Registrations
	postponed
	A
	
	EMC1
	C4

	CP-080261
	29.229
	0145
	1
	8.1.0
	Rel-8
	Correction to the behavior of the HSS defined in the SiFC feature
	approved
	C
	8.2.0
	TEI8
	C4

	CP-080261
	29.229
	0146
	2
	8.1.0
	Rel-8
	Realm and Host to be used for Charging
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080267
	29.230
	0116
	1
	7.10.0
	Rel-7
	A new Diameter Permanent Failure Code for Gx
	approved
	F
	7.11.0
	TEI7
	C4

	CP-080267
	29.230
	0117
	1
	8.1.0
	Rel-8
	A new Diameter Permanent Failure Code for Gx
	approved
	A
	8.2.0
	TEI7
	C4

	CP-080271
	29.232
	0576
	2
	8.2.0
	Rel-8
	Correction of the inconsistencies in several procedures description
	approved
	F
	8.3.0
	TEI8
	C4

	CP-080264
	29.232
	0577
	2
	8.2.0
	Rel-8
	Stage 3 support for A interface over IP
	approved
	B
	8.3.0
	AoIP-CN
	C4

	CP-080262
	29.232
	0578
	1
	8.2.0
	Rel-8
	Addition of SIP-I based Nc within the scope of TS 29.232
	approved
	F
	8.3.0
	SIP_Nc-St3
	C4

	CP-080269
	29.232
	0580
	1
	7.9.0
	Rel-7
	Use Of Release Bearer Procedure
	approved
	F
	7.10.0
	CSSPLIT
	C4

	CP-080269
	29.232
	0581
	1
	8.2.0
	Rel-8
	Use Of Release Bearer Procedure
	approved
	A
	8.3.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0582
	-
	5.21.0
	Rel-5
	Coding of UDP Port Property
	approved
	F
	5.22.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0583
	-
	6.12.1
	Rel-6
	Coding of UDP Port Property
	approved
	A
	6.13.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0584
	-
	7.9.0
	Rel-7
	Coding of UDP Port Property
	approved
	A
	7.10.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0585
	-
	8.2.0
	Rel-8
	Coding of UDP Port Property
	approved
	A
	8.3.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0586
	1
	5.21.0
	Rel-5
	Use of IP Transport and UDP Properties in Local Control Descriptor
	approved
	F
	5.22.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0587
	1
	6.12.1
	Rel-6
	Use of IP Transport and UDP Properties in Local Control Descriptor
	approved
	A
	6.13.0
	CSSPLIT
	C4

	CP-080270
	29.232
	0588
	1
	7.9.0
	Rel-7
	Use of IP Transport and UDP Properties in Local Control Descriptor
	approved
	A
	7.10.0
	CSSPLIT
	C4

	CP-080266
	29.234
	0138
	-
	6.11.0
	Rel-6
	Correction of Server Assignment Type
	approved
	F
	6.12.0
	WLAN
	C4

	CP-080266
	29.234
	0139
	-
	7.8.0
	Rel-7
	Correction of Server Assignment Type
	approved
	A
	7.9.0
	WLAN
	C4

	CP-080267
	29.328
	0246
	-
	8.0.0
	Rel-8
	DSAI Corrections
	approved
	A
	8.1.0
	IMS-CCR
	C4

	CP-080261
	29.328
	0249
	1
	8.0.0
	Rel-8
	Realm and Host to be used for Charging
	approved
	F
	8.1.0
	TEI8
	C4

	CP-080267
	29.328
	0250
	-
	7.8.0
	Rel-7
	DSAI Corrections
	approved
	F
	7.9.0
	IMS-CCR
	C4

	CP-080267
	29.329
	0123
	1
	8.0.0
	Rel-8
	DSAI Corrections
	approved
	A
	8.1.0
	IMS-CCR
	C4

	CP-080267
	29.329
	0125
	-
	7.5.0
	Rel-7
	DSAI Corrections
	approved
	F
	7.6.0
	IMS-CCR
	C4

	CP-080272
	29.332
	0130
	-
	8.1.0
	Rel-8
	"Updating Mn interface profile ""threegimscsiw"" to version 3"
	approved
	F
	8.2.0
	TEI8
	C4

	CP-080263
	29.333
	0019
	-
	8.0.0
	Rel-8
	Usage of H.248.45 MGC Information Package
	approved
	F
	8.1.0
	eMP
	C4

	CP-080273
	29.333
	0020
	1
	7.3.0
	Rel-7
	Alignment of SDP Usage
	approved
	F
	7.4.0
	Mp-St3c4
	C4

	CP-080273
	29.333
	0021
	1
	8.0.0
	Rel-8
	Alignment of SDP Usage
	approved
	A
	8.1.0
	Mp-St3c4
	C4

	CP-080263
	29.333
	0022
	1
	8.0.0
	Rel-8
	Alignment of 3G Mp with TISPAN MRF
	approved
	B
	8.1.0
	TEI8
	C4

	CP-080263
	29.333
	0023
	1
	8.0.0
	Rel-8
	Introduction of Stage 3 Procedure for Message Conference
	approved
	B
	8.1.0
	eMp
	C4

	CP-080295
	29.414
	0034
	1
	8.0.0
	Rel-8
	Mandatory support of IPv4 on SIP-I based Nb interface
	withdrawn
	F
	
	NcSIP
	C3

	CP-080308
	29.414
	0034
	2
	8.0.0
	Rel-8
	Mandatory support of IPv4 on SIP-I based Nb interface
	approved
	F
	8.1.0
	NcSIP
	C3

	CP-080295
	29.414
	0035
	1
	8.0.0
	Rel-8
	Framing Protocol Interworking
	withdrawn
	B
	
	NcSIP
	C3

	CP-080309
	29.414
	0035
	2
	8.0.0
	Rel-8
	Framing Protocol Interworking
	approved
	B
	8.1.0
	NcSIP
	C3

	CP-080295
	29.415
	0013
	1
	7.0.0
	Rel-8
	NbFP not used for SIP-I based CS CN
	withdrawn
	F
	
	NcSIP
	C3

	CP-080310
	29.415
	0013
	2
	7.0.0
	Rel-8
	NbFP not used for SIP-I based CS CN
	approved
	B
	8.0.0
	NcSIP
	C3

	CP-080276
	29.433
	0001
	1
	8.0.0
	Rel-8
	Removal of Informative SIP Digest Annex for NGN R2
	approved
	F
	8.1.0
	MAINT_R2
	C4

	CP-080293
	29.527
	0001
	2
	8.0.0
	Rel-8
	TMR and Fallback mapping
	approved
	F
	8.1.0
	MAINT_R2
	C3

	CP-080385
	31.102
	0368
	1
	8.1.0
	Rel-8
	Clarification of content of EFUID
	approved
	F
	8.2.0
	TEI8
	C6

	CP-080386
	31.111
	0192
	2
	7.8.0
	Rel-7
	Explicit definition of Provide Local Information values
	approved
	F
	7.9.0
	TEI7
	C6

	CP-080386
	31.111
	0193
	2
	8.1.1
	Rel-8
	Explicit definition of Provide Local Information values
	approved
	A
	8.2.0
	TEI7
	C6

	CP-080387
	31.121
	0112
	-
	7.3.0
	Rel-7
	Essential correction to network simulator configuration in test 5.2.1
	approved
	F
	7.4.0
	TEI7
	C6

	CP-080387
	31.121
	0113
	-
	7.3.0
	Rel-7
	Essential correction to test 7.3.1
	approved
	F
	7.4.0
	TEI7
	C6

	CP-080387
	31.121
	0114
	1
	7.3.0
	Rel-7
	Essential correction of the test case applicability for terminals not supporting speech calls
	approved
	F
	7.4.0
	TEI7
	C6

	CP-080388
	31.124
	0160
	1
	7.3.0
	Rel-7
	Essential correction of icon test case applicability
	approved
	F
	7.4.0
	TEI7
	C6

	CP-080388
	31.124
	0161
	2
	7.3.0
	Rel-7
	Essential correction to 27.22.6.4
	approved
	F
	7.4.0
	TEI7
	C6

	CP-080388
	31.124
	0163
	3
	7.3.0
	Rel-7
	Essential correction of test case applicability of 27.22.6.2 and 27.22.4.11
	approved
	F
	7.4.0
	TEI7
	C6

	SP-080329
	32.101
	0037
	-
	8.1.0
	Rel-8
	Remove statement about the Release 7 preferred technologies
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080329
	32.122
	0001
	-
	8.0.0
	Rel-8
	Clarify the assumed scenarios for AAM rules
	approved
	F
	8.1.0
	OAM8
	S5

	SP-080329
	32.150
	0013
	-
	8.1.0
	Rel-8
	Remove CMIP and add SOAP reference as supported technology for IRP Solution Sets - Align with 32.101
	approved
	F
	8.2.0
	OAM8
	S5

	SP-080329
	32.151
	0012
	-
	8.0.0
	Rel-8
	Introduction of traceability in the IS template
	approved
	C
	8.1.0
	OAM8
	S5

	SP-080329
	32.155
	0001
	-
	8.0.0
	Rel-8
	Correct the clause references to ITU-T Recommendation M.3020
	approved
	F
	8.1.0
	OAM8
	S5

	SP-080330
	32.240
	0016
	1
	8.2.0
	Rel-8
	Implication on overall Charging description for Common IMS
	approved
	B
	8.3.0
	CH8
	S5

	SP-080274
	32.240
	0017
	-
	8.2.0
	Rel-8
	Implications on overall charging architecture description for EPC Charging
	approved
	B
	8.3.0
	EPC-CH
	S5

	SP-080274
	32.251
	0064
	-
	8.1.0
	Rel-8
	Impact on Charging trigger for EPC Charging
	approved
	B
	8.2.0
	EPC-CH
	S5

	SP-080330
	32.252
	0004
	1
	7.0.0
	Rel-8
	WLAN on-line charging
	approved
	F
	8.0.0
	CH8
	S5

	SP-080271
	32.260
	0057
	-
	7.4.0
	Rel-7
	Correction on supported fields in the Charging Operations
	approved
	F
	7.5.0
	CH7
	S5

	SP-080271
	32.260
	0058
	-
	8.3.0
	Rel-8
	Correction on supported fields in the Charging Operations
	approved
	A
	8.4.0
	CH7
	S5

	SP-080330
	32.272
	0025
	-
	7.4.0
	Rel-8
	Complete early session setup online charging flow and add PoC Event Type into PoC Information
	approved
	B
	8.0.0
	CH8
	S5

	SP-080330
	32.274
	0002
	-
	8.1.0
	Rel-8
	Support of Number Portability and Carrier Selection in SMS Online Charging
	approved
	B
	8.2.0
	CH8
	S5

	SP-080274
	32.295
	0004
	-
	7.0.0
	Rel-8
	Implication on CDR transfer for EPC Charging
	approved
	B
	8.0.0
	EPC-CH
	S5

	SP-080274
	32.296
	0008
	-
	8.1.0
	Rel-8
	Implication on Online Charging System (OCS) description for EPC Charging
	approved
	B
	8.2.0
	EPC-CH
	S5

	SP-080330
	32.298
	0083
	-
	8.1.0
	Rel-8
	Add PoC Event Type into PoC CDR
	approved
	B
	8.2.0
	CH8
	S5

	SP-080330
	32.299
	0211
	-
	8.2.0
	Rel-8
	Correction on SCCP-Address AVPs
	approved
	F
	8.3.0
	CH8
	S5

	SP-080330
	32.299
	0212
	-
	8.2.0
	Rel-8
	Add PoC-Event-Type AVP into PoC-Information
	approved
	B
	8.3.0
	CH8
	S5

	SP-080330
	32.299
	0213
	-
	8.2.0
	Rel-8
	Correction to PoC-Controlling-Adress AVP and PoC-Group-Name AVP
	approved
	F
	8.3.0
	CH8
	S5

	SP-080329
	32.322
	0009
	-
	7.2.0
	Rel-8
	Add new Information Objects for connection and loopback test categories - Align with 32.321
	approved
	B
	8.0.0
	OAM8
	S5

	SP-080329
	32.323
	0007
	-
	7.1.0
	Rel-8
	Add new IOCs for connection and loopback test - Align with 32.322 IS
	approved
	B
	8.0.0
	OAM8
	S5

	SP-080328
	32.335
	0004
	-
	7.0.0
	Rel-7
	Correction of the Notification Log XML example
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-080328
	32.371
	0005
	-
	7.2.0
	Rel-7
	Wrong Release reference
	approved
	F
	7.3.0
	OAM7-NIM
	S5

	SP-080328
	32.382
	0001
	-
	7.0.0
	Rel-7
	Correct operation name
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-080328
	32.385
	0002
	1
	7.1.0
	Rel-7
	Remove duplicate use of XML name space reference xp, correct XML
	approved
	F
	7.2.0
	OAM7-NIM
	S5

	SP-080328
	32.405
	0045
	-
	7.7.0
	Rel-7
	Correct measurements related to TDD UTRAN cell Radio Frequency Carrier
	approved
	F
	7.8.0
	OAM7-PM
	S5

	SP-080328
	32.405
	0046
	-
	8.2.0
	Rel-8
	Correct measurements related to TDD UTRAN cell Radio Frequency Carrier
	approved
	A
	8.3.0
	OAM7-PM
	S5

	SP-080329
	32.421
	0018
	-
	8.1.0
	Rel-8
	Introduction of UE identifiers for trace in E-UTRAN
	approved
	C
	8.2.0
	OAM8
	S5

	SP-080287
	32.422
	0038
	-
	8.0.0
	Rel-8
	Add definition of Trace control and configuration parameters for EPC and E-UTRAN
	approved
	B
	8.1.0
	E-UTRAN-OAM
	S5

	SP-080287
	32.422
	0039
	-
	8.0.0
	Rel-8
	Add Trace Session deactivation procedures
	approved
	B
	8.1.0
	E-UTRAN-OAM
	S5

	SP-080287
	32.422
	0040
	-
	8.0.0
	Rel-8
	Add procedures for starting/stopping a trace recording session in EPC and E-UTRAN
	approved
	B
	8.1.0
	E-UTRAN-OAM
	S5

	SP-080329
	32.441
	0002
	-
	7.1.0
	Rel-8
	Introduction of EPC and E-UTRAN in Trace IRP
	approved
	C
	8.0.0
	OAM8
	S5

	SP-080328
	32.632
	0031
	-
	7.2.0
	Rel-7
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.407
	approved
	F
	7.3.0
	OAM7
	S5

	SP-080328
	32.632
	0032
	-
	8.0.0
	Rel-8
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.407
	approved
	A
	8.1.0
	OAM7
	S5

	SP-080328
	32.633
	0023
	-
	7.3.0
	Rel-7
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.632 and 32.407
	approved
	F
	7.4.0
	OAM7
	S5

	SP-080328
	32.635
	0025
	-
	7.3.0
	Rel-7
	Add definition of IOC CircuitEndPointSubgroup - Align with 32.632 and 32.407
	approved
	F
	7.4.0
	OAM7
	S5

	SP-080328
	32.642
	0049
	-
	7.4.0
	Rel-7
	Correction of UTRAN Cell attributes - Align with 25.433
	approved
	F
	7.5.0
	OAM7-NIM
	S5

	SP-080328
	32.642
	0050
	-
	8.1.0
	Rel-8
	Correction of UTRAN Cell attributes - Align with 25.433
	approved
	A
	8.2.0
	OAM7-NIM
	S5

	SP-080329
	32.642
	0051
	-
	8.1.0
	Rel-8
	Add end point model for Iu-CS and Iu-PS interfaces
	approved
	B
	8.2.0
	OAM8
	S5

	SP-080328
	32.643
	0035
	-
	7.4.1
	Rel-7
	Correction of UTRAN Cell attributes - Align with 32.642
	approved
	F
	7.5.0
	OAM7-NIM
	S5

	SP-080328
	32.645
	0036
	-
	7.4.0
	Rel-7
	Correction of UTRAN Cell attributes - Align with 32.642
	approved
	F
	7.5.0
	OAM7-NIM
	S5

	SP-080328
	32.725
	0001
	-
	7.0.0
	Rel-7
	Correction of namespace to align with configData.xsd of 32.615
	approved
	F
	7.1.0
	OAM7-NIM
	S5

	SP-080329
	32.732
	0007
	-
	8.0.0
	Rel-8
	Correction of the CamelImSsfAsFunction definition
	approved
	F
	8.1.0
	OAM8
	S5

	SP-080328
	32.735
	0008
	-
	7.4.0
	Rel-7
	Add missing attribute and containment - Align with 32.732
	approved
	F
	7.5.0
	OAM7-NIM
	S5

	SP-080267
	33.102
	0203
	2
	7.1.0
	Rel-8
	Reserve 8 AMF bits for standardization purposes
	approved
	C
	8.0.0
	SAES
	S3

	SP-080262
	33.107
	0071
	-
	8.3.0
	Rel-8
	CSCF SIP Event reporting
	approved
	F
	8.4.0
	LI8
	S3

	SP-080262
	33.107
	0072
	-
	8.3.0
	Rel-8
	TS 33.107 - Conference Event Reporting
	approved
	B
	8.4.0
	LI8
	S3

	SP-080262
	33.107
	0073
	-
	8.3.0
	Rel-8
	Editorial corrections to 33.107
	approved
	D
	8.4.0
	LI8
	S3

	SP-080263
	33.108
	0100
	-
	8.3.0
	Rel-8
	MBMS LI 33.108
	approved
	B
	8.4.0
	LI8
	S3

	SP-080269
	33.141
	0007
	2
	7.1.0
	Rel-8
	Changes to support common IMS between 3GPP and 3GPP2
	revised
	B
	
	IMS-Sec
	S3

	SP-080424
	33.141
	0007
	3
	7.1.0
	Rel-8
	Changes to support common IMS between 3GPP and 3GPP2
	revised
	B
	
	IMS-Sec
	S3

	SP-080428
	33.141
	0007
	4
	7.1.0
	Rel-8
	Changes to support common IMS between 3GPP and 3GPP2
	approved
	B
	8.0.0
	IMS-Sec
	S3

	SP-080268
	33.203
	0126
	3
	8.2.0
	Rel-8
	Introduction of support for 3GPP2 IMS Access Security
	approved
	B
	8.3.0
	IMS-Sec
	S3

	SP-080264
	33.203
	0128
	1
	8.2.0
	Rel-8
	Authentication of non-registration messages in IMS: relation of SIP Digest proxy authentication and IP address check
	approved
	C
	8.3.0
	PktCbl-Sec
	S3

	SP-080265
	33.203
	0137
	-
	8.2.0
	Rel-8
	Clarification of usage of NULL encyption and TLS
	approved
	F
	8.3.0
	PktCbl-Sec
	S3

	SP-080264
	33.203
	0138
	1
	8.2.0
	Rel-8
	Storage of old passwords in the S-CSCF to avoid password change synchronisation problems
	approved
	C
	8.3.0
	PktCbl-Sec
	S3

	SP-080265
	33.222
	0029
	-
	7.3.0
	Rel-8
	Clarification of usage of NULL encyption and TLS
	approved
	F
	8.0.0
	TEI8
	S3

	SP-080266
	33.246
	0146
	2
	8.0.0
	Rel-8
	Protection of Iub when multicasting MBMS user data
	approved
	B
	8.1.0
	TEI8
	S3

	SP-080266
	33.246
	0148
	1
	8.0.0
	Rel-8
	Clarification of UE IP address in MBMS
	approved
	F
	8.1.0
	MBMS
	S3

	SP-080266
	33.246
	0149
	1
	8.0.0
	Rel-8
	IP connectivity of the UE in MBMS
	approved
	F
	8.1.0
	MBMS
	S3

	RP-080374
	34.108
	0370
	-
	8.2.0
	Rel-8
	Enhanced CELL_FACH: Applicability for new test cases to verify HS-DSCH reception in CELL_FACH state.
	approved
	F
	8.3.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080372
	34.108
	0666
	-
	8.2.0
	Rel-8
	CR to 34.108: Correction to Contents of RADIO BEARER SETUUP message: AM or UM (E-DCH and HSDPA) for 16QAM
	approved
	F
	8.3.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080370
	34.108
	0667
	-
	8.2.0
	Rel-8
	CR to 34.108: Introduction of Operating Bands XII XIII and XIV (UMTS700 MHz)
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080364
	34.108
	0668
	-
	8.2.0
	Rel-8
	Correction to RRC Connection setup messages for 64kbps(Channel2)
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.108
	0669
	-
	8.2.0
	Rel-8
	Additional IEs for 7.8.4 of 34.121-1
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.108
	0670
	-
	8.2.0
	Rel-8
	Additional test procedure for HSDPA with F-DPCH RF Performance Requirement for 7.8.5 of 34.121-1
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.108
	0671
	-
	8.2.0
	Rel-8
	Additional RB setup message for 7.8.5 of 34.121-1
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080371
	34.108
	0672
	-
	8.2.0
	Rel-8
	Update of radio bearer setup in default message contents to include E-DCH conditions for 3.84Mcps TDD
	approved
	F
	8.3.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080377
	34.108
	0673
	-
	8.2.0
	Rel-8
	CR for 34.108: Baseline radio bearer combination for LCR TDD EDCH
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080379
	34.108
	0674
	-
	8.2.0
	Rel-8
	Addition of MBSFN RABs and Signalling RB for 3.84 Mcps TDD
	approved
	F
	8.3.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080379
	34.108
	0675
	-
	8.2.0
	Rel-8
	Addition of MBSFN RABs and Signalling RB for 7.68 Mcps TDD
	approved
	F
	8.3.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080379
	34.108
	0676
	-
	8.2.0
	Rel-8
	Initial additions to common test environment definition for HCR and VHCR TDD MBSFN
	approved
	F
	8.3.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080363
	34.108
	0677
	-
	8.2.0
	Rel-8
	Clarification of TDD test channels used for signaling test cases
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080373
	34.108
	0678
	-
	8.2.0
	Rel-8
	Addition of new Test Bearer for MAC CPC testing
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.108
	0679
	-
	8.2.0
	Rel-8
	CPC: Corrections to Radio Bearer Setup message contents for conditions A20 A21
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080365
	34.108
	0680
	-
	8.2.0
	Rel-8
	Update of radio bearer configurations for HSPA
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080364
	34.108
	0681
	-
	8.2.0
	Rel-8
	Correction to the Contents of RADIO BEARER SETUP message: AM or UM for MBMS PtP Radio Bearer Setup
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080365
	34.108
	0682
	-
	8.2.0
	Rel-8
	Addition of new Test Bearer for MAC-ehs testing
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.108
	0683
	-
	8.2.0
	Rel-8
	Addition of new Test Bearer for Improved L2 testing
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.108
	0684
	-
	8.2.0
	Rel-8
	Corrections to the default RADIO BEARER SETUP message
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080364
	34.108
	0685
	-
	8.2.0
	Rel-8
	Correction to RB Combination for MBMS Testing
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.108
	0686
	-
	8.2.0
	Rel-8
	Removal of MBMS dispersion indicator in default message content
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080372
	34.121-1
	1054
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Correction to UE Transmitter 16-QAM test cases
	approved
	F
	8.3.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080372
	34.121-1
	1055
	-
	8.2.1
	Rel-8
	CR to 34.121-1:  Addition of UE reference measurement channel for E-DCH tests with 16QAM
	approved
	F
	8.3.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080372
	34.121-1
	1056
	-
	8.2.1
	Rel-8
	Introduction of new Test: Relative Carrier Leakage Power (IQ offset)
	approved
	F
	8.3.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080372
	34.121-1
	1057
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of test tolerances for UE Transmitter 16-QAM test cases
	approved
	F
	8.3.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080372
	34.121-1
	1058
	-
	8.2.1
	Rel-8
	Correction to UE Transmitter 16-QAM test cases
	approved
	F
	8.3.0
	RANimp-UEConTest_16QamUplink
	R5

	RP-080373
	34.121-1
	1059
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Correction to Transmit ON/OFF Power test cases for CPC requirements
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080370
	34.121-1
	1060
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of Bands XII XIII and XIV (UMTS700 MHz) to section 4
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080370
	34.121-1
	1061
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of Bands XII XIII and XIV (UMTS700 MHz) to section 5
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080370
	34.121-1
	1062
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of Bands XII XIII and XIV (UMTS700 MHz) to section 6
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080370
	34.121-1
	1063
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of Bands XII XIII and XIV (UMTS700 MHz) to section 8
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080370
	34.121-1
	1064
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of Bands XII XIII and XIV (UMTS700 MHz) to Annex D
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080370
	34.121-1
	1065
	-
	8.2.1
	Rel-8
	CR to 34.121-1: Introduction of Bands XII XIII and XIV (UMTS700 MHz) to Annex F
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080364
	34.121-1
	1066
	-
	8.2.1
	Rel-8
	Correction to test requirements of TC 5.2B
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080427
	34.121-1
	1067
	-
	8.2.1
	Rel-8
	Removal of two test points from TC 5.7A
	approved
	F
	8.3.0
	TEI5_Test
	R5

	RP-080365
	34.121-1
	1068
	-
	8.2.1
	Rel-8
	Correction to DL reference channel for 6.3B
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080364
	34.121-1
	1069
	-
	8.2.1
	Rel-8
	Correction to Annex C.3.5 and C.6.2 for 7.8.1A
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.121-1
	1070
	-
	8.2.1
	Rel-8
	Correction to test procedure in 7.8.5 of 34.121-1
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080363
	34.121-1
	1071
	-
	8.2.1
	Rel-8
	8.6.2.1 and 8.6.2.1A: correction to Measurement Control message
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080363
	34.121-1
	1072
	-
	8.2.1
	Rel-8
	Correction to 8.7.1.1 and 8.7.3A
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080364
	34.121-1
	1073
	-
	8.2.1
	Rel-8
	Correction to 8.3.6.3
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080427
	34.121-1
	1074
	-
	8.2.1
	Rel-8
	Correction to test procedure of RRM test cases 8.6.1.5 and 8.6.1.6
	approved
	F
	8.3.0
	TEI5_Test
	R5

	RP-080364
	34.121-1
	1075
	-
	8.2.1
	Rel-8
	Correction to 34.121-1 HSDPA tests' applicabilities for Enhanced Performance type 1 type 2 and type 3 terminals
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.121-1
	1076
	-
	8.2.1
	Rel-8
	Statistical requirements for Clause 11 (MBMS)
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.121-1
	1077
	-
	8.2.1
	Rel-8
	Correction to cell power in Section 11 Test Cases
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.121-1
	1078
	-
	8.2.1
	Rel-8
	Correction to TC 8.3.5.4
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080364
	34.121-1
	1079
	-
	8.2.1
	Rel-8
	Corrections to TBS size for MBMS test cases
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080365
	34.121-1
	1080
	-
	8.2.1
	Rel-8
	Correction to Annex B
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080364
	34.121-1
	1081
	-
	8.2.1
	Rel-8
	Correction to system uncertainty and test tolerance of 8.3.6.3
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080370
	34.121-2
	0044
	-
	8.2.1
	Rel-8
	CR to 34.121-2: Introduction of Bands XII XIII and XIV (UMTS700 MHz) Applicability
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080427
	34.121-2
	0045
	-
	8.2.1
	Rel-8
	CR to 34.121-2: Correction to test case 8.7.3C: UE Transmitted Power Applicability
	approved
	F
	8.3.0
	TEI5_Test
	R5

	RP-080364
	34.121-2
	0046
	-
	8.2.1
	Rel-8
	Correction to 34.121-2 HSDPA tests' applicabilities for Enhanced Performance type 1 type 2 and type 3 terminals.
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080365
	34.121-2
	0047
	-
	8.2.1
	Rel-8
	Correction to applicability of MBMS RF performance test case 11.2A
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080363
	34.121-2
	0048
	-
	8.2.1
	Rel-8
	Deletion of PICS 'Support of UE assisted Network Assisted GPS' from 34.121-2
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080377
	34.122
	0273
	-
	7.4.0
	Rel-7
	Adding the test case of E-AGCH detection parameters for 1.28Mcps TDD Option
	approved
	F
	7.5.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.122
	0274
	-
	7.4.0
	Rel-7
	Adding the test case of E-HICH detection parameter for 1.28Mcps TDD Option
	approved
	F
	7.5.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.122
	0275
	-
	7.4.0
	Rel-7
	Adding the test case of EVM with E-DCH16QAM for 1.28Mcps TDD Option
	approved
	F
	7.5.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080365
	34.122
	0276
	-
	7.4.0
	Rel-7
	Modifiying the test parameter of HS-SCCH for 1.28Mcps TDD Options
	approved
	F
	7.5.0
	TEI7_Test
	R5

	RP-080371
	34.123-1
	2228
	-
	8.2.0
	Rel-8
	Addition of section 7.1.6a.2.3 to provide test for scheduled transmissions in E-DCH MAC-ese for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.3.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080371
	34.123-1
	2229
	-
	8.2.0
	Rel-8
	Update of 7.1.6a.2.1 and addition of new test for the case where the scheduling delay timer expires in 7.1.6a.2.2
	approved
	F
	8.3.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080371
	34.123-1
	2230
	-
	8.2.0
	Rel-8
	Correction to RRC test case 8.3.1.1
	approved
	F
	8.3.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080377
	34.123-1
	2231
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.1
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2232
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.2
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2233
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.1.3
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2234
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.1
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2235
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.3
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2236
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.2.4
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2237
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.3.1
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2238
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.4.1
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2239
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addtion for LCR TDD in 7.1.6.4.2
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2240
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.41
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2241
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.42
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080377
	34.123-1
	2242
	-
	8.2.0
	Rel-8
	CR for 34.123-1:Contents addition of LCR TDD part of 8.3.1.43
	approved
	F
	8.3.0
	LCRTDD-EDCH-UEConTest
	R5

	RP-080365
	34.123-1
	2243
	-
	8.2.0
	Rel-8
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.2.11a
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2244
	-
	8.2.0
	Rel-8
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.4.10a
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2245
	-
	8.2.0
	Rel-8
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.6.1a
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2246
	-
	8.2.0
	Rel-8
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.3.1.3a
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2247
	-
	8.2.0
	Rel-8
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.4.4a
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2248
	-
	8.2.0
	Rel-8
	New test case addition for verifying features multi-frequency and UpPCH shifting of LCR TDD: 8.2.6.9a
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080378
	34.123-1
	2249
	-
	8.2.0
	Rel-8
	CR TS 34.123-1 LRPLMN selection
	approved
	F
	8.3.0
	NSP-CR_UEConTest
	R5

	RP-080378
	34.123-1
	2250
	-
	8.2.0
	Rel-8
	Addition of test case Presentation of additional information during PLMN selection: Manual mode
	approved
	F
	8.3.0
	NSP-CR_UEConTest
	R5

	RP-080374
	34.123-1
	2251
	-
	8.2.0
	Rel-8
	Enhanced CELL_FACH: New test case for RRC Connection Establishment for transition from Idle Mode to CELL_FACH: Success (Start of HS-DSCH Reception in CELL_FACH state)
	approved
	F
	8.3.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080374
	34.123-1
	2252
	-
	8.2.0
	Rel-8
	Enhanced CELL_FACH: New test case for Cell Update: cell reselection in CELL_FACH (Reselection between cell not supporting HS-PDSCH in CELL_FACH and cell supporting HS-PDSCH is CELL_FACH)
	approved
	F
	8.3.0
	RANimp-UEConTest_EnhancedCellFACHState
	R5

	RP-080373
	34.123-1
	2253
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.5b.1
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2254
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.6.2.11
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2255
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.6.3.3
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2256
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.6.4.3
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2257
	-
	8.2.0
	Rel-8
	CPC: Corrections to RRC Connection Establishment test case 8.1.2.19
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2258
	-
	8.2.0
	Rel-8
	CPC: Corrections to Radio Bearer Establishment and Reconfiguration test cases in section 8.2.1.x – 8.2.3.x
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2259
	-
	8.2.0
	Rel-8
	CPC: Corrections to Physical Channel Reconfiguration test cases in section 8.2.6.x
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080373
	34.123-1
	2260
	-
	8.2.0
	Rel-8
	CPC: Correction to Cell Update and Active Set Update test cases in sections 8.3.1.x and 8.3.4.11
	approved
	F
	8.3.0
	RANimp-UEConTest_CPC
	R5

	RP-080380
	34.123-1
	2261
	-
	8.2.0
	Rel-8
	Correction of Default PDCP Message Contents
	approved
	F
	8.3.0
	RInImp8-CsHspa_UEConTest_UEConTest
	R5

	RP-080380
	34.123-1
	2262
	-
	8.2.0
	Rel-8
	Addition of a new test case for PDCP AMR Data PDU testing
	approved
	F
	8.3.0
	RInImp8-CsHspa_UEConTest_UEConTest
	R5

	RP-080364
	34.123-1
	2263
	-
	8.2.0
	Rel-8
	Network sharing: Correction to test case 6.1.2.11
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080363
	34.123-1
	2264
	-
	8.2.0
	Rel-8
	Correction to Idle mode test cases
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080370
	34.123-1
	2265
	-
	8.2.0
	Rel-8
	Introduction of Operating Bands XII, XIII and XIV (UMTS700 MHz) in section 6
	approved
	F
	8.3.0
	RInImp8-UMTS700
	R5

	RP-080365
	34.123-1
	2266
	-
	8.2.0
	Rel-8
	Correction to Rel-7 RLC UM test case 7.2.2.14
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2267
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.5a.1
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2268
	-
	8.2.0
	Rel-8
	Correction to Rel7 MAC test case 7.1.5a.2
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2269
	-
	8.2.0
	Rel-8
	Correction to Rel7 MAC test case 7.1.5a.3
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2270
	-
	8.2.0
	Rel-8
	Correction to Rel7 MAC test case 7.1.5a.4
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080365
	34.123-1
	2271
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC generc test procedure  7.1.5a.5.1
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080430
	34.123-1
	2272
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.5a.5.2
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080430
	34.123-1
	2273
	-
	8.2.0
	Rel-8
	Correction to Rel-7 MAC test case 7.1.5a.5.3
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080430
	34.123-1
	2274
	-
	8.2.0
	Rel-8
	Correction to RLC AM test case 7.2.3.36
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080364
	34.123-1
	2275
	-
	8.2.0
	Rel-8
	Correction to GCF WI-25 MACTestcase 7.1.6.2.6
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080430
	34.123-1
	2276
	-
	8.2.0
	Rel-8
	Create a new test case 8.3.7.1b with UEA/2 and A5/3 usage
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080363
	34.123-1
	2277
	-
	8.2.0
	Rel-8
	Correction to GCF WI-10 RRC Test Case 8.2.6.37
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080429
	34.123-1
	2278
	-
	8.2.0
	Rel-8
	Correction to GCF WI-25 HSU Test case 8.2.6.51
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080363
	34.123-1
	2279
	-
	8.2.0
	Rel-8
	Correction in test case 8.1.1.9
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080427
	34.123-1
	2280
	-
	8.2.0
	Rel-8
	Correction to RRC testcase 8.2.2.50
	approved
	F
	8.3.0
	TEI5_Test
	R5

	RP-080430
	34.123-1
	2281
	-
	8.2.0
	Rel-8
	UEA2/UIA2: New Security Mode Command test cases to verify new ciphering and integrity protection algorithms in Rel-7.
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080430
	34.123-1
	2282
	-
	8.2.0
	Rel-8
	UEA2/UIA2: New Radio Bearer Reconfiguration test cases to verify new ciphering and integrity protection algorithms in Rel-7.
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080429
	34.123-1
	2283
	-
	8.2.0
	Rel-8
	MBMS: corrections to RRC FLD test cases – removal of MBMS dispersion indicator.
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2284
	-
	8.2.0
	Rel-8
	MBMS: correction to test cases 8.5.2.2 and 8.5.4.1.
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080363
	34.123-1
	2285
	-
	8.2.0
	Rel-8
	R99: Correction to test case 8.3.2.12
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080429
	34.123-1
	2286
	-
	8.2.0
	Rel-8
	Correction to GCF WI 49 MBMS test case 8.5.2.2
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2287
	-
	8.2.0
	Rel-8
	Correction to GCF WI 49 MBMS test case 8.5.3.1
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2288
	-
	8.2.0
	Rel-8
	Correction to GCF WI 49 MBMS test case 8.5.6.1
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2289
	-
	8.2.0
	Rel-8
	Correction to GCF WI 49 MBMS test case 8.5.3.3
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080363
	34.123-1
	2290
	-
	8.2.0
	Rel-8
	Correction of definition for UTRA RF Channel Number in RRC test cases
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080429
	34.123-1
	2291
	-
	8.2.0
	Rel-8
	Corrections to MBMS RRC test cases 8.5.6.1, 8.5.6.2, 8.5.6.3 and 8.5.6.4
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2292
	-
	8.2.0
	Rel-8
	Correction to GCF WI 49 MBMS test case 8.5.3.6
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080363
	34.123-1
	2293
	-
	8.2.0
	Rel-8
	Correction to GCF work item 10 InterRAT testcase 8.3.7.16
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080427
	34.123-1
	2294
	-
	8.2.0
	Rel-8
	Correction in 8.2.x test cases
	approved
	F
	8.3.0
	TEI5_Test
	R5

	RP-080427
	34.123-1
	2295
	-
	8.2.0
	Rel-8
	Editorial corrections to test cases 9.5.2 and 9.5.9
	approved
	F
	8.3.0
	TEI5_Test
	R5

	RP-080429
	34.123-1
	2296
	-
	8.2.0
	Rel-8
	Corrections to MBMS NAS test cases 11.8.2 and 11.8.2m
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2297
	-
	8.2.0
	Rel-8
	Correction of generic test procedure for MBMS HS PtP radio bearer test cases
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2298
	-
	8.2.0
	Rel-8
	Correction of MBMS PtP RAB test cases 14.6.9 and 14.6.10
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080430
	34.123-1
	2299
	-
	8.2.0
	Rel-8
	Update of RB test case 14.7.6b
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080429
	34.123-1
	2300
	-
	8.2.0
	Rel-8
	Correction to GCF WI 25 E-DCH RAB test case 14.7.6
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080429
	34.123-1
	2301
	-
	8.2.0
	Rel-8
	Correction to GCF WI 25 E-DCH RAB test case 14.7.7
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080430
	34.123-1
	2302
	-
	8.2.0
	Rel-8
	Correction to RAB test case 14.7.6a and 14.7.6b
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080428
	34.123-1
	2303
	-
	8.2.0
	Rel-8
	Corrections to timers in GPS Notification test cases
	approved
	F
	8.3.0
	TEI8_Test
	R5

	RP-080363
	34.123-1
	2304
	-
	8.2.0
	Rel-8
	Corrections wrt clearing stored GPS assistance data in section 17
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080363
	34.123-1
	2305
	-
	8.2.0
	Rel-8
	Various editorial corrections
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080371
	34.123-2
	0366
	-
	8.2.0
	Rel-8
	Update of Implementation conformance statement to include 7.1.6a.2.2 and 7.1.6a.2.3 E-DCH tests for 3.84Mcps and 7.68Mcps TDD
	approved
	F
	8.3.0
	RANimp-UEConTest_EDCHTDH
	R5

	RP-080379
	34.123-2
	0367
	-
	8.2.0
	Rel-8
	Add 3.84/7.68 Mcps TDD MBMS Radio Bearer Capability statements
	approved
	F
	8.3.0
	MBMSE-RANPhysTDD_UEConTest
	R5

	RP-080378
	34.123-2
	0368
	-
	8.2.0
	Rel-8
	CR TS 34.123-2 LRPLMN selection
	approved
	F
	8.3.0
	NSP-CR_UEConTest
	R5

	RP-080378
	34.123-2
	0369
	-
	8.2.0
	Rel-8
	Adding applicability of the new test case Presentation of additional information during PLMN selection: Manual mode
	approved
	F
	8.3.0
	NSP-CR_UEConTest
	R5

	RP-080380
	34.123-2
	0371
	-
	8.2.0
	Rel-8
	Addition of a new test case for PDCP AMR Data PDU testing Part 2
	approved
	F
	8.3.0
	RInImp8-CsHspa_UEConTest_UEConTest
	R5

	RP-080430
	34.123-2
	0372
	-
	8.2.0
	Rel-8
	Addition of applicability for new TC 8.3.7.1b
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080430
	34.123-2
	0373
	-
	8.2.0
	Rel-8
	Editorial correction - duplicated Condition reference
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080363
	34.123-2
	0374
	-
	8.2.0
	Rel-8
	Correction to Applicability of Test Case 8.3.7.16
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080363
	34.123-2
	0375
	-
	8.2.0
	Rel-8
	Remove UEA1/UIA1 as optional support features
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080363
	34.123-2
	0376
	-
	8.2.0
	Rel-8
	Change in applicability condition C35 & C36
	approved
	F
	8.3.0
	TEI_Test
	R5

	RP-080430
	34.123-2
	0377
	-
	8.2.0
	Rel-8
	Update of applicability table for RB test case 14.7.6b
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080429
	34.123-2
	0378
	-
	8.2.0
	Rel-8
	Addition of applicability for new TC 8.3.7.1a
	approved
	F
	8.3.0
	TEI6_Test
	R5

	RP-080430
	34.123-2
	0379
	-
	8.2.0
	Rel-8
	Rel-7: New PICS items
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080430
	34.123-2
	0380
	-
	8.2.0
	Rel-8
	UEA2/UIA2: Applicability for new test cases to verify new ciphering and integrity protection algorithms in Rel-7.
	approved
	F
	8.3.0
	TEI7_Test
	R5

	RP-080366
	34.123-3
	2340
	-
	7.0.0
	Rel-7
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	7.1.0
	TEI7_Test
	R5

	RP-080367
	34.123-3
	2341
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 RRC MBMS test case 8.5.2.3
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2342
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 MBMS RRC test case 8.5.5.8
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2343
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 MBMS test case 7.2.4.2
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2344
	-
	7.0.0
	Rel-7
	Addition to MBMS RLC test case 7.2.4.3
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2345
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 MBMS RRC test case 8.5.4.2
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2346
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 RRC MBMS test case 12.9.16
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2347
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 MBMS RRC test case 8.5.3.1
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2348
	-
	7.0.0
	Rel-7
	Addition of GCF WI 24 RRC test case 8.1.1.6a
	approved
	F
	7.1.0
	TEI5_Test
	R5

	RP-080367
	34.123-3
	2349
	-
	7.0.0
	Rel-7
	Addition of InterRAT test case 8.3.7.1a
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2350
	-
	7.0.0
	Rel-7
	Addition of GCF WI-49-MBMS RRC test case 8.5.6.1
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2351
	-
	7.0.0
	Rel-7
	Addition of E-DCH MAC test case 7.1.6.4.1 to HSU_ENH_r6 ATS 
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2352
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 MBMS NAS test case 11.8.2
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2353
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 RRC MBMS test case 8.5.3.3
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2354
	-
	7.0.0
	Rel-7
	Addition of GCF WI 49 MBMS RRC test case 8.5.2.4
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2355
	-
	7.0.0
	Rel-7
	Addition of MBMS RAB test case 14.6.10
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2356
	-
	7.0.0
	Rel-7
	Addition of MBMS RAB test case 14.6.9 and 14.6.10
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080367
	34.123-3
	2357
	-
	7.0.0
	Rel-7
	Correction to Selection Expression for test cases 16.1.9.1 and 16.1.9.2
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080367
	34.123-3
	2358
	-
	7.0.0
	Rel-7
	Correction to Testcase selection expressions of 8.1.7.1c, 8.2.6.39, 8.2.6.44, 8.3.1.25, 8.3.1.30, 8.2.3.36
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080367
	34.123-3
	2359
	-
	7.0.0
	Rel-7
	Correction to GCF WI-14 HSDPA RRC Testcase 8.2.2.42
	approved
	F
	7.1.0
	TEI5_Test
	R5

	RP-080367
	34.123-3
	2360
	-
	7.0.0
	Rel-7
	Correction to GCF WI-14 HSDPA RRC Testcase 8.2.3.33
	approved
	F
	7.1.0
	TEI5_Test
	R5

	RP-080368
	34.123-3
	2361
	-
	7.0.0
	Rel-7
	TTCN Correction in testcases 8.1.1.7, 8.1.1.8, 8.1.1.10
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2362
	-
	7.0.0
	Rel-7
	Correction to Rel-5 RAB test cases
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2363
	-
	7.0.0
	Rel-7
	Summary of regression errors in wk07 ATS
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2364
	-
	7.0.0
	Rel-7
	Correction to GCF WI-49 MBMS RRC test case 8.5.1.5
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2365
	-
	7.0.0
	Rel-7
	Summary of regression errors in wk07 MBMS ATS
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2366
	-
	7.0.0
	Rel-7
	Correction to E-DCH RRC testcase 8.2.6.52
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2367
	-
	7.0.0
	Rel-7
	Summary of regression errors in MBMS wk10 ATS
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2368
	-
	7.0.0
	Rel-7
	Summary of regression errors in wk10 ATS
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2369
	-
	7.0.0
	Rel-7
	Correction of UE radio access capability extension
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2370
	-
	7.0.0
	Rel-7
	Summary of regression errors in 08wk10 MBMS ATS
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2371
	-
	7.0.0
	Rel-7
	Correction to Selection Expression for test cases 9.4.5.2, 9.5.2, 9.5.4, 9.5.5 and 9.5.7.1
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2372
	-
	7.0.0
	Rel-7
	ASP update for Explicit TFC restriction
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2373
	-
	7.0.0
	Rel-7
	Correction to RAB test cases
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2374
	-
	7.0.0
	Rel-7
	Correction of handling of Structured Type- and Tabular Pdu types constraints in all 3GPP UMTS ATSs.
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2375
	-
	7.0.0
	Rel-7
	Configuration of associated physical channels.
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2376
	-
	7.0.0
	Rel-7
	Correction to MICH configuration.
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080368
	34.123-3
	2377
	-
	7.0.0
	Rel-7
	Summary of regression errors in D08wk10 for GCF WI-025
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2378
	-
	7.0.0
	Rel-7
	Baseline upgrade to March-08 Rel-7
	approved
	F
	7.1.0
	TEI7_Test
	R5

	RP-080368
	34.123-3
	2379
	-
	7.0.0
	Rel-7
	Correction to GCF WI-49 MBMS RRC test case 7.2.4.3
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080368
	34.123-3
	2380
	-
	7.0.0
	Rel-7
	Correction to SMS test cases 16.2.1 and 16.2.2
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080430
	34.123-3
	2381
	-
	7.0.0
	Rel-7
	ASP corrections for Rel-7 test model
	approved
	F
	7.1.0
	TEI7_Test
	R5

	RP-080429
	34.123-3
	2382
	-
	7.0.0
	Rel-7
	ASP improvement when configuring MICH and PICH
	approved
	F
	7.1.0
	TEI6_Test
	R5

	RP-080363
	34.123-3
	2383
	-
	7.0.0
	Rel-7
	R99 TSO routine maintenance
	approved
	F
	7.1.0
	TEI_Test
	R5

	RP-080430
	34.123-3
	2384
	-
	7.0.0
	Rel-7
	PIXIT for UE LCS Notification timeout timer added
	approved
	F
	7.1.0
	TEI7_Test
	R5

	RP-080370
	34.123-3
	2385
	-
	7.0.0
	Rel-7
	Guidance of test execution when Introducing Operating Bands XII, XIII and XIV
	approved
	F
	7.1.0
	RInImp8-UMTS700
	R5

	RP-080327
	34.124
	0031
	-
	8.1.0
	Rel-8
	Introduction of UMTS2300 requirements
	reissued
	B
	
	RInImp8-UMTS2300TDD
	R4

	RP-080384
	34.124
	0031
	-
	8.1.0
	Rel-8
	Introduction of UMTS2300 requirements
	approved
	B
	8.2.0
	RInImp8-UMTS2300TDD
	R4

	RP-080363
	34.171
	0015
	-
	7.1.0
	Rel-7
	Deletion of PICS 'Support of UE assisted Network Assisted GPS' from 34.171
	approved
	F
	7.2.0
	TEI_Test
	R5

	RP-080375
	34.229-1
	0106
	-
	7.1.0
	Rel-7
	Updating references and ICSI statements related to MTSI
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0107
	-
	7.1.0
	Rel-7
	Fix to SDP handling in MTSI test case 16.3.
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0108
	-
	7.1.0
	Rel-7
	Branch value of Via header in MT messages
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0109
	-
	7.1.0
	Rel-7
	Introducing conditions for MO and MT versions of IMS common messages
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0110
	-
	7.1.0
	Rel-7
	New MTSI test case 15.6 Communication Deflection
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0111
	-
	7.1.0
	Rel-7
	New MTSI test case 15.17 Creating a conference
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0112
	-
	7.1.0
	Rel-7
	New MTSI test case 17.1 MO Speech add video remove video
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0113
	-
	7.1.0
	Rel-7
	New MTSI test case 15.5 Communication Forwarding unconditional
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0114
	-
	7.1.0
	Rel-7
	New MTSI test case 15.24 MT ECT - Blind Call Transfer
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0115
	-
	7.1.0
	Rel-7
	Update conformance requirement for TC 8.5
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0116
	-
	7.1.0
	Rel-7
	Update conformance requirement for TC 8.6
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0117
	-
	7.1.0
	Rel-7
	Update conformance requirement for TC 8.7
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0118
	-
	7.1.0
	Rel-7
	Update conformance requirement for TC 8.8
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0119
	-
	7.1.0
	Rel-7
	New MTSI test case MT MTSI Speech call
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0120
	-
	7.1.0
	Rel-7
	New MTSI test case MT MTSI Video call
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0121
	-
	7.1.0
	Rel-7
	New MTSI test case Speech AMR indicate selective codec modes
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0122
	-
	7.1.0
	Rel-7
	New MTSI test case Speech AMR-WB indicate selective codec modes
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0123
	-
	7.1.0
	Rel-7
	New MTSI test case MT Speech add video remove video
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0124
	-
	7.1.0
	Rel-7
	New MTSI test case MT Speech add video remove speech
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080375
	34.229-1
	0125
	-
	7.1.0
	Rel-7
	Updating the content of the default INVITE message to Rel-7
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080427
	34.229-1
	0126
	-
	7.1.0
	Rel-7
	Correction to 380 Alternative Service message
	approved
	F
	7.2.0
	TEI5_Test
	R5

	RP-080376
	34.229-2
	0027
	-
	7.1.0
	Rel-7
	Applicability statements of new MTSI test cases
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0028
	-
	7.1.0
	Rel-7
	Media change capabilities
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0029
	-
	7.1.0
	Rel-7
	Applicability for new MTSI test case MT MTSI Speech call
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0030
	-
	7.1.0
	Rel-7
	Applicability for new MTSI test case MT MTSI Video call
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0031
	-
	7.1.0
	Rel-7
	Applicability for new MTSI test case Speech AMR indicate selective codec modes
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0032
	-
	7.1.0
	Rel-7
	Applicability for new MTSI test case Speech AMR-WB indicate selective codec modes
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0033
	-
	7.1.0
	Rel-7
	Applicability for new MTSI test case MT Speech add video remove video
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080376
	34.229-2
	0034
	-
	7.1.0
	Rel-7
	Applicability for new MTSI test case MT Speech add video remove speech
	approved
	F
	7.2.0
	MTSI-UEConfTest
	R5

	RP-080369
	34.229-3
	0027
	-
	6.1.0
	Rel-6
	Correction to regular expressions in IMS
	approved
	F
	6.2.0
	TEI_Test
	R5

	RP-080369
	34.229-3
	0028
	-
	6.1.0
	Rel-6
	IMS ATS / handling of  P-Access-Network-Info header over non secure ports
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-080369
	34.229-3
	0029
	-
	6.1.0
	Rel-6
	IMS ATS / test case 9.1 / handling of authorization header in Register messages
	approved
	F
	6.2.0
	TEI5_Test
	R5

	RP-080376
	34.229-3
	0030
	-
	6.1.0
	Rel-7
	Extend test model supporting XCAP test
	approved
	F
	7.0.0
	MTSI-UEConfTest
	R5

	RP-080325
	36.101
	0004
	1
	8.1.0
	Rel-8
	TS 36.101 CR.
	approved
	B
	8.2.0
	LTE-RF
	R4

	RP-080325
	36.104
	0004
	-
	8.1.0
	Rel-8
	Updates of E-UTRA BS requirements
	approved
	B
	8.2.0
	LTE-RF
	R4

	RP-080325
	36.113
	0001
	1
	8.0.0
	Rel-8
	EMC for BS equipment divided into more than one cabinet
	approved
	B
	8.1.0
	LTE-RF
	R4

	RP-080325
	36.133
	0003
	-
	8.1.0
	Rel-8
	CR updates of TS 36.133 Rel 8
	approved
	B
	8.2.0
	LTE-RF
	R4

	RP-080432
	36.211
	0004
	-
	8.2.0
	Rel-8
	Correction of the number of subcarriers in PUSCH transform precoding
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0004
	-
	8.2.0
	Rel-8
	Correction of the number of subcarriers in PUSCH transform precoding
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0005
	-
	8.2.0
	Rel-8
	Correction of PHICH mapping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0005
	-
	8.2.0
	Rel-8
	Correction of PHICH mapping
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0006
	-
	8.2.0
	Rel-8
	Correction of PUCCH resource index for PUCCH format 2
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0006
	-
	8.2.0
	Rel-8
	Correction of PUCCH resource index for PUCCH format 2
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0007
	2
	8.2.0
	Rel-8
	Correction of the predefined hopping pattern for PUSCH
	revised
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0007
	3
	8.2.0
	Rel-8
	Correction of the predefined hopping pattern for PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0007
	3
	8.2.0
	Rel-8
	Correction of the predefined hopping pattern for PUSCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0008
	-
	8.2.0
	Rel-8
	Non binary hashing functions
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0008
	-
	8.2.0
	Rel-8
	Non binary hashing functions
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0009
	1
	8.2.0
	Rel-8
	PUCCH format 1
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0009
	1
	8.2.0
	Rel-8
	PUCCH format 1
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0010
	1
	8.2.0
	Rel-8
	UL DM RS Hopping
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0010
	1
	8.2.0
	Rel-8
	UL DM RS Hopping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0011
	-
	8.2.0
	Rel-8
	TDD PRACH Configurations
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0012
	-
	8.2.0
	Rel-8
	Limiting the constellation size of ACK transmission when transmitted in PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0012
	1
	8.2.0
	Rel-8
	Correction to limitation of constellation size of ACK transmission in PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0012
	1
	8.2.0
	Rel-8
	Correction to limitation of constellation size of ACK transmission in PUSCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0015
	1
	8.2.0
	Rel-8
	PHICH mapping for one and two antenna ports in extended CP
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0015
	1
	8.2.0
	Rel-8
	PHICH mapping for one and two antenna ports in extended CP
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0016
	1
	8.2.0
	Rel-8
	Correction of PUCCH in absent of mixed format
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0016
	1
	8.2.0
	Rel-8
	Correction of PUCCH in absent of mixed format
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0017
	-
	8.2.0
	Rel-8
	Specification of CCE size and PHICH resource indication
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0017
	-
	8.2.0
	Rel-8
	Specification of CCE size and PHICH resource indication
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0018
	3
	8.2.0
	Rel-8
	Correction of the description of frame structure type 2
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0018
	3
	8.2.0
	Rel-8
	Correction of the description of frame structure type 2
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0019
	-
	8.2.0
	Rel-8
	On Delta^pucch_shift correction
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0019
	-
	8.2.0
	Rel-8
	On Delta^pucch_shift correction
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0021
	-
	8.2.0
	Rel-8
	Corrections to Secondary Synchronization Signal Mapping
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0021
	-
	8.2.0
	Rel-8
	Corrections to Secondary Synchronization Signal Mapping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0022
	-
	8.2.0
	Rel-8
	Downlink VRB mapping to PRB for distributed transmission
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0022
	-
	8.2.0
	Rel-8
	Downlink VRB mapping to PRB for distributed transmission
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0023
	-
	8.2.0
	Rel-8
	Clarification of modulation symbols to REs mapping for DVRB
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0023
	-
	8.2.0
	Rel-8
	Clarification of modulation symbols to REs mapping for DVRB
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0024
	1
	8.2.0
	Rel-8
	Consideration on the scrambling of PDSCH 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0024
	1
	8.2.0
	Rel-8
	Consideration on the scrambling of PDSCH 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0025
	-
	8.2.0
	Rel-8
	Corrections to Initialization of DL RS Scrambling
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0025
	-
	8.2.0
	Rel-8
	Corrections to Initialization of DL RS Scrambling
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0026
	-
	8.2.0
	Rel-8
	CR on Downlink RS
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0026
	1
	8.2.0
	Rel-8
	CR on Downlink RS
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0027
	-
	8.2.0
	Rel-8
	CR on Uplink RS
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0027
	-
	8.2.0
	Rel-8
	CR on Uplink RS
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0028
	1
	8.2.0
	Rel-8
	Fixed timing advance offset for LTE TDD and half-duplex FDD
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0028
	1
	8.2.0
	Rel-8
	Fixed timing advance offset for LTE TDD and half-duplex FDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0029
	1
	8.2.0
	Rel-8
	Timing of random access preamble format 4
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0029
	1
	8.2.0
	Rel-8
	Timing of random access preamble format 4
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0030
	-
	8.2.0
	Rel-8
	Uplink sounding RS bandwidth configuration 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0030
	1
	8.2.0
	Rel-8
	Uplink sounding RS bandwidth configuration
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0030
	1
	8.2.0
	Rel-8
	Uplink sounding RS bandwidth configuration
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0031
	-
	8.2.0
	Rel-8
	Use of common RS when UE-specific RS are configured
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0031
	-
	8.2.0
	Rel-8
	Use of common RS when UE-specific RS are configured
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0032
	1
	8.2.0
	Rel-8
	Uplink RS Updates
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0032
	1
	8.2.0
	Rel-8
	Uplink RS Updates
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0033
	-
	8.2.0
	Rel-8
	Orthogonal cover sequence for shortened PUCCH format 1a and 1b
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0033
	-
	8.2.0
	Rel-8
	Orthogonal cover sequence for shortened PUCCH format 1a and 1b
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.211
	0034
	-
	8.2.0
	Rel-8
	Clarification of PDCCH mapping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0034
	-
	8.2.0
	Rel-8
	Clarification of PDCCH mapping
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0035
	-
	8.2.0
	Rel-8
	TDD PRACH time/frequency mapping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0035
	-
	8.2.0
	Rel-8
	TDD PRACH time/frequency mapping
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0036
	-
	8.2.0
	Rel-8
	Cell Specific Uplink Sounding RS Subframe Configuration 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0036
	-
	8.2.0
	Rel-8
	Cell Specific Uplink Sounding RS Subframe Configuration 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0038
	-
	8.2.0
	Rel-8
	PDCCH length for carriers with mixed MBSFN and Unicast Traffic
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0038
	-
	8.2.0
	Rel-8
	PDCCH length for carriers with mixed MBSFN and Unicast Traffic
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080432
	36.211
	0039
	-
	8.2.0
	Rel-8
	Timing advance command responding time
	rejected
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0039
	-
	8.2.0
	Rel-8
	Timing advance command responding time
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0040
	-
	8.2.0
	Rel-8
	Correction to the scrambling sequence generation for PUCCH, PCFICH, PHICH, MBSFN RS and UE specific RS
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0040
	-
	8.2.0
	Rel-8
	Correction to the scrambling sequence generation for PUCCH, PCFICH, PHICH, MBSFN RS and UE specific RS
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0041
	-
	8.2.0
	Rel-8
	PDCCH coverage in narrow bandwidths
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0041
	-
	8.2.0
	Rel-8
	PDCCH coverage in narrow bandwidths
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0042
	-
	8.2.0
	Rel-8
	Closed-Loop and Open-Loop Spatial Multiplexing
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0042
	-
	8.2.0
	Rel-8
	Closed-Loop and Open-Loop Spatial Multiplexing
	reissued
	F
	
	LTE-Phys
	R1

	RP-080432
	36.211
	0043
	-
	8.2.0
	Rel-8
	Removal of small-delay CDD
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.211
	0043
	-
	8.2.0
	Rel-8
	Removal of small-delay CDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0003
	-
	8.2.0
	Rel-8
	Joint coding of CQI and ACK on PUCCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0003
	-
	8.2.0
	Rel-8
	Joint coding of CQI and ACK on PUCCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0004
	1
	8.2.0
	Rel-8
	ACK insertion into PUSCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0004
	1
	8.2.0
	Rel-8
	ACK insertion into PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0005
	1
	8.2.0
	Rel-8
	Introduction of format 1C
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0005
	1
	8.2.0
	Rel-8
	Introduction of format 1C
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.212
	0006
	1
	8.2.0
	Rel-8
	Miscellaneous fixes to 36.212
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0006
	1
	8.2.0
	Rel-8
	Miscellaneous fixes to 36.212
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0008
	1
	8.2.0
	Rel-8
	On multiplexing scheme for indicators
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0008
	1
	8.2.0
	Rel-8
	On multiplexing scheme for indicators
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080433
	36.212
	0009
	1
	8.2.0
	Rel-8
	On the soft buffer split of MIMO and TDD
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0009
	1
	8.2.0
	Rel-8
	On the soft buffer split of MIMO and TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.212
	0010
	-
	8.2.0
	Rel-8
	Resource assignment field for distributed VRB 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0010
	-
	8.2.0
	Rel-8
	Resource assignment field for distributed VRB 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0011
	-
	8.2.0
	Rel-8
	Clarifying the use of the different DCI formats
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0011
	-
	8.2.0
	Rel-8
	Clarifying the use of the different DCI formats
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0012
	1
	8.2.0
	Rel-8
	Clarifying the value of NL 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0012
	1
	8.2.0
	Rel-8
	Clarifying the value of NL 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080433
	36.212
	0013
	-
	8.2.0
	Rel-8
	Payload size for DCI formats 3 and 3A
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0013
	-
	8.2.0
	Rel-8
	Payload size for DCI formats 3 and 3A
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0014
	-
	8.2.0
	Rel-8
	Coding of ACK on PUSCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0014
	-
	8.2.0
	Rel-8
	Coding of ACK on PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.212
	0015
	-
	8.2.0
	Rel-8
	Coding of RI on PUSCH and mapping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.212
	0015
	1
	8.2.0
	Rel-8
	Coding of RI on PUSCH and mapping
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0015
	1
	8.2.0
	Rel-8
	Coding of RI on PUSCH and mapping
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0016
	-
	8.2.0
	Rel-8
	CRC for control information on PUSCH 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0016
	-
	8.2.0
	Rel-8
	CRC for control information on PUSCH 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0017
	-
	8.2.0
	Rel-8
	Introduction of Downlink Assignment Index
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0017
	-
	8.2.0
	Rel-8
	Introduction of Downlink Assignment Index
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080433
	36.212
	0018
	-
	8.2.0
	Rel-8
	Coding of CQI/PMI on PUSCH coming from PUCCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0019
	-
	8.2.0
	Rel-8
	Simultaneous transmission of aperiodic CQI and UL control
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0019
	-
	8.2.0
	Rel-8
	Simultaneous transmission of aperiodic CQI and UL control
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0020
	-
	8.2.0
	Rel-8
	Encoding of antenna indicator on DCI format 0
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0020
	-
	8.2.0
	Rel-8
	Encoding of antenna indicator on DCI format 0
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0021
	-
	8.2.0
	Rel-8
	PDCCH coverage in narrow bandwidths
	reissued
	F
	
	LTE-Phys
	R1

	RP-080433
	36.212
	0021
	-
	8.2.0
	Rel-8
	PDCCH coverage in narrow bandwidths
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080433
	36.212
	0022
	-
	8.2.0
	Rel-8
	Closed-Loop and Open-Loop Spatial Multiplexing
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.212
	0022
	-
	8.2.0
	Rel-8
	Closed-Loop and Open-Loop Spatial Multiplexing
	reissued
	F
	
	LTE-Phys
	R1

	RP-080457
	36.212
	0023
	-
	8.2.0
	Rel-8
	Formula for linkage between PUSCH MCS and amount of resources used for control
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080434
	36.213
	0003
	1
	8.2.0
	Rel-8
	PUCCH timing and other formatting and typo corrections
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0003
	1
	8.2.0
	Rel-8
	PUCCH timing and other formatting and typo corrections
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0006
	1
	8.2.0
	Rel-8
	PUCCH power control for non-unicast information
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0006
	1
	8.2.0
	Rel-8
	PUCCH power control for non-unicast information
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0008
	-
	8.2.0
	Rel-8
	UE ACK/NACK Procedure
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0008
	-
	8.2.0
	Rel-8
	UE ACK/NACK Procedure
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.213
	0009
	-
	8.2.0
	Rel-8
	UL ACK/NACK timing for TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0009
	-
	8.2.0
	Rel-8
	UL ACK/NACK timing for TDD
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080434
	36.213
	0010
	-
	8.2.0
	Rel-8
	Specification of UL control channel assignment
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0010
	-
	8.2.0
	Rel-8
	Specification of UL control channel assignment
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.213
	0011
	-
	8.2.0
	Rel-8
	Precoding Matrix for 2Tx Open-loop SM
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0011
	-
	8.2.0
	Rel-8
	Precoding Matrix for 2Tx Open-loop SM
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080434
	36.213
	0012
	-
	8.2.0
	Rel-8
	Clarifications on UE selected CQI reports
	approved
	C
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0012
	-
	8.2.0
	Rel-8
	Clarifications on UE selected CQI reports
	reissued
	C
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0013
	1
	8.2.0
	Rel-8
	UL HARQ Operation and Timing
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0013
	1
	8.2.0
	Rel-8
	UL HARQ Operation and Timing
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0014
	-
	8.2.0
	Rel-8
	SRS Power Control
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0014
	-
	8.2.0
	Rel-8
	SRS Power Control
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0015
	1
	8.2.0
	Rel-8
	Correction of UE PUSCH frequency hopping procedure
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0015
	1
	8.2.0
	Rel-8
	Correction of UE PUSCH frequency hopping procedure
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0017
	4
	8.2.0
	Rel-8
	Blind PDCCH decoding
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0017
	4
	8.2.0
	Rel-8
	Blind PDCCH decoding
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.213
	0019
	1
	8.2.0
	Rel-8
	Clarification of Tx Mode vs DCI format
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0019
	1
	8.2.0
	Rel-8
	Clarification of Tx Mode vs DCI format
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0020
	-
	8.2.0
	Rel-8
	Resource allocation for distributed VRB
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0020
	-
	8.2.0
	Rel-8
	Resource allocation for distributed VRB
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080434
	36.213
	0021
	2
	8.2.0
	Rel-8
	Power Headroom
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0021
	2
	8.2.0
	Rel-8
	Power Headroom
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.213
	0022
	-
	8.2.0
	Rel-8
	Clarification  for RI reporting in PUCCH and PUSCH reporting modes
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0022
	-
	8.2.0
	Rel-8
	Clarification  for RI reporting in PUCCH and PUSCH reporting modes
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080434
	36.213
	0025
	-
	8.2.0
	Rel-8
	Correction of the description of PUSCH power control for TDD
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0025
	-
	8.2.0
	Rel-8
	Correction of the description of PUSCH power control for TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.213
	0026
	-
	8.2.0
	Rel-8
	UL ACK/NACK procedure for TDD
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0026
	-
	8.2.0
	Rel-8
	UL ACK/NACK procedure for TDD
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080434
	36.213
	0027
	-
	8.2.0
	Rel-8
	Indication of radio problem detection
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0027
	-
	8.2.0
	Rel-8
	Indication of radio problem detection
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0028
	-
	8.2.0
	Rel-8
	Definition of Relative Narrowband TX Power Indicator 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0028
	-
	8.2.0
	Rel-8
	Definition of Relative Narrowband TX Power Indicator 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0029
	-
	8.2.0
	Rel-8
	Calculation of ΔTF(i) for UL-PC
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0029
	-
	8.2.0
	Rel-8
	Calculation of ΔTF(i) for UL-PC
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0030
	-
	8.2.0
	Rel-8
	CQI reference and set S definition, CQI mode removal, and Miscellanious
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0030
	-
	8.2.0
	Rel-8
	CQI reference and set S definition, CQI mode removal, and Miscellanious
	reissued
	F
	
	LTE-Phys
	R1

	RP-080355
	36.213
	0031
	-
	8.2.0
	Rel-8
	Modulation order and TBS determination for PDSCH and PUSCH
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0031
	-
	8.2.0
	Rel-8
	Modulation order and TBS determination for PDSCH and PUSCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.213
	0032
	-
	8.2.0
	Rel-8
	On Sounding RS
	reissued
	F
	
	LTE-Phys
	R1

	RP-080434
	36.213
	0032
	-
	8.2.0
	Rel-8
	On Sounding RS
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080426
	36.213
	0033
	-
	8.2.0
	Rel-8
	Multiplexing of  rank and CQI/PMI reports on PUCCH
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080466
	36.213
	0034
	-
	8.2.0
	Rel-8
	Timing advance command responding time
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.214
	0004
	-
	8.2.0
	Rel-8
	Introduction of eNode B Measurement of Received Interference Power 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080435
	36.214
	0004
	-
	8.2.0
	Rel-8
	Introduction of eNode B Measurement of Received Interference Power 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080355
	36.214
	0005
	-
	8.2.0
	Rel-8
	Introduction of eNode B Measurement of Thermal Noise Power 
	reissued
	F
	
	LTE-Phys
	R1

	RP-080435
	36.214
	0005
	-
	8.2.0
	Rel-8
	Introduction of eNode B Measurement of Thermal Noise Power 
	approved
	F
	8.3.0
	LTE-Phys
	R1

	RP-080406
	36.300
	0012
	1
	8.4.0
	Rel-8
	Introduction of optimized FS2 for TDD
	approved
	F
	8.5.0
	LTE
	R2

	RP-080406
	36.300
	0013
	1
	8.4.0
	Rel-8
	System Information, Mobilty, QoS and miscellaneous updates
	approved
	F
	8.5.0
	LTE
	R2

	RP-080406
	36.300
	0014
	-
	8.4.0
	Rel-8
	Updates to Stage 2 based on Stage 3 progress on CDMA inter-working
	approved
	F
	8.5.0
	LTE
	R2

	RP-080406
	36.300
	0016
	1
	8.4.0
	Rel-8
	CR 0016r1 to 36.300 on CSG mobility performance guidelines
	approved
	F
	8.5.0
	LTE
	R2

	RP-080406
	36.300
	0017
	-
	8.4.0
	Rel-8
	CR to 36.300 on AS-NAS interaction
	approved
	F
	8.5.0
	LTE
	R2

	RP-080407
	36.300
	0018
	-
	8.4.0
	Rel-8
	RAN3 agreed changes to TS 36.300
	revised
	B
	
	LTE
	R2

	RP-080420
	36.300
	0018
	1
	8.4.0
	Rel-8
	RAN3 agreed changes to TS 36.300
	approved
	B
	8.5.0
	LTE-interfaces
	R2

	RP-080463
	36.300
	0019
	-
	8.4.0
	Rel-8
	Network Interface for ETWS support based on CBS solution
	approved
	B
	8.5.0
	LTE-interfaces
	R2

	RP-080408
	36.304
	0002
	-
	8.1.0
	Rel-8
	Add RAT specific Treselection parameters for CDMA HRPD and 1xRTT
	approved
	F
	8.2.0
	LTE
	R2

	RP-080408
	36.304
	0003
	1
	8.1.0
	Rel-8
	Paging Subframe Patterns for FDD and TDD and paging parameters clarification
	approved
	D
	8.2.0
	LTE
	R2

	RP-080408
	36.304
	0004
	1
	8.1.0
	Rel-8
	Editorial corrections to 36.304
	approved
	D
	8.2.0
	LTE
	R2

	RP-080408
	36.304
	0005
	-
	8.1.0
	Rel-8
	PLMN selection ping-pong control
	approved
	F
	8.2.0
	LTE
	R2

	RP-080409
	36.306
	0002
	1
	8.1.0
	Rel-8
	Update to E-UTRA UE capabilities: CR 0002r1 to 36.306 with status after RAN2 #62
	approved
	F
	8.2.0
	LTE
	R2

	RP-080410
	36.321
	0002
	1
	8.1.0
	Rel-8
	36.321 CR covering agreements of RAN2 #61bis and RAN2#62
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0002
	1
	8.1.0
	Rel-8
	Clarification on STATUS PDU size for BSR
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0003
	-
	8.1.0
	Rel-8
	Removal of Editor's Note on updating of VR(MS) upon expiry of T_reordering
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0004
	-
	8.1.0
	Rel-8
	Removal of STATUS receiving window
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0005
	-
	8.1.0
	Rel-8
	Duplicate detection in UM RLC
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0006
	-
	8.1.0
	Rel-8
	Correction to Polling Procedure
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0007
	-
	8.1.0
	Rel-8
	Miscellaneous corrections to TS 36.322
	approved
	D
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0008
	-
	8.1.0
	Rel-8
	Small corrections to RLC
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0012
	-
	8.1.0
	Rel-8
	CR to 36.322 on correction to RLC PDU reassembly
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0015
	1
	8.1.0
	Rel-8
	36.322 CR on 'RLC retransmission count and addition of Configurable Parameters'
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0017
	-
	8.1.0
	Rel-8
	Service alignments with TS 36.323 (PDCP)
	approved
	F
	8.2.0
	LTE
	R2

	RP-080411
	36.322
	0018
	-
	8.1.0
	Rel-8
	CR on the procedure to construct the STATUS PDU
	approved
	F
	8.2.0
	LTE
	R2

	RP-080412
	36.323
	0002
	-
	8.1.0
	Rel-8
	Clarification of the BSR calculation
	approved
	F
	8.2.0
	LTE
	R2

	RP-080412
	36.323
	0003
	1
	8.1.0
	Rel-8
	PDCP minor changes
	approved
	F
	8.2.0
	LTE
	R2

	RP-080412
	36.323
	0004
	2
	8.1.0
	Rel-8
	Addition of a duplicate discard window
	revised
	F
	
	LTE
	R2

	RP-080387
	36.323
	0004
	3
	8.1.0
	Rel-8
	Addition of a duplicate discard window
	approved
	F
	8.2.0
	LTE
	R2

	RP-080412
	36.323
	0006
	-
	8.1.0
	Rel-8
	Reference to ROHCv2 profiles
	approved
	F
	8.2.0
	LTE
	R2

	RP-080412
	36.323
	0010
	-
	8.1.0
	Rel-8
	Bitmap in the DL PDCP status report
	approved
	F
	8.2.0
	LTE
	R2

	RP-080413
	36.331
	0003
	-
	8.1.0
	Rel-8
	Miscellaneous clarifications/ corrections to 36.331 with status after RAN2 #62
	revised
	F
	
	LTE
	R2

	RP-080361
	36.331
	0003
	1
	8.1.0
	Rel-8
	Miscellaneous clarifications/ corrections to 36.331 with status after RAN2 #62
	approved
	F
	8.2.0
	LTE
	R2

	RP-080303
	36.401
	0011
	1
	8.1.0
	Rel-8
	RAN3 agreed changes for TS 36.401
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080301
	36.412
	0004
	-
	8.1.0
	Rel-8
	SCTP flow control and overload protection
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080301
	36.412
	0005
	-
	8.1.0
	Rel-8
	Redundancy of the SCTP endpoint
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080304
	36.413
	0059
	1
	8.1.0
	Rel-8
	RAN3 agreed changes for TS 36.413
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080302
	36.414
	0003
	1
	8.1.0
	Rel-8
	eGTP draft reference for S1 Data Transport
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080302
	36.414
	0005
	-
	8.1.0
	Rel-8
	Define format for TLA signalled in S1AP messages
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080301
	36.422
	0003
	-
	8.1.0
	Rel-8
	SCTP flow control and overload protection
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080305
	36.423
	0042
	1
	8.1.0
	Rel-8
	RAN3 agreed changes for TS 36.423
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080302
	36.424
	0003
	1
	8.1.0
	Rel-8
	eGTP draft reference for X2 Data Transport
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	RP-080302
	36.424
	0005
	-
	8.1.0
	Rel-8
	Define format for TLA signalled in X2AP messages
	approved
	F
	8.2.0
	LTE-interfaces
	R3

	SP-080260
	43.020
	0024
	-
	7.2.0
	Rel-7
	Correction of reference
	approved
	F
	7.3.0
	SEC7
	S3

	CP-080351
	43.068
	0149
	-
	8.4.0
	Rel-8
	TCRT: Closing some open issues concerning the transmission of application-specific data
	approved
	B
	8.5.0
	EVA
	C1

	CP-080361
	43.068
	0150
	-
	8.4.0
	Rel-8
	TCRT: Clarification of conditions for start and stop of voice inactivity timer
	approved
	F
	8.5.0
	TEI8
	C1

	CP-080389
	51.010-4
	0050
	1
	4.8.0
	Rel-4
	Essential correction of icon test case applicability
	approved
	F
	4.9.0
	TEI4
	C6

	CP-080389
	51.010-4
	0052
	3
	4.8.0
	Rel-4
	Essential correction of test case applicability of 27.22.6.2 and 27.22.4.11
	approved
	F
	4.9.0
	TEI4
	C6
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