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1
Introduction

At the RAN#38 meeting in February-08 a Rel-8 RAN5 work item for CS Voice over HSPA (RANimp8-CsHspa_UEConTest) was approved [1]. 

The purpose of present document is to provide a work plan for the RAN5 work item for CS Voice over HSPA. The work plan is updated after each RAN5 meeting to give the status of the work item. 

Section 2 gives an overview of the work item status; section 3 lists the planned CSoHS test scenarios and the detailed status.
2
Work item status

The completeness of the CSoHS work item after RAN5#40 meeting in Jeju Island, Korea, 18-22 Aug 2008 is:

	Test specification
	Testing area
	Completeness
	Comments
	History

	TS 34.108
	Common test environment
	100%
	
	

	TS 34.123-1
TS 34.123-2
	Protocol testing area
	100%
	
	


Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per 
	Overall completeness
	
100%
	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3 CS Voice Over HSPA Test Work Plan

Note: Clause numbers in the following table represents temporary assignment to 34.123-1. 
	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	34.108 – Common test environment

	RB definitions
	34.108
	6.10.2
	Rel-8
	Baseline radio bearer combinations for testing of CS Voice over HSPA
	Define the radio bearer combinations for CSoHS.
	Nokia
	RAN5#40
	100%
	R5-083360
	4 new RB combinations defined at RAN2#62 (R2-082729)

	RB definitions
	34.108
	9.1.1
	Rel-8
	Default  message contents for of CS Voice over HSPA protocol testing RB definitions
	Define the default message contents of RB definitions for CS Voice over HSPA.
	Nokia
	RAN5#40
	100%
	R5-083591
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	34.123-1 – Protocol Testing

	PDCP
	34.123-1
	7.3.7
	Rel-8
	PDCP AMR Data PDU testing
	 To verify that the UE transmits and receives AMR Data PDU in unacknowledged mode (RLC UM) as configured by higher layers and correctly sets the CS counter field in AMR Data PDU.
	Huawei
Qualcomm
	RAN5#40
	100%
	R5-081392, R5-083486
	

	PDCP
	34.123-1
	7.3.1
	Rel-8
	Correction of Default PDCP Message Contents
	Addition of “Support for CS voice over HSPA” PDCP default message contents.
	Huawei
	RAN5#40
	100%
	R5-081391
	

	PDCP
	34.123-1
	7.3.1
	Rel-8
	Addition of Common Test Sequence for PDCP "Setup a UE terminated CS session in UM RLC"
	To verify the setup of a UE terminated CS session in UM RLC.
	Huawei
	RAN5#40
	100%
	R5-083524
	

	RB
	34.123-1
	8.2.2.58
	Rel-8
	Radio Bearer Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Reconfigurations between CS voice over DCH and CS voice over HSPA)
	To confirm that the UE reconfigures CS domain RAB mapping from DCH to EDCH/HSPA according to the received RADIO BEARER SETUP message.

To confirm that the UE reconfigures CS domain RAB mapping from EDCH/HSPA to DCH according to the received RADIO BEARER SETUP message.
	Qualcomm
	RAN5#40
	100%
	R5-083485
	

	
	
	
	
	
	
	
	
	
	
	

	RB
	34.123-1
	14.7.9
	Rel-8
	Conversational / speech / UL:(12.2, 7.95, 5.9, 4.75) kbps DL: (12.2, 7.95, 5.9, 4.75) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause  6.10.2.4.6.9 (Alt.2)
	Nokia
	RAN5#40
	100%
	R5-083362
	

	RB
	34.123-1
	14.7.10
	Rel-8
	Conversational / speech / UL:(12.65, 8.85, 6.6) kbps DL: (12.65, 8.85, 6.6) kbps / CS RAB on E-DCH and HS-DSCH + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause  6.10.2.4.6.10 (Alt.2)
	Nokia
	RAN5#40
	100%
	R5-083362
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