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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.
<Text Skipped Here>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN, UPLMN and OPLMN; Manual mode
	R99
	C01
	UEs supporting FDD
	

	
	
	
	C02
	Ues supporting TDD
	


<Text Skipped Here>
	18.2
	RAB Tests for TDD (3.84 Mcps option)

Combinations on DPCH
	
	
	
	

	
	
	
	
	
	

	
	Combinations on SCCPCH
	
	
	
	

	18.2.5.1
	Stand-alone signalling RB for PCCH
	R99
	Cx04
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration Stand-alone signalling RB for PCCH.
	

	18.2.5.2
	Interactive/Background PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	R99
	Cx05
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration Interactive/Background PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH.
	

	18.2.5.3
	Interactive/Background RAB + SRBs for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH
	R99
	Cx06
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration Interactive/Background RAB + SRBs for PCCH + SRB for CCCH + SRB for DCCH + SRB for BCCH.
	

	18.2.5.4
	RB for CTCH + SRB for CCCH +SRB for BCCH
	R99
	Cx07
	UEs supporting 3.84Mcps TDD and reference radio bearer configuration RB for CTCH + SRB for CCCH +SRB for BCCH and Cell Broadcast Service (CBS).
	

	18.2.5.5
	64.8kbps RB for MTCH with 80 ms TTI
	Rel-6
	C554
	UEs supporting 3.84Mcps TDD option and PS domain services and MBMS services.
	

	18.2.5.6
	129.6 kbps RB for MTCH with 80 ms TTI
	Rel-6
	Cx08
	UEs supporting 3.84Mcps TDD option and PS domain services and MBMS services.
	

	18.2.5.7
	259.2 kbps RB for MTCH with 40 ms TTI
	Rel-6
	Cx09
	UEs supporting 3.84Mcps TDD option and PS domain services and MBMS services.
	

	18.2.5.8
	124.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	Cx01
	UEs supporting 3.84Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 124.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.2.5.9
	320.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	Cx02
	UEs supporting 3.84Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 320.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.2.5.10
	497.6 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	Cx03
	UEs supporting 3.84Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 497.6 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	
	Combinations on DPCH and HS-PDSCH
	
	
	
	

	18.2.7.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C468
	UE supporting TDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
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	18.3.5.5
	64.8kbps RB for MTCH with 80 ms TTI
	Rel-7
	C555
	UEs supporting 7.68Mcps TDD option and PS domain services and MBMS services.
	

	18.3.5.6
	129.6 kbps RB for MTCH with 80 ms TTI
	Rel-7
	Cx10
	UEs supporting 7.68Mcps TDD option and PS domain services and MBMS services.
	

	18.3.5.7
	259.2 kbps RB for MTCH with 40 ms TTI
	Rel-7
	Cx11
	UEs supporting 7.68Mcps TDD option and PS domain services and MBMS services.
	

	18.3.5.8
	124.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	Cx12
	UEs supporting 7.68Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 124.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.3.5.9
	320.4 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	Cx13
	UEs supporting 7.68Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 320.4 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	18.3.5.10
	497.6 kbps RB for MBSFN MTCH with 80 ms TTI
	Rel-7
	Cx14
	UEs supporting 7.68Mcps TDD and PS domain and MBMS broadcast services in MBSFN mode and 497.6 kbps RB for MBSFN MTCH with 80 ms TTI.
	

	
	Combinations on PRACH
	
	
	
	

	18.3.6.1
	SRB for CCCH + SRB for DCCH
	Rel-7
	C528
	UE supporting 7.68 Mcps TDD option and reference radio bearer configuration

“SRB for CCCH + SRB for DCCH”
	


<Text Skipped Here>
Table 1a: Applicability of tests Conditions
	C01
IF A.1/1 THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 OR A.1/8 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A


<Text Skipped Here>
	C550
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18e/8 THEN R ELSE N/A

	C551
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18a/20 THEN R ELSE N/A

	C552
IF A.1/1 AND A.3/2 AND A.10/5 AND A.18a/20 THEN R ELSE N/A

	C553
IF A.1/1 AND A.3/2 AND A.10/4 AND A.18a/20 AND A.18a/21 THEN R ELSE N/A

	C554
IF A.1/2 AND A.3/2 AND A.10/4 AND A.18n/5 THEN R ELSE N/A

	C555
IF A.1/8 AND A.3/2 AND A.10/4 AND A.18t/5 THEN R ELSE N/A

	C556
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/4 AND A.18f.1/9 THEN R ELSE N/A

	C557
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/5 AND A.18f.1/9 THEN R ELSE N/A

	C558
IF (A.3/2 OR A.10/6) AND A.19a/5 THEN R ELSE N/A

	C559
IF (A.3/2 OR A.10/6) AND A.19a/5 AND A.19a/7 THEN R ELSE N/A

	C560
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18a/22 THEN R ELSE N/A

	C561
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.3/3 AND A.18f.3/3 AND A.18a/22 THEN R ELSE N/A

	C562
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/6 AND A.18a/22 THEN R ELSE N/A

	C562a
IF A.1/1 AND A.18a/24 AND A.18a/18 AND A.18f.3/6 AND A.18a/22 THEN R ELSE N/A

	C563
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/7 AND A.18a/22 THEN R ELSE N/A

	C564
IF C560 THEN O ELSE ( IF C408 THEN R ELSE N/A)

	C565
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/4 THEN R ELSE N/A

	C566
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/4 THEN R ELSE N/A

	C567
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/5 THEN R ELSE N/A

	C568
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/5 THEN R ELSE N/A

	C569
IF A.1/3 AND A.3/2 AND A.10/4 AND A.18h/6 THEN R ELSE N/A

	C570
IF A.1/3 AND A.3/2 AND A.10/5 AND A.18h/6 THEN R ELSE N/A

	C571
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 THEN R ELSE N/A

	C572
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/5 THEN R ELSE N/A

	C573
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 AND A.18b/11 THEN R ELSE N/A

	C574
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/5 AND A.18b/11 THEN R ELSE N/A

	C575
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 AND A.18b/12 AND A.18b/13 THEN R ELSE N/A

	C576
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/4 AND A.18b/12 THEN R ELSE N/A

	C577
IF (A.1/2 OR A.1/3 OR A.1/8) AND A.3/2 AND A.10/5 AND A.18b/12 THEN R ELSE N/A

	C578
IF A.1/1 AND A.18a/24 THEN R ELSE N/A

	C579
IF A.1/1 AND A.18a/25  THEN R ELSE N/A

	C580
IF A.1/1 AND A.18a/27 THEN R ELSE N/A

	C581
IF A.1/1 AND A.18a/25 AND A.18a/26 THEN R ELSE N/A

	C582
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/4 AND A.18f.1/10 THEN R ELSE N/A

	C583
IF A.1/1 AND A.3/2 AND A.18a/23 AND A.10/5 AND A.18f.1/10 THEN R ELSE N/A

	C584
IF (A.1/2 AND A.1/8) AND A.18b/10 AND A.18b/14 THEN R ELSE N/A

	C585
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18a/28 THEN R ELSE N/A

	C586
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/1 AND A.18a/28 THEN R ELSE N/A

	C587
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/6 AND A.18a/22 AND A.18a/28 THEN R ELSE N/A

	C588
IF A.1/1 AND A.18a/24 AND (A.18a.1/13 OR A.18a.1/14 OR A.18a.1/17 OR A.18a.1/18) THEN R ELSE N/A

	C589
IF A.1/1 AND A.10/8 THEN R ELSE N/A

	C590
IF A.1/2 AND A.10/8 THEN R ELSE N/A

	C591
IF A.1/1 AND A.18a/29  THEN R ELSE N/A

	C592
IF A.1/1 AND A.18a/30 THEN R ELSE N/A

	C593
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.20/47 THEN R ELSE N/A

	Cx01
IF (A.1/2 OR A.1/9) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/9 AND A.18n/9 THEN R ELSE N/A

	Cx02
IF (A.1/2 OR A.1/9) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/9 AND A.18n/10 THEN R ELSE N/A

	Cx03
IF (A.1/2 OR A.1/9) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/9 AND A.18n/11 THEN R ELSE N/A

	Cx04
IF A.1/2 AND A.18n/1 THEN R ELSE N/A

	Cx05
IF A.1/2 AND A.18n/2 THEN R ELSE N/A

	Cx06
IF A.1/2 AND A.18n/3 THEN R ELSE N/A

	Cx07
IF A.1/2 AND A.18n/4 AND A.2/7 THEN R ELSE N/A

	Cx08
IF A.1/2 AND A.3/2 AND A.10/4 AND A.18n/6 THEN R ELSE N/A

	Cx09
IF A.1/2 AND A.3/2 AND A.10/4 AND A.18n/7 THEN R ELSE N/A

	Cx10
IF A.1/8 AND A.3/2 AND A.10/4 AND A.18t/6 THEN R ELSE N/A

	Cx11
IF A.1/8 AND A.3/2 AND A.10/4 AND A.18t/7 THEN R ELSE N/A

	Cx12
IF (A.1/8 OR A.1/10) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/9 AND A.18t/9 THEN R ELSE N/A

	Cx13
IF (A.1/8 OR A.1/10) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/9 AND A.18t/10 THEN R ELSE N/A

	Cx14
IF (A.1/8 OR A.1/10) AND (A.18b/15 OR A.18b/16) AND A.3/2 AND A.10/9 AND A.18t/11 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]
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